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[bookmark: _Toc60777158][bookmark: _Toc90651030]6.3.2	Radio resource control information elements
============SKIP============
–	MUSIM-GapConfig
The IE MUSIM-GapConfig specifies the MUSIM gap configuration and controls setup/release of MUSIM gaps.
MUSIM-GapConfig information element
-- TAG-MUSIM-GAPCONFIG-START

MUSIM-GapConfig-r17 ::=                  SEQUENCE {
	musim-GapToReleaseList-r17       SEQUENCE (SIZE (1..2)) OF MUSIM-GapID-r17               OPTIONAL,
	musim-GapToAddModList-r17        SEQUENCE (SIZE (1..2)) OF MUSIM-GapInfo-r17             OPTIONAL,	       
[bookmark: _GoBack]	musim-AperiodicGap-r17           MUSIM-GapInfo-r17ENUMERATED {setup}                OPTIONAL, -- Need N
   ...
}
MUSIM-GapInfo-r17 ::=          SEQUENCE {
    musim-GapID-r17                        MUSIM-GapID-r17            OPTIONAL, -- Cond periodic
    musim-Starting-SFN-AndSubframe-r17     MUSIM-Starting-SFN-AndSubframe-r17         OPTIONAL, -- Cond aperiodic
    musim-GapLength-r17                    ENUMERATED {ms3, ms4, ms6, ms10, ms20}         OPTIONAL, 
musim-GapRepetitionAndOffset-r17       CHOICE {
        ms20-r17                            INTEGER (0..19),
        ms40-r17                            INTEGER (0..39),
        ms80-r17                            INTEGER (0..79),
        ms160-r17                           INTEGER (0..159),
        ms320-r17                           INTEGER (0..319),
        ms640-r17                           INTEGER (0..639),
        ms1280-r17                          INTEGER (0..1279),
        ms2560-r17                          INTEGER (0..2559),
        ms5120-r17                          INTEGER (0..5119),
        ...
}         OPTIONAL -- Cond periodic
}
MUSIM-Starting-SFN-AndSubframe-r17 ::=            SEQUENCE {
    starting-SFN-r17            INTEGER (0..1023),
    startingSubframe-r17        INTEGER (0..9)
}

-- TAG-MUSIM-GAPCONFIG-STOP
-- ASN1STOP
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