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	Category:
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	Use one of the following categories:
F  (correction)
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	Reason for change:
	If UE receives the quantityConfig, UE would set the parameters according to the RAT of the quantityConfig, which means the quantity config of other RATs is not changed. However, the UE would remove report entries and stop report timers corresponding to measId included in the measIdList within VarMeasConfig, regardless the RAT of measId. This would unnecessarily delay the measurement evaluation and report of the other RATs which is not inlcuded in the received quantityConfig.

	
	

	Summary of change:
	UE only remove the report entries and stop report timers corresponding to measId, which concerns the RAT for which the received quantityConfig includes parameter(s).

Impact Analysis
Impacted 5G architecture options: NR SA, NR-DC, EN-DC

Impacted functionality:
Measurement

Inter-operability:
1.	 If the network is implemented according to the CR and the UE is not, there is no inter-operability issue.

2.	 If the UE is implemented according to the CR and the network is not, there is no inter-operability issue.



	
	

	Consequences if not approved:
	The UE would remove all report entris within VarMeasReportList and stop all report timer, even if the quantity config is only changed for one RAT.
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The UE shall:
1>	for each RAT for which the received quantityConfig includes parameter(s):
2>	set the corresponding parameter(s) in quantityConfig within VarMeasConfig to the value of the received quantityConfig parameter(s);
1>	for each measId included in the measIdList within VarMeasConfig concerning RAT for which the received quantityConfig includes parameter(s):
2>	remove the measurement reporting entry for this measId from the VarMeasReportList, if included;
2>	stop the periodical reporting timer or timer T321 or timer T322, whichever one is running, and reset the associated information (e.g. timeToTrigger) for this measId.
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