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1 Introduction
The RRC CR for IOT NTN was approved at RAN2#117-e and included in the RRC Rel-17 specification [1]. 

As part of the ASN1 review, it has been proposed (RIL H012, H013, H016, H017) to group the NTN specific configuration parameters in ntn-ConfigCommon and ntn-ConfigDedicated respectively to avoid having conditions at multiple places.
Proposal: Agree on RIL H012, H013, H016, H017

The document includes in annex a corresponding TP written in top of the rapporteur CR in [2].
2 Reference
[1] 3GPP TS 36.331 E-UTRAN Radio Resource Control (RRC) (Release 17)

[2] R2-22xxxxx Corrections to support of Non-Terrestrial Network in NB-IoT and eMTC, Huawei, HiSilicon, RAN2#118-e, May 2022

3 
TP for signalling of NTN specific configuration parameters
6.3.2
Radio resource control information elements
–
PhysicalConfigDedicated
The IE PhysicalConfigDedicated is used to specify the UE specific physical channel configuration.

PhysicalConfigDedicated information element

-- ASN1START

PhysicalConfigDedicated ::=

SEQUENCE {


pdsch-ConfigDedicated



PDSCH-ConfigDedicated


OPTIONAL,

-- Need ON


pucch-ConfigDedicated



PUCCH-ConfigDedicated


OPTIONAL,

-- Need ON


pusch-ConfigDedicated



PUSCH-ConfigDedicated


OPTIONAL,

-- Need ON


uplinkPowerControlDedicated


UplinkPowerControlDedicated

OPTIONAL,

-- Need ON


tpc-PDCCH-ConfigPUCCH



TPC-PDCCH-Config



OPTIONAL,

-- Need ON


tpc-PDCCH-ConfigPUSCH



TPC-PDCCH-Config



OPTIONAL,

-- Need ON


cqi-ReportConfig




CQI-ReportConfig



OPTIONAL,

-- Cond CQI-r8


soundingRS-UL-ConfigDedicated

SoundingRS-UL-ConfigDedicated
OPTIONAL,

-- Need ON


antennaInfo






CHOICE {



explicitValue





AntennaInfoDedicated,



defaultValue





NULL


}
















OPTIONAL,
-- Cond AI-r8


schedulingRequestConfig



SchedulingRequestConfig


OPTIONAL,

-- Need ON


...,


[[
cqi-ReportConfig-v920



CQI-ReportConfig-v920

OPTIONAL,

-- Cond CQI-r8



antennaInfo-v920




AntennaInfoDedicated-v920
OPTIONAL

-- Cond AI-r8


]],


[[
antennaInfo-r10




CHOICE {




explicitValue-r10



AntennaInfoDedicated-r10,




defaultValue




NULL



}















OPTIONAL,
-- Cond AI-r10



antennaInfoUL-r10



AntennaInfoUL-r10



OPTIONAL,

-- Need ON



cif-Presence-r10



BOOLEAN






OPTIONAL,

-- Need ON


cqi-ReportConfig-r10


CQI-ReportConfig-r10


OPTIONAL,
-- Cond CQI-r10



csi-RS-Config-r10



CSI-RS-Config-r10



OPTIONAL,

-- Need ON



pucch-ConfigDedicated-v1020

PUCCH-ConfigDedicated-v1020

OPTIONAL,

-- Need ON



pusch-ConfigDedicated-v1020

PUSCH-ConfigDedicated-v1020

OPTIONAL,

-- Need ON



schedulingRequestConfig-v1020
SchedulingRequestConfig-v1020
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicated-v1020









SoundingRS-UL-ConfigDedicated-v1020

OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedAperiodic-r10








SoundingRS-UL-ConfigDedicatedAperiodic-r10
OPTIONAL,

-- Need ON



uplinkPowerControlDedicated-v1020











UplinkPowerControlDedicated-v1020
OPTIONAL

-- Need ON


]],


[[
additionalSpectrumEmissionCA-r10


CHOICE {




release








NULL,




setup








SEQUENCE {





additionalSpectrumEmissionPCell-r10

AdditionalSpectrumEmission



}



}


OPTIONAL
-- Need ON


]],


[[
-- DL configuration as well as configuration applicable for DL and UL



csi-RS-ConfigNZPToReleaseList-r11










CSI-RS-ConfigNZPToReleaseList-r11
OPTIONAL,

-- Need ON



csi-RS-ConfigNZPToAddModList-r11










CSI-RS-ConfigNZPToAddModList-r11
OPTIONAL,

-- Need ON



csi-RS-ConfigZPToReleaseList-r11











CSI-RS-ConfigZPToReleaseList-r11
OPTIONAL,

-- Need ON



csi-RS-ConfigZPToAddModList-r11
CSI-RS-ConfigZPToAddModList-r11
OPTIONAL,

-- Need ON



epdcch-Config-r11



EPDCCH-Config-r11



OPTIONAL,

-- Need ON



pdsch-ConfigDedicated-v1130

PDSCH-ConfigDedicated-v1130

OPTIONAL,

-- Need ON


-- UL configuration



cqi-ReportConfig-v1130


CQI-ReportConfig-v1130


OPTIONAL,

-- Need ON



pucch-ConfigDedicated-v1130

PUCCH-ConfigDedicated-v1130

OPTIONAL,

-- Need ON



pusch-ConfigDedicated-v1130

PUSCH-ConfigDedicated-v1130

OPTIONAL,

-- Need ON



uplinkPowerControlDedicated-v1130










UplinkPowerControlDedicated-v1130
OPTIONAL

-- Need ON


]],


[[
antennaInfo-v1250



AntennaInfoDedicated-v1250

OPTIONAL,
-- Cond AI-r10



eimta-MainConfig-r12


EIMTA-MainConfig-r12


OPTIONAL,

-- Need ON



eimta-MainConfigPCell-r12

EIMTA-MainConfigServCell-r12
OPTIONAL,

-- Need ON



pucch-ConfigDedicated-v1250

PUCCH-ConfigDedicated-v1250

OPTIONAL,

-- Need ON



cqi-ReportConfigPCell-v1250

CQI-ReportConfig-v1250


OPTIONAL,

-- Need ON



uplinkPowerControlDedicated-v1250










UplinkPowerControlDedicated-v1250
OPTIONAL,

-- Need ON



pusch-ConfigDedicated-v1250

PUSCH-ConfigDedicated-v1250

OPTIONAL,

-- Need ON



csi-RS-Config-v1250




CSI-RS-Config-v1250


OPTIONAL

-- Need ON


]],


[[
pdsch-ConfigDedicated-v1280


PDSCH-ConfigDedicated-v1280
OPTIONAL

-- Need ON


]],


[[
pdsch-ConfigDedicated-v1310


PDSCH-ConfigDedicated-v1310
OPTIONAL,

-- Need ON



pucch-ConfigDedicated-r13


PUCCH-ConfigDedicated-r13
OPTIONAL,

-- Need ON



pusch-ConfigDedicated-r13


PUSCH-ConfigDedicated-r13
OPTIONAL,

-- Need ON



pdcch-CandidateReductions-r13











PDCCH-CandidateReductions-r13
OPTIONAL,

-- Need ON



cqi-ReportConfig-v1310




CQI-ReportConfig-v1310
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicated-v1310









SoundingRS-UL-ConfigDedicated-v1310

OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedUpPTsExt-r13







SoundingRS-UL-ConfigDedicatedUpPTsExt-r13

OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedAperiodic-v1310







SoundingRS-UL-ConfigDedicatedAperiodic-v1310
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedAperiodicUpPTsExt-r13





SoundingRS-UL-ConfigDedicatedAperiodicUpPTsExt-r13

OPTIONAL,

-- Need ON



csi-RS-Config-v1310



CSI-RS-Config-v1310



OPTIONAL,

-- Need ON



ce-Mode-r13




CHOICE {




release





NULL,




setup





ENUMERATED {ce-ModeA,ce-ModeB}



}















OPTIONAL,

-- Need ON



csi-RS-ConfigNZPToAddModListExt-r13
CSI-RS-ConfigNZPToAddModListExt-r13
OPTIONAL,
-- Need ON



csi-RS-ConfigNZPToReleaseListExt-r13
CSI-RS-ConfigNZPToReleaseListExt-r13
OPTIONAL
-- Need ON


]],


[[
cqi-ReportConfig-v1320




CQI-ReportConfig-v1320
OPTIONAL

-- Need ON


]],


[[
typeA-SRS-TPC-PDCCH-Group-r14
CHOICE {




release






NULL,




setup






SEQUENCE (SIZE (1..32)) OF SRS-TPC-PDCCH-Config-r14



}















OPTIONAL,

-- Need ON



must-Config-r14





CHOICE{




release







NULL,




setup







SEQUENCE {





k-max-r14





ENUMERATED {l1, l3},





p-a-must-r14




ENUMERATED {














dB-6, dB-4dot77, dB-3, dB-1dot77,














dB0, dB1, dB2, dB3}
OPTIONAL

-- Need ON




}



}














OPTIONAL,

-- Need ON



pusch-EnhancementsConfig-r14

PUSCH-EnhancementsConfig-r14

OPTIONAL,
-- Need ON



ce-pdsch-pusch-EnhancementConfig-r14

ENUMERATED {on}
OPTIONAL,
-- Need OR



antennaInfo-v1430



AntennaInfoDedicated-v1430

OPTIONAL,
-- Need ON



pucch-ConfigDedicated-v1430

PUCCH-ConfigDedicated-v1430

OPTIONAL,
-- Need ON



pdsch-ConfigDedicated-v1430

PDSCH-ConfigDedicated-v1430

OPTIONAL,

-- Need ON



pusch-ConfigDedicated-v1430

PUSCH-ConfigDedicated-v1430
OPTIONAL,

-- Need ON



soundingRS-UL-PeriodicConfigDedicatedList-r14


SEQUENCE (SIZE (1..2)) OF SoundingRS-UL-ConfigDedicated
OPTIONAL,

-- Cond PeriodicSRSPCell



soundingRS-UL-PeriodicConfigDedicatedUpPTsExtList-r14
SEQUENCE (SIZE (1..4)) OF SoundingRS-UL-ConfigDedicatedUpPTsExt-r13
OPTIONAL,

-- Cond PeriodicSRSExt





soundingRS-UL-AperiodicConfigDedicatedList-r14


SEQUENCE (SIZE (1..2)) OF SoundingRS-UL-ConfigDedicatedAperiodic-r10
OPTIONAL,

-- Cond AperiodicSRS



soundingRS-UL-ConfigDedicatedApUpPTsExtList-r14
SEQUENCE (SIZE (1..4)) OF SoundingRS-UL-ConfigDedicatedAperiodicUpPTsExt-r13
OPTIONAL,

-- Cond AperiodicSRSExt



csi-RS-Config-v1430



CSI-RS-Config-v1430



OPTIONAL,

-- Need ON



csi-RS-ConfigZP-ApList-r14



CSI-RS-ConfigZP-ApList-r14
OPTIONAL,
-- Need ON



cqi-ReportConfig-v1430




CQI-ReportConfig-v1430
OPTIONAL,
-- Need ON



semiOpenLoop-r14





BOOLEAN




OPTIONAL
-- Need ON


]],


[[
csi-RS-Config-v1480




CSI-RS-Config-v1480


OPTIONAL

-- Need ON


]],


[[
physicalConfigDedicatedSTTI-r15

PhysicalConfigDedicatedSTTI-r15
OPTIONAL,-- Need ON



pdsch-ConfigDedicated-v1530


PDSCH-ConfigDedicated-v1530

OPTIONAL,-- Need ON



pusch-ConfigDedicated-v1530


PUSCH-ConfigDedicated-v1530

OPTIONAL,-- Need ON



cqi-ReportConfig-v1530



CQI-ReportConfig-v1530


OPTIONAL,-- Need ON



antennaInfo-v1530




AntennaInfoDedicated-v1530

OPTIONAL,-- Need ON



csi-RS-Config-v1530




CSI-RS-Config-v1530



OPTIONAL,-- Need ON



uplinkPowerControlDedicated-v1530










UplinkPowerControlDedicated-v1530
OPTIONAL,

-- Need ON



semiStaticCFI-Config-r15

CHOICE{




release






NULL,




setup






CHOICE{





cfi-Config-r15




CFI-Config-r15,





cfi-PatternConfig-r15


CFI-PatternConfig-r15




}



}













OPTIONAL,
 -- Need ON



blindPDSCH-Repetition-Config-r15
CHOICE{




release






NULL,




setup






SEQUENCE {





blindSubframePDSCH-Repetitions-r15

BOOLEAN,





blindSlotSubslotPDSCH-Repetitions-r15
BOOLEAN,





maxNumber-SubframePDSCH-Repetitions-r15
ENUMERATED {n4,n6}
OPTIONAL,
-- Need ON





maxNumber-SlotSubslotPDSCH-Repetitions-r15
ENUMERATED {n4,n6}

OPTIONAL, -- Need ON





rv-SubframePDSCH-Repetitions-r15
ENUMERATED {dlrvseq1, dlrvseq2}
OPTIONAL, -- Need ON





rv-SlotsublotPDSCH-Repetitions-r15
ENUMERATED {dlrvseq1, dlrvseq2}
OPTIONAL, -- Need ON





numberOfProcesses-SubframePDSCH-Repetitions-r15
INTEGER(1..16)
OPTIONAL, -- Need ON





numberOfProcesses-SlotSubslotPDSCH-Repetitions-r15
INTEGER(1..16)
OPTIONAL, -- Need ON





mcs-restrictionSubframePDSCH-Repetitions-r15
ENUMERATED {n0, n1}
OPTIONAL, -- Need ON





mcs-restrictionSlotSubslotPDSCH-Repetitions-r15
ENUMERATED {n0, n1}
OPTIONAL -- Need ON




}



}













OPTIONAL
 -- Need ON


]],


[[
spucch-Config-v1550



SPUCCH-Config-v1550


OPTIONAL -- Need ON


]],


[[
pdsch-ConfigDedicated-v1610

PDSCH-ConfigDedicated-v1610

OPTIONAL,  -- Need ON



pusch-ConfigDedicated-v1610

PUSCH-ConfigDedicated-v1610

OPTIONAL,  -- Need ON



ce-CSI-RS-Feedback-r16


ENUMERATED {enabled}


OPTIONAL,  -- Need OR



resourceReservationConfigDedicatedDL-r16
SetupRelease {ResourceReservationConfigDedicatedDL-r16}

OPTIONAL,  -- Need ON



resourceReservationConfigDedicatedUL-r16
SetupRelease {ResourceReservationConfigDedicatedUL-r16}

OPTIONAL,  -- Need ON



soundingRS-UL-ConfigDedicatedAdd-r16

SetupRelease {SoundingRS-UL-ConfigDedicatedAdd-r16}



















OPTIONAL, --  Need ON



uplinkPowerControlAddSRS-r16
SetupRelease {UplinkPowerControlAddSRS-r16}
OPTIONAL,  -- Need ON



soundingRS-VirtualCellID-r16

SetupRelease {SoundingRS-VirtualCellID-r16}
OPTIONAL,  -- Need ON



widebandPRG-r16




SetupRelease {WidebandPRG-r16}



OPTIONAL   -- Need ON


]],


[[
pdsch-ConfigDedicated-v1700

PDSCH-ConfigDedicated-v1700
OPTIONAL, -- Need ON




ntn-ConfigDedicated-r17


SEQUENCE {




pucch-TxDuration-r17


PUCCH-TxDuration-r17
OPTIONAL,
-- Need OR



pusch-TxDuration-r17


PUSCH-TxDuration-r17
OPTIONAL
-- Need OR


} OPTIONAL
-- Need ON

]]
}

PhysicalConfigDedicated-v1370 ::=
SEQUENCE {


pucch-ConfigDedicated-v1370


PUCCH-ConfigDedicated-v1370

OPTIONAL

-- Cond PUCCH-Format4or5

}

PhysicalConfigDedicated-v13c0 ::=
SEQUENCE {


pucch-ConfigDedicated-v13c0


PUCCH-ConfigDedicated-v13c0


}

PhysicalConfigDedicatedSCell-r10 ::=

SEQUENCE {


-- DL configuration as well as configuration applicable for DL and UL


nonUL-Configuration-r10




SEQUENCE {



antennaInfo-r10












AntennaInfoDedicated-r10
OPTIONAL,

-- Need ON



crossCarrierSchedulingConfig-r10










CrossCarrierSchedulingConfig-r10
OPTIONAL,

-- Need ON



csi-RS-Config-r10





CSI-RS-Config-r10

OPTIONAL,

-- Need ON



pdsch-ConfigDedicated-r10



PDSCH-ConfigDedicated
OPTIONAL

-- Need ON


}
















OPTIONAL,
-- Cond SCellAdd


-- UL configuration


ul-Configuration-r10




SEQUENCE {



antennaInfoUL-r10





AntennaInfoUL-r10

OPTIONAL,

-- Need ON



pusch-ConfigDedicatedSCell-r10









PUSCH-ConfigDedicatedSCell-r10

OPTIONAL,
-- Cond PUSCH-SCell1



uplinkPowerControlDedicatedSCell-r10









UplinkPowerControlDedicatedSCell-r10
OPTIONAL,

-- Need ON



cqi-ReportConfigSCell-r10


CQI-ReportConfigSCell-r10
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicated-r10











SoundingRS-UL-ConfigDedicated
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicated-v1020










SoundingRS-UL-ConfigDedicated-v1020
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedAperiodic-r10








SoundingRS-UL-ConfigDedicatedAperiodic-r10
OPTIONAL
-- Need ON


}
















OPTIONAL,
-- Cond CommonUL


...,


[[
-- DL configuration as well as configuration applicable for DL and UL


csi-RS-ConfigNZPToReleaseList-r11










CSI-RS-ConfigNZPToReleaseList-r11
OPTIONAL,

-- Need ON



csi-RS-ConfigNZPToAddModList-r11











CSI-RS-ConfigNZPToAddModList-r11
OPTIONAL,

-- Need ON



csi-RS-ConfigZPToReleaseList-r11










CSI-RS-ConfigZPToReleaseList-r11
OPTIONAL,

-- Need ON



csi-RS-ConfigZPToAddModList-r11











CSI-RS-ConfigZPToAddModList-r11
OPTIONAL,

-- Need ON



epdcch-Config-r11




EPDCCH-Config-r11


OPTIONAL,

-- Need ON



pdsch-ConfigDedicated-v1130


PDSCH-ConfigDedicated-v1130
OPTIONAL,

-- Need ON


-- UL configuration



cqi-ReportConfig-v1130



CQI-ReportConfig-v1130

OPTIONAL,

-- Need ON



pusch-ConfigDedicated-v1130










PUSCH-ConfigDedicated-v1130

OPTIONAL,
-- Cond PUSCH-SCell1



uplinkPowerControlDedicatedSCell-v1130










UplinkPowerControlDedicated-v1130
OPTIONAL

-- Need ON


]],


[[
antennaInfo-v1250




AntennaInfoDedicated-v1250
OPTIONAL,

-- Need ON



eimta-MainConfigSCell-r12











EIMTA-MainConfigServCell-r12
OPTIONAL,

-- Need ON



cqi-ReportConfigSCell-v1250


CQI-ReportConfig-v1250

OPTIONAL,

-- Need ON



uplinkPowerControlDedicatedSCell-v1250










UplinkPowerControlDedicated-v1250
OPTIONAL,

-- Need ON



csi-RS-Config-v1250




CSI-RS-Config-v1250


OPTIONAL

-- Need ON


]],


[[
pdsch-ConfigDedicated-v1280


PDSCH-ConfigDedicated-v1280
OPTIONAL

-- Need ON


]],


[[
pucch-Cell-r13





ENUMERATED {true}

OPTIONAL,
-- Cond PUCCH-SCell1



pucch-SCell






CHOICE{




release







NULL,




setup







SEQUENCE {





pucch-ConfigDedicated-r13












PUCCH-ConfigDedicated-r13
OPTIONAL,

-- Need ON





schedulingRequestConfig-r13













SchedulingRequestConfigSCell-r13
OPTIONAL,

-- Need ON





tpc-PDCCH-ConfigPUCCH-SCell-r13














TPC-PDCCH-ConfigSCell-r13
OPTIONAL,

-- Need ON





pusch-ConfigDedicated-r13













PUSCH-ConfigDedicated-r13
OPTIONAL,
-- Cond PUSCH-SCell





uplinkPowerControlDedicated-r13











UplinkPowerControlDedicatedSCell-v1310
OPTIONAL
-- Need ON




}



}















OPTIONAL,
-- Need ON



crossCarrierSchedulingConfig-r13







CrossCarrierSchedulingConfig-r13
OPTIONAL,
-- Cond Cross-Carrier-Config



pdcch-ConfigSCell-r13



PDCCH-ConfigSCell-r13

OPTIONAL,

-- Need ON



cqi-ReportConfig-v1310



CQI-ReportConfig-v1310

OPTIONAL,

-- Need ON



pdsch-ConfigDedicated-v1310


PDSCH-ConfigDedicated-v1310
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicated-v1310









SoundingRS-UL-ConfigDedicated-v1310

OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedUpPTsExt-r13








SoundingRS-UL-ConfigDedicatedUpPTsExt-r13
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedAperiodic-v1310







SoundingRS-UL-ConfigDedicatedAperiodic-v1310
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedAperiodicUpPTsExt-r13






SoundingRS-UL-ConfigDedicatedAperiodicUpPTsExt-r13
OPTIONAL,

-- Need ON



csi-RS-Config-v1310




CSI-RS-Config-v1310


OPTIONAL,

-- Need ON



laa-SCellConfiguration-r13


LAA-SCellConfiguration-r13
OPTIONAL,

-- Need ON



csi-RS-ConfigNZPToAddModListExt-r13
CSI-RS-ConfigNZPToAddModListExt-r13
OPTIONAL,
-- Need ON



csi-RS-ConfigNZPToReleaseListExt-r13
CSI-RS-ConfigNZPToReleaseListExt-r13
OPTIONAL
-- Need ON


]],


[[
cqi-ReportConfig-v1320



CQI-ReportConfig-v1320
OPTIONAL

-- Need ON


]],


[[
laa-SCellConfiguration-v1430

LAA-SCellConfiguration-v1430



















OPTIONAL,
-- Need ON



typeB-SRS-TPC-PDCCH-Config-r14

SRS-TPC-PDCCH-Config-r14
OPTIONAL,
-- Need ON



uplinkPUSCH-LessPowerControlDedicated-v1430

UplinkPUSCH-LessPowerControlDedicated-v1430 OPTIONAL,

-- Need ON



soundingRS-UL-PeriodicConfigDedicatedList-r14




SEQUENCE (SIZE (1..2)) OF SoundingRS-UL-ConfigDedicated





OPTIONAL,

-- Cond PeriodicSRS



soundingRS-UL-PeriodicConfigDedicatedUpPTsExtList-r14




SEQUENCE (SIZE (1..4)) OF SoundingRS-UL-ConfigDedicatedUpPTsExt-r13





OPTIONAL,

-- Cond PeriodicSRSExt





soundingRS-UL-AperiodicConfigDedicatedList-r14




SEQUENCE (SIZE (1..2)) OF SoundingRS-AperiodicSet-r14





OPTIONAL,

-- Cond AperiodicSRS



soundingRS-UL-ConfigDedicatedApUpPTsExtList-r14




SEQUENCE (SIZE (1..4)) OF SoundingRS-AperiodicSetUpPTsExt-r14


OPTIONAL,

-- Cond AperiodicSRSExt



must-Config-r14





CHOICE{




release







NULL,




setup







SEQUENCE {





k-max-r14





ENUMERATED {l1, l3},





p-a-must-r14




ENUMERATED {














dB-6, dB-4dot77, dB-3, dB-1dot77,














dB0, dB1, dB2, dB3}
OPTIONAL

-- Need ON




}



}














OPTIONAL,

-- Need ON



pusch-ConfigDedicated-v1430


PUSCH-ConfigDedicatedSCell-v1430
OPTIONAL,
-- Need ON



csi-RS-Config-v1430





CSI-RS-Config-v1430


OPTIONAL,
-- Need ON



csi-RS-ConfigZP-ApList-r14



CSI-RS-ConfigZP-ApList-r14

OPTIONAL,
-- Need ON



cqi-ReportConfig-v1430




CQI-ReportConfig-v1430
OPTIONAL,
-- Need ON



semiOpenLoop-r14





BOOLEAN





OPTIONAL,
-- Need ON



pdsch-ConfigDedicatedSCell-v1430

PDSCH-ConfigDedicatedSCell-v1430

OPTIONAL

-- Need ON

]],


[[
csi-RS-Config-v1480




CSI-RS-Config-v1480



OPTIONAL
-- Need ON


]],


[[
physicalConfigDedicatedSTTI-r15

PhysicalConfigDedicatedSTTI-r15
OPTIONAL,
-- Need ON



pdsch-ConfigDedicated-v1530


PDSCH-ConfigDedicated-v1530

OPTIONAL,
-- Need ON



dummy







CQI-ReportConfig-v1530


OPTIONAL,
-- Need ON



cqi-ReportConfigSCell-r15


CQI-ReportConfigSCell-r15

OPTIONAL,
-- Need ON



cqi-ShortConfigSCell-r15


CQI-ShortConfigSCell-r15

OPTIONAL,
-- Need ON



csi-RS-Config-v1530




CSI-RS-Config-v1530



OPTIONAL,
-- Need ON


uplinkPowerControlDedicatedSCell-v1530










UplinkPowerControlDedicated-v1530
OPTIONAL,

-- Need ON



laa-SCellConfiguration-v1530

LAA-SCellConfiguration-v1530
OPTIONAL,
-- Need ON



pusch-ConfigDedicated-v1530


PUSCH-ConfigDedicatedScell-v1530
OPTIONAL,
-- Cond AUL



semiStaticCFI-Config-r15

CHOICE{




release






NULL,




setup






CHOICE{





cfi-Config-r15




CFI-Config-r15,





cfi-PatternConfig-r15


CFI-PatternConfig-r15




}



}













OPTIONAL,
 -- Need ON



blindPDSCH-Repetition-Config-r15
CHOICE{




release






NULL,




setup






SEQUENCE {





blindSubframePDSCH-Repetitions-r15

BOOLEAN,





blindSlotSubslotPDSCH-Repetitions-r15
BOOLEAN,





maxNumber-SubframePDSCH-Repetitions-r15
ENUMERATED {n4,n6}
OPTIONAL,
-- Need ON





maxNumber-SlotSubslotPDSCH-Repetitions-r15
ENUMERATED {n4,n6}

OPTIONAL, -- Need ON





rv-SubframePDSCH-Repetitions-r15
ENUMERATED {dlrvseq1, dlrvseq2}
OPTIONAL, -- Need ON





rv-SlotsublotPDSCH-Repetitions-r15
ENUMERATED {dlrvseq1, dlrvseq2}
OPTIONAL, -- Need ON





numberOfProcesses-SubframePDSCH-Repetitions-r15
INTEGER(1..16)
OPTIONAL, -- Need ON





numberOfProcesses-SlotSubslotPDSCH-Repetitions-r15
INTEGER(1..16)
OPTIONAL, -- Need ON





mcs-restrictionSubframePDSCH-Repetitions-r15
ENUMERATED {n0, n1}
OPTIONAL, -- Need ON





mcs-restrictionSlotSubslotPDSCH-Repetitions-r15
ENUMERATED {n0, n1}
OPTIONAL -- Need ON




}



}













OPTIONAL
 -- Need ON


]],


[[
spucch-Config-v1550



SPUCCH-Config-v1550


OPTIONAL -- Need ON


]],


[[
soundingRS-UL-ConfigDedicatedAdd-r16

SetupRelease {SoundingRS-UL-ConfigDedicatedAdd-r16}

















OPTIONAL, -- Need ON



uplinkPowerControlAddSRS-r16



SetupRelease {UplinkPowerControlAddSRS-r16}

















OPTIONAL, -- Need ON



soundingRS-VirtualCellID-r16



SetupRelease {SoundingRS-VirtualCellID-r16}

















OPTIONAL,  -- Need ON



widebandPRG-r16






SetupRelease {WidebandPRG-r16}

OPTIONAL -- Need ON


]]

}

PhysicalConfigDedicatedSCell-v1370 ::=
SEQUENCE {


pucch-SCell-v1370



CHOICE{



release






NULL,



setup






SEQUENCE {




pucch-ConfigDedicated-v1370

PUCCH-ConfigDedicated-v1370

OPTIONAL
-- Cond PUCCH-Format4or5



}


}

}

PhysicalConfigDedicatedSCell-v13c0 ::=
SEQUENCE {


pucch-SCell-v13c0



CHOICE{



release






NULL,



setup






SEQUENCE {




pucch-ConfigDedicated-v13c0

PUCCH-ConfigDedicated-v13c0



}


}

}

CFI-Config-r15
::= SEQUENCE {


cfi-SubframeNonMBSFN-r15

INTEGER (1..4)





OPTIONAL,
 -- Need ON


cfi-SlotSubslotNonMBSFN-r15

INTEGER (1..3)




OPTIONAL,
 -- Need ON


cfi-SubframeMBSFN-r15


INTEGER (1..2)





OPTIONAL,
 -- Need ON


cfi-SlotSubslotMBSFN-r15

INTEGER (1..2)





OPTIONAL
 -- Need ON

}

CFI-PatternConfig-r15
::= SEQUENCE {


cfi-PatternSubframe-r15

SEQUENCE (SIZE(10)) OF INTEGER (1..4)
OPTIONAL,
 -- Need ON


cfi-PatternSlotSubslot-r15
SEQUENCE (SIZE(10)) OF INTEGER (1..3)
OPTIONAL
 -- Need ON

}

LAA-SCellConfiguration-r13 ::=


SEQUENCE {


subframeStartPosition-r13



ENUMERATED {s0, s07},


laa-SCellSubframeConfig-r13



BIT STRING (SIZE(8))

}

LAA-SCellConfiguration-v1430 ::=

SEQUENCE {


crossCarrierSchedulingConfig-UL-r14
CHOICE {



release








NULL,



setup








SEQUENCE {




crossCarrierSchedulingConfigLAA-UL-r14

CrossCarrierSchedulingConfigLAA-UL-r14



}


}












OPTIONAL,
-- Cond Cross-Carrier-ConfigUL


lbt-Config-r14







LBT-Config-r14


OPTIONAL,

-- Need ON


pdcch-ConfigLAA-r14






PDCCH-ConfigLAA-r14
OPTIONAL,

-- Need ON


absenceOfAnyOtherTechnology-r14


ENUMERATED {true}

OPTIONAL,

-- Need OR


soundingRS-UL-ConfigDedicatedAperiodic-v1430







SoundingRS-UL-ConfigDedicatedAperiodic-v1430
OPTIONAL

-- Need ON

}

LAA-SCellConfiguration-v1530 ::=

SEQUENCE {


aul-Config-r15






AUL-Config-r15

OPTIONAL,

-- Need ON


pusch-ModeConfigLAA-r15




PUSCH-ModeConfigLAA-r15
OPTIONAL
-- Need OR

}

PUSCH-ModeConfigLAA-r15 ::=


SEQUENCE {



laa-PUSCH-Mode1
BOOLEAN,



laa-PUSCH-Mode2
BOOLEAN,



laa-PUSCH-Mode3
BOOLEAN

}

LBT-Config-r14 ::=

CHOICE{


maxEnergyDetectionThreshold-r14



INTEGER(-85..-52),


energyDetectionThresholdOffset-r14


INTEGER(-13..20)

}

CSI-RS-ConfigNZPToAddModList-r11 ::=
SEQUENCE (SIZE (1..maxCSI-RS-NZP-r11)) OF CSI-RS-ConfigNZP-r11

CSI-RS-ConfigNZPToAddModListExt-r13 ::=
SEQUENCE (SIZE (1..maxCSI-RS-NZP-v1310)) OF CSI-RS-ConfigNZP-r11

CSI-RS-ConfigNZPToAddModList-r15 ::=
SEQUENCE (SIZE (1..maxCSI-RS-NZP-r13)) OF CSI-RS-ConfigNZP-r11

CSI-RS-ConfigNZPToReleaseList-r11 ::=
SEQUENCE (SIZE (1..maxCSI-RS-NZP-r11)) OF CSI-RS-ConfigNZPId-r11

CSI-RS-ConfigNZPToReleaseListExt-r13 ::=
SEQUENCE (SIZE (1..maxCSI-RS-NZP-v1310)) OF CSI-RS-ConfigNZPId-v1310

CSI-RS-ConfigNZPToReleaseList-r15 ::=
SEQUENCE (SIZE (1..maxCSI-RS-NZP-r13)) OF CSI-RS-ConfigNZPId-r13

CSI-RS-ConfigZPToAddModList-r11 ::=
SEQUENCE (SIZE (1..maxCSI-RS-ZP-r11)) OF CSI-RS-ConfigZP-r11

CSI-RS-ConfigZPToReleaseList-r11 ::=
SEQUENCE (SIZE (1..maxCSI-RS-ZP-r11)) OF CSI-RS-ConfigZPId-r11

PhysicalConfigDedicatedSTTI-r15 ::=
CHOICE {


release




NULL,


setup




SEQUENCE {



antennaInfoDedicatedSTTI-r15

AntennaInfoDedicatedSTTI-r15

OPTIONAL, -- Need ON



antennaInfoUL-STTI-r15



AntennaInfoUL-STTI-r15



OPTIONAL, -- Need ON



pucch-ConfigDedicated-v1530


PUCCH-ConfigDedicated-v1530


OPTIONAL, -- Need ON



schedulingRequestConfig-v1530

SchedulingRequestConfig-v1530

OPTIONAL, -- Need ON



uplinkPowerControlDedicatedSTTI-r15
UplinkPowerControlDedicatedSTTI-r15
OPTIONAL,
--Need ON



cqi-ReportConfig-r15



CQI-ReportConfig-r15



OPTIONAL, -- Need ON



csi-RS-Config-r15




CSI-RS-Config-r15




OPTIONAL, -- Need ON



csi-RS-ConfigNZPToReleaseList-r15
CSI-RS-ConfigNZPToReleaseList-r15
OPTIONAL, -- Need ON



csi-RS-ConfigNZPToAddModList-r15
CSI-RS-ConfigNZPToAddModList-r15
OPTIONAL, -- Need ON



csi-RS-ConfigZPToReleaseList-r15
CSI-RS-ConfigZPToReleaseList-r11
OPTIONAL, -- Need ON



csi-RS-ConfigZPToAddModList-r11

CSI-RS-ConfigZPToAddModList-r11

OPTIONAL, -- Need ON



csi-RS-ConfigZP-ApList-r15


CSI-RS-ConfigZP-ApList-r14


OPTIONAL, -- Need ON



eimta-MainConfig-r12



EIMTA-MainConfig-r12



OPTIONAL, -- Need ON



eimta-MainConfigServCell-r15

EIMTA-MainConfigServCell-r12

OPTIONAL, -- Need ON



semiOpenLoopSTTI-r15



BOOLEAN,



slotOrSubslotPDSCH-Config-r15

SlotOrSubslotPDSCH-Config-r15

OPTIONAL, -- Need ON



slotOrSubslotPUSCH-Config-r15

SlotOrSubslotPUSCH-Config-r15

OPTIONAL, -- Need ON



spdcch-Config-r15




SPDCCH-Config-r15




OPTIONAL, -- Need ON



spucch-Config-r15




SPUCCH-Config-r15




OPTIONAL, -- Need ON



srs-DCI7-TriggeringConfig-r15

BOOLEAN,



shortProcessingTime-r15



BOOLEAN,



shortTTI-r15





ShortTTI-r15





OPTIONAL -- Need ON


}

}

SoundingRS-AperiodicSet-r14 ::= SEQUENCE{


srs-CC-SetIndexList-r14














SEQUENCE (SIZE (1..4)) OF SRS-CC-SetIndex-r14
















OPTIONAL,
-- Cond SRS-Trigger-TypeA


soundingRS-UL-ConfigDedicatedAperiodic-r14













SoundingRS-UL-ConfigDedicatedAperiodic-r10

}

SoundingRS-AperiodicSetUpPTsExt-r14 ::= SEQUENCE{


srs-CC-SetIndexList-r14









SEQUENCE (SIZE (1..4)) OF SRS-CC-SetIndex-r14
















OPTIONAL,
-- Cond SRS-Trigger-TypeA


soundingRS-UL-ConfigDedicatedAperiodicUpPTsExt-r14












SoundingRS-UL-ConfigDedicatedAperiodicUpPTsExt-r13

}

ShortTTI-r15 ::=




SEQUENCE {


dl-STTI-Length-r15




ShortTTI-Length-r15


OPTIONAL,
-- Need OR


ul-STTI-Length-r15




ShortTTI-Length-r15


OPTIONAL
-- Need OR

}

ShortTTI-Length-r15 ::=




ENUMERATED {slot, subslot}

SoundingRS-VirtualCellID-r16 ::=


SEQUENCE {


srs-VirtualCellID-r16





INTEGER (0..503),


srs-VirtualCellID-AllSRS-r16



BOOLEAN

}

WidebandPRG-r16 ::= SEQUENCE {


widebandPRG-Subframe-r16



BOOLEAN,


widebandPRG-SlotSubslot-r16


BOOLEAN

}

ResourceReservationConfigDedicatedDL-r16 ::= SEQUENCE {


resourceReservationDedicatedDL-r16


ResourceReservationConfigDL-r16
OPTIONAL -- Need OP

}

ResourceReservationConfigDedicatedUL-r16 ::= SEQUENCE {


resourceReservationDedicatedUL-r16


ResourceReservationConfigUL-r16
OPTIONAL -- Need OP

}

-- ASN1STOP

	PhysicalConfigDedicated field descriptions

	absenceOfAnyOtherTechnology

Presence of this field indicates absence on a long term basis (e.g. by level of regulation) of any other technology sharing the carrier; absence of this field indicates the potential presence of any other technology sharing the carrier, as specified in TS 37.213 [94]. 

	additionalSpectrumEmissionPCell

E-UTRAN does not configure this field in this release of the specification.

	antennaInfo

A choice is used to indicate whether the antennaInfo is signalled explicitly or set to the default antenna configuration as specified in clause 9.2.4.

	blindSlotSubslotPDSCH-Repetitions

Enables HARQ-less/blind slot or subslot PDSCH repetitions for a UE in a given cell, i.e. back to back slot/subslot PDSCH transmissions for the same transport block. The number of slot/subslot PDSCH transmissions is indicated in the DCI.

	blindSubframePDSCH-Repetitions

Enables HARQ-less/blind subframe PDSCH repetitions for a UE in a given cell, i.e. back to back PDSCH transmissions for the same transport block. The number of PDSCH transmissions is indicated in the DCI.

	ce-CSI-RS-Feedback

Indicates whether CSI-RS-based CSI feedback is enabled for non-BL UE in CE mode A, see TS 36.213 [23], clause 7.2.2.

	ce-Mode

Indicates the CE mode as specified in TS 36.213 [23].

	ce-pdsch-pusch-Enhancement-Config

Activation of new numbers of repetitions for PUSCH and modulation restrictions for PDSCH/PUSCH in CE mode A, see TS 36.212 [22] and TS 36.213 [23].

	cfi-SlotSubslotNonMBSFN

Indicates the semi-static control format indicator for slot/subslot operation in non-MBSFN subframes.

	cfi-SlotSubslotMBSFN

Indicates the semi-static control format indicator for slot/subslot operation in MBSFN subframes.

	cfi-SubframeMBSFN

Indicates the semi-static control format indicator for subframe operation in MBSFN subframes.

	cfi-SubframeNonMBSFN

Indicates the semi-static control format indicator for subframe operation in non-MBSFN subframes.

	cqi-ShortConfigSCell

Indicates whether the CSI (CQI/PMI/RI/PTI/CRI) reporting resource configured by cqi-ShortConfigSCell is available upon receiving the SCell activation command for this SCell. E-UTRAN only configures this field when transmission mode 1-8 is configured for the serving cell on this carrier frequency.

	csi-RS-Config

For a serving frequency E-UTRAN does not configure csi-RS-Config (includes zeroTxPowerCSI-RS) when transmission mode 10 is configured for the serving cell on this carrier frequency.

	csi-RS-ConfigNZPToAddModList

For a serving frequency E-UTRAN configures one or more CSI-RS-ConfigNZP only when transmission mode 9 or 10 is configured for the serving cell on this carrier frequency. For a serving frequency, EUTRAN configures a maximum number of CSI-RS-ConfigNZP in accordance with transmission mode (including CSI processes), eMIMO (including class) and associated UE capabilities (e.g. k-Max, n-MaxList).

	csi-RS-ConfigZP-ApList

The aperiodic ZP CSI-RS for PDSCH rate matching. The field subframeConfig is applicable to semi-persistent CSI RS reporting. In other cases, the UE shall ignore field subframeConfig.

	csi-RS-ConfigZPToAddModList

For a serving frequency E-UTRAN configures one or more CSI-RS-ConfigZP only when transmission mode 10 is configured for the serving cell on this carrier frequency.

	dl-STTI-Length, ul-STTI-Length

Indicates the DL and UL short TTI lengths. Value slot corresponds to 7 OFDM symbols and value subslot corresponds to 2 or 3 OFDM symbols. E-UTRAN configures the same value for all serving cells sending PUCCH feedback on the same cell. If one SCell is configured with short TTI in the group of cells configured to send PUCCH on the same cell, the cell carrying PUCCH shall be configured with short TTI. E-UTRAN can configure different value of dl-STTI-Length and ul-STTI-Length for serving cells sending PUCCH feedback on different cells. E-UTRAN does not configure the combination {slot,subslot} for {DL,UL}. 

	dummy

This field is not used in the specification. If received it shall be ignored by the UE.

	eimta-MainConfigPCell, eimta-MainConfigSCell

If E-UTRAN configures eimta-MainConfigPCell or eimta-MainConfigSCell for one serving cell in a frequency band, E-UTRAN configures eimta-MainConfigPCell or eimta-MainConfigSCell for all serving cells residing on the frequency band. E-UTRAN configures eimta-MainConfigPCell or eimta-MainConfigSCell only if eimta-MainConfig is configured.

	energyDetectionThresholdOffset
Indicates the offset to the default maximum energy detection threshold value. Unit in dB. Value -13 corresponds to -13dB, value -12 corresponds to -12dB, and so on (i.e. in steps of 1dB) as specified in TS 37.213 [94].

	epdcch-Config

indicates the EPDCCH-Config for the cell. E-UTRAN does not configure EPDCCH-Config for an SCell that is configured with value other for schedulingCellInfo in CrossCarrierSchedulingConfig.

	k-max

Indicates the maximum number of interfering spatial layers signaled in the assistance information for MUST. Value l1 corresponds to 1 layer, Value l3 corresponds to 3 layers.

	laa-PUSCH-Mode1, laa-PUSCH-Mode2, laa-PUSCH-Mode3

Indicates whether LAA PUSCH mode 1, 2 and/or 3 is configured as specified in TS 36.212 [22], clause 5.3.3.1.

	laa-SCellSubframeConfig

A bit-map indicating LAA SCell subframe configuration, "1" denotes that the corresponding subframe is allocated as MBSFN subframe. The bitmap is interpreted as follows:

Starting from the first/leftmost bit in the bitmap, the allocation applies to subframes #1, #2, #3, #4, #6, #7, #8, and #9.

	maxEnergyDetectionThreshold
Indicates the absolute maximum energy detection threshold value. Unit in dBm. Value -85 corresponds to -85 dBm, value -84 corresponds to -84 dBm, and so on (i.e. in steps of 1dBm) as specified in TS 36.213 [23]. If the field is not configured, the UE shall use a default maximum energy detection threshold value as specified in TS 37.213 [94].

	maxNumber-SlotSubslotPDSCH-Repetitions

Indicates the maximum number of PDSCH transmissions for slot or subslot PDSCH repetitions. 

	maxNumber-SubframePDSCH-Repetitions

Indicates the maximum number of PDSCH transmissions for subframe PDSCH repetitions. 

	mcs-restrictionSlotSubslotPDSCH-Repetitions

Indicates the MCS restriction in terms of number of non-addressable MSB in the MCS bit-field for slot or subslot PDSCH repetition applicable when k > 1.

	mcs-restrictionSubframePDSCH-Repetitions

Indicates MCS restriction in terms of number of non-addressable MSB in the MCS bit-field for subframe PDSCH repetition applicable when k > 1.

	numberOfProcesses-SlotSubslotPDSCH-Repetitions

Indicates the number of HARQ processes for slot/subslot PDSCH repetition applicable when k > 1 configured per serving cell.

	numberOfProcesses-SubframePDSCH-Repetitions

Indicates the number of HARQ processes for subframe PDSCH repetition applicable when k > 1 configured per serving cell.

	p-a-must

Parameter: 
[image: image1.wmf]A

P

, see TS 36.213 [23], clause 5.2. Value dB-6 corresponds to -6 dB, dB-4dot77 corresponds to -4.77 dB etc.

	pdsch-ConfigDedicated-v1130

For a serving frequency, E-UTRAN configures pdsch-ConfigDedicated-v1130 only when transmission mode 10 is configured for the serving cell on this carrier frequency.

	pdsch-ConfigDedicated-v1280

For a serving frequency, E-UTRAN configures pdsch-ConfigDedicated-v1280 only when transmission mode 9 or 10 is configured for the serving cell on this carrier frequency.

	pucch-Cell

If present, PUCCH feedback of this SCell is sent on the PUCCH SCell. If absent, PUCCH feedback of this SCell is sent on PCell or PSCell, or if the cell concerns the PUCCH SCell, on the concerned cell. If this field is not modified upon change of PUCCH SCell, the UE shall always send the PUCCH feedback of the concerned SCell using the configured PUCCH SCell.

	pucch-ConfigDedicated

E-UTRAN configures pucch-ConfigDedicated-r13 only if pucch-ConfigDedicated (i.e., without suffix) is not configured. UE shall ignore pucch-ConfigDedicated-v1020 when pucch-ConfigDedicated-r13 is configured.

	pucch-SCell

If present, the concerned SCell is the PUCCH SCell. E-UTRAN only configures this field upon SCell addition i.e. this field is only released when the SCell is released. The field is not applicable for an LAA SCell in this release.

	pusch-ConfigDedicated-r13

E-UTRAN configures pusch-ConfigDedicated-r13 only if pusch-ConfigDedicated is not configured.

	pusch-ConfigDedicated-v1250

E-UTRAN configures pusch-ConfigDedicated-v1250 only if tpc-SubframeSet is configured.

	pusch-EnhancementsConfig

Indicates that the UE shall transmit in the PUSCH enhancement mode if pusch-EnhancementsConfig is set to setup, see TS 36.211 [21] and TS 36.213 [23].

	resourceReservationConfigDedicatedDL
Indicates whether the DL resource reservation is enabled for the UE, e.g. for NR coexistence. If the field is set to setup and resourceReservationDedicatedDL is not included, then resourceReservationConfigCommonDL in SystemInformationBlockType29 applies.

	resourceReservationConfigDedicatedUL

Indicates whether the UL resource reservation is enabled for the UE, e.g. for NR coexistence. If the field is set to setup and resourceReservationDedicatedUL is not included, then resourceReservationConfigCommonUL in SystemInformationBlockType29 applies.

	rv-SlotsublotPDSCH-Repetitions

Indicates the RV cycling sequence for slot or subslot PDSCH repetition. Value dlrvseq1 = {0, 0, 0, 0} and value dlrvseq2 = {0, 2, 3, 1}.

	rv-SubframePDSCH-Repetitions

Indicates the RV cycling sequence for subframe PDSCH repetition. Value dlrvseq1 = {0, 0, 0, 0} and value dlrvseq2 = {0, 2, 3, 1}.

	semiOpenLoop, semiOpenLoopSTTI

Value TRUE indicates that semi-open-loop transmission is used for deriving CSI reporting and corresponding PDSCH transmission (DMRS).

	shortProcessingTime

Indicates whether short processing time is configured as specific in TS 36.321 [6]. An SCell can only be configured with short processing if the cell carrying PUCCH for that SCell is configured with short processing time.

	soundingRS-UL-PeriodicConfigDedicatedList

Indicates periodic soundingRS configuration except for the extension sounding symbols of the UpPTs subframe. E-UTRAN configures this field in PhysicalConfigDedicated only for the UE indicating support of ce-SRS-Enhancement-r14 or ce-SRS-EnhancementWithoutComb4-r14. E-UTRAN configures this field in PhysicalConfigDedicatedSCell-r10 only for the UE indicating support of srs-UpPTS-6sym-r14.

	soundingRS-UL-PeriodicConfigDedicatedUpPTsExtList
Indicates periodic soundingRS configuration in extension sounding symbols of the UpPTs subframe. E-UTRAN configures this field in PhysicalConfigDedicated only for the UE indicating support of ce-SRS-Enhancement-r14 or ce-SRS-EnhancementWithoutComb4-r14. E-UTRAN configures this field in PhysicalConfigDedicatedSCell-r10 only for the UE indicating support of srs-UpPTS-6sym-r14.

	soundingRS-UL-AperiodicConfigDedicatedList
Indicates aperiodic soundingRS configuration except for the extension sounding symbols of the UpPTs subframe. E-UTRAN configures this field in PhysicalConfigDedicated only for the UE indicating support of ce-SRS-Enhancement-r14 or ce-SRS-EnhancementWithoutComb4-r14. E-UTRAN configures this field in PhysicalConfigDedicatedSCell-r10 only for the UE indicating support of srs-UpPTS-6sym-r14.

	soundingRS-UL-DedicatedApUpPTsExtList
Indicates aperiodic soundingRS configuration in extension sounding symbols of the UpPTs subframe. E-UTRAN configures this field in PhysicalConfigDedicated only for the UE indicating support of ce-SRS-Enhancement-r14 or ce-SRS-EnhancementWithoutComb4-r14. E-UTRAN configures this field in PhysicalConfigDedicatedSCell-r10 only for the UE indicating support of srs-UpPTS-6sym-r14.

	srs-CC-SetIndexList

Indicates the srs-CC-SetIndex list which the soundingRS-UL-ConfigDedicatedAperiodic and soundingRS-UL-ConfigDedicatedAperiodicUpPTsExt belongs to.

	srs-DCI7-TriggeringConfig

Indicates whether SRS triggering via DCI7 is configured.

	srs-VirtualCellID

Indicates the virtual cell ID for SRS.

	srs-VirtualCellID-AllSRS

Value TRUE indicates the configured virtual cell ID is applied to all SRS symbols. Value FALSE indicates the configured virtual cell ID is applied only to additional SRS symbols.

	subframeStartPosition

Indicates possible starting positions of transmission in the first subframe of the DL transmission burst, see TS 36.211 [21]. Value s0 means the starting position is subframe boundary, s07 means the starting position is either subframe boundary or slot boundary.

	tpc-PDCCH-ConfigPUCCH

PDCCH configuration for power control of PUCCH using format 3/3A, see TS 36.212 [22].

	tpc-PDCCH-ConfigPUSCH

PDCCH configuration for power control of PUSCH using format 3/3A, see TS 36.212 [22].

	typeA-SRS-TPC-PDCCH-Group

Indicates Type A trigger configuration for SRS transmission on a PUSCH-less SCell. E-UTRAN configures the UE with either typeA-SRS-TPC-PDCCH-Group or typeB-SRS-TPC-PDCCH-Group, if any.

	uplinkPowerControlDedicated

E-UTRAN configures uplinkPowerControlDedicated-v1130 only if uplinkPowerControlDedicated (without suffix) is configured.

	uplinkPowerControlDedicatedSCell

E-UTRAN configures uplinkPowerControlDedicatedSCell-v1130 only if uplinkPowerControlDedicatedSCell-r10 is configured for this serving cell.

	widebandPRG-SlotSubslot

Indicates whether the precoding resource block group size is the whole scheduled bandwidth for slot or subslot PDSCH operation as specified in TS 36.213 [23].

	widebandPRG-Subframe

Indicates whether the precoding resource block group size is the whole scheduled bandwidth for subframe PDSCH operation as specified in TS 36.213 [23].


	Conditional presence
	Explanation

	AI-r8
	The field is optionally present, need ON, if antennaInfoDedicated-r10 is absent. Otherwise the field is not present

	AI-r10
	The field is optionally present, need ON, if antennaInfoDedicated is absent. Otherwise the field is not present

	AperiodicSRS
	If soundingRS-UL-ConfigDedicatedAperiodic-r10 is absent, the field is optional, Need ON. Otherwise the field is not present and the UE shall delete any existing value for this field.

	AperiodicSRSExt
	If soundingRS-UL-ConfigDedicatedAperiodicUpPTsExt-r13 is absent, the field is optional, Need ON. Otherwise the field is not present and the UE shall delete any existing value for this field.

	AUL
	The field is optionally present, need ON, if aul-config-r15 is present. Otherwise the field is not present.

	CommonUL
	The field is mandatory present if ul-Configuration of RadioResourceConfigCommonSCell-r10 is present; otherwise it is optional, need ON.

	CQI-r8
	The field is optionally present, need ON, if cqi-ReportConfig-r10 is absent. Otherwise the field is not present

	CQI-r10
	The field is optionally present, need ON, if cqi-ReportConfig is absent. Otherwise the field is not present

	Cross-Carrier-Config
	The field is optionally present, need ON, if crossCarrierSchedulingConfig-r10 is absent. Otherwise the field is not present

	Cross-Carrier-ConfigUL
	The field is optionally present, need ON, if crossCarrierSchedulingConfig-r10 and crossCarrierSchedulingConfig-r13 are absent or schedulingCellInfo is set to 'own'. Otherwise the field is not present.

	PeriodicSRS
	If soundingRS-UL-ConfigDedicated-r10 is absent, the field is optional, Need ON. Otherwise the field is not present and the UE shall delete any existing value for this field.

	PeriodicSRSPCell
	If soundingRS-UL-ConfigDedicated is absent, the field is optional, Need ON. Otherwise the field is not present and the UE shall delete any existing value for this field.

	PeriodicSRSExt
	If soundingRS-UL-ConfigDedicatedUpPTsExt-r13 is absent, the field is optional, Need ON. Otherwise the field is not present and the UE shall delete any existing value for this field.

	PUCCH-Format4or5
	The field is mandatory present with pucch-Format-v1370 set to setup if pucch-ConfigDedicated-r13 is configured and pucch-ConfigDedicated-r13 indicates PUCCH format 4 or PUCCH format 5; otherwise it is not present and the UE shall delete any existing value for this field.

	PUCCH-SCell1
	The field is optionally present, need OR, for SCell not configured with pucch-configDedicated-r13. Otherwise it is not present.

	PUSCH-SCell
	The field is optionally present, need ON, if pusch-ConfigDedicatedSCell-r10 and pusch-ConfigDedicated-v1130 are absent. Otherwise the field is not present

	PUSCH-SCell1
	The field is optionally present, need ON, for SCell not configured with pucch-configDedicated-r13. Otherwise it is not present.

	SCellAdd
	The field is mandatory present if cellIdentification is present; otherwise it is optional, need ON.

	SRS-Trigger-TypeA
	The field is mandatory present if typeA-SRS-TPC-PDCCH-Group-r14 is present. Otherwise the field is not present and the UE shall delete any existing value for this field.


NOTE 1:
During handover, the UE performs a MAC reset, which involves reverting to the default CQI/ SRS/ SR configuration in accordance with clause 5.3.13 and TS 36.321 [6], clauses 5.9 and 5.2. Hence, for these parts of the dedicated radio resource configuration, the default configuration (rather than the configuration used in the source PCell) is used as the basis for the delta signalling that is included in the message used to perform handover.

NOTE 2:
Since delta signalling is not supported for the common SCell configuration, E-UTRAN can only add or release the uplink of an SCell by releasing and adding the concerned SCell.

–
PRACH-Config
The IE PRACH-ConfigSIB and IE PRACH-Config are used to specify the PRACH configuration in the system information and in the mobility control information, respectively.

PRACH-Config information elements

-- ASN1START

PRACH-ConfigSIB ::=



SEQUENCE {


rootSequenceIndex




INTEGER (0..837),


prach-ConfigInfo




PRACH-ConfigInfo

}

PRACH-ConfigSIB-v1310 ::=


SEQUENCE {


rsrp-ThresholdsPrachInfoList-r13

RSRP-ThresholdsPrachInfoList-r13,


mpdcch-startSF-CSS-RA-r13


CHOICE {



fdd-r13







ENUMERATED {v1, v1dot5, v2, v2dot5, v4, v5, v8,













v10},



tdd-r13







ENUMERATED {v1, v2, v4, v5, v8, v10, v20, spare}


}

















OPTIONAL,
-- Cond MP


prach-HoppingOffset-r13



INTEGER (0..94)





OPTIONAL,
-- Need OR


prach-ParametersListCE-r13


PRACH-ParametersListCE-r13

}

PRACH-ConfigSIB-v1530 ::=


SEQUENCE {


edt-PRACH-ParametersListCE-r15

SEQUENCE (SIZE(1..maxCE-Level-r13)) OF EDT-PRACH-ParametersCE-r15

}





PRACH-Config ::=




SEQUENCE {


rootSequenceIndex




INTEGER (0..837),


prach-ConfigInfo




PRACH-ConfigInfo




OPTIONAL
-- Need ON

}

PRACH-Config-v1310 ::=



SEQUENCE {


rsrp-ThresholdsPrachInfoList-r13

RSRP-ThresholdsPrachInfoList-r13

OPTIONAL,
-- Cond MP


mpdcch-startSF-CSS-RA-r13


CHOICE {



fdd-r13







ENUMERATED {v1, v1dot5, v2, v2dot5, v4, v5, v8,













v10},



tdd-r13







ENUMERATED {v1, v2, v4, v5, v8, v10, v20, spare}


}

















OPTIONAL,
-- Cond MP


prach-HoppingOffset-r13



INTEGER (0..94)





OPTIONAL,
-- Need OR


prach-ParametersListCE-r13


PRACH-ParametersListCE-r13


OPTIONAL,
-- Cond MP


initial-CE-level-r13




INTEGER (0..3)

OPTIONAL
-- Need OR

}

PRACH-Config-v1430 ::=



SEQUENCE {


rootSequenceIndexHighSpeed-r14



INTEGER (0..837),


zeroCorrelationZoneConfigHighSpeed-r14

INTEGER (0..12),


prach-ConfigIndexHighSpeed-r14



INTEGER (0..63),


prach-FreqOffsetHighSpeed-r14



INTEGER (0..94)

}

PRACH-Config-v1700 ::=



SEQUENCE {


ce-PRACH-TxDuration-r17



ENUMERATED {n1, n2, n4, n8, n16, n32, n64, n128}




















OPTIONAL
-- Cond NTN

}

PRACH-ConfigSCell-r10 ::=



SEQUENCE {


prach-ConfigIndex-r10




INTEGER (0..63)

}

PRACH-ConfigInfo ::=



SEQUENCE {


prach-ConfigIndex




INTEGER (0..63),


highSpeedFlag





BOOLEAN,


zeroCorrelationZoneConfig


INTEGER (0..15),


prach-FreqOffset




INTEGER (0..94)

}

PRACH-ParametersListCE-r13 ::=
SEQUENCE (SIZE(1..maxCE-Level-r13)) OF PRACH-ParametersCE-r13

PRACH-ParametersCE-r13 ::=


SEQUENCE {


prach-ConfigIndex-r13




INTEGER (0..63),


prach-FreqOffset-r13





INTEGER (0..94),


prach-StartingSubframe-r13



ENUMERATED {sf2, sf4, sf8, sf16, sf32, sf64, sf128,















sf256}



OPTIONAL,
-- Need OP


maxNumPreambleAttemptCE-r13









ENUMERATED {n3, n4, n5, n6, n7, n8, n10}
OPTIONAL,
-- Need OP


numRepetitionPerPreambleAttempt-r13

ENUMERATED {n1,n2,n4,n8,n16,n32,n64,n128},


mpdcch-NarrowbandsToMonitor-r13


SEQUENCE (SIZE(1..2)) OF














INTEGER (1..maxAvailNarrowBands-r13),


mpdcch-NumRepetition-RA-r13



ENUMERATED {r1, r2, r4, r8, r16,















r32, r64, r128, r256},


prach-HoppingConfig-r13




ENUMERATED {on,off}

}

EDT-PRACH-ParametersCE-r15 ::=

SEQUENCE {


edt-PRACH-ParametersCE-r15

SEQUENCE {



prach-ConfigIndex-r15



INTEGER (0..63),



prach-FreqOffset-r15




INTEGER (0..94),



prach-StartingSubframe-r15


ENUMERATED {sf2, sf4, sf8, sf16, sf32, sf64, sf128, sf256}


OPTIONAL,
-- Need OP



mpdcch-NarrowbandsToMonitor-r15

SEQUENCE (SIZE(1..2)) OF INTEGER (1..maxAvailNarrowBands-r13)


}
OPTIONAL -- Need OR

}

RSRP-ThresholdsPrachInfoList-r13 ::= SEQUENCE (SIZE(1..3)) OF RSRP-Range
PRACH-TxDuration-r17::=



ENUMERATED {n1, n2, n4, n8, n16, n32, n64, n128}
-- ASN1STOP

	PRACH-Config field descriptions

	



	edt-PRACH-ParametersListCE
Configures PRACH parameters for each CE level applicable to a UE performing EDT. If included, the number of entries is same as number of entries in prach-ParametersListCE. The first entry in the list is the PRACH parameters for CE level 0, the second entry in the list is the PRACH parameters for CE level 1, and so on. The parameters maxNumPreambleAttemptCE, numRepetitionPerPreambleAttempt, mpdcch-NumRepetition-RA, prach-HoppingConfig included in prach-ParametersListCE for CE level X are also applicable for EDT.

	initial-CE-level

Indicates initial PRACH CE level at random access, see TS 36.321 [6]. If not configured, UE selects PRACH CE level based on measured RSRP level, see TS 36.321 [6].

	highSpeedFlag

Parameter: High-speed-flag, see TS 36.211 [21], clause 5.7.2]. TRUE corresponds to Restricted set and FALSE to Unrestricted set.

	maxNumPreambleAttemptCE

Maximum number of preamble transmission attempts per CE level. See TS 36.321 [6].

If the field is absent, the UE shall use the default value n3.

	mpdcch-NarrowbandsToMonitor

Narrowbands to monitor for MPDCCH for RAR, see TS 36.213 [23], clause 6.2. Field values (1..maxAvailNarrowBands-r13) correspond to narrowband indices (0..maxAvailNarrowBands-r13-1) as specified in TS 36.211 [21].

	mpdcch-NumRepetition-RA

Maximum number of repetitions for MPDCCH common search space (CSS) for RAR, Msg3 and Msg4, see TS 36.211 [21].

	mpdcch-startSF-CSS-RA
Starting subframe configuration for MPDCCH common search space (CSS), including RAR, Msg3 retransmission, PDSCH with contention resolution and PDSCH with CCCH MAC SDU, see TS 36.211 [21] and TS 36.213 [23]. Value v1 corresponds to 1, value v1dot5 corresponds to 1.5, and so on.

	numRepetitionPerPreambleAttempt

Number of PRACH repetitions per attempt for each CE level, See TS 36.211 [21].

	prach-ConfigIndex

Parameter: prach-ConfigurationIndex, see TS 36.211 [21], clause 5.7.1.

	prach-ConfigIndexHighSpeed
Parameter: prach-ConfigurationIndexHighSpeed, see TS 36.211 [21], clause 5.7.1. If this field is present, the UE shall ignore prach-ConfigIndex.

	prach-FreqOffset

Parameter: prach-FrequencyOffset, see TS 36.211 [21], clause 5.7.1. For TDD the value range is dependent on the value of prach-ConfigIndex.

	prach-FreqOffsetHighSpeed
Parameter: prach-FrequencyOffsetHighSpeed, see TS 36.211 [21], clause 5.7.1. For TDD the value range is dependent on the value of prach-ConfigIndexHighSpeed. If this field is present, the UE shall ignore prach-FreqOffset.

	prach-HoppingConfig

Coverage level specific frequency hopping configuration for PRACH. 

	prach-HoppingOffset

Parameter: PRACH frequency hopping offset, expressed as a number of resource blocks, see TS 36.211 [21], clause 5.7.1.

	prach-ParametersListCE

Configures PRACH parameters for each CE level. The first entry in the list is the PRACH parameters of CE level 0, the second entry in the list is the PRACH parameters of CE level 1, and so on.

	prach-StartingSubframe

PRACH starting subframe periodicity, expressed in number of subframes available for preamble transmission (PRACH opportunities), see TS 36.211 [21]. Value sf2 corresponds to 2 subframes, sf4 corresponds to 4 subframes and so on. EUTRAN configures the PRACH starting subframe periodicity larger than or equal to the number of PRACH repetitions per attempt for each CE level (numRepetitionPerPreambleAttempt).

If the field is absent, the value is determined implicitly in TS 36.211 [21], clause 5.7.1.

	PRACH-TxDuration

Duration of PRACH segment transmission in NTN transmission, see TS 36.213 [23]. Unit in duration of one preamble transmission including guard period (TCP+TSEQ+TGP).

Value n1 corresponds to the duration of 1 preamble transmission, value n2 corresponds to the duration of 2 preambles transmission and so on.

	rootSequenceIndex

Parameter: RACH_ROOT_SEQUENCE, see TS 36.211 [21], clause 5.7.1.

	rootSequenceIndexHighSpeed

The field indicates starting logical root sequence index used to derive the 64 random access preambles based on restricted set type B in high speed scenario, see TS 36.211 [21], clause 5.7.2. If this field is present, the UE shall generate random access preambles based on restricted set type B and ignore rootSequenceIndex.

	rsrp-ThresholdsPrachInfoList

The criterion for BL UEs and UEs in CE to select PRACH resource set. Up to 3 RSRP threshold values are signalled to determine the CE level for PRACH, see TS 36.213 [23]. The first element corresponds to RSRP threshold 1, the second element corresponds to RSRP threshold 2 and so on, see TS 36.321 [6]. The UE shall ignore this field if only one CE level, i.e. CE level 0, is configured in prach-ParametersListCE. The number of RSRP thresholds present in rsrp-ThresholdsPrachInfoList is equal to the number of CE levels configured in prach-ParametersListCE minus one.

A UE that supports powerClass-14dBm shall correct the RSRP threshold values before applying them as follows:

RSRP threshold = Signalled RSRP threshold - min{0, (14-min(23, P-Max))} where P-Max is the value of p-Max field in SystemInformationBlockType1-BR.

	zeroCorrelationZoneConfig

Parameter: NCS configuration, see TS 36.211 [21], clause 5.7.2: table 5.7.2-2, for preamble format 0..3 and TS 36.211 [21], clause 5.7.2: table 5.7.2-3, for preamble format 4.

	zeroCorrelationZoneConfigHighSpeed

The field indicates NCS configuration for the restricted set type B in high speed scenario, see TS 36.211 [21], clause 5.7.2. If this field is present, the UE shall generate random access preambles based on restricted set type B and ignore zeroCorrelationZoneConfig.


	Conditional presence
	Explanation

	MP
	The field is mandatory present.

	
	


–
PUCCH-Config
The IE PUCCH-ConfigCommon and IE PUCCH-ConfigDedicated are used to specify the common and the UE specific PUCCH configuration respectively.

PUCCH-Config information elements

-- ASN1START

PUCCH-ConfigCommon ::=



SEQUENCE {


deltaPUCCH-Shift




ENUMERATED {ds1, ds2, ds3},


nRB-CQI







INTEGER (0..98),


nCS-AN







INTEGER (0..7),


n1PUCCH-AN






INTEGER (0..2047)

}

PUCCH-ConfigCommon-v1310 ::=

SEQUENCE {


n1PUCCH-AN-InfoList-r13




N1PUCCH-AN-InfoList-r13

OPTIONAL,
-- Need OR


pucch-NumRepetitionCE-Msg4-Level0-r13
ENUMERATED {n1, n2, n4, n8}

OPTIONAL,
-- Need OR


pucch-NumRepetitionCE-Msg4-Level1-r13
ENUMERATED {n1, n2, n4, n8}

OPTIONAL,
-- Need OR


pucch-NumRepetitionCE-Msg4-Level2-r13
ENUMERATED {n4, n8, n16, n32}
OPTIONAL,
-- Need OR


pucch-NumRepetitionCE-Msg4-Level3-r13
ENUMERATED {n4, n8, n16, n32}
OPTIONAL
-- Need OR

}

PUCCH-ConfigCommon-v1430 ::=

SEQUENCE {


pucch-NumRepetitionCE-Msg4-Level3-r14
ENUMERATED {n64, n128}
OPTIONAL
-- Need OR

}





PUCCH-ConfigDedicated ::=


SEQUENCE {


ackNackRepetition




CHOICE{



release







NULL,



setup







SEQUENCE {




repetitionFactor




ENUMERATED {n2, n4, n6, spare1},




n1PUCCH-AN-Rep





INTEGER (0..2047)



}


},


tdd-AckNackFeedbackMode



ENUMERATED {bundling, multiplexing}
OPTIONAL
-- Cond TDD

}

PUCCH-ConfigDedicated-v1020 ::=

SEQUENCE {


pucch-Format-r10




CHOICE {



format3-r10





PUCCH-Format3-Conf-r13,



channelSelection-r10



SEQUENCE {




n1PUCCH-AN-CS-r10




CHOICE {





release







NULL,





setup







SEQUENCE {






n1PUCCH-AN-CS-List-r10



SEQUENCE (SIZE (1..2)) OF N1PUCCH-AN-CS-r10





}




}















OPTIONAL
-- Need ON



}


}

















OPTIONAL,
-- Need OR


twoAntennaPortActivatedPUCCH-Format1a1b-r10

ENUMERATED {true}

OPTIONAL,
-- Need OR


simultaneousPUCCH-PUSCH-r10





ENUMERATED {true}

OPTIONAL,
-- Need OR


n1PUCCH-AN-RepP1-r10






INTEGER (0..2047)

OPTIONAL
-- Need OR

}

PUCCH-ConfigDedicated-v1130 ::=

SEQUENCE {


n1PUCCH-AN-CS-v1130




CHOICE {



release







NULL,



setup







SEQUENCE {




n1PUCCH-AN-CS-ListP1-r11


SEQUENCE (SIZE (2..4)) OF INTEGER (0..2047)



}


}

















OPTIONAL,
-- Need ON


nPUCCH-Param-r11




CHOICE {



release







NULL,



setup







SEQUENCE {




nPUCCH-Identity-r11




INTEGER (0..503),




n1PUCCH-AN-r11





INTEGER (0..2047)



}


}

















OPTIONAL
-- Need ON

}

PUCCH-ConfigDedicated-v1250 ::=

SEQUENCE {


nkaPUCCH-Param-r12




CHOICE {



release







NULL,



setup







SEQUENCE {




nkaPUCCH-AN-r12





INTEGER (0..2047)



}


}

}

PUCCH-ConfigDedicated-r13 ::=

SEQUENCE {

--Release 8


ackNackRepetition-r13



CHOICE{



release







NULL,



setup







SEQUENCE {




repetitionFactor-r13



ENUMERATED {n2, n4, n6, spare1},




n1PUCCH-AN-Rep-r13



INTEGER (0..2047)



}


},


tdd-AckNackFeedbackMode-r13


ENUMERATED {bundling, multiplexing}
OPTIONAL,
-- Cond TDD

--Release 10


pucch-Format-r13




CHOICE {



format3-r13







SEQUENCE {




n3PUCCH-AN-List-r13
SEQUENCE (SIZE (1..4)) OF INTEGER (0..549)
OPTIONAL,
-- Need ON




twoAntennaPortActivatedPUCCH-Format3-r13

CHOICE {






release










NULL,





setup










SEQUENCE {






n3PUCCH-AN-ListP1-r13
SEQUENCE (SIZE (1..4)) OF INTEGER (0..549)





}




}















OPTIONAL
-- Need ON



},



channelSelection-r13



SEQUENCE {




n1PUCCH-AN-CS-r13




CHOICE {





release







NULL,





setup







SEQUENCE {






n1PUCCH-AN-CS-List-r13



SEQUENCE (SIZE (1..2)) OF N1PUCCH-AN-CS-r10,






dummy1


SEQUENCE (SIZE (2..4)) OF INTEGER (0..2047)





}




}















OPTIONAL
-- Need ON



},



format4-r13






SEQUENCE {




format4-resourceConfiguration-r13


SEQUENCE (SIZE (4)) OF Format4-resource-r13,




format4-MultiCSI-resourceConfiguration-r13
SEQUENCE (SIZE (1..2)) OF Format4-resource-r13 OPTIONAL
-- Need OR



},



format5-r13



SEQUENCE {




format5-resourceConfiguration-r13


SEQUENCE (SIZE (4)) OF Format5-resource-r13,




format5-MultiCSI-resourceConfiguration-r13
Format5-resource-r13 OPTIONAL
-- Need OR



}


}

















OPTIONAL,
-- Need OR


twoAntennaPortActivatedPUCCH-Format1a1b-r13

ENUMERATED {true}

OPTIONAL,
-- Need OR


simultaneousPUCCH-PUSCH-r13





ENUMERATED {true}

OPTIONAL,
-- Need OR


n1PUCCH-AN-RepP1-r13






INTEGER (0..2047)

OPTIONAL,
-- Need OR

--Release 11


nPUCCH-Param-r13




CHOICE {



release







NULL,



setup







SEQUENCE {




nPUCCH-Identity-r13




INTEGER (0..503),




n1PUCCH-AN-r13





INTEGER (0..2047)



}


}

















OPTIONAL,
-- Need ON

--Release 12


nkaPUCCH-Param-r13




CHOICE {



release







NULL,



setup







SEQUENCE {




nkaPUCCH-AN-r13





INTEGER (0..2047)



}


}

















OPTIONAL,
-- Need ON

--Release 13


spatialBundlingPUCCH-r13


BOOLEAN,


spatialBundlingPUSCH-r13


BOOLEAN,


harq-TimingTDD-r13




BOOLEAN,


codebooksizeDetermination-r13

ENUMERATED {dai,cc}




OPTIONAL,
-- Need OR


maximumPayloadCoderate-r13


INTEGER (0..7)





OPTIONAL,
-- Need OR


pucch-NumRepetitionCE-r13


CHOICE {



release





NULL,



setup





CHOICE {




modeA





SEQUENCE {





pucch-NumRepetitionCE-format1-r13




ENUMERATED {r1, r2, r4, r8},





pucch-NumRepetitionCE-format2-r13




ENUMERATED {r1, r2, r4, r8}




},




modeB





SEQUENCE {





pucch-NumRepetitionCE-format1-r13




ENUMERATED {r4, r8, r16, r32},





pucch-NumRepetitionCE-format2-r13




ENUMERATED {r4, r8, r16, r32}




}



}


}

















OPTIONAL
--Need ON

}

PUCCH-ConfigDedicated-v1370 ::=

SEQUENCE {


pucch-Format-v1370




CHOICE {



release
NULL,



setup
PUCCH-Format3-Conf-r13


}

}

PUCCH-ConfigDedicated-v13c0 ::=

SEQUENCE {

channelSelection-v13c0



SEQUENCE {



n1PUCCH-AN-CS-v13c0




CHOICE {




release







NULL,




setup







SEQUENCE {






n1PUCCH-AN-CS-ListP1-v13c0


SEQUENCE (SIZE (2..4)) OF INTEGER (0..2047)




}



}


}

}

PUCCH-Format3-Conf-r13 ::=
SEQUENCE {


n3PUCCH-AN-List-r13
SEQUENCE (SIZE (1..4)) OF INTEGER (0..549)
OPTIONAL,
-- Need ON


twoAntennaPortActivatedPUCCH-Format3-r13

CHOICE {




release










NULL,



setup










SEQUENCE {




n3PUCCH-AN-ListP1-r13
SEQUENCE (SIZE (1..4)) OF INTEGER (0..549)



}


}















OPTIONAL
-- Need ON

}

PUCCH-ConfigDedicated-v1430 ::=

SEQUENCE {


pucch-NumRepetitionCE-format1-r14

ENUMERATED {r64,r128}

OPTIONAL
-- Need OR

}

PUCCH-ConfigDedicated-v1530 ::=

SEQUENCE {


n1PUCCH-AN-SPT-r15




INTEGER (0..2047)


OPTIONAL,
-- Need OR


codebooksizeDeterminationSTTI-r15
ENUMERATED {dai,cc}


OPTIONAL
-- Need OR

}







Format4-resource-r13
::=



SEQUENCE {


startingPRB-format4-r13





INTEGER (0..109),


numberOfPRB-format4-r13




INTEGER (0..7)

}

Format5-resource-r13
::=



SEQUENCE {


startingPRB-format5-r13





INTEGER (0..109),


cdm-index-format5-r13





INTEGER (0..1)

}

N1PUCCH-AN-CS-r10
::= SEQUENCE (SIZE (1..4)) OF INTEGER (0..2047)

N1PUCCH-AN-InfoList-r13 ::= SEQUENCE (SIZE(1..maxCE-Level-r13)) OF INTEGER (0..2047)
PUCCH-TxDuration-r17
::=
ENUMERATED {sf2, sf4, sf8, sf16, sf32, sf64, sf128}

-- ASN1STOP

	PUCCH-Config field descriptions

	ackNackRepetition

Parameter indicates whether ACK/NACK repetition is configured, see TS 36.213 [23], clause 10.1.

	cdm-index-format5

Parameter [image: image2.wmf]oc

n

see TS 36.211 [21], clause 5.4.2c, for determining PUCCH resource(s) of PUCCH format 5.

	



	codebooksizeDetermination, codebooksizeDeterminationSTTI

Parameter indicates whether HARQ codebook size is determined with downlink assignment indicator based solution or number of configured CCs, see TS 36.212 [22], clauses 5.2.2.6, 5.2.3.1 and 5.3.3.1.2, and TS 36.213 [23], clauses 10.1.2.2.3, 10.1.3.2.3, 10.1.3.2.3.1, 10.1.3.2.3.2 and 10.1.3.2.4.

	deltaPUCCH-Shift

Parameter: [image: image3.wmf]PUCCH

shift

D

, see TS 36.211 [21], clause 5.4.1, where ds1 corresponds to value 1, ds2 corresponds to value 2 etc.

	dummy1

This field is not used in the specification. If received it shall be ignored by the UE.

	harq-TimingTDD

Parameter indicates for a TDD SCell when aggregated with a TDD PCell of different UL/DL configurations whether deriving the HARQ timing for such a cell is done in the same way as the DL HARQ timing of an FDD SCell with a TDD PCell, see TS 36.213 [23], clause 10.2.

	maximumPayloadCoderate

Maximum payload or code rate for multi P-CSI on each PUCCH resource, see TS 36.213 [23], clause 10.1.1.

	n1PUCCH-AN

Parameter: [image: image4.wmf])

1

(

PUCCH

N

, see TS 36.213 [23], clause 10.1.

n1PUCCH-AN-r11 indicates UE-specific PUCCH AN resource offset, see TS 36.213 [23], clause 10.1.

	n1PUCCH-AN-CS-List

Parameter: [image: image5.wmf])

1

(

PUCCH,

j

n

 for antenna port [image: image6.wmf]0

p

 for PUCCH format 1b with channel selection, see TS 36.213 [23], clauses 10.1.2.2.1 and 10.1.3.2.1.

	n1PUCCH-AN-CS-ListP1
Parameter: [image: image7.wmf])

~

,

1

(

PUCCH,

1

p

j

n

for antenna port [image: image8.wmf]1

p

 for PUCCH format 1b with channel selection, see TS 36.213 [23], clause 10.1. E-UTRAN configures this field only when pucch-Format is set to channelSelection.

	n1PUCCH-AN-Rep, n1PUCCH-AN-RepP1

Parameter: [image: image9.wmf])

,

1

(

ANRep

 

PUCCH,

p

n

for antenna port P0 and for antenna port P1 respectively, see TS 36.213 [23], clause 10.1.

	n3PUCCH-AN-List, n3PUCCH-AN-ListP1

Parameter: [image: image10.wmf])

,

3

(

PUCCH

p

n

for antenna port P0 and for antenna port P1 respectively, see TS 36.213 [23], clause 10.1. 

	n1PUCCH-AN-SPT

Parameter: [image: image11.wmf])

1

(

PUCCH

N

, see TS 36.213 [23], clause 10.1. Indicates UE-specific PUCCH AN resource offset for short processing time.

	nCS-An

Parameter: [image: image12.wmf])

1

(

cs

N

see TS 36.211 [21], clause 5.4.

	nkaPUCCH-AN
Parameter: [image: image13.wmf]A

K

PUCCH

N

, see TS 36.213 [23], clause 10.1.3.
nkaPUCCH-AN-r12 indicates PUCCH format 1a/1b starting offset for the subframe set [image: image14.wmf]A

K

, see TS 36.213 [23], clause 10.1.3. E-UTRAN configures nkaPUCCH-AN only if eimta-MainConfig is configured.

	nPUCCH-Identity
Parameter: [image: image15.wmf]PUCCH

ID

n

, see TS 36.211 [21], clause 5.5.1.5.

	nRB-CQI

Parameter: [image: image16.wmf](2)

RB

N

, see TS 36.211 [21], clause 5.4.

	numberOfPRB-format4

Parameter [image: image17.wmf])

4

(

PUCCH

n

see TS 36.213 [23], Table 10.1.1-2, for determining PUCCH resource(s) of PUCCH format 4.

	n1PUCCH-AN-InfoList
Starting offsets of the PUCCH resource(s) indicated by SIB1-BR. The first entry in the list is the starting offset of the PUCCH resource(s) of CE level 0, the second entry in the list is the starting offset of the PUCCH resource(s) of CE level 1, and so on. If E-UTRAN includes n1PUCCH-AN-InfoList, it includes the same number of entries as in prach-ParametersListCE. See TS 36.213 [23].

	pucch-Format

Parameter indicates one of the PUCCH formats for transmission of HARQ-ACK, see TS 36.213 [23], clause 10.1. For TDD, if the UE is configured with PCell only, the channelSelection indicates the transmission of HARQ-ACK multiplexing as defined in Tables 10.1.3-5, 10.1.3-6, and 10.1.3-7 in TS 36.213 [23] for PUCCH, and in 7.3 in TS 36.213 [23] for PUSCH. E-UTRAN only configures pucch-Format-v1370 when pucch-Format-r13 is configured and set to format4 or format5.

	pucch-NumRepetitionCE
Number of PUCCH repetitions for PUCCH format 1/1a and for PUCCH format 2/2a/2b for CE modes A and B, see TS 36.211 [21] and TS 36.213 [23]. The UE shall ignore pucch-NumRepetitionCE-format2-r13, if received, for CE mode B in this release of specification. For UE in CE mode B supporting extended PUCCH repetition, if pucch-NumRepetitionCE-format1-r14 is included then the UE shall ignore pucch-NumRepetitionCE-format1-r13.

	pucch-NumRepetitionCE-Msg4-Level0, pucch-NumRepetitionCE-Msg4-Level1, pucch-NumRepetitionCE-Msg4-Level2, pucch-NumRepetitionCE-Msg4-Level3

Number of repetitions for PUCCH carrying HARQ response to PDSCH containing Msg4 for PRACH CE levels 0, 1, 2 and 3, see TS 36.211 [21] and TS 36.213 [23]. Value n1 corresponds to 1 repetition, value n2 corresponds to 2 repetitions, and so on. For BL UEs or non-BL UEs in enhanced coverage supporting extended PUCCH repetition, if pucch-NumRepetitionCE-Msg4-Level3-r14 is included then the UE shall ignore pucch-NumRepetitionCE-Msg4-Level3-r13.

	PUCCH-TxDuration

Duration of PUCCH segment transmission in NTN transmission, see TS 36.213 [23]. Unit in subframe.

Value sf2 corresponds to 2 subframes, value sf4 corresponds to 4 subframes and so on.

	repetitionFactor

Parameter [image: image18.wmf]ANRep

N

 see TS 36.213 [23], clause 10.1, where n2 corresponds to repetition factor 2, n4 to 4.

	simultaneousPUCCH-PUSCH

Parameter indicates whether simultaneous PUCCH and PUSCH or simultaneous SPUCCH and SlotOrSubslotPUSCH transmissions are configured, see TS 36.213 [23], clauses 10.1 and 5.1.1. E-UTRAN configures this field for the PCell, only when the nonContiguousUL-RA-WithinCC-Info is set to supported in the band on which PCell is configured. Likewise, E-UTRAN configures this field for the PSCell, only when the nonContiguousUL-RA-WithinCC-Info is set to supported in the band on which PSCell is configured. Likewise, E-UTRAN configures this field for the PUCCH SCell, only when the nonContiguousUL-RA-WithinCC-Info is set to supported in the band on which PUCCH SCell is configured.

	spatialBundlingPUCCH

Parameter indicates whether spatial bundling is enabled or not for PUCCH, see TS 36.212 [22], clause 5.2.3.1.

	spatialBundlingPUSCH

Parameter indicates whether spatial bundling is enabled or not for PUSCH, see see TS 36.212 [22], clause 5.2.2.6.

	startingPRB-format4
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see TS 36.211 [21], clause5.4.3 for determining PUCCH resource(s) of PUCCH format 4.

	startingPRB-format5
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see TS 36.211 [21], clause 5.4.3 for determining PUCCH resource(s) of PUCCH format 5.

	tdd-AckNackFeedbackMode

Parameter indicates one of the TDD ACK/NACK feedback modes used, see TS 36.213 [23], clauses 7.3 and 10.1.3. The value bundling corresponds to use of ACK/NACK bundling whereas, the value multiplexing corresponds to ACK/NACK multiplexing as defined in Tables 10.1.3-2, 10.1.3-3, and 10.1.3-4 in TS 36.213 [23]. The same value applies to both ACK/NACK feedback modes on PUCCH as well as on PUSCH.

	twoAntennaPortActivatedPUCCH-Format1a1b

Indicates whether two antenna ports are configured for PUCCH format 1a/1b for HARQ-ACK, see TS 36.213 [23], clause 10.1. The field also applies for PUCCH format 1a/1b transmission when format3 is configured, see TS 36.213 [23], clauses 10.1.2.2.2 and 10.1.3.2.2.

	twoAntennaPortActivatedPUCCH-Format3

Indicates whether two antenna ports are configured for PUCCH format 3 for HARQ-ACK, see TS 36.213 [23], clause 10.1.


	Conditional presence
	Explanation

	
	

	TDD
	The field is mandatory present for TDD if the pucch-Format is not present. If the pucch-Format is present, the field is not present and the UE shall delete any existing value for this field. It is not present for FDD and the UE shall delete any existing value for this field.


–
PUSCH-Config
The IE PUSCH-ConfigCommon is used to specify the common PUSCH configuration and the reference signal configuration for PUSCH and PUCCH. The IE PUSCH-ConfigDedicated is used to specify the UE specific PUSCH configuration.
PUSCH-Config information element

-- ASN1START

PUSCH-ConfigCommon ::=



SEQUENCE {


pusch-ConfigBasic




SEQUENCE {



n-SB







INTEGER (1..4),



hoppingMode






ENUMERATED {interSubFrame, intraAndInterSubFrame},



pusch-HoppingOffset




INTEGER (0..98),



enable64QAM






BOOLEAN


},


ul-ReferenceSignalsPUSCH


UL-ReferenceSignalsPUSCH

}

PUSCH-ConfigCommon-v1270 ::=

SEQUENCE {


enable64QAM-v1270





ENUMERATED {true}

}

PUSCH-ConfigCommon-v1310 ::=
SEQUENCE {


pusch-maxNumRepetitionCEmodeA-r13
ENUMERATED {












r8, r16, r32 }




OPTIONAL,
-- Need OR


pusch-maxNumRepetitionCEmodeB-r13
ENUMERATED {












r192, r256, r384, r512, r768, r1024,












r1536, r2048}




OPTIONAL,
-- Need OR


pusch-HoppingOffset-v1310










INTEGER (1..maxAvailNarrowBands-r13)
OPTIONAL
-- Need OR

}





PUSCH-ConfigDedicated ::=


SEQUENCE {


betaOffset-ACK-Index



INTEGER (0..15),


betaOffset-RI-Index




INTEGER (0..15),


betaOffset-CQI-Index



INTEGER (0..15)

}

PUSCH-ConfigDedicated-v1020 ::=

SEQUENCE {


betaOffsetMC-r10




SEQUENCE {




betaOffset-ACK-Index-MC-r10


INTEGER (0..15),



betaOffset-RI-Index-MC-r10


INTEGER (0..15),



betaOffset-CQI-Index-MC-r10


INTEGER (0..15)


}

















OPTIONAL,
-- Need OR


groupHoppingDisabled-r10


ENUMERATED {true}




OPTIONAL,
-- Need OR


dmrs-WithOCC-Activated-r10


ENUMERATED {true}




OPTIONAL
-- Need OR

}

PUSCH-ConfigDedicated-v1130 ::=

SEQUENCE {


pusch-DMRS-r11





CHOICE {



release







NULL,



setup







SEQUENCE {




nPUSCH-Identity-r11




INTEGER (0..509),




nDMRS-CSH-Identity-r11



INTEGER (0..509)



}


}

}

PUSCH-ConfigDedicated-v1250::=

SEQUENCE {


uciOnPUSCH






CHOICE {



release







NULL,



setup








SEQUENCE {




betaOffset-ACK-Index-SubframeSet2-r12


INTEGER (0..15),




betaOffset-RI-Index-SubframeSet2-r12


INTEGER (0..15),




betaOffset-CQI-Index-SubframeSet2-r12


INTEGER (0..15),




betaOffsetMC-r12





SEQUENCE {






betaOffset-ACK-Index-MC-SubframeSet2-r12
INTEGER (0..15),





betaOffset-RI-Index-MC-SubframeSet2-r12

INTEGER (0..15),





betaOffset-CQI-Index-MC-SubframeSet2-r12
INTEGER (0..15)




}















OPTIONAL
-- Need OR



}


}

}

PUSCH-ConfigDedicated-r13 ::=


SEQUENCE {


betaOffset-ACK-Index-r13



INTEGER (0..15),


betaOffset2-ACK-Index-r13



INTEGER (0..15)




OPTIONAL,
-- Need OR


betaOffset-RI-Index-r13




INTEGER (0..15),


betaOffset-CQI-Index-r13



INTEGER (0..15),


betaOffsetMC-r13





SEQUENCE {




betaOffset-ACK-Index-MC-r13



INTEGER (0..15),



betaOffset2-ACK-Index-MC-r13


INTEGER (0..15)



OPTIONAL,
-- Need OR



betaOffset-RI-Index-MC-r13



INTEGER (0..15),



betaOffset-CQI-Index-MC-r13



INTEGER (0..15)


}

















OPTIONAL,
-- Need OR


groupHoppingDisabled-r13



ENUMERATED {true}



OPTIONAL,
-- Need OR


dmrs-WithOCC-Activated-r13



ENUMERATED {true}



OPTIONAL,
-- Need OR


pusch-DMRS-r11






CHOICE {



release








NULL,



setup








SEQUENCE {




nPUSCH-Identity-r13





INTEGER (0..509),




nDMRS-CSH-Identity-r13




INTEGER (0..509)



}


}

















OPTIONAL,
-- Need ON


uciOnPUSCH







CHOICE {



release








NULL,



setup








SEQUENCE {




betaOffset-ACK-Index-SubframeSet2-r13


INTEGER (0..15),




betaOffset2-ACK-Index-SubframeSet2-r13


INTEGER (0..15)
OPTIONAL,
-- Need OR




betaOffset-RI-Index-SubframeSet2-r13


INTEGER (0..15),




betaOffset-CQI-Index-SubframeSet2-r13


INTEGER (0..15),




betaOffsetMC-r12





SEQUENCE {






betaOffset-ACK-Index-MC-SubframeSet2-r13
INTEGER (0..15),





betaOffset2-ACK-Index-MC-SubframeSet2-r13
INTEGER (0..15)
OPTIONAL,
-- Need OR





betaOffset-RI-Index-MC-SubframeSet2-r13

INTEGER (0..15),





betaOffset-CQI-Index-MC-SubframeSet2-r13
INTEGER (0..15)




}















OPTIONAL
-- Need OR



}


}

















OPTIONAL,
-- Need ON


pusch-HoppingConfig-r13




ENUMERATED {on}




OPTIONAL
-- Need OR

}

PUSCH-ConfigDedicated-v1430 ::=


SEQUENCE {


ce-PUSCH-NB-MaxTBS-r14




ENUMERATED {on}




OPTIONAL,
-- Need OR


ce-PUSCH-MaxBandwidth-r14



ENUMERATED {bw5}



OPTIONAL,
-- Need OR


tdd-PUSCH-UpPTS-r14





TDD-PUSCH-UpPTS-r14



OPTIONAL,
-- Need ON


ul-DMRS-IFDMA-r14





BOOLEAN,


enable256QAM-r14





Enable256QAM-r14



OPTIONAL
-- Need ON

}

PUSCH-ConfigDedicated-v1530 ::=


SEQUENCE {


ce-PUSCH-FlexibleStartPRB-AllocConfig-r15
CHOICE {



release



NULL,



setup



SEQUENCE {




offsetCE-ModeB-r15


INTEGER (-1..3)
OPTIONAL

-- Cond CE-ModeB



}


},


ce-PUSCH-SubPRB-Config-r15
CHOICE {



release



NULL,



setup



SEQUENCE {




locationCE-ModeB-r15


INTEGER (0..5)

OPTIONAL,
-- Cond CE-ModeB




sixToneCyclicShift-r15

INTEGER (0..3),




threeToneCyclicShift-r15

INTEGER (0..2)



}


}

OPTIONAL -- Need ON

}

PUSCH-ConfigDedicated-v1610 ::=

SEQUENCE {


ce-PUSCH-MultiTB-Config-r16

SetupRelease {CE-PUSCH-MultiTB-Config-r16}

}




PUSCH-ConfigDedicatedSCell-r10 ::=

SEQUENCE {


groupHoppingDisabled-r10



ENUMERATED {true}



OPTIONAL,
-- Need OR


dmrs-WithOCC-Activated-r10



ENUMERATED {true}



OPTIONAL
-- Need OR

}

PUSCH-ConfigDedicatedSCell-v1430 ::=


SEQUENCE {


enable256QAM-r14





Enable256QAM-r14



OPTIONAL
-- Need OR

}

PUSCH-ConfigDedicatedScell-v1530 ::=


SEQUENCE {


uci-OnPUSCH-r15





CHOICE {



release








NULL,



setup








SEQUENCE {




betaOffsetAUL-r15







INTEGER (0..15)



}


}

}

TDD-PUSCH-UpPTS-r14 ::=




CHOICE {


release








NULL,


setup








SEQUENCE {



symPUSCH-UpPTS-r14





ENUMERATED {sym1, sym2, sym3, sym4, sym5, sym6}




















OPTIONAL,
-- Need ON



dmrs-LessUpPTS-Config-r14



ENUMERATED {true}


OPTIONAL
-- Need OR


}

}

CE-PUSCH-MultiTB-Config-r16
 ::=
SEQUENCE {


interleaving-r16





ENUMERATED {on}


OPTIONAL
-- Need OR

}




Enable256QAM-r14 ::=




CHOICE {



release







NULL,



setup







CHOICE {




tpc-SubframeSet-Configured-r14

SEQUENCE {






subframeSet1-DCI-Format0-r14









BOOLEAN,






subframeSet1-DCI-Format4-r14









BOOLEAN,






subframeSet2-DCI-Format0-r14









BOOLEAN,






subframeSet2-DCI-Format4-r14









BOOLEAN




},




tpc-SubframeSet-NotConfigured-r14
SEQUENCE {






dci-Format0-r14

BOOLEAN,






dci-Format4-r14

BOOLEAN




}



}

}

PUSCH-EnhancementsConfig-r14 ::=

CHOICE {


release






NULL,


setup






SEQUENCE {



pusch-HoppingOffsetPUSCH-Enh-r14


INTEGER (1..100)

OPTIONAL,
-- Need ON



interval-ULHoppingPUSCH-Enh-r14


CHOICE {




interval-FDD-PUSCH-Enh-r14



ENUMERATED {int1, int2, int4, int8},




interval-TDD-PUSCH-Enh-r14



ENUMERATED {int1, int5, int10, int20}



}
















OPTIONAL
-- Need ON


}

}

PUSCH-TxDuration-r17
::=
ENUMERATED {n2, n4, n8, n16, n32, n64, n128, n256}
UL-ReferenceSignalsPUSCH ::=

SEQUENCE {


groupHoppingEnabled




BOOLEAN,


groupAssignmentPUSCH



INTEGER (0..29),


sequenceHoppingEnabled



BOOLEAN,


cyclicShift






INTEGER (0..7)

}

-- ASN1STOP

	PUSCH-Config field descriptions

	betaOffset-ACK-Index, betaOffset2-ACK-Index, betaOffset-ACK-Index-MC, betaOffset2-ACK-Index-MC
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, for single- and multiple-codeword respectively, see TS 36.213 [23], Table 8.6.3-1. betaOffset-ACK-Index and betaOffset2-ACK-Index are used for single-codeword and betaOffset-ACK-Index-MC and betaOffset2-ACK-Index-MC are used for multiple-codeword. If betaOffset2-ACK-Index is configured; betaOffset-ACK-Index is used when up to 22 HARQ-ACK bits are transmitted otherwise betaOffset2-ACK-Index is used. If betaOffset-ACK2-Index-MC is configured; betaOffset-ACK-Index-MC is used when up to 22 HARQ-ACK bits are transmitted otherwise betaOffset2-ACK-Index-MC is used. One value applies for all serving cells with an uplink in a cell group (MCG or SCG or the group of cells configured to send PUCCH on the same cell in case PUCCH SCell is configured) and not configured with uplink power control subframe sets. The same value also applies for subframe set 1 of all serving cells with an uplink in that cell group and configured with uplink power control subframe sets (the associated functionality is common i.e. not performed independently for each cell).

	betaOffset-ACK-Index-SubframeSet2, betaOffset2-ACK-Index-SubframeSet2, betaOffset-ACK-Index-MC-SubframeSet2, betaOffset2-ACK-Index-MC-SubframeSet2
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respectively, see TS 36.213 [23], Table 8.6.3-1. betaOffset-ACK-Index-SubframeSet2 and betaOffset2-ACK-Index-SubframeSet2 are used for single-codeword, betaOffset-ACK-Index-MC-SubframeSet2, betaOffset2-ACK-Index-MC-SubframeSet2 are used for multiple-codeword. If betaOffset2-ACK-Index-SubframeSet2 is configured; betaOffset-ACK-Index-SubframeSet2 is used when up to 22 HARQ-ACK bits are transmitted otherwise betaOffset2-ACK-Index-SubframeSet2 is used. If betaOffset2-ACK-Index-MC-SubframeSet2 is configured; betaOffset-ACK-Index-MC-SubframeSet2 is used when up to 22 HARQ-ACK bits are transmitted otherwise betaOffset2-ACK-Index-MC-SubframeSet2 is used. One value applies for subframe set 2 of all serving cells with an uplink in a cell group (MCG or SCG or the group of cells configured to send PUCCH on the same cell in case PUCCH SCell is configured) and configured with uplink power control subframe sets (the associated functionality is common i.e. not performed independently for each cell configured with uplink power control subframe sets).

	betaOffsetAUL

Parameter: [image: image29.png]BEe



 see TS 36.213 [23], clause 8.6.3.

	betaOffset-CQI-Index, betaOffset-CQI-Index-MC

Parameter: 
[image: image30.wmf]CQI
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, for single- and multiple-codeword respectively, see TS 36.213 [23], Table 8.6.3-3. One value applies for all serving cells with an uplink in a cell group (MCG or SCG or the group of cells configured to send PUCCH on the same cell in case PUCCH SCell is configured) and not configured with uplink power control subframe sets. The same value also applies for subframe set 1 of all serving cells with an uplink in that cell group and configured with uplink power control subframe sets (the associated functionality is common i.e. not performed independently for each cell).

	betaOffset-CQI-Index-SubframeSet2, betaOffset-CQI-Index-MC-SubframeSet2
Parameter: 
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, for single- and multiple-codeword respectively, see TS 36.213 [23], Table 8.6.3-3. One value applies for subframe set 2 of all serving cells with an uplink in a cell group (MCG or SCG or the group of cells configured to send PUCCH on the same cell in case PUCCH SCell is configured) and configured with uplink power control subframe sets (the associated functionality is common i.e. not performed independently for each cell configured with uplink power control subframe sets).

	betaOffset-RI-Index, betaOffset-RI-Index-MC

Parameter: 
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, for single- and multiple-codeword respectively, see TS 36.213 [23], Table 8.6.3-2. One value applies for all serving cells with an uplink in a cell group (MCG or SCG or the group of cells configured to send PUCCH on the same cell in case PUCCH SCell is configured) and not configured with uplink power control subframe sets. The same value also applies for subframe set 1 of all serving cells with an uplink in that cell group and configured with uplink power control subframe sets (the associated functionality is common i.e. not performed independently for each cell).

	betaOffset-RI-Index-SubframeSet2, betaOffset-RI-Index-MC-SubframeSet2
Parameter: 
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, for single- and multiple-codeword respectively, see TS 36.213 [23], Table 8.6.3-2. One value applies for subframe set 2 of all serving cells with an uplink in a cell group (MCG or SCG or the group of cells configured to send PUCCH on the same cell in case PUCCH SCell is configured) and configured with uplink power control subframe sets (the associated functionality is common i.e. not performed independently for each cell configured with uplink power control subframe sets).

	ce-PUSCH-FlexibleStartPRB-AllocConfig

Activation of flexible starting PRB for PUSCH resource allocation in CE mode A or B. offsetCE-ModeB indicates starting PRB offset when flexible starting PRB for PUSCH resource allocation in CE mode B is enabled. See TS 36.212 [22] and TS 36.213 [23]. E-UTRAN does not configure this field when E-UTRA system bandwidth is 1.4 MHz.

	ce-PUSCH-MaxBandwidth

Maximum PUSCH channel bandwidth in CE mode A, see TS 36.212 [22] and TS 36.213 [23]. Value bw5 corresponds to 5 MHz. If this field is not configured, the maximum PUSCH channel bandwidth in CE mode A set to 1.4 MHz. The maximum PUSCH channel bandwidth in CE mode B is 1.4 MHz regardless of the setting of this parameter. Parameter: transmission bandwidth configuration, see TS 36.101 [42], table 5.6-1.

	ce-PUSCH-MultiTB-Config

Indicates whether UL multi-TB scheduling is enabled, i.e., a single DCI can schedule up to 8 PUSCH transport blocks in CE mode A and up to 4 PUSCH transport blocks in CE mode B. See TS 36.213 [23], clause 8.0.

	ce-PUSCH-NB-MaxTBS

Activation of 2984 bits maximum PUSCH TBS in 1.4 MHz in CE mode A, see TS 36.212 [22] and TS 36.213 [23].

	ce-PUSCH-SubPRB-Config

Activation of PUSCH sub-PRB allocation in CE mode A or B, see TS 36.211 [21], TS 36.212 [22] and TS 36.213 [23].

	




	cyclicShift

Parameters: cyclicShift, see TS 36.211 [21], Table 5.5.2.1.1-2.

	dmrs-LessUpPTS-Config

Indicates the UE not to transmit DMRS for PUSCH in UpPTS, see TS36.211 [21], clause 5.5.2.1.2.

	dmrs-WithOCC-Activated

Parameter: Activate-DMRS-with OCC, see TS 36.211 [21], clause 5.5.2.1.

	enable256QAM

See TS 36.213 [23], clause 8.6.1. If enable256QAM is included and if uplink power control subframe sets are configured by tpc-SubframeSet, the field indicates (if set to TRUE) per uplink power control subframe set and DCI format 0/0A/0B and 4/4A/4B that 256QAM is allowed for UE UL categories as indicated in TS 36.306 [5], Table 4.1A-2, while FALSE indicates that 256 QAM is not allowed. If enable256QAM is included and if uplink power control subframe sets are not configured by tpc-SubframeSet, the field indicates (if set to TRUE) per DCI format 0/0A/0B and 4/4A/4B that 256QAM is allowed for UE UL categories as indicated in TS 36.306 [5], Table 4.1A-2, while FALSE indicates that 256 QAM is not allowed.

	enable64QAM

See TS 36.213 [23], clause 8.6.1. If enable64QAM (without suffix) is set to TRUE, it indicates that 64QAM is allowed for UE categories 5 and 8 indicated in ue-Category and UL categories indicated in ue-CategoryUL which support UL 64QAM and can fallback to category 5 or 8, see TS 36.306 [5], Table 4.1A-2 and Table 4.1A-6, while FALSE indicates that 64QAM is not allowed. If enable64QAM-v1270 is set to TRUE, it indicates that 64QAM is allowed for UL categories indicated in ue-CategoryUL which support UL 64QAM but cannot fallback category 5 or 8, see TS 36.306 [5], Table 4.1A-2 and Table 4.1A-6. E-UTRAN configures enable64QAM-v1270 only when enable64QAM (without suffix) is set to TRUE.

	interleaving

Indicates whether interleaving for UL multi-TB scheduling is enabled, see TS 36.213 [23], clause 8.0.

	interval-ULHoppingPUSCH-Enh
Number of consecutive absolute subframes over which PUSCH stays at the same PRBs before hopping to other PRBs. For interval-FDD-PUSCH-Enh, int1 corresponds to 1 subframe, int2 corresponds to 2 subframes, and so on. For interval-TDD-PUSCH-Enh, int1 corresponds to 1 subframe, int5 corresponds to 5 subframes, and so on. See TS 36.211 [21], clause 5.3.4.

	groupAssignmentPUSCH

Parameter: (SS See TS 36.211 [21], clause 5.5.1.3.

	groupHoppingDisabled

Parameter: Disable-sequence-group-hopping, see TS 36.211 [21], clause 5.5.1.3.

	groupHoppingEnabled

Parameter: Group-hopping-enabled, see TS 36.211 [21], clause 5.5.1.3.

	hoppingMode

Parameter: Hopping-mode, see TS 36.211 [21], clause 5.3.4.

	locationCE-ModeB

PRB location within the narrowband when PUSCH sub-PRB allocation is enabled in CE mode B.

	nDMRS-CSH-Identity
Parameter: 
[image: image34.wmf]csh_DMRS

ID

N

, see TS 36.211 [21], clause 5.5.2.1.1.

	nPUSCH-Identity
Parameter: 
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, see TS 36.211 [21], clause 5.5.1.5.

	n-SB

Parameter: Nsb see TS 36.211 [21], clause 5.3.4.

	pusch-HoppingConfig

For BL UEs and UEs in CE, frequency hopping activation/deactivation for unicast PUSCH, see TS 36.211 [21]

	pusch-hoppingOffset

Except for BL UEs and UEs in CE, parameter: 
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, see TS 36.211 [21], clause 5.3.4. . In case pusch-hoppingOffset-v1310 is signalled, the BL UEs and UEs in CE shall ignore pusch-hoppingOffset (i.e. without suffix).

	pusch-HoppingOffsetPUSCH-Enh

Indicates the freqeuncy domain hopping offset between PRBs for PUSCH in frequency hopping, see TS 36.211 [21], clause 5.3.4. Value 1 corresponds to 1 PRB, value 2 corresponds to 2 PRBs, and so on.

	pusch-maxNumRepetitionCEmodeA
Maximum value to indicate the set of PUSCH repetition numbers for CE mode A, see TS 36.211 [21] and TS 36.213 [23]. E-UTRAN does not configure value r8. If the field is not configured, the UE shall apply the default value as defined in TS 36.213 [23], clause 8.0.

	pusch-maxNumRepetitionCEmodeB
Maximum value to indicate the set of PUSCH repetition numbers for CE mode B, see TS 36.211 [21] and TS 36.213 [23].

	PUSCH-TxDuration

Duration of PUSCH segment transmission in NTN transmission, see TS 36.213 [23]. Value in number of resource units. Value n2 corresponds to 2 resource units, value n4 corresponds to 4 resource units and so on.

The signalled value corresponds to full-PRB allocation and should be divided by 2, 4 and 8 for sub-PRB allocation of 6, 3 and 2-out-of-3 tones allocation, respectively.

	sequenceHoppingEnabled

Parameter: Sequence-hopping-enabled, see TS 36.211 [21], clause 5.5.1.4.

	sixToneCyclicShift, threeToneCyclicShift

Cyclic shift for PUSCH reference signal sequence of six/three subcarriers in CE mode A or B.

	symPUSCH-UpPTS

Indicates the number of data symbols that configured for PUSCH transmission in UpPTS. Values sym2, sym3, sym4, sym5 and sym6 can be used for normal cyclic prefix, if dmrsLess-UpPTS is set to true, otherwise, values sym2, sym3, sym4, sym5 can be used for normal cyclic prefix and values sym1, sym2, sym3 and sym4 can be used for extended cyclic prefix, see TS 36.213 [23], clause 8.6.2 and TS 36.211 [21], clause 5.3.4.

	ul-DMRS-IFDMA

Value TRUE indicates that the UE is configured with enhanced UL DMRS.

	ul-ReferenceSignalsPUSCH

Used to specify parameters needed for the transmission on PUSCH (or PUCCH).


	Conditional presence
	Explanation

	CE-ModeB
	The field is optionally present, need ON, for CE Mode B. Otherwise, the field is not present.

	
	


–
RadioResourceConfigCommon
The IE RadioResourceConfigCommonSIB and IE RadioResourceConfigCommon are used to specify common radio resource configurations in the system information and in the mobility control information, respectively, e.g., the random access parameters and the static physical layer parameters.

RadioResourceConfigCommon information element

-- ASN1START

RadioResourceConfigCommonSIB ::=
SEQUENCE {


rach-ConfigCommon




RACH-ConfigCommon,


bcch-Config





BCCH-Config,


pcch-Config





PCCH-Config,


prach-Config





PRACH-ConfigSIB,


pdsch-ConfigCommon




PDSCH-ConfigCommon,


pusch-ConfigCommon




PUSCH-ConfigCommon,


pucch-ConfigCommon




PUCCH-ConfigCommon,


soundingRS-UL-ConfigCommon


SoundingRS-UL-ConfigCommon,


uplinkPowerControlCommon


UplinkPowerControlCommon,


ul-CyclicPrefixLength



UL-CyclicPrefixLength,


...,


[[
uplinkPowerControlCommon-v1020
UplinkPowerControlCommon-v1020

OPTIONAL
-- Need OR


]],


[[
rach-ConfigCommon-v1250


RACH-ConfigCommon-v1250



OPTIONAL
-- Need OR


]],


[[
pusch-ConfigCommon-v1270

PUSCH-ConfigCommon-v1270


OPTIONAL
-- Need OR


]],


[[
bcch-Config-v1310



BCCH-Config-v1310




OPTIONAL,
-- Need OR



pcch-Config-v1310



PCCH-Config-v1310




OPTIONAL,
-- Need OR



freqHoppingParameters-r13

FreqHoppingParameters-r13


OPTIONAL,
-- Need OR



pdsch-ConfigCommon-v1310

PDSCH-ConfigCommon-v1310


OPTIONAL,
-- Need OR



pusch-ConfigCommon-v1310

PUSCH-ConfigCommon-v1310


OPTIONAL,
-- Need OR



prach-ConfigCommon-v1310

PRACH-ConfigSIB-v1310



OPTIONAL,
-- Need OR



pucch-ConfigCommon-v1310

PUCCH-ConfigCommon-v1310


OPTIONAL
-- Need OR


]],


[[
highSpeedConfig-r14



HighSpeedConfig-r14




OPTIONAL,
-- Need OR



prach-Config-v1430



PRACH-Config-v1430




OPTIONAL,
-- Need OR



pucch-ConfigCommon-v1430

PUCCH-ConfigCommon-v1430


OPTIONAL
-- Need OR


]],


[[
prach-Config-v1530



PRACH-ConfigSIB-v1530



OPTIONAL,
-- Cond EDT



ce-RSS-Config-r15



RSS-Config-r15





OPTIONAL,
-- Need OR



wus-Config-r15




WUS-Config-r15





OPTIONAL,
-- Need OR



highSpeedConfig-v1530


HighSpeedConfig-v1530



OPTIONAL
-- Need OR


]],


[[
uplinkPowerControlCommon-v1540
UplinkPowerControlCommon-v1530

OPTIONAL
-- Need OR


]],


[[
wus-Config-v1560



WUS-Config-v1560




OPTIONAL
-- Need OR


]],


[[



wus-Config-v1610



WUS-Config-v1610




OPTIONAL,
-- Need OR



highSpeedConfig-v1610

HighSpeedConfig-v1610


OPTIONAL,
-- Need OR



crs-ChEstMPDCCH-ConfigCommon-r16
CRS-ChEstMPDCCH-ConfigCommon-r16
OPTIONAL, -- Need OR



gwus-Config-r16




GWUS-Config-r16





OPTIONAL,
-- Need OR



uplinkPowerControlCommon-v1610
UplinkPowerControlCommon-v1610

OPTIONAL,
-- Need OR



rss-MeasConfig-r16



ENUMERATED {enabled}



OPTIONAL,
-- Need OR



rss-MeasNonNCL-r16



ENUMERATED {enabled}



OPTIONAL,
-- Need OR



puncturedSubcarriersDL-r16

BIT STRING (SIZE (2))



OPTIONAL,
-- Need OR


highSpeedInterRAT-NR-r16

BOOLEAN







OPTIONAL
-- Need OR

]],


[[



pcch-Config-v1700



PCCH-Config-v1700




OPTIONAL,
-- Need OR


ntn-ConfigCommon-r17


NTN-ConfigCommon-r17



OPTIONAL,
-- Need OR






ntn-ConfigCommon-r17



SEQUENCE {




ta-Report-r17




ENUMERATED {true}


OPTIONAL,
-- Need OR 




prach-TxDuration-r17


PRACH-TxDuration-r17

OPTIONAL,
-- Need OR




pucch-TxDuration-r17


PUCCH-TxDuration-r17

OPTIONAL
-- Need OR



pusch-TxDuration-r17


PUSCH-TxDuration-r17

OPTIONAL
-- Need OR


}
OPTIONAL
-- Need OR


]]

}

RadioResourceConfigCommon ::=

SEQUENCE {


rach-ConfigCommon




RACH-ConfigCommon




OPTIONAL,
-- Need ON


prach-Config





PRACH-Config,


pdsch-ConfigCommon




PDSCH-ConfigCommon




OPTIONAL,
-- Need ON


pusch-ConfigCommon




PUSCH-ConfigCommon,


phich-Config





PHICH-Config





OPTIONAL,
-- Need ON


pucch-ConfigCommon




PUCCH-ConfigCommon




OPTIONAL,
-- Need ON


soundingRS-UL-ConfigCommon


SoundingRS-UL-ConfigCommon


OPTIONAL,
-- Need ON


uplinkPowerControlCommon


UplinkPowerControlCommon


OPTIONAL,
-- Need ON


antennaInfoCommon




AntennaInfoCommon




OPTIONAL,
-- Need ON


p-Max







P-Max







OPTIONAL,
-- Need OP


tdd-Config






TDD-Config






OPTIONAL,
-- Cond TDD


ul-CyclicPrefixLength



UL-CyclicPrefixLength,


...,


[[
uplinkPowerControlCommon-v1020
UplinkPowerControlCommon-v1020

OPTIONAL
-- Need ON


]],


[[
tdd-Config-v1130



TDD-Config-v1130




OPTIONAL
-- Cond TDD3


]],


[[
pusch-ConfigCommon-v1270

PUSCH-ConfigCommon-v1270


OPTIONAL
-- Need OR


]],


[[




prach-Config-v1310



PRACH-Config-v1310




OPTIONAL,
-- Need ON



freqHoppingParameters-r13

FreqHoppingParameters-r13


OPTIONAL,
-- Need ON



pdsch-ConfigCommon-v1310

PDSCH-ConfigCommon-v1310


OPTIONAL,
-- Need ON



pucch-ConfigCommon-v1310

PUCCH-ConfigCommon-v1310


OPTIONAL,
-- Need ON



pusch-ConfigCommon-v1310

PUSCH-ConfigCommon-v1310


OPTIONAL,
-- Need ON



uplinkPowerControlCommon-v1310
UplinkPowerControlCommon-v1310

OPTIONAL
-- Need ON


]],


[[
highSpeedConfig-r14



HighSpeedConfig-r14




OPTIONAL,
-- Need OR



prach-Config-v1430



PRACH-Config-v1430




OPTIONAL,
-- Need OR



pucch-ConfigCommon-v1430

PUCCH-ConfigCommon-v1430


OPTIONAL,
-- Need OR



tdd-Config-v1430



TDD-Config-v1430




OPTIONAL
-- Cond TDD3


]],


[[



tdd-Config-v1450



TDD-Config-v1450




OPTIONAL
-- Cond TDD3


]],


[[
uplinkPowerControlCommon-v1530
UplinkPowerControlCommon-v1530

OPTIONAL,
-- Need ON



highSpeedConfig-v1530


HighSpeedConfig-v1530



OPTIONAL
-- Need OR


]],


[[



highSpeedConfig-v1610

HighSpeedConfig-v1610


OPTIONAL,
-- Need OR



uplinkPowerControlCommon-v1610
UplinkPowerControlCommon-v1610

OPTIONAL,
-- Need OR



highSpeedInterRAT-NR-r16

BOOLEAN







OPTIONAL
-- Need ON


]],


[[







ntn-ConfigCommon-r17



SEQUENCE {




ta-Report-r17




ENUMERATED {true}


OPTIONAL,
-- Need OR 




prach-TxDuration-r17


PRACH-TxDuration-r17

OPTIONAL,
-- Need OR




pucch-TxDuration-r17


PUCCH-TxDuration-r17

OPTIONAL
-- Need OR




pusch-TxDuration-r17


PUSCH-TxDuration-r17

OPTIONAL
-- Need OR


}
OPTIONAL
-- Need ON

]]

}

RadioResourceConfigCommonPSCell-r12 ::=
SEQUENCE {


basicFields-r12





RadioResourceConfigCommonSCell-r10,


pucch-ConfigCommon-r12



PUCCH-ConfigCommon,


rach-ConfigCommon-r12



RACH-ConfigCommon,


uplinkPowerControlCommonPSCell-r12
UplinkPowerControlCommonPSCell-r12,


...,


[[
uplinkPowerControlCommonPSCell-v1310










UplinkPowerControlCommon-v1310

OPTIONAL
-- Need ON


]],


[[
uplinkPowerControlCommonPSCell-v1530











UplinkPowerControlCommon-v1530

OPTIONAL
-- Need ON


]]

}

RadioResourceConfigCommonPSCell-v12f0 ::=
SEQUENCE {


basicFields-v12f0




RadioResourceConfigCommonSCell-v10l0

}

RadioResourceConfigCommonPSCell-v1440 ::=
SEQUENCE {


basicFields-v1440




RadioResourceConfigCommonSCell-v1440

}

RadioResourceConfigCommonSCell-r10 ::=
SEQUENCE {


-- DL configuration as well as configuration applicable for DL and UL


nonUL-Configuration-r10




SEQUENCE {



-- 1: Cell characteristics



dl-Bandwidth-r10





ENUMERATED {n6, n15, n25, n50, n75, n100},



-- 2: Physical configuration, general



antennaInfoCommon-r10




AntennaInfoCommon,



mbsfn-SubframeConfigList-r10


MBSFN-SubframeConfigList
OPTIONAL,
-- Need OR



-- 3: Physical configuration, control



phich-Config-r10





PHICH-Config,



-- 4: Physical configuration, physical channels



pdsch-ConfigCommon-r10




PDSCH-ConfigCommon,



tdd-Config-r10






TDD-Config




OPTIONAL
-- Cond TDDSCell


},


-- UL configuration


ul-Configuration-r10



SEQUENCE {



ul-FreqInfo-r10





SEQUENCE {




ul-CarrierFreq-r10




ARFCN-ValueEUTRA


OPTIONAL,
-- Need OP




ul-Bandwidth-r10




ENUMERATED {n6, n15,














n25, n50, n75, n100}
OPTIONAL,
-- Need OP




additionalSpectrumEmissionSCell-r10

AdditionalSpectrumEmission



},



p-Max-r10






P-Max






OPTIONAL,
-- Need OP



uplinkPowerControlCommonSCell-r10

UplinkPowerControlCommonSCell-r10,



-- A special version of IE UplinkPowerControlCommon may be introduced



-- 3: Physical configuration, control



soundingRS-UL-ConfigCommon-r10

SoundingRS-UL-ConfigCommon,



ul-CyclicPrefixLength-r10


UL-CyclicPrefixLength,



-- 4: Physical configuration, physical channels



prach-ConfigSCell-r10




PRACH-ConfigSCell-r10

OPTIONAL,
-- Cond TDD-OR-NoR11



pusch-ConfigCommon-r10



PUSCH-ConfigCommon


}

















OPTIONAL,
-- Need OR


...,


[[
ul-CarrierFreq-v1090



ARFCN-ValueEUTRA-v9e0


OPTIONAL
-- Need OP


]],


[[
rach-ConfigCommonSCell-r11


RACH-ConfigCommonSCell-r11

OPTIONAL,
-- Cond ULSCell



prach-ConfigSCell-r11



PRACH-Config




OPTIONAL,
-- Cond UL



tdd-Config-v1130




TDD-Config-v1130



OPTIONAL,
-- Cond TDD2



uplinkPowerControlCommonSCell-v1130









UplinkPowerControlCommonSCell-v1130


OPTIONAL
-- Cond UL


]],


[[
pusch-ConfigCommon-v1270

PUSCH-ConfigCommon-v1270


OPTIONAL
-- Need OR


]],


[[
pucch-ConfigCommon-r13



PUCCH-ConfigCommon

OPTIONAL,
-- Cond UL



uplinkPowerControlCommonSCell-v1310









UplinkPowerControlCommonSCell-v1310
OPTIONAL
-- Cond UL


]],


[[
highSpeedConfigSCell-r14

HighSpeedConfigSCell-r14


OPTIONAL,
-- Need OR



prach-Config-v1430



PRACH-Config-v1430




OPTIONAL,
-- Cond UL


ul-Configuration-r14



SEQUENCE {



ul-FreqInfo-r14





SEQUENCE {




ul-CarrierFreq-r14




ARFCN-ValueEUTRA-r9


OPTIONAL,
-- Need OP




ul-Bandwidth-r14




ENUMERATED {n6, n15,














n25, n50, n75, n100}
OPTIONAL,
-- Need OP




additionalSpectrumEmissionSCell-r14

AdditionalSpectrumEmission



},



p-Max-r14






P-Max






OPTIONAL,
-- Need OP



soundingRS-UL-ConfigCommon-r14

SoundingRS-UL-ConfigCommon,



ul-CyclicPrefixLength-r14


UL-CyclicPrefixLength,



prach-ConfigSCell-r14




PRACH-ConfigSCell-r10

OPTIONAL,
-- Cond TDD-OR-NoR11





uplinkPowerControlCommonPUSCH-LessCell-v1430






UplinkPowerControlCommonPUSCH-LessCell-v1430
OPTIONAL
-- Need OR

}
















OPTIONAL,
-- Cond ULSRS


harq-ReferenceConfig-r14




ENUMERATED {sa2,sa4,sa5}
OPTIONAL,

-- Need OR


soundingRS-FlexibleTiming-r14


ENUMERATED {true}


OPTIONAL

-- Need OR


]],


[[
mbsfn-SubframeConfigList-v1430

MBSFN-SubframeConfigList-v1430

OPTIONAL -- Need ON


]],


[[
uplinkPowerControlCommonSCell-v1530
UplinkPowerControlCommon-v1530

OPTIONAL -- Need ON


]],


[[
highSpeedEnhMeasFlagSCell-r16


BOOLEAN





OPTIONAL -- Need ON

    ]]

}

RadioResourceConfigCommonSCell-v10l0 ::=
SEQUENCE {


-- UL configuration


ul-Configuration-v10l0



SEQUENCE {



additionalSpectrumEmissionSCell-v10l0

AdditionalSpectrumEmission-v10l0


}

}

RadioResourceConfigCommonSCell-v1440 ::=
SEQUENCE {


ul-Configuration-v1440



SEQUENCE {



ul-FreqInfo-v1440





SEQUENCE {




additionalSpectrumEmissionSCell-v1440

AdditionalSpectrumEmission-v10l0



}


}

}

BCCH-Config ::=





SEQUENCE {


modificationPeriodCoeff



ENUMERATED {n2, n4, n8, n16}

}

BCCH-Config-v1310 ::=



SEQUENCE {


modificationPeriodCoeff-v1310

ENUMERATED {n64}

}

FreqHoppingParameters-r13 ::=

SEQUENCE {


dummy


ENUMERATED {nb2, nb4}



OPTIONAL,


dummy2


CHOICE {



interval-FDD-r13





ENUMERATED {int1, int2, int4, int8},



interval-TDD-r13





ENUMERATED {int1, int5, int10, int20}


}

















OPTIONAL,


dummy3


CHOICE {



interval-FDD-r13





ENUMERATED {int2, int4, int8, int16},



interval-TDD-r13





ENUMERATED { int5, int10, int20, int40}


}























OPTIONAL,


interval-ULHoppingConfigCommonModeA-r13
CHOICE {



interval-FDD-r13





ENUMERATED {int1, int2, int4, int8},



interval-TDD-r13





ENUMERATED {int1, int5, int10, int20}


}

















OPTIONAL,
-- Cond MP-A


interval-ULHoppingConfigCommonModeB-r13
CHOICE {



interval-FDD-r13





ENUMERATED {int2, int4, int8, int16},



interval-TDD-r13





ENUMERATED { int5, int10, int20, int40}


}

















OPTIONAL,
-- Cond MP-B


dummy4



INTEGER (1..maxAvailNarrowBands-r13)


OPTIONAL

}

PCCH-Config ::=





SEQUENCE {


defaultPagingCycle




ENUMERATED {












rf32, rf64, rf128, rf256},


nB








ENUMERATED {












fourT, twoT, oneT, halfT, quarterT, oneEighthT,












oneSixteenthT, oneThirtySecondT}

}

PCCH-Config-v1310 ::=



SEQUENCE {


paging-narrowBands-r13



INTEGER (1..maxAvailNarrowBands-r13),


mpdcch-NumRepetition-Paging-r13

ENUMERATED {r1, r2, r4, r8, r16, r32, r64, r128, r256},


nB-v1310






ENUMERATED {one64thT, one128thT, one256thT}




















OPTIONAL
-- Need OR

}

PCCH-Config-v1700 ::=



SEQUENCE {


ranPagingInIdlePO-r17



ENUMERATED {true}

}

UL-CyclicPrefixLength ::=


ENUMERATED {len1, len2}

HighSpeedConfig-r14 ::=


SEQUENCE {


highSpeedEnhancedMeasFlag-r14


ENUMERATED {true}



OPTIONAL,
-- Need OR


highSpeedEnhancedDemodulationFlag-r14
ENUMERATED {true}



OPTIONAL
-- Need OR

}

HighSpeedConfig-v1530 ::=

SEQUENCE {


highSpeedMeasGapCE-ModeA-r15


ENUMERATED {true}

}

HighSpeedConfigSCell-r14 ::=

SEQUENCE {


highSpeedEnhancedDemodulationFlag-r14
ENUMERATED {true}



OPTIONAL
-- Need OR

}

HighSpeedConfig-v1610 ::=

SEQUENCE {


highSpeedEnhMeasFlag2-r16


ENUMERATED {true}


OPTIONAL,
-- Need OR


highSpeedEnhDemodFlag2-r16


ENUMERATED {true}



OPTIONAL
-- Need OR

}

-- ASN1STOP

	RadioResourceConfigCommon field descriptions

	additionalSpectrumEmissionSCell

The UE requirements related to additionalSpectrumEmissionSCell are defined in TS 36.101 [42]. E-UTRAN configures the same value in additionalSpectrumEmissionSCell for all SCell(s) of the same band with UL configured. The additionalSpectrumEmissionSCell is applicable for all serving cells (including PCell) of the same band with UL configured.

	crs-ChEstMPDCCH-ConfigCommon

Presence of this field indicates use of CRS for improving channel estimation on MPDCCH is enabled in RRC_IDLE and RRC_CONNECTED.

	defaultPagingCycle

Default paging cycle, used to derive 'T' in TS 36.304 [4]. Value rf32 corresponds to 32 radio frames, rf64 corresponds to 64 radio frames and so on.

	dummy

This field is not used in the specification. If received it shall be ignored by the UE.

	harq-ReferenceConfig

Indicates UL/ DL configuration used as the DL HARQ reference configuration for this serving cell. Value sa2 corresponds to Configuration2, sa4 to Configuration4 etc, as specified in TS 36.211 [21], table 4.2-2. E-UTRAN configures the same value for all serving cells residing on same frequency band.

	highSpeedEnhancedMeasFlag

If the field is present, the UE shall apply the high speed (350 km/h) measurement enhancements as specified in TS 36.133 [16]. If highSpeedEnhMeasFlag2 is present, the UE indicating measurementEnhancements2 shall ignore this field.

	highSpeedEnhancedDemodulationFlag

If the field is present, the UE shall apply the advanced receiver in SFN scenario (350 km/h) as specified in TS 36.101 [42]. If this field is included in HighSpeedConfig and highSpeedEnhDemodFlag2 is present, the UE indicating demodulationEnhancements2 shall ignore this field in HighSpeedConfig.

	highSpeedEnhDemodFlag2

If the field is present, the UE shall apply the further enhanced receiver in HST-SFN scenario (500 km/h) as specified in TS 36.101 [42].

	highSpeedEnhMeasFlag2

If the field is present, the UE shall apply the high speed (500 km/h) measurement enhancements as specified in TS 36.133 [16].

	highSpeedEnhMeasFlagSCell

If configured with value TRUE, the UE shall apply the high speed (350 km/h) SCell measurement enhancements as specified in TS 36.133 [16].

	highSpeedInterRAT-NR

If the field is present, the UE shall apply the enhanced inter-RAT NR measurement requirements to support high speed up to 500 km/h as specified in TS 36.133 [16].

	highSpeedMeasGapCE-ModeA

If the field is present, the UE in CE mode A shall apply the measurement gap sharing table associated with high-velocity scenario for measurements, as specified in TS 36.133 [16].

	interval-DLHoppingConfigCommonModeX

Number of consecutive absolute subframes over which MPDCCH or PDSCH for CE mode X stays at the same narrowband before hopping to another narrowband. For interval-FDD, int1 corresponds to 1 subframe, int2 corresponds to 2 subframes, and so on. For interval-TDD, int1 corresponds to 1 subframe, int5 corresponds to 5 subframes, and so on.

	interval-ULHoppingConfigCommonModeX

Number of consecutive absolute subframes over which PUCCH or PUSCH for CE mode X stays at the same narrowband before hopping to another narrowband. For interval-FDD, int1 corresponds to 1 subframe, int2 corresponds to 2 subframes, and so on. For interval-TDD, int1 corresponds to 1 subframe, int5 corresponds to 5 subframes, and so on.

	modificationPeriodCoeff

Actual modification period, expressed in number of radio frames= modificationPeriodCoeff * defaultPagingCycle. n2 corresponds to value 2, n4 corresponds to value 4, n8 corresponds to value 8, n16 corresponds to value 16, and n64 corresponds to value 64.

	mpdcch-NumRepetition-Paging

Maximum number of repetitions for MPDCCH common search space (CSS) for paging, see TS 36.211 [21].

	mpdcch-pdsch-HoppingOffset

Parameter: [image: image38.png]DL
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, see TS 36.211 [21], clause 6.4.1.

	mpdcch-pdsch-HoppingNB

The number of narrowbands for MPDCCH/PDSCH frequency hopping. Value nb2 corresponds to 2 narrowbands and value nb4 corresponds to 4 narrowbands.

	nB

Parameter: nB is used as one of parameters to derive the Paging Frame and Paging Occasion according to TS 36.304 [4]. Value in multiples of 'T' as defined in TS 36.304 [4]. A value of fourT corresponds to 4 * T, a value of twoT corresponds to 2 * T and so on. In case nB-v1310 is signalled, the UE shall ignore nB (i.e. without suffix). EUTRAN configures nB-v1310 only in the BR version of SI message.

	paging-narrowBands
Number of narrowbands used for paging, see TS 36.304 [4], TS 36.212 [22] and TS 36.213 [23].

	p-Max

Pmax to be used in the target cell. If absent, for the band used in the target cell, the UE applies the maximum power according to its capability as specified in 36.101 [42], clause 6.2.2. In case the UE is configured with uplink intra-band contiguous CA and the UE indicates ue-CA-PowerClass-N in that band combination, then the p-Max in RadioResourceConfigCommonSCell for that SCell, if present, also applies for that band combination whenever that SCell is activated. This field is ignored by IAB-MT. The IAB-MT applies output power and emissions requirements, as specified in TS 38.174 [107]

	prach-ConfigSCell

Indicates a PRACH configuration for an SCell. The field is not applicable for an LAA SCell in this release.

	puncturedSubcarriersDL

Indicates number of punctured DL subcarriers and their locations, see TS 36.211 [31].

	rach-ConfigCommonSCell

Indicates a RACH configuration for an SCell. The field is not applicable for an LAA SCell in this release.

	ranPagingInIdlePO

Indicates that the network supports to send RAN paging in PO that corresponds to the i_s determined by UE in RRC_IDLE state, see TS 36.304 [4].

	rss-MeasConfig

Indicates whether RSS-based measurement is enabled.

	rss-MeasNonNCL

Indicates RSS of neighbour cells not in the Neighbour Cell List may be used for measurements. When this field is included, the UE assumes for all neighbour cells not in the Neighbour Cell List the RSS power bias is same as used for the serving cell or the camped cell.

	soundingRS-FlexibleTiming

Indicates the SRS flexible timing (if configured) for aperiodic SRS triggered by DL grant. If the SRS transmission is collided with ACK/NACK, postpone once to the next configured SRS transmission opportunity.

	ta-Report

Indicates whether UE specific TA reporting is enabled as specified in TS 36.321 [6].

	ul-Bandwidth

Parameter: transmission bandwidth configuration, NRB, in uplink, see TS 36.101 [42], table 5.6-1. Value n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on. If for FDD this parameter is absent, the uplink bandwidth is equal to the downlink bandwidth. For TDD this parameter is absent and it is equal to the downlink bandwidth.

	ul-CarrierFreq

For FDD: If absent, the (default) value determined from the default TX-RX frequency separation defined in TS 36.101 [42], table 5.7.3-1, applies.

For TDD: This parameter is absent and it is equal to the downlink frequency.

	ul-CyclicPrefixLength

Parameter: Uplink cyclic prefix length see TS 36.211 [21], clause 5.2.1, where len1 corresponds to normal cyclic prefix and len2 corresponds to extended cyclic prefix.


	Conditional presence
	Explanation

	EDT
	The field is optionally present, Need OR, if edt-Parameters is present; otherwise the field is not present and the UE shall delete any existing value for this field.

	MP-A
	The field is mandatory present for CE mode A. Otherwise the field is optional, Need OR.

	MP-B
	The field is mandatory present for CE mode B. Otherwise the field is optional, Need OR.

	TDD
	The field is optional for TDD, Need ON; it is not present for FDD and the UE shall delete any existing value for this field.

	TDD2
	If tdd-Config-r10 is present, the field is optional, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.

	TDD3
	If tdd-Config is present, the field is optional, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.

	TDD-OR-NoR11
	If prach-ConfigSCell-r11 is absent, the field is optional for TDD, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.

	TDDSCell
	This field is mandatory present for TDD; it is not present for FDD and LAA SCell, and the UE shall delete any existing value for this field.

	UL
	If the SCell is part of the STAG or concerns the PSCell or PUCCH SCell and if ul-Configuration is included, the field is optional, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.

	ULSCell
	For the PSCell (IE is included in RadioResourceConfigCommonPSCell) the field is absent. Otherwise, if the SCell is part of the STAG and if ul-Configuration is included, the field is optional, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.

	ULSRS
	If ul-Configuration-r10 is absent, the field is optional, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.


6.7.3.2
NB-IoT Radio resource control information elements

–
NPRACH-ConfigSIB-NB
The IE NPRACH-ConfigSIB-NB is used to specify the NPRACH configuration for the anchor and non-anchor carriers.

NPRACH-ConfigSIB-NB information elements
-- ASN1START

NPRACH-ConfigSIB-NB-r13 ::=


SEQUENCE {


nprach-CP-Length-r13



ENUMERATED {us66dot7, us266dot7},


rsrp-ThresholdsPrachInfoList-r13
RSRP-ThresholdsNPRACH-InfoList-NB-r13
OPTIONAL,
-- Need OR


nprach-ParametersList-r13

NPRACH-ParametersList-NB-r13

}

NPRACH-ConfigSIB-NB-v1330 ::=

SEQUENCE {


nprach-ParametersList-v1330


NPRACH-ParametersList-NB-v1330

}

NPRACH-ConfigSIB-NB-v1450 ::=

SEQUENCE {


maxNumPreambleAttemptCE-r14


ENUMERATED {n3, n4, n5, n6, n7, n8, n10, spare1}

}

NPRACH-ConfigSIB-NB-v1530 ::=

SEQUENCE {


tdd-Parameters-r15




SEQUENCE {



nprach-PreambleFormat-r15


ENUMERATED {













fmt0, fmt1, fmt2, fmt0-a, fmt1-a},



dummy







ENUMERATED {













n1, n2, n4, n8, n16, n32, n64, n128,













n256, n512, n1024},



nprach-ParametersListTDD-r15

NPRACH-ParametersListTDD-NB-r15


}
OPTIONAL,

-- Cond TDD


fmt2-Parameters-r15




SEQUENCE {



nprach-ParametersListFmt2-r15

NPRACH-ParametersListFmt2-NB-r15 OPTIONAL,
-- Need OR



nprach-ParametersListFmt2EDT-r15
NPRACH-ParametersListFmt2-NB-r15 OPTIONAL
-- Cond EDT2


}
OPTIONAL,

-- Need OR


edt-Parameters-r15




SEQUENCE {



edt-SmallTBS-Subset-r15



ENUMERATED {true}



OPTIONAL,
-- Need OR



edt-TBS-InfoList-r15



EDT-TBS-InfoList-NB-r15,



nprach-ParametersListEDT-r15

NPRACH-ParametersList-NB-r14
OPTIONAL
-- Need OR


}
OPTIONAL

-- Cond EDT1

}

NPRACH-ConfigSIB-NB-v1550 ::=

SEQUENCE {


tdd-Parameters-v1550



SEQUENCE {



nprach-ParametersListTDD-v1550

NPRACH-ParametersListTDD-NB-v1550


}

}







NPRACH-ParametersList-NB-r13 ::=
SEQUENCE (SIZE (1.. maxNPRACH-Resources-NB-r13)) OF NPRACH-Parameters-NB-r13

NPRACH-ParametersList-NB-v1330 ::=
SEQUENCE (SIZE (1.. maxNPRACH-Resources-NB-r13)) OF NPRACH-Parameters-NB-v1330

NPRACH-Parameters-NB-r13::=


SEQUENCE {


nprach-Periodicity-r13




ENUMERATED {ms40, ms80, ms160, ms240,














ms320, ms640, ms1280, ms2560},


nprach-StartTime-r13




ENUMERATED {ms8, ms16, ms32, ms64,














ms128, ms256, ms512, ms1024},


nprach-SubcarrierOffset-r13



ENUMERATED {n0, n12, n24, n36, n2, n18, n34, spare1},


nprach-NumSubcarriers-r13



ENUMERATED {n12, n24, n36, n48},


nprach-SubcarrierMSG3-RangeStart-r13
ENUMERATED {zero, oneThird, twoThird, one},


maxNumPreambleAttemptCE-r13



ENUMERATED {n3, n4, n5, n6, n7, n8, n10, spare1},


numRepetitionsPerPreambleAttempt-r13
ENUMERATED {n1, n2, n4, n8, n16, n32, n64, n128},


npdcch-NumRepetitions-RA-r13


ENUMERATED {r1, r2, r4, r8, r16, r32, r64, r128,















r256, r512, r1024, r2048,















spare4, spare3, spare2, spare1},


npdcch-StartSF-CSS-RA-r13



ENUMERATED {v1dot5, v2, v4, v8, v16, v32, v48, v64},


npdcch-Offset-RA-r13




ENUMERATED {zero, oneEighth, oneFourth, threeEighth}

}

NPRACH-Parameters-NB-v1330 ::=

SEQUENCE {


nprach-NumCBRA-StartSubcarriers-r13

ENUMERATED {n8, n10, n11, n12, n20, n22, n23, n24,















n32, n34, n35, n36, n40, n44, n46, n48}

}

NPRACH-ParametersList-NB-r14 ::=

SEQUENCE (SIZE (1.. maxNPRACH-Resources-NB-r13)) OF












NPRACH-Parameters-NB-r14

NPRACH-Parameters-NB-r14 ::=


SEQUENCE {


nprach-Parameters-r14




SEQUENCE {



nprach-Periodicity-r14




ENUMERATED {ms40, ms80, ms160, ms240,
















ms320, ms640, ms1280, ms2560}














OPTIONAL,
-- NEED OP



nprach-StartTime-r14




ENUMERATED {ms8, ms16, ms32, ms64,
















ms128, ms256, ms512, ms1024}














OPTIONAL,
-- NEED OP



nprach-SubcarrierOffset-r14



ENUMERATED {n0, n12, n24, n36, n2, n18, n34, spare1}














OPTIONAL,
-- NEED OP



nprach-NumSubcarriers-r14



ENUMERATED {n12, n24, n36, n48}














OPTIONAL,
-- NEED OP



nprach-SubcarrierMSG3-RangeStart-r14
ENUMERATED {zero, oneThird, twoThird, one}














OPTIONAL,
-- NEED OP



npdcch-NumRepetitions-RA-r14


ENUMERATED {r1, r2, r4, r8, r16, r32, r64, r128,
















r256, r512, r1024, r2048,
















spare4, spare3, spare2, spare1}














OPTIONAL,
-- NEED OP



npdcch-StartSF-CSS-RA-r14



ENUMERATED {v1dot5, v2, v4, v8, v16, v32, v48, v64}















OPTIONAL,
-- NEED OP



npdcch-Offset-RA-r14




ENUMERATED {zero, oneEighth, oneFourth, threeEighth}














OPTIONAL,
-- NEED OP



nprach-NumCBRA-StartSubcarriers-r14

ENUMERATED {n8, n10, n11, n12, n20, n22, n23, n24,
















n32, n34, n35, n36, n40, n44, n46, n48}














OPTIONAL,
-- NEED OP



npdcch-CarrierIndex-r14




INTEGER (1..maxNonAnchorCarriers-NB-r14)














OPTIONAL,
-- Need OP



...


}
OPTIONAL
-- Need OR

}

NPRACH-ParametersListTDD-NB-r15 ::=
SEQUENCE (SIZE (1.. maxNPRACH-Resources-NB-r13)) OF












NPRACH-ParametersTDD-NB-r15

NPRACH-ParametersTDD-NB-r15 ::=

SEQUENCE {


nprach-Parameters-r15




SEQUENCE {



nprach-Periodicity-r15




ENUMERATED {ms80, ms160, ms320, ms640,
















ms1280, ms2560, ms5120, ms10240}














OPTIONAL,
-- NEED OP



nprach-StartTime-r15




ENUMERATED {ms10, ms20, ms40, ms80,
















ms160, ms320, ms640, ms1280,
















ms2560, ms5120, spare6, spare5,
















spare4, spare3, spare2, spare1}














OPTIONAL,
-- NEED OP



nprach-SubcarrierOffset-r15



ENUMERATED {n0, n12, n24, n36, n2, n18, n34, spare1}














OPTIONAL,
-- NEED OP



nprach-NumSubcarriers-r15



ENUMERATED {n12, n24, n36, n48}














OPTIONAL,
-- NEED OP



nprach-SubcarrierMSG3-RangeStart-r15
ENUMERATED {zero, oneThird, twoThird, one}














OPTIONAL,
-- NEED OP



npdcch-NumRepetitions-RA-r15


ENUMERATED {r1, r2, r4, r8, r16, r32, r64, r128,
















r256, r512, r1024, r2048,
















spare4, spare3, spare2, spare1}














OPTIONAL,
-- NEED OP



npdcch-StartSF-CSS-RA-r15



ENUMERATED {v4, v8, v16, v32, v48, v64, v96, v128}















OPTIONAL,
-- NEED OP



npdcch-Offset-RA-r15




ENUMERATED {zero, oneEighth, oneFourth, threeEighth}














OPTIONAL,
-- NEED OP



nprach-NumCBRA-StartSubcarriers-r15

ENUMERATED {n8, n10, n11, n12, n20, n22, n23, n24,
















n32, n34, n35, n36, n40, n44, n46, n48}














OPTIONAL,
-- NEED OP



...


}
OPTIONAL
-- Need OR

}
NPRACH-ParametersListTDD-NB-v1550 ::=
SEQUENCE (SIZE (1.. maxNPRACH-Resources-NB-r13)) OF













NPRACH-ParametersTDD-NB-v1550

NPRACH-ParametersTDD-NB-v1550 ::=
SEQUENCE {


maxNumPreambleAttemptCE-v1550


ENUMERATED {n3, n4, n5, n6, n7, n8, n10, spare1},


numRepetitionsPerPreambleAttempt-v1550
ENUMERATED {n1, n2, n4, n8, n16, n32, n64, n128,
















 n256, n512, n1024}

}

NPRACH-ParametersListFmt2-NB-r15 ::=
SEQUENCE (SIZE (1.. maxNPRACH-Resources-NB-r13)) OF NPRACH-ParametersFmt2-NB-r15

NPRACH-ParametersFmt2-NB-r15 ::=

SEQUENCE {


nprach-Parameters-r15




SEQUENCE {



nprach-Periodicity-r15




ENUMERATED {ms40, ms80, ms160, ms320,
















ms640, ms1280, ms2560, ms5120}














OPTIONAL,
-- NEED OP



nprach-StartTime-r15




ENUMERATED {ms8, ms16, ms32, ms64,
















ms128, ms256, ms512, ms1024}














OPTIONAL,
-- NEED OP



nprach-SubcarrierOffset-r15



ENUMERATED {n0, n36, n72, n108, n6, n54, n102, n42,
















n78, n90, n12, n24, n48, n84, n60, n18}














OPTIONAL,
-- NEED OP



nprach-NumSubcarriers-r15



ENUMERATED {n36, n72, n108, n144}














OPTIONAL,
-- NEED OP



nprach-SubcarrierMSG3-RangeStart-r15
ENUMERATED {zero, oneThird, twoThird, one}














OPTIONAL,
-- NEED OP



npdcch-NumRepetitions-RA-r15


ENUMERATED {r1, r2, r4, r8, r16, r32, r64, r128,
















r256, r512, r1024, r2048,
















spare4, spare3, spare2, spare1}














OPTIONAL,
-- NEED OP



npdcch-StartSF-CSS-RA-r15



ENUMERATED {v1dot5, v2, v4, v8, v16, v32, v48, v64}















OPTIONAL,
-- NEED OP



npdcch-Offset-RA-r15




ENUMERATED {zero, oneEighth, oneFourth, threeEighth}














OPTIONAL,
-- NEED OP



nprach-NumCBRA-StartSubcarriers-r15

ENUMERATED {














n24, n30, n33, n36, n60, n66, n69, n72,














n96, n102, n105, n108, n120, n132, n138, n144}














OPTIONAL,
-- NEED OP



npdcch-CarrierIndex-r15




INTEGER (1..maxNonAnchorCarriers-NB-r14)














OPTIONAL,
-- Need OP



...


}
OPTIONAL
-- Need OR

}

NPRACH-TXDurationFmt01-NB-r17 ::=
ENUMERATED {v2dot4, v4dot4, v8dot4, v16dot4, v32dot4, v64dot4}
NPRACH-TXDurationFmt2-NB-r17 ::=
ENUMERATED {v1dot6, v2dot6, v4dot6, v8dot6, v16dot6}

RSRP-ThresholdsNPRACH-InfoList-NB-r13 ::= SEQUENCE (SIZE(1..2)) OF RSRP-Range

EDT-TBS-InfoList-NB-r15 ::=
SEQUENCE (SIZE (1.. maxNPRACH-Resources-NB-r13)) OF EDT-TBS-NB-r15

EDT-TBS-NB-r15 ::=
SEQUENCE {


edt-SmallTBS-Enabled-r15

BOOLEAN,


edt-TBS-r15





ENUMERATED {b328, b408, b504, b584, b680, b808, b936, b1000}

}

-- ASN1STOP

	NPRACH-ConfigSIB-NB field descriptions

	dummy

This field is not used in the specification. If received it shall be ignored by the UE.

	edt-SmallTBS-Enabled

Value TRUE indicates UE performing EDT is allowed to select TBS smaller than edt-TBS for Msg3 according to the corresponding NPRACH resource, as specified in TS 36.213 [23].

	edt-SmallTBS-Subset

Presence indicates only two of the TBS values can be used according to edt-TBS corresponding to the NPRACH resource, as specified in TS 36.213 [23]. When the field is not present, any of the TBS values according to edt-TBS corresponding to the NPRACH resource can be used. This field is applicable for a NPRACH resource only when edt-SmallTBS-Enabled is included for the corresponding NPRACH resource.

	edt-TBS

Largest TBS for Msg3 for a NPRACH resource applicable to a UE performing EDT. Value in bits. Value b328 corresponds to 328 bits, value b408 corresponds to 408 bits and so on. See TS 36.213 [23].

	maxNumPreambleAttemptCE

Maximum number of preamble transmission attempts per NPRACH resource. See TS 36.321 [6].

If the UE supports enhanced random access power control and maxNumPreambleAttemptCE-r14 is included, the UE shall use maxNumPreambleAttemptCE-r14 instead of maxNumPreambleAttemptCE-r13 for the first entry in nprach-ParametersList.

maxNumPreambleAttemptCE-r13 applies to FDD and maxNumPreambleAttemptCE-v1550 applies to TDD.

	npdcch-CarrierIndex

For FDD: Index of the carrier in the list of DL non anchor carriers. The first entry in the list has index '1', the second entry has index '2' and so on.

If the UE supports mixed operation mode and dl-ConfigListMixed is present in systemInformationBlockType22-NB,  the UE creates a combined list of DL carriers for random access by appending dl-ConfigListMixed to the dl-ConfigList while maintaining the order among both dl-ConfigList and dl-ConfigListMixed; only the first maxNonAnchorCarriers-NB-r14 DL non-anchor carriers in the concatenated list can be used for random access.
If the field is absent in the entry in nprach-ParametersListEDT in SystemInformationBlockType22-NB, the value of npdcch-CarrierIndex in the corresponding entry of nprach-ParametersList applies, if present. If the field is absent in an entry in nprach-ParametersListFmt2EDT in SystemInformationBlockType23-NB, the value of npdcch-CarrierIndex in the corresponding entry of nprach-ParametersListFmt2 applies, if present. Otherwise, the DL anchor carrier is used.

For TDD: This parameter is absent and the same carrier is used in uplink and downlink.

	npdcch-NumRepetitions-RA

Maximum number of repetitions for NPDCCH common search space (CSS) for RAR, Msg3 retransmission and Msg4, see TS 36.213 [23], clause 16.6.

See NOTE.

	npdcch-Offset-RA
Fractional period offset of starting subframe for NPDCCH common search space (CSS Type 2), see TS 36.213 [23], clause 16.6.

See NOTE.

	npdcch-StartSF-CSS-RA
Starting subframe configuration for NPDCCH common search space (CSS), including RAR, Msg3 retransmission, and Msg4, see TS 36.213 [23], clause 16.6.

See NOTE.

	nprach-CP-Length

Cyclic prefix length for NPRACH transmission (TCP), see TS 36.211 [21], clause 10.1.6. Value us66dot7 corresponds to 66.7 microseconds and value us266dot7 corresponds to 266.7 microseconds. If the UE uses a NPRACH resource for preamble format 2, the UE ignores the value signalled in nprach-CP-Length and considers the value to be 800 microseconds.

	nprach-NumCBRA-StartSubcarriers

The number of start subcarriers from which a UE can randomly select a start subcarrier as specified in TS 36.321 [6].

If nprach-Config-v1330 is not included in SystemInformationBlockType2-NB, the UE sets the value of nprach-NumCBRA-StartSubcarriers-r13 to the value signalled by nprach-NumSubcarriers-r13 for the corresponding NPRACH resource.

The start subcarrier indices that the UE is allowed to randomly select from, are given by:

nprach-SubcarrierOffset + [0, nprach-NumCBRA-StartSubcarriers - 1].

See NOTE.

	nprach-NumSubcarriers

Number of sub-carriers in a NPRACH resource, see TS 36.211 [21], clause 10.1.6. In number of subcarriers.

See NOTE.

	nprach-ParametersList, nprach-ParametersListEDT

Configures NPRACH parameters for each NPRACH resource. Up to three PRACH resources can be configured in nprach-ParametersList in a cell. Each NPRACH resource is associated with a different number of NPRACH repetitions.

E-UTRAN includes the same number of entries, and listed in the same order for nprach-ParametersListEDT, as in nprach-ParametersList in SystemInformationBlockType2-NB.

The NPRACH resources in nprach-ParametersListEDT are used to initiate EDT. Each NPRACH resource is associated with a TBS signalled in the corresponding entry of edt-TBS-InfoList.

For TDD: The UE shall use nprach-ParametersListTDD and ignore nprach-ParametersList.

	nprach-ParametersListTDD

For TDD: Configure NPRACH parameters for each NPRACH. Up to three NPRACH resources can be configured in a cell. Each NPRACH resource is associated with a different number of NPRACH repetitions.

	nprach-ParametersListFmt2, nprach-ParametersListFmt2EDT

Configures NPRACH parameters for each NPRACH resource format 2. Up to three NPRACH resources can be configured on one carrier. Each NPRACH resource is associated with a different number of NPRACH repetitions. E-UTRAN includes the same number of entries, and listed in the same order, as in nprach-ParametersList in SystemInformationBlockType2-NB.
The NPRACH resources in nprach-ParametersListFmt2EDT are used to initiate EDT. Each NPRACH resource is associated with a TBS signalled in the corresponding entry of edt-TBS-InfoList.
E-UTRAN configures the NPRACH resources format 2 so that they do not overlap in time domain with the NPRACH resources configured in nprach-ParametersList and nprach-ParametersListEDT.
If there is no NPRACH resource in nprach-ParametersListFmt2 (respectively nprach-ParametersListFmt2EDT) on any UL carrier for one NPRACH repetition level, the UE uses the NPRACH resources in nprach-ParametersList (respectively nprach-ParametersListEDT) for this NPRACH repetition level. Otherwise, the UE uses only NPRACH resources in nprach-ParametersListFmt2 (respectively nprach-ParametersListFmt2EDT).

	nprach-Periodicity

Periodicity of a NPRACH resource, see TS 36.211 [21], clause10.1.6. Unit in millisecond.

See NOTE.

	nprach-PreambleFormat

TDD: TDD preamble format, see TS 36.211 [21]. clause 10.1.6,

Value fmt0 corresponds to preamble format 0, value fmt1 corresponds to preamble format 1 and so on.

	nprach-StartTime

Start time of the NPRACH resource in one period, see TS 36.211 [21], clause 10.1.6. Unit in millisecond.

See NOTE.

	nprach-SubcarrierOffset

Frequency location of the NPRACH resource, see TS 36.211 [21], clause 10.1.6. In number of subcarriers, offset from sub-carrier 0.

See NOTE.

	nprach-SubcarrierMSG3-RangeStart

Fraction for calculating the starting subcarrier index of the range reserved for indication of UE support for multi-tone Msg3 transmission, within the NPRACH resource, see TS 36.211 [21], clause 10.1.6. Multi-tone Msg3 transmission is not supported for {32, 64, 128} repetitions of NPRACH. For at least one of the NPRACH resources with the number of NPRACH repetitions other than {32, 64, 128}, the value of nprach-SubcarrierMSG3-RangeStart should not be 0.

If nprach-SubcarrierMSG3-RangeStart is equal to zero, no start subcarrier index for the single-tone Msg3 NPRACH is allocated and the start subcarrier indexes for the multi-tone Msg3 NPRACH partition are given by nprach-SubcarrierOffset + [0, nprach-NumCBRA-StartSubcarriers - 1].

If nprach-SubcarrierMSG3-RangeStart is equal to oneThird or twoThird, the start subcarrier indexes for the two partitions are given by:

nprach-SubcarrierOffset + [0, FLOOR (nprach-NumCBRA-StartSubcarriers * nprach-SubcarrierMSG3-RangeStart) -1]

for the single-tone Msg3 NPRACH partition;

nprach-SubcarrierOffset + [FLOOR (nprach-NumCBRA-StartSubcarriers * nprach-SubcarrierMSG3-RangeStart), nprach-NumCBRA-StartSubcarriers - 1]

for the multi-tone Msg3 NPRACH partition;

If nprach-SubcarrierMSG3-RangeStart is equal to one, the start subcarrier indexes for the single-tone Msg3 NPRACH are given by nprach-SubcarrierOffset + [0, nprach-NumCBRA-StartSubcarriers - 1] and no start subcarrier index for the multi-tone Msg3 NPRACH partition is allocated.

See NOTE.

	NPRACH-TxDurationFmt01

Duration of PRACH segment transmission for PRACH resource format 0 and format 1 in NTN transmission, see TS 36.213 [23]. Unit in duration of one preamble transmission (TCP+TSEQ).

Value v2dot4 corresponds to the duration of 2.4 preamble transmission, value v4dot4 corresponds to the duration of 4.4 preambles transmission and so on.

	NPRACH-TxDurationFmt2

Duration of PRACH segment transmission for PRACH resource format 2 in NTN transmission, see TS 36.213 [23]. Unit in duration of one preamble transmission (TCP+TSEQ).

Value v1dot6 corresponds to the duration of 1.6 preamble transmission, value v2dot6 corresponds to the duration of 2.6 preambles transmission and so on.

	numRepetitionsPerPreambleAttempt

Number of NPRACH repetitions per attempt for each NPRACH resource, See TS 36.211 [21], clause 10.1.6. numRepetitionsPerPreambleAttempt-r13 applies to FDD and numRepetitionsPerPreambleAttempt-v1550 applies to TDD.

	rsrp-ThresholdsPrachInfoList

The criterion for UEs to select a NPRACH resource. Up to 2 RSRP threshold values can be signalled. The first element corresponds to RSRP threshold 1, the second element corresponds to RSRP threshold 2. See TS 36.321 [6]. If absent, there is only one NPRACH resource.

A UE that supports powerClassNB-14dBm-r14 shall correct the RSRP threshold values before applying them as follows:

RSRP threshold = Signalled RSRP threshold - min{0, (14-min(23, P-Max))} where P-Max: is the value of p-Max field in SystemInformationBlockType1-NB.


NOTE:

-
If the field is absent in an entry of nprach-ParametersList in SystemInformationBlockType22-NB, the value of the same field in the corresponding entry of nprach-ParametersList in SystemInformationBlockType2-NB applies.

-
If the field is absent in the entry in nprach-ParametersListEDT, the value of the same field in the corresponding entry of nprach-ParametersList on the same UL carrier applies, if present. Otherwise, the value of the same field in the corresponding entry of nprach-ParametersList in SystemInformationBlockType2-NB applies.

-
If the field is absent in an entry of nprach-ParametersListTDD in SystemInformationBlockType22-NB, the value of the same field in the corresponding entry of nprach-ParametersListTDD in SystemInformationBlockType2-NB applies. The field is mandatory present in nprach-ParametersListTDD in SystemInformationBlockType2-NB.

-
If the field is absent in an entry of nprach-ParametersListFmt2 in SystemInformationBlockType23-NB, the value of the same field, if present, in the corresponding entry of nprach-ParametersListFmt2 in SystemInformationBlockType2-NB applies. Otherwise the value of the same field, if present, in the corresponding entry of the first occurence of nprach-ParametersListFmt2 in the non anchor carrier list applies. Otherwise, the value of the same field in the corresponding entry of nprach-ParametersList in SystemInformationBlockType2-NB applies.

-
If the field is absent in an entry of nprach-ParametersListFmt2 in SystemInformationBlockType2-NB, the value of the same field in the corresponding entry of nprach-ParametersList in SystemInformationBlockType2-NB applies.
-
If the field is absent in an entry of nprach-ParametersListFmt2EDT in SystemInformationBlockType23-NB, the value of the same field, if present, in the corresponding entry of nprach-ParametersListFmt2 on the same UL carrier applies. Otherwise, the value of the same field, if present, in the corresponding entry of nprach-ParametersListFmt2 in SystemInformationBlockType2-NB applies. Otherwise the value of the same field, if present, in the corresponding entry of the first occurence of nprach-ParametersListFmt2 in the non anchor carrier list applies. Otherwise, the value of the same field in the corresponding entry of nprach-ParametersList in SystemInformationBlockType2-NB applies.

-
If the field is absent in an entry of nprach-ParametersListFmt2EDT in SystemInformationBlockType2-NB, the value of the same field, if present, in the corresponding entry of nprach-ParametersListFmt2 in SystemInformationBlockType2-NB applies. Otherwise the value of the same field in the corresponding entry of nprach-ParametersList in SystemInformationBlockType2-NB applies.

	Conditional presence
	Explanation

	EDT1
	The field is mandatory present if cp-EDT, cp-EDT-5GC, up-EDT or up-EDT-5GC in SystemInformationBlockType2-NB is present; otherwise the field is not present and the UE shall delete any existing value for this field.

	EDT2
	The field is optionally present, Need OR, if edt-Parameters is present; otherwise the field is not present and the UE shall delete any existing value for this field.

	
	

	TDD
	This field is mandatory present for TDD; otherwise the field is not present and the UE shall delete any existing value for this field.


–
NPUSCH-Config-NB
The IE NPUSCH-ConfigCommon-NB is used to specify the common NPUSCH configuration. The IE NPUSCH-ConfigDedicated-NB is used to specify the UE specific NPUSCH configuration.

NPUSCH-Config-NB information element
-- ASN1START

NPUSCH-ConfigCommon-NB-r13 ::=

SEQUENCE {


ack-NACK-NumRepetitions-Msg4-r13
SEQUENCE (SIZE(1.. maxNPRACH-Resources-NB-r13)) OF















ACK-NACK-NumRepetitions-NB-r13,


srs-SubframeConfig-r13



ENUMERATED {












sc0, sc1, sc2, sc3, sc4, sc5, sc6, sc7,












sc8, sc9, sc10, sc11, sc12, sc13, sc14, sc15












}






OPTIONAL,
-- Need OR


dmrs-Config-r13





SEQUENCE {



threeTone-BaseSequence-r13


INTEGER (0..12)


OPTIONAL,
-- Need OP



threeTone-CyclicShift-r13


INTEGER (0..2),



sixTone-BaseSequence-r13


INTEGER (0..14)


OPTIONAL,
-- Need OP



sixTone-CyclicShift-r13



INTEGER (0..3),



twelveTone-BaseSequence-r13


INTEGER (0..30)


OPTIONAL
-- Need OP


}

OPTIONAL,
-- Need OR


ul-ReferenceSignalsNPUSCH-r13

UL-ReferenceSignalsNPUSCH-NB-r13

}





UL-ReferenceSignalsNPUSCH-NB-r13 ::=
SEQUENCE {


groupHoppingEnabled-r13




BOOLEAN,


groupAssignmentNPUSCH-r13



INTEGER (0..29)

}

NPUSCH-ConfigDedicated-NB-r13 ::=
SEQUENCE {


ack-NACK-NumRepetitions-r13


ACK-NACK-NumRepetitions-NB-r13
OPTIONAL,
-- Need ON


npusch-AllSymbols-r13



BOOLEAN






OPTIONAL,
-- Cond SRS


groupHoppingDisabled-r13


ENUMERATED {true}



OPTIONAL
-- Need OR

}

NPUSCH-ConfigDedicated-NB-v1610 ::=
SEQUENCE {


npusch-MultiTB-Config-r16


ENUMERATED {interleaved, nonInterleaved}

}

NPUSCH-ConfigDedicated-NB-v1700 ::=
SEQUENCE {


npusch-16QAM-Config-r17

ENUMERATED {true}
OPTIONAL,
-- Need OR


npusch-TxDurationConfig-r17

SetupRelease {NPUSCH-TxDurationConfig-NB-r17} OPTIONAL 
-- Need ON

}




NPUSCH-TxDuration-NB-r17 ::=
ENUMERATED {ms2, ms4, ms8, ms16, ms32, ms64, ms128, ms256}

ACK-NACK-NumRepetitions-NB-r13
::=
ENUMERATED {r1, r2, r4, r8, r16, r32, r64, r128}

-- ASN1STOP

	NPUSCH-Config-NB field descriptions

	ack-NACK-NumRepetitions

Number of repetitions for the ACK NACK resource unit carrying HARQ response to NPDSCH, see TS 36.213 [23], clause 16.4.2. If this field is absent and no value was configured via dedicated signalling, the value used for reception of Msg4 is used.

	ack-NACK-NumRepetitions-Msg4

Number of repetitions for ACK/NACK HARQ response to NPDSCH containing Msg4 per NPRACH resource, see TS 36.213 [23], clause 16.4.2.

	groupAssignmentNPUSCH

See TS 36.211 [21], clause 10.1.4.1.3.

	groupHoppingDisabled

See TS 36.211 [21], clause 10.1.4.1.3.

	groupHoppingEnabled

See TS 36.211 [21], clause 10.1.4.1.3.

	npusch-16QAM-Config

Activation of 16QAM for UL, see TS 36.213 [23].

	npusch-AllSymbols

If set to TRUE, the UE shall use all NB-IoT symbols for NPUSCH transmission. If set to FALSE, the UE punctures the NPUSCH transmissions in the symbols that collides with SRS. If the field is not present, the UE uses all NB-IoT symbols for NPUSCH transmission. See TS 36.211 [21], clause 10.1.3.6.

	npusch-MultiTB-Config
For FDD: Activation of multiple TBs scheduling in UL, see TS 36.213 [23]. Value interleaved indicates that multiple TBs scheduling with interleaved transmission is enabled, value nonInterleaved indicates that multiple TBs scheduling without interleaved transmission is enabled.

	NPUSCH-TxDuration

Duration of NPUSCH segment transmission in NTN transmission, see TS 36.213 [23]. Unit in ms.

Value ms2 corresponds to 2 ms, value ms4 corresponds to 4 ms and so on.

	sixTone-BaseSequence
The base sequence of DMRS sequence in a cell for 6 tones transmission; see TS 36.211 [21], clause 10.1.4.1.2. If absent, it is given by NB-IoT CellID mod 14. Value 14 is not used.

	sixTone-CyclicShift

Define 4 cyclic shifts for the 6-tone case, see TS 36.211 [21], clause 10.1.4.1.2.

	srs-SubframeConfig

SRS SubframeConfiguration. See TS 36.211 [21], table 5.5.3.3-1. Value sc0 corresponds to value 0, sc1 to value 1 and so on.

	threeTone-BaseSequence

The base sequence of DMRS sequence in a cell for 3 tones transmission; see TS 36.211 [21], clause 10.1.4.1.2. If absent, it is given by NB-IoT CellID mod 12. Value 12 is not used.

	threeTone-CyclicShift

Define 3 cyclic shifts for the 3-tone case, see TS 36.211 [21], clause 10.1.4.1.2.

	twelveTone-BaseSequence

The base sequence of DMRS sequence in a cell for 12 tones transmission; see TS 36.211 [21], clause 10.1.4.1.2. If absent, it is given by NB-IoT CellID mod 30. Value 30 is not used.

	ul-ReferenceSignalsNPUSCH

Used to specify parameters needed for the transmission on NPUSCH.


	Conditional presence
	Explanation

	
	

	SRS
	This field is optionally present, need OP, if srs-SubframeConfig is broadcasted.

Otherwise, the IE is not present.


–
PhysicalConfigDedicated-NB
The IE PhysicalConfigDedicated-NB is used to specify the UE specific physical channel configuration.

PhysicalConfigDedicated-NB information element
-- ASN1START

PhysicalConfigDedicated-NB-r13 ::=
SEQUENCE {


carrierConfigDedicated-r13


CarrierConfigDedicated-NB-r13

OPTIONAL,
-- Need ON


npdcch-ConfigDedicated-r13


NPDCCH-ConfigDedicated-NB-r13

OPTIONAL,
-- Need ON


npusch-ConfigDedicated-r13


NPUSCH-ConfigDedicated-NB-r13

OPTIONAL,
-- Need ON


uplinkPowerControlDedicated-r13

UplinkPowerControlDedicated-NB-r13
OPTIONAL,
-- Need ON


...,


[[
twoHARQ-ProcessesConfig-r14

ENUMERATED {true}
OPTIONAL
-- Need OR


]],


[[
interferenceRandomisationConfig-r14
ENUMERATED {true}
OPTIONAL
-- Need OR


]],


[[
npdcch-ConfigDedicated-v1530
NPDCCH-ConfigDedicated-NB-v1530

OPTIONAL
-- Cond TDD


]],


[[
additionalTxSIB1-Config-v1540
ENUMERATED {true}
OPTIONAL
-- Cond additionalSIB1

]],


[[
npusch-ConfigDedicated-v1610

NPUSCH-ConfigDedicated-NB-v1610


















OPTIONAL,
-- Cond twoHARQ



npdsch-ConfigDedicated-r16


NPDSCH-ConfigDedicated-NB-r16


















OPTIONAL,
-- Need ON



resourceReservationConfigDL-r16

SetupRelease {ResourceReservationConfig-NB-r16}



















OPTIONAL,
-- Cond dl-NonAnchor



resourceReservationConfigUL-r16

SetupRelease {ResourceReservationConfig-NB-r16}


















OPTIONAL
-- Cond ul-NonAnchor


]],


[[



ntn-ConfigDedicated-r17


SEQUENCE {



npusch-TxDuration-r17


NPUSCH-TxDuration-NB-r17
OPTIONAL
-- Need OR


}
OPTIONAL
-- Need ON


npdsch-ConfigDedicated-v1700
SetupRelease {NPDSCH-16QAM-Config-NB-r17}
OPTIONAL,
-- Need ON



uplinkPowerControlDedicated-v1700
UplinkPowerControlDedicated-NB-v1700

OPTIONAL, -- Cond npusch-16QAM

]]
}

-- ASN1STOP

	PhysicalConfigDedicated-NB field descriptions

	additionalTxSIB1-Config

Indicates if subframe #3 not containing additional SIB1 transmission is a NB-IoT DL subframe, as specified in TS 36.213 [23], clause 16.4.

	carrierConfigDedicated

Anchor/ non-anchor carrier used for all unicast transmissions.

	interferenceRandomisationConfig

For FDD: Interference randomisation enabled in connected mode, except for random access procedure in connected mode, see TS 36.211 [21]. For random access in connected mode interference randomisation on non-anchor is used and is not used on anchor carrier, see TS 36.211 [21].

For TDD: the parameter is not present.

	npdcch-ConfigDedicated

NPDCCH configuration.

	npdsch-ConfigDedicated

NPDSCH configuration.

	npusch-ConfigDedicated

UL unicast configuration.

	resourceReservationConfigDL

Configuration of downlink reserved resources, e.g. for NB-IoT co-existence with NR, see TS 36.211 [21], TS 36.212 [22], and TS 36.213 [23].

	resourceReservationConfigUL

Configuration of uplink reserved resources, e.g. for NB-IoT co-existence with NR, see TS 36.211 [21], TS 36.212 [22], and TS 36.213 [23].

	twoHARQ-ProcessesConfig

Activation of two HARQ processes, see TS 36.212 [22] and TS 36.213 [23].

	uplink-PowerControlDedicated

UL power control parameter.


	Conditional presence
	Explanation

	additionalSIB1
	This field is optionally present, Need OR, if additionalTransmissionSIB1 is set to TRUE in MasterInformationBlock-NB; otherwise it is not present.

	dl-NonAnchor
	The field is optionally present, Need ON, for a DL non-anchor carrier; otherwise the field is not present and the UE shall delete any existing value for this field.

	npusch-16QAM
	This field is mandatory present, if npusch-16QAM-Config-r17 is true; otherwise the field is not present and the UE shall delete any existing value for this field.

	TDD
	The field is optionally present, Need OR, for TDD; otherwise the field is not present and the UE shall delete any existing value for this field.

	twoHARQ
	The field is optionally present, Need OR, if twoHARQ-ProcessesConfig is configured; otherwise the field is not present and the UE shall delete any existing value for this field.

	ul-NonAnchor
	The field is optionally present, Need ON, for an UL non-anchor carrier; otherwise the field is not present and the UE shall delete any existing value for this field.


–
RadioResourceConfigCommonSIB-NB
The IE RadioResourceConfigCommonSIB-NB is used to specify common radio resource configurations in the system information, e.g., the random access parameters and the static physical layer parameters.

RadioResourceConfigCommonSIB-NB information element
-- ASN1START

RadioResourceConfigCommonSIB-NB-r13 ::=
SEQUENCE {


rach-ConfigCommon-r13




RACH-ConfigCommon-NB-r13,


bcch-Config-r13






BCCH-Config-NB-r13,


pcch-Config-r13






PCCH-Config-NB-r13,


nprach-Config-r13





NPRACH-ConfigSIB-NB-r13,


npdsch-ConfigCommon-r13




NPDSCH-ConfigCommon-NB-r13,


npusch-ConfigCommon-r13




NPUSCH-ConfigCommon-NB-r13,


dl-Gap-r13







DL-GapConfig-NB-r13


OPTIONAL,

-- Need OP


uplinkPowerControlCommon-r13


UplinkPowerControlCommon-NB-r13,


...,


[[
nprach-Config-v1330




NPRACH-ConfigSIB-NB-v1330
OPTIONAL

-- Need OR


]],


[[
nprach-Config-v1450




NPRACH-ConfigSIB-NB-v1450
OPTIONAL

-- Cond EnhPowerControl


]],


[[
nprach-Config-v1530




NPRACH-ConfigSIB-NB-v1530
OPTIONAL,
-- Need OR



dl-Gap-v1530





DL-GapConfig-NB-v1530

OPTIONAL,
-- Cond TDD



wus-Config-r15





WUS-Config-NB-r15


OPTIONAL
-- Need OR


]],


[[
nprach-Config-v1550




NPRACH-ConfigSIB-NB-v1550
OPTIONAL
-- Cond TDD1


]],


[[



gwus-Config-r16





GWUS-Config-NB-r16


OPTIONAL,
-- Need OR



nrs-NonAnchorConfig-r16



ENUMERATED {true}


OPTIONAL,
-- Need OR



ue-SpecificDRX-CycleMin-r16


ENUMERATED {rf32, rf64, rf128, rf256, rf512,
















rf1024}

OPTIONAL
-- Need OR


]],


[[





ntn-ConfigCommon-r17



SEQUENCE {




ta-Report-r17




ENUMERATED {true}



OPTIONAL,
-- Need OR 




nprach-TxDurationFmt01-r17

NPRACH-TxDurationFmt01-NB-r17
OPTIONAL,
-- Need OR




nprach-TxDurationFmt2-r17

NPRACH-TxDurationFmt2-NB-r17
OPTIONAL,
-- Need OR




npusch-TxDuration-r17


NPUSCH-TxDuration-NB-r17

OPTIONAL
-- Need OR


}
OPTIONAL
-- Need OR


]]

}

BCCH-Config-NB-r13 ::=




SEQUENCE {


modificationPeriodCoeff-r13



ENUMERATED {n16, n32, n64, n128}

}

PCCH-Config-NB-r13 ::=




SEQUENCE {


defaultPagingCycle-r13




ENUMERATED {rf128, rf256, rf512, rf1024},


nB-r13








ENUMERATED {













fourT, twoT, oneT, halfT, quarterT, one8thT,













one16thT, one32ndT, one64thT,













one128thT, one256thT, one512thT, one1024thT,













spare3, spare2, spare1},


npdcch-NumRepetitionPaging-r13


ENUMERATED {













r1, r2, r4, r8, r16, r32, r64, r128,













r256, r512, r1024, r2048,













spare4, spare3, spare2, spare1}

}

-- ASN1STOP

	RadioResourceConfigCommonSIB-NB field descriptions

	defaultPagingCycle

Default paging cycle, used to derive 'T' in TS 36.304 [4]. Value rf128 corresponds to 128 radio frames, rf256 corresponds to 256 radio frames and so on.

	dl-Gap

Downlink transmission gap configuration for the anchor carrier. See TS 36.211 [21], clause 10.2.3.4. If the field is absent, there is no gap.

	gwus-Config

For FDD: GWUS Configuration.

	modificationPeriodCoeff

Actual modification period, expressed in number of radio frames= modificationPeriodCoeff * defaultPagingCycle. n16 corresponds to value 16, n32 corresponds to value 32, and so on. The BCCH modification period should be larger or equal to 40.96s.

	nB

Parameter: nB is used as one of parameters to derive the Paging Frame and Paging Occasion according to TS 36.304 [4]. Value in multiples of 'T' as defined in TS 36.304 [4]. A value of fourT corresponds to 4 * T, a value of twoT corresponds to 2 * T and so on.

	npdcch-NumRepetitionPaging

Maximum number of repetitions for NPDCCH common search space (CSS) for paging, see TS 36.213 [23], clause 16.6.

	nrs-NonAnchorConfig

For FDD: Indicates if NRS are present on non-anchor paging carriers even when no paging NPDCCH is transmitted, see TS 36.211 [21], clause 10.2.6.

	ta-Report

Indicates whether UE specific TA reporting is enabled as specified in TS 36.321 [6].

	ue-SpecificDRX-CycleMin

Minimum UE specific DRX cycle in the cell, see TS 36.304 [4], clause 7.1. Value rf32 corresponds to 32 radio frames, rf64 corresponds to 64 radio frames and so on.

If present, E-UTRAN ensures PCCH configuration does not lead to CSS overlap for ue-SpecificDRX-CycleMin.

If the field is not present, use of UE specific DRX cycle is not allowed in the cell.

	wus-Config

For FDD: WUS Configuration.


	Conditional presence
	Explanation

	EnhPowerControl
	This field is optional present, Need OR, if PowerRampingParameters-NB-v1450 is included in SIB2-NB. Otherwise the field is not present.

	TDD
	The field is optionally present, Need OR, for TDD; otherwise the field is not present and the UE shall delete any existing value for this field.

	TDD1
	The field is mandatory present for TDD; otherwise the field is not present and the UE shall delete any existing value for this field.
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