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	Reason for change:
	This CR Corrects on Redcap UE's behavior on cellbar In 38.304.

	
	

	Summary of change:
	This CR Corrects on Redcap UE's behavior on cellbar In 38.304.
1) First change:
This procedure is for the cellbar in MIB. Redcap UE shall acquire SIB1 and follow IFRI in SIB1 if available. If not, UE will skip this procedure, otherwise Redcap UE will continue to check IFRI in MIB as legacy UE which is not correct.
2) Second change is to remove “not supporting RedCap UEs” since in TS38.331, we have captured:
2> if intraFreqReselectionRedCap is not present in SIB1:
3> consider the cell as barred in accordance with TS 38.304 [20];
3> perform barring as if intraFreqReselectionRedCap is set to allowed;
Then UE will follow the next else branch to follow IFRI in SIB1.
We do not need to specify  “not supporting RedCap UEs” in 304 again.
3) [bookmark: _GoBack]To add” being unable to acquire the SIB1” to align with RAN2#117 agreement:
UE should consider IFRI as “allowed” when Red Cap UE is unable to acquire SIB1.

	
	

	Consequences if not approved:
	Redcap UE's behavior on cellbar is not correctly captured in 38.304.
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[bookmark: _Toc501040585][bookmark: _Toc500511687]Start of change
[bookmark: _Toc46502336][bookmark: _Toc52749313][bookmark: _Toc100784120]5.3.1	Cell status and cell reservations
When cell status "barred" is indicated or to be treated as if the cell status is "barred",
-	The UE is not permitted to select/reselect this cell, not even for emergency calls.
-	The UE shall select another cell according to the following rule:
-	If the cell is to be treated as if the cell status is "barred" due to being unable to acquire the MIB:
-	the UE may exclude the barred cell as a candidate for cell selection/reselection for up to 300 seconds.
-	the UE may select another cell on the same frequency if the selection criteria are fulfilled.
-	else:
-	If the UE is a RedCap UE, the UE shall acquire SIB1 and, in the remainder of this procedure, consider 'intraFreqReselection in MIB' to be 'intraFreqReselectionRedCap in SIB1', if available. If not available, RedCap UE skips the remainder of this procedure.
-	If the field intraFreqReselection in MIB message is set to "allowed":
-	the UE may select another cell on the same frequency if re-selection criteria are fulfilled;
-	If the cell is to be treated as if the cell status is "barred" due to being unable to acquire the SIB1:
-	the UE may exclude the barred cell as a candidate for cell selection/reselection for up to 300 seconds;
-	else:
-	the UE shall exclude the barred cell as a candidate for cell selection/reselection for 300 seconds.
-	If the field intraFreqReselection in MIB message is set to "not allowed":
-	If the cell is to be treated as if the cell status is "barred" due to being unable to acquire the SIB1:
-	the UE may exclude the barred cell as a candidate for cell selection/reselection for up to 300 seconds;
-	If the cell operates in licensed spectrum:
-	the UE shall not re-select to another cell on the same frequency as the barred cell and exclude such cell(s) as candidate(s) for cell selection/reselection for 300 seconds;
-	else:
[bookmark: _Hlk81556465]-	the UE may select to another cell on the same frequency if the reselection criteria are fulfilled.
-	else:
-	If the cell operates in licensed spectrum, or if this cell belongs to a PLMN which is indicated as being equivalent to the registered PLMN or the selected PLMN of the UE, or if this cell belongs to the registered SNPN or the selected SNPN of the UE:
-	the UE shall not re-select to another cell on the same frequency as the barred cell and exclude such cell(s) as candidate(s) for cell selection/reselection for 300 seconds;
-	else:
-	the UE may select to another cell on the same frequency if the reselection criteria are fulfilled.
-	the UE shall exclude the barred cell as a candidate for cell selection/reselection for 300 seconds.
When cell status "barred" is indicated for RedCap UEs with 1Rx/2Rx or to be treated as if the cell status is "barred",
-	The UE is not permitted to select/reselect this cell, not even for emergency calls.
-	The UE shall select another cell according to the following rule:
-	If the cell is to be treated as if the cell status is "barred" due to not supporting RedCap UEs being unable to acquire the SIB1:
-	the UE may exclude the barred cell as a candidate for cell selection/reselection for up to 300 seconds.
-	the UE may select another cell on the same frequency if the selection criteria are fulfilled.
-	else:
-	If the field intraFreqReselectionRedCap in SIB1 message is set to "allowed":
-	the UE shall exclude the barred cell as a candidate for cell selection/reselection for 300 seconds.
-	the UE may select another cell on the same frequency if re-selection criteria are fulfilled.
-	If the field intraFreqReselectionRedCap in SIB1 message is set to "not allowed":
-	If the cell operates in licensed spectrum, or if this cell belongs to a PLMN which is indicated as being equivalent to the registered PLMN or the selected PLMN of the UE, or if this cell belongs to the registered SNPN or the selected SNPN of the UE:
-	the UE shall not re-select to another cell on the same frequency as the barred cell and exclude such cell(s) as candidate(s) for cell selection/reselection for 300 seconds.
-	else:
-	the UE may select to another cell on the same frequency if the reselection criteria are fulfilled.
-	the UE shall exclude the barred cell as a candidate for cell selection/reselection for 300 seconds.
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