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Introduction
In the RAN2 #116bis-e meeting, RAN2 listed several combinations of NCSG and legacy gaps and asked RAN4 whether the combinations are supported [1]. In the reply LS from RAN4 [2], the answer is given as follows:
	RAN4 reached the following agreements:
· RAN4 confirms the following combinations are supported:
1) NCSG FR1 gap + NCSG FR2 gap
2) Legacy FR1 gap + NCSG FR2 gap 
3) Legacy FR2 gap + NCSG FR1 gap
· RAN4 confirms that the following combinations are not supported from RAN4 requirement perspective:
4) One legacy perUE gap + one NCSG perUE gap
5) One legacy perUE gap + NCSG FR1 gap
6) One legacy perUE gap + NCSG FR2 gap


In this contribution, we will further discuss the corresponding RAN2 impact, and provide candidate TPs in section 5 and 6. 
[bookmark: OLE_LINK1][bookmark: OLE_LINK2]Discussion
In the current TS 38.331 [3], the NSCG indicator is optional with Need R. According to the reply LS from RAN4, we can infer that the NCSG can be configured for any measurement gap within legacy measurement gap configuration, but NCSG is not supported for concurrent measurement gaps. 
The next issue is how to capture this restriction to configure NCSG. Two options are provided, one is based on the current structure of MeasGapConfig IE in [3], the other is based on the [E033] which gained support of several companies in the RAN2 ASN.1 review meeting.
Option 1 (based on current structure): clarify that the NCSG can only be configured for legacy measurement gaps
Based on the current structure, the ncsgInd-r17 is configured in GapConfig IE. Considering that each gap of concurrent gaps is also configured by GapConfig IE, we can add the condition for the ncsgInd-r17, e.g. this field is optional present when at most one FR1 gap and one FR2 gap are configured, or only per UE gap is configured. Based on this, the NCSG can not be configured if there are concurrent gaps. The corresponding TP for option1 is given in section 5.
Option 2 (based on new structure [E033]): configure ncsgInd-r17 in GapConfig IE instead of the new GapConfig-r17 IE
In the RAN2 ASN.1 adhoc meeting, a separate IE (e.g., GapConfig-r17) is proposed, the structure of which can guarantee that the total number of gaps will not exceed maxNrofGapId-r17, as shown below:
MeasGapConfig ::=      SEQUENCE {
    gapFR2                SetupRelease { GapConfig }             OPTIONAL,   -- Need M
    ...,
    [[
    gapFR1                SetupRelease { GapConfig }             OPTIONAL,   -- Need M
    gapUE                 SetupRelease { GapConfig }             OPTIONAL    -- Need M
    ]],
    [[
    gapToAddModList-r17   SEQUENCE (SIZE (1..maxNrofGapId-r17)) OF GapConfig-r17 OPTIONAL, -- Need N
    gapToReleaseList-r17  SEQUENCE (SIZE (1..maxNrofGapId-r17)) OF MeasGapId-r17 OPTIONAL, -- Need N
    ]]
}
Since the restriction of NCSG combinations is that NCSG cannot be configured with concurrent gaps, it needs to be specified that the ncsgInd-r17 can only be configured in GapConfig IE instead of GapConfig-r17 IE, the latter of which may be used to configure concurrent MGs. This method can solve this problem simply by configuring NCSG in legacy measurement gap, which is an additional gain by the introduction of GapConfig-r17 IE. The corresponding TP for option2 is given in section 6.
Proposal 1: To capture the restriction on the allowed combinations of NCSG and legacy gaps, choose from the below options:
-  Option 1 (If current MeasGapConfig structure is maintained): clarify that the NCSG can only be configured for legacy measurement gap
-  Option 2 (If new MeasGapConfig structure[E033] is adopted): configure ncsgInd-r17 in GapConfig IE instead of the newly introduced GapConfig-r17 IE
Conclusion 
Based on the above discussion, we have the following proposal: 
Proposal 1: To capture the restriction on the allowed combinations of NCSG and legacy gaps, choose from the below options:
[bookmark: _GoBack]-  Option 1 (If current MeasGapConfig structure is maintained): clarify that the NCSG can only be configured for legacy measurement gap
-  Option 2 (If new MeasGapConfig structure[E033] is adopted): configure ncsgInd-r17 in GapConfig IE instead of the newly introduced GapConfig-r17 IE
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TP 1 for TS 38.331
–	MeasGapConfig
The IE MeasGapConfig specifies the measurement gap configuration and controls setup/release of measurement gaps.
MeasGapConfig information element
-- ASN1START
-- TAG-MEASGAPCONFIG-START

MeasGapConfig ::=                   SEQUENCE {
    gapFR2                              SetupRelease { GapConfig }                                              OPTIONAL,   -- Need M
    ...,
    [[
    gapFR1                              SetupRelease { GapConfig }                                              OPTIONAL,   -- Need M
    gapUE                               SetupRelease { GapConfig }                                              OPTIONAL    -- Need M
    ]],
    [[
    gapUEToAddModList-r17           SEQUENCE (SIZE (1..maxNrofGapId-1-r17)) OF GapConfig                        OPTIONAL,   -- Need N
    gapUEToReleaseList-r17          SEQUENCE (SIZE (1..maxNrofGapId-1-r17)) OF MeasGapId-r17                    OPTIONAL,   -- Need N
    gapFR1ToAddModList-r17          SEQUENCE (SIZE (1..maxNrofGapId-1-r17)) OF GapConfig                        OPTIONAL,   -- Need N
    gapFR1ToReleaseList-r17         SEQUENCE (SIZE (1..maxNrofGapId-1-r17)) OF MeasGapId-r17                    OPTIONAL,   -- Need N
    gapFR2ToAddModList-r17          SEQUENCE (SIZE (1..maxNrofGapId-1-r17)) OF GapConfig                        OPTIONAL,   -- Need N
    gapFR2ToReleaseList-r17         SEQUENCE (SIZE (1..maxNrofGapId-1-r17)) OF MeasGapId-r17                    OPTIONAL    -- Need N
    ]]

}

GapConfig ::=                       SEQUENCE {
    gapOffset                           INTEGER (0..159),
    mgl                                 ENUMERATED {ms1dot5, ms3, ms3dot5, ms4, ms5dot5, ms6},
    mgrp                                ENUMERATED {ms20, ms40, ms80, ms160},
    mgta                                ENUMERATED {ms0, ms0dot25, ms0dot5},
    ...,
    [[
    refServCellIndicator                ENUMERATED {pCell, pSCell, mcg-FR2}                                 OPTIONAL   -- Cond NEDCorNRDC
    ]],
    [[
    refFR2ServCellAsyncCA-r16           ServCellIndex                                                       OPTIONAL,   -- Cond AsyncCA
    mgl-r16                             ENUMERATED {ms10, ms20}                                             OPTIONAL    -- Cond PRS
    ]],
    [[
    measGapId-r17                       MeasGapId-r17                                                       OPTIONAL,   -- Cond GapID
    preConfigInd-r17                    ENUMERATED {true}                                                   OPTIONAL,   -- Need R
    nscgInd-r17                         ENUMERATED {true}                                                   OPTIONAL,   -- Cond NSCGNeed R
    mgta-r17                            ENUMERATED {ms0dot75}                                               OPTIONAL,   -- Need R
    mgl-r17                             ENUMERATED {ms1, ms2, ms5}                                          OPTIONAL,   -- Need R
    gapAssociationPRS-r17               ENUMERATED {true}                                                   OPTIONAL,   -- Need R
    gapSharing-r17                      MeasGapSharingScheme                                                OPTIONAL,   -- Need R
    gapPriority-r17                     GapPriority-r17                                                     OPTIONAL    -- Need R
    ]]
}

-- TAG-MEASGAPCONFIG-STOP
-- ASN1STOP

	MeasGapConfig field descriptions

	gapAssociationPRS
Indicates that PRS measurement is associated with this measurement gap. The network only includes this field for one per UE gap.

	gapFR1
Indicates measurement gap configuration that applies to FR1 only. In (NG)EN-DC, gapFR1 cannot be set up by NR RRC (i.e. only LTE RRC can configure FR1 measurement gap). In NE-DC, gapFR1 can only be set up by NR RRC (i.e. LTE RRC cannot configure FR1 gap). In NR-DC, gapFR1 can only be set up in the measConfig associated with MCG. gapFR1 can not be configured together with gapUE unless concurrent MGs are supported. The applicability of the FR1 measurement gap is according to Table 9.1.2-2 and Table 9.1.2-3 in TS 38.133 [14].

	gapFR1ToAddModList
A list of of FR1 measurement gap configuartion to be added or modified. In this version of the specification, the network configures this field only in NR standalone.

	gapFR1ToReleaseList
A list of FR1 measurement gap configuartion to be released.

	gapFR2
Indicates measurement gap configuration applies to FR2 only. In (NG)EN-DC or NE-DC, gapFR2 can only be set up by NR RRC (i.e. LTE RRC cannot configure FR2 gap). In NR-DC, gapFR2 can only be set up in the measConfig associated with MCG. gapFR2 cannot be configured together with gapUE unless concurrent MGs are supported. The applicability of the FR2 measurement gap is according to Table 9.1.2-2 and Table 9.1.2-3 in TS 38.133 [14].

	gapFR2ToAddModList
A list of FR2 measurement gap configuration to be added or modified. In this version of the specification, the network configures this field only in NR standalone.

	gapFR2ToReleaseList
A list of FR2 measurement gap configuration to be released.

	gapPriority
Indicates the priority of this measurement gap (see TS 38.133 [14], clause FFS). Value 1 indicates highest priority, value 2 indicates second level priority, and so on.

	gapSharing
Indicates the measurement gap sharing scheme that applies to this GapConfig. For applicability of the different gap sharing schemes, see TS 38.133 [14]. Value scheme00 corresponds to scheme "00", value scheme01 corresponds to scheme "01", and so on. The network does not include this field if this GapConfig is configured by gapFR1, gapFR2, or gapUE.

	gapUE
Indicates measurement gap configuration that applies to all frequencies (FR1 and FR2). In (NG)EN-DC, gapUE cannot be set up by NR RRC (i.e. only LTE RRC can configure per UE measurement gap). In NE-DC, gapUE can only be set up by NR RRC (i.e. LTE RRC cannot configure per UE gap). In NR-DC, gapUE can only be set up in the measConfig associated with MCG. The per UE measurement gap is configured with other FR1 gap and/or FR2 gap simultaneously only while this per UE gap is associated with PRS measurement. The applicability of the per UE measurement gap is according to Table 9.1.2-2 and Table 9.1.2-3 in TS 38.133 [14].

	gapUEToAddModList
A list of per UE measurement gap configuartion to be added or modified. A per UE measurement gap can be configured with other FR1 gap and/or FR2 gap simultaneously only while this per UE gap is associated with PRS measurement. In this version of the specification, the network configures this field only in NR standalone.

	gapUEToReleaseList
A list of per UE measurement gap configuartion to be released.

	gapOffset
Value gapOffset is the gap offset of the gap pattern with MGRP indicated in the field mgrp. The value range is from 0 to mgrp-1. If nscgInd-r17 is present, this offset value refers to the starting point of VIL1 (the visible interruption length before the ML).

	measGapId
The ID of this measurement gap configuration.

	mgl
Value mgl is the measurement gap length in ms of the measurement gap. If nscgInd-r17 is not present, the measurement gap length is according to in Table 9.1.2-1 in TS 38.133 [14]. If nscgInd-r17 is present, this field indicates the measurement length (ML) in NCSG pattern and is configured according to Table 9.1.2C-1 in TS 38.133 [14]. Value ms1dot5 corresponds to 1.5 ms, ms3 corresponds to 3 ms and so on. If mgl-r16 or mgl-r17 is present, UE shall ignore the mgl (without suffix).

	mgrp
Value mgrp is measurement gap repetition period in (ms) of the measurement gap. The measurement gap repetition period is according to Table 9.1.2-1 in TS 38.133 [14].

	mgta
Value mgta is the measurement gap timing advance in ms. The applicability of the measurement gap timing advance is according to clause 9.1.2 of TS 38.133 [14]. Value ms0 corresponds to 0 ms, ms0dot25 corresponds to 0.25 ms and ms0dot5 corresponds to 0.5 ms. For FR2, the network only configures 0 ms and 0.25 ms. If mgta-r17 is present, UE shall ignore the mgta (without suffix).

	nscgInd
Indicates that the measurement gap is a NCSG as specified in 38.133 [14]. 

	preConfigInd
Indicates whether the measurement gap is a pre-configured measurement gap.

	refFR2ServCellAsyncCA
Indicates the FR2 serving cell identifier whose SFN and subframe is used for FR2 gap calculation for this gap pattern with asynchronous CA involving FR2 carrier(s).

	refServCellIndicator
Indicates the serving cell whose SFN and subframe are used for gap calculation for this gap pattern. Value pCell corresponds to the PCell, pSCell corresponds to the PSCell, and mcg-FR2 corresponds to a serving cell on FR2 frequency in MCG.



	Conditional Presence
	Explanation

	AsyncCA
	This field is mandatory present when configuring FR2 gap pattern to UE in:
- (NG)EN-DC or NR SA with asynchronous CA involving FR2 carrier(s);
- NE-DC or NR-DC with asynchronous CA involving FR2 carrier(s), if the field refServCellIndicator is set to mcg-FR2.
In case the gap pattern to UE in NE-DC and NR-DC is already configured and the serving cell used for the gap calculation corresponds to a serving cell on FR2 frequency in MCG, then the field is optionally present, need M. Otherwise, it is absent, Need R.

	GapID
	This field is mandatory present when:
- more than one per UE gap is configured; or
- more than one FR1 gap is configured; or
- more than one FR2 gap is configured; or
- per UE gap is configured together with per FR gap.
It is optional present, Need R, when:
- one or more gap is configured as pre-configured measurement gap.
Otherwise, this field is not present, Need R.
Editor Note: It is FFS whether and how to specify the conditional presence for gap ID

	NCSG
	This field is optional present, Need R, when at most one FR1 gap and one FR2 gap are configured; or only per UE gap is configured. It is absent otherwise.

	NEDCorNRDC
	This field is mandatory present when configuring gap pattern to UE in NE-DC or NR-DC. In case the gap pattern to UE in NE-DC and NR-DC is already configured, then the field is absent, need M. Otherwise, it is absent.

	PRS
	This field is optionally present, Need R, when configuring gap pattern to UE for measurements of DL-PRS configured via LPP (TS 37.355 [49]). Otherwise, it is absent.




TP 2 for TS 38.331
–	MeasGapConfig
The IE MeasGapConfig specifies the measurement gap configuration and controls setup/release of measurement gaps.
MeasGapConfig information element
-- ASN1START
-- TAG-MEASGAPCONFIG-START

MeasGapConfig ::=                   SEQUENCE {
    gapFR2                              SetupRelease { GapConfig }                                              OPTIONAL,   -- Need M
    ...,
    [[
    gapFR1                              SetupRelease { GapConfig }                                              OPTIONAL,   -- Need M
    gapUE                               SetupRelease { GapConfig }                                              OPTIONAL    -- Need M
    ]],
    [[
    gapUEToAddModList-r17           SEQUENCE (SIZE (1..maxNrofGapId-1-r17)) OF GapConfig-r17                        OPTIONAL,   -- Need N
    gapUEToReleaseList-r17          SEQUENCE (SIZE (1..maxNrofGapId-1-r17)) OF MeasGapId-r17                    OPTIONAL,    -- Need N
    gapFR1ToAddModList-r17          SEQUENCE (SIZE (1..maxNrofGapId-1-r17)) OF GapConfig                        OPTIONAL,   -- Need N
    gapFR1ToReleaseList-r17         SEQUENCE (SIZE (1..maxNrofGapId-1-r17)) OF MeasGapId-r17                    OPTIONAL,   -- Need N
    gapFR2ToAddModList-r17          SEQUENCE (SIZE (1..maxNrofGapId-1-r17)) OF GapConfig                        OPTIONAL,   -- Need N
    gapFR2ToReleaseList-r17         SEQUENCE (SIZE (1..maxNrofGapId-1-r17)) OF MeasGapId-r17                    OPTIONAL    -- Need N
    ]]

}

GapConfig ::=                       SEQUENCE {
    gapOffset                           INTEGER (0..159),
    mgl                                 ENUMERATED {ms1dot5, ms3, ms3dot5, ms4, ms5dot5, ms6},
    mgrp                                ENUMERATED {ms20, ms40, ms80, ms160},
    mgta                                ENUMERATED {ms0, ms0dot25, ms0dot5},
    ...,
    [[
    refServCellIndicator                ENUMERATED {pCell, pSCell, mcg-FR2}                                 OPTIONAL   -- Cond NEDCorNRDC
    ]],
    [[
    refFR2ServCellAsyncCA-r16           ServCellIndex                                                       OPTIONAL,   -- Cond AsyncCA
    mgl-r16                             ENUMERATED {ms10, ms20}                                             OPTIONAL    -- Cond PRS
    ]],
    [[
    measGapId-r17                       MeasGapId-r17                                                       OPTIONAL,   -- Cond GapID
    preConfigInd-r17                    ENUMERATED {true}                                                   OPTIONAL,   -- Need R
    nscgInd-r17                         ENUMERATED {true}                                                   OPTIONAL,   -- Need R
    mgta-r17                            ENUMERATED {ms0dot75}                                               OPTIONAL,   -- Need R
    mgl-r17                             ENUMERATED {ms1, ms2, ms5}                                          OPTIONAL,   -- Need R
    gapAssociationPRS-r17               ENUMERATED {true}                                                   OPTIONAL,   -- Need R
    gapSharing-r17                      MeasGapSharingScheme                                                OPTIONAL,   -- Need R
    gapPriority-r17                     GapPriority-r17                                                     OPTIONAL    -- Need R
    ]]
}

-- TAG-MEASGAPCONFIG-STOP
-- ASN1STOP

