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[bookmark: OLE_LINK12]4.2.20	QoE measurement parameters
	Definitions for parameters
	Per
	M
	FDD-TDD DIFF
	FR1-FR2 DIFF

	qoe-Streaming-MeasReport-r17
Indicates whether the UE supports NR QoE Measurement Collection for streaming services, see TS 26.247 [29].
	UE
	No
	No
	No

	qoe-MTSI-MeasReport-r17
Indicates whether the UE supports NR QoE Measurement Collection for MTSI services, see TS 26.114 [30].
	UE
	No
	No
	No

	qoe-VR-MeasReport-r17
[bookmark: OLE_LINK21]Indicates whether the UE supports NR QoE Measurement Collection for VR services, see TS 26.118 [31].
	UE
	No
	No
	No

	[bookmark: OLE_LINK7]ran-VisibleQoE-Streaming-MeasReport-r17
Indicates whether the UE supports RAN visible QoE Measurement Collection for streaming services. A UE supporting this feature shall also support qoe-Streaming-MeasReport-r17.
	UE
	No
	No
	No

	ran-VisibleQoE-VR-MeasReport-r17
Indicates whether the UE supports RAN visible QoE Measurement Collection for VR services. A UE supporting this feature shall also support qoe-MTSI-MeasReport-r17.
	UE
	No
	No
	No

	[bookmark: OLE_LINK19]ul-MeasurementReportAppLayer-Seg-r17
[bookmark: OLE_LINK25]Indicates whether the UE supports RRC segmentation of the MeasurementReportAppLayer message in UL, as specified in TS 38.331 [9].
	UE
	No
	No
	No




