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	Reason for change:
	RAN2 has been tasked by RAN to provide means to distinguish UEs that have only been certified for the currently used part of  band n77 definition in Canada (i.e. only 3450 - 3650 MHz range) and those that would be certified for the part of band n77 in Canada that will be available later (i.e. support of also 3650-3980 MHz). As per RAN#95e decision, new UE capability signalling should be added for this.

	
	

	Summary of change:
	1. Added a per-UE (inter-RAT) capability for support of NR band n77 restrictions in Canada.
Note that this optional capability has no impact to n77-capable UEs certified outside of Canada and such UEs are not be required to indicate this bit. But n77-capable UEs that wish to use the 3650-3890 MHz part of n77 frequency range in Canada need to indicate this bit.

Implementation of this CR by a Release 15 or Release 16 UE will not cause compatibility issues.
Impact analysis
Impacted functionality: Band n77 capability signalling.
Inter-operability: 
1. If the network is implemented according to the CR and the UE is not, there are no inter-operability issues since the network considers UE doesn't support the n77 extension in Canada and will not configure UE with 3650-3890 MHz frequency range.
2. If the UE is implemented according to the CR and the network is not, there are no inter-operability issues since the network will not comprehend the support for the n77 extension in Canada and will not configure UE with 3650-3890 MHz frequency range.

	
	

	Consequences if not approved:
	It is not possible for network to distinguish which version of band n77 UE is certified against in Canada.
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First Modified Subclause
[bookmark: _Toc76425922]4.3.7	Inter-RAT parameters
<UNNECESSARY PARTS OMITTED>
4.3.7.X	extendedBand-n77-2-r17
[bookmark: _Hlk101804648]This field is only applicable for UEs that indicate support for band n77. If present, the UE supports the restriction to 3450 - 3650 MHz and 3650 - 3980 ranges of band n77 in Canada as specified in Note 12 of Table 5.2-1 in TS 38.101 [33]. If absent, the UE supports only restriction to the 3450 - 3650 MHz range of band n77 in Canada. A UE that indicates this field shall also support NS value 57 as specified in TS 38.101-1 [33].
End of Changes

