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5.8.9.8	Remote UE information
[bookmark: _Toc100929891]5.8.9.8.1	General


Figure 5.8.9.8.1-1: Remote UE information
This procedure is used by the L2 U2N Remote UE in RRC_IDLE/RRC_INACTIVE to inform about the required SIB(s) and provide Paging related information to the connected L2 U2N Relay UE.
[bookmark: _Toc100929892]NOTE:	MIB is not required by a L2 U2N Remote UE.
5.8.9.8.2	Actions related to transmission of RemoteUEInformationSidelink message
When entering RRC_IDLE or RRC_INACTIVE, or upon change in any of the information in the RemoteUEInformationSidelink while in RRC_IDLE or RRC_INACTIVE, the L2 U2N Remote UE shall:
1>	if the UE has not stored a valid version of a SIB, in accordance with clause 5.2.2.2.1, of one or several required SIB(s) in accordance with clause 5.2.2.1 and the requested SIB has not been indicated in RemoteUEInformationSidelink message to the L2 U2N Relay UE before:
2>	include sl-RequestedSI-List in the RemoteUEInformationSidelink to indicate the requested SIB(s);
1>	if the UE has not sent sl-PagingInfo-RemoteUE in the RemoteUEInformationSidelink message to the L2 U2N Relay UE before, set sl-PagingInfo-RemoteUE as follows:
2>	if the L2 U2N Remote UE is in RRC_IDLE:
3>	include ng-5G-S-TMSI in the sl-PagingIdentityRemoteUE;
3>	if the UE specific DRX cycle is configured by upper layer, set sl-PagingCycleRemoteUE to the value of UE specific Uu DRX cycle configured by upper layer;
2>	else if the L2 U2N Remote UE is in RRC_INACTIVE:
3>	include ng-5G-S-TMSI and fullI-RNTI in the sl-PagingIdentityRemoteUE;
3>	if the UE specific DRX cycle is configured by upper layer,
4>	set sl-PagingCycleRemoteUE to the minimum value of UE specific Uu DRX cycles (configured by upper layer and configured by RRC);
3>	else:
4>	set sl-PagingCycleRemoteUE to the value of UE specific DRX cycle configured by RRC;
1>	submit the RemoteUEInformationSidelink message to lower layers for transmission;
When entering RRC_CONNECTED, if L2 U2N remote UE had sent sl-RequestedSIB-List and/or sl-PagingInfo-RemoteUE, the L2 U2N Remote UE shall:
1>	set the sl-RequestedSIB-List to the value release if requested before;
1>	set the sl-PagingInfo-RemoteUE to the value release if sent before;
1>	submit the RemoteUEInformationSidelink message to lower layers for transmission;
[bookmark: _Toc100929893]5.8.9.8.3	Reception of RemoteUEInformationSidelink message by the L2 U2N Relay UE
The L2 U2N Relay UE shall:
1>	if the RemoteUEInformationSidelink includes the sl-PagingInfo-RemoteUE:
2>	if the UE is in RRC_CONNECTED on an active BWP with common search space configured including pagingSearchSpace; or
2>	if the UE is in RRC_IDLE or RRC_INACTIVE:
3>	if the sl-PagingInfo-RemoteUE is set to setup:
4>	monitor the Paging message at the L2 U2N Remote UE's paging occasion calculated according to sl-PagingIdentityRemoteUE and sl-PagingCycleRemoteUE included in sl-PagingInfo-RemoteUE;
3>	else (the sl-PagingInfo-RemoteUE is set to release):
4>	stop monitoring the Paging message at the L2 U2N Remote UE's paging occasion;
4>	release the received paging information in sl-PagingInfo-RemoteUE;
2>	else (the UE is in RRC_CONNECTED on an active BWP without pagingSearchSpace configured):
3>	if the sl-PagingInfo-RemoteUE is set to setup:
4>	include the received sl-PagingIdentityRemoteUE in SidelinkUEInformationNR message and perform Sidelink UE information transmission in accordance with 5.8.3;
3>	else (the sl-PagingInfo-RemoteUE is set to release):
4>	initiate transmission of the SidelinkUEInformationNR message to release the sl-PagingIdentityRemoteUE in SidelinkUEInformationNR message in accordance with 5.8.3;
4>	release the received paging information in sl-PagingInfo-RemoteUE;
1>	if the RemoteUEInformationSidelink includes the sl-RequestedSIB-List:
2>	if the sl-RequestedSIB-List is set to setup:
3> if the L2 U2N Relay UE has not stored a valid version of SIB(s) indicated in sl-RequestedSIB-List:
4>	perform acquisition of the system information indicated in sl-RequestedSIB-List in accordance with 5.2.2;
3>	else:
4>	perform the Uu message transfer procedure in accordance with 5.8.9.9;
2>	if the sl-RequestedSIB-List is set to release:
3>	release received SIB request in sl-RequestedSIB-List.
NOTE:	gNB always provides all SIBs, except SIB 12, 13, 14, 20 and 21, to relay UE in RRC_ CONNECTED, which connects to remote UE in RRC_IDLE or RRC_INACTIVE.
End of Change
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SEQUENCE {.
criticalExtensions CROICE {.
dedicatedsTaRequest-r16 DedicatedSTBRequest-r16-1Es, .
criticalfxtensionsFuture SEQUENCE (}..
T
DedicatedsIBRequest-r16-1Es SEQUENCE {.
onDenandSIE-Requestlist-rls SEQUENCE {.
requestedSIB-List-rl6 SEQUENCE (SIZE (1..maxOnDemandSIB-rl6)) OF SIB-ReqInfo-rlé
requestedPosSIB-List-rl SEQUENCE (SIZE (1..maxOnDemandPosSIE-rl6)) OF BosSIB-Reqlnfo-rlé
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laceNonCriticalExtension OCIET STRING OPTIONAL, .
nonCricicalExcension SEQUENCE {} OPTIONAL.
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SIB-ReqInfo-rié :

ENIMERATED { sibl2, sibl3, sibld, sib20-vi700, sib21-vi700, spare3,

OPTIONAL, .
OPTIONAL,

spare2, sparel }.
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