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	Category:
	F
	
	Release:
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	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
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	Reason for change:
	1. In RAN2 #118 meeting, RAN2 agreed that MIB is not required by a U2N remote UE. So if the U2N remote UE is unable to acquire the MIB, it’s unnecessary to perform the action as specified in clause 5.2.2.5.
2. The UuMessageTransferSidelink message’s contents setting missed sl-SIB1-Delivery.
3. Description error in clause 5.3.3.3 NOTE 2.

	
	

	Summary of change:
	1. Add a bullet to specify if the UE which is unable to acquire the MIB is a U2N remote UE, the action as specified in clause 5.2.2.5 is no need to perform.
2. Add sl-SIB1-Delivery in the UuMessageTransferSidelink message’s contents setting of the L2 U2N Relay UE.
3. Delete ‘. If the’ in NOTE 2 in clause 5.3.3.3.

	
	

	Consequences if not approved:
	1. U2N remote UE may mistakely think the cell is barred;
2. Missing sl-SIB1-Delivery in UuMessageTransferSidelink message;
3. Statement error can lead to ambiguity in understanding;

Impact analysis
Impacted 5G architecture options:
NG-RAN Architecture supporting the PC5 interface
Impacted functionality:
The U2N remote UE’s action on unable to acquire MIB
Actions related to transmission of UuMessageTransferSidelink message
Inter-operability:
There is no inter-operability issues
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First Modified Subclause 
[bookmark: _Toc60776710][bookmark: _Toc100929501]5.2.2.3.1	Acquisition of MIB and SIB1
The UE shall:
1>	apply the specified BCCH configuration defined in 9.1.1.1;
1>	if the UE is in RRC_IDLE or in RRC_INACTIVE; or
1>	if the UE is in RRC_CONNECTED while T311 is running:
2>	acquire the MIB, which is scheduled as specified in TS 38.213 [13];
2>	if the UE is unable to acquire the MIB;
3>	perform the actions as specified in clause 5.2.2.5;
2>	else:
3>	perform the actions specified in clause 5.2.2.4.1.
1>	if the UE is in RRC_CONNECTED with an active BWP with common search space configured by searchSpaceSIB1 and pagingSearchSpace and has received an indication about change of system information; or
1>	if the UE is in RRC_CONNECTED with an active BWP with common search space configured by searchSpaceSIB1 and the UE has not stored a valid version of a SIB or posSIB, in accordance with clause 5.2.2.2.1, of one or several required SIB(s) or posSIB(s) in accordance with clause 5.2.2.1, and, UE has not acquired SIB1 in current modification period; or
1> if the UE is in RRC_CONNECTED with an active BWP with common search space configured by searchSpaceSIB1, and, the UE has not stored a valid version of a SIB or posSIB, in accordance with clause 5.2.2.2.1, of one or several required SIB(s) or posSIB(s) in accordance with clause 5.2.2.1, and, si-BroadcastStatus for the required SIB(s) or posSI-BroadcastStatus for the required posSIB(s) is set to notbroadcasting in acquired SIB1 in current modification period; or
1>	if the UE is in RRC_IDLE or in RRC_INACTIVE; or
1>	if the UE is in RRC_CONNECTED while T311 is running:
2>	if ssb-SubcarrierOffset indicates SIB1 is transmitted in the cell (TS 38.213 [13]) and if SIB1 acquisition is required for the UE:
3>	acquire the SIB1, which is scheduled as specified in TS 38.213 [13];
3>	if the UE is unable to acquire the SIB1:
      4> if the UE is not acting as a L2 U2N remote UE:
45>	perform the actions as specified in clause 5.2.2.5;
3>	else:
4>	upon acquiring SIB1, perform the actions specified in clause 5.2.2.4.2.
2>	else if SIB1 acquisition is required for the UE and ssb-SubcarrierOffset indicates that SIB1 is not scheduled in the cell:
3>	perform the actions as specified in clause 5.2.2.5.
NOTE:	The UE in RRC_CONNECTED is only required to acquire broadcasted SIB1 and MBS broadcast if the UE can acquire it without disrupting unicast or MBS multicast data reception, i.e., the broadcast and unicast/MBS multicast beams are quasi co-located. The UE in RRC_INACTIVE state while T319a is running, is only required to acquire broadcasted SIB1 and MIB if the UE can acquire them without disrupting unicast data reception, i.e. the broadcast and unicast beams are quasi co-located.
Next Modified Subclause
[bookmark: _Toc100929545][bookmark: _Toc60776747]5.3.3.3	Actions related to transmission of RRCSetupRequest message
The UE shall set the contents of RRCSetupRequest message as follows:
1>	set the ue-Identity as follows:
2>	if upper layers provide a 5G-S-TMSI:
3>	set the ue-Identity to ng-5G-S-TMSI-Part1;
2>	else:
3>	draw a 39-bit random value in the range 0..239-1 and set the ue-Identity to this value;
NOTE 1:	Upper layers provide the 5G-S-TMSI if the UE is registered in the TA of the current cell.
1>	if the establishment of the RRC connection is the result of release with redirect with mpsPriorityIndication (either in NR or E-UTRAN):
2>	set the establishmentCause to mps-PriorityAccess;
1>	else:
2>	set the establishmentCause in accordance with the information received from upper layers;
NOTE 2:	In case the L2 U2N Relay UE initiates RRC connection establishment triggered by reception of message from a L2 U2N Remote UE via SL-RLC0 or SL-RLC1 as specified in 5.3.3.1a, the L2 U2N Relay UE sets the establishmentCause by implementation, but it can only set the emergency, mps-PriorityAccess, or mcs-PriorityAccess as establishmentCause if the same. If the cause value is in the message received from the L2 U2N Remote UE via SL-RLC0.
Next Modified Subclause
[bookmark: _GoBack]5.8.9.9.2	Actions related to transmission of UuMessageTransferSidelink message
The L2 U2N Relay UE initiates the Uu message transfer procedure when at least one of the following conditions is met:
1>	upon receiving Paging message related to the connected L2 U2N Remote UE from network (including Paging message within RRCReconfiguration message);
1>	upon acquisition of the SIB(s) requested by the connected L2 U2N Remote UE (as indicated in sl-RequestedSIB-List in the RemoteUEInformationSidelink) or upon receiving the updated SIB(s) from network which has been requested by the connected L2 U2N Remote UE;
1>	upon unsolicited SIB1 forwarding to the connected L2 U2N Remote UE or upon receiving the updated SIB1 from network;
The L2 U2N Relay UE shall set the contents of UuMessageTransferSidelink message as follows:
1>	include sl-PagingDelivery if the Paging message received from network containing the associated ue-Identity of the L2 U2N Remote UE;
1> include sl-SIB1-Delivery if any of the conditions for initiating Uu message transfer procedure related to SIB1 are met;
1>	include sl-SystemInformationDelivery if any of the conditions for initiating Uu message transfer procedure related to System Information are met;
1>	submit the UuMessageTransferSidelink message to lower layers for transmission.
NOTE:	The L2 U2N Relay UE may perform unsolicited forwarding of SIB1 to the L2 U2N Remote UE based on UE implementation.
End of change 
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