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[bookmark: _Toc20387887][bookmark: _Toc29375966][bookmark: _Toc37231823][bookmark: _Toc46501876][bookmark: _Toc51971224][bookmark: _Toc52551207][bookmark: _Toc109153712]3.2	Definitions
For the purposes of the present document, the terms and definitions given in TR 21.905 [1], in TS 36.300 [2] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1] and TS 36.300 [2].
BH RLC channel: an RLC channel between two nodes, which is used to transport backhaul packets.
Boundary IAB-node: as defined in TS 38.401 [4].
CAG Cell: a PLMN cell broadcasting at least one Closed Access Group identity.
CAG Member Cell: for a UE, a CAG cell broadcasting the identity of the selected PLMN, registered PLMN or equivalent PLMN, and for that PLMN, a CAG identifier belonging to the Allowed CAG list of the UE for that PLMN.
CAG-only cell: a CAG cell that is only available for normal service for CAG UEs.
Cell-Defining SSB: an SSB with an RMSI associated.
Child node: IAB-DU's and IAB-donor-DU's next hop neighbour node; the child node is also an IAB-node.
Conditional Handover (CHO): a handover procedure that is executed only when execution condition(s) are met.
CORESET#0: the control resource set for at least SIB1 scheduling, can be configured either via MIB or via dedicated RRC signalling.
DAPS Handover: a handover procedure that maintains the source gNB connection after reception of RRC message for handover and until releasing the source cell after successful random access to the target gNB.
Direct Path: a type of UE-to-Network transmission path, where data is transmitted between a UE and the network without sidelink relaying.
Downstream: Direction toward child node or UE in IAB-topology.
Early Data Forwarding: data forwarding that is initiated before the UE executes the handover.
Earth-centered, earth-fixed: A global geodetic reference system for the Earth intended for practical applications of mapping, charting, geopositioning and navigation, as specified in NIMA TR 8350.2 [51].
Feeder link: Wireless link between the NTN Gateway and the NTN payload.
Geosynchronous Orbit: Earth-centered orbit at approximately 35786 kilometres above Earth's surface and synchronised with Earth's rotation. A geostationary orbit is a non-inclined geosynchronous orbit, i.e. in the Earth's equator plane.
gNB: node providing NR user plane and control plane protocol terminations towards the UE, and connected via the NG interface to the 5GC.
High Altitude Platform Station: airborne vehicle embarking the NTN payload placed at an altitude between 8 and 50 km.
IAB-donor: gNB that provides network access to UEs via a network of backhaul and access links.
IAB-donor-CU: as defined in TS 38.401 [4].
IAB-donor-DU: as defined in TS 38.401 [4].
IAB-DU: gNB-DU functionality supported by the IAB-node to terminate the NR access interface to UEs and next-hop IAB-nodes, and to terminate the F1 protocol to the gNB-CU functionality, as defined in TS 38.401 [4], on the IAB-donor.
IAB-MT: IAB-node function that terminates the Uu interface to the parent node using the procedures and behaviours specified for UEs unless stated otherwise. IAB-MT function used in 38-series of 3GPP Specifications corresponds to IAB-UE function defined in TS 23.501 [3].
IAB-node: RAN node that supports NR access links to UEs and NR backhaul links to parent nodes and child nodes. The IAB-node does not support backhauling via LTE.
IAB topology: The unison of all IAB-nodes and IAB-donor-DUs that are interconnected via BH links and terminate F1 and/or RRC at the same IAB-donor-CU.
Indirect Path: a type of UE-to-Network transmission path, where data is forwarded via a U2N Relay UE between a U2N Remote UE and the network.
Inter-donor partial migration: Migration of an IAB-MT to a parent node underneath a different IAB-donor-CU while the collocated IAB-DU and its descendant IAB-node(s), if any, are terminated at the initial IAB-donor-CU. The procedure renders the said IAB-node as a boundary IAB-node.
Intra-system Handover: Handover that does not involve a CN change (EPC or 5GC).
Inter-system Handover: Handover that involves a CN change (EPC or 5GC).
Late Data Forwarding: data forwarding that is initiated after the source NG-RAN node knows that the UE has successfully accessed a target NG-RAN node.
Mapped Cell ID: In NTN, it corresponds to a fixed geographical area.
MSG1: preamble transmission of the random access procedure for 4-step random access (RA) type.
MSG3: first scheduled transmission of the random access procedure.
MSGA: preamble and payload transmissions of the random access procedure for 2-step RA type.
MSGB: response to MSGA in the 2-step random access procedure. MSGB may consist of response(s) for contention resolution, fallback indication(s), and backoff indication.
Multi-hop backhauling: Using a chain of NR backhaul links between an IAB-node and an IAB-donor.
ng-eNB: node providing E-UTRA user plane and control plane protocol terminations towards the UE, and connected via the NG interface to the 5GC.
NG-C: control plane interface between NG-RAN and 5GC.
NG-U: user plane interface between NG-RAN and 5GC.
NG-RAN node: either a gNB or an ng-eNB.
Non-CAG Cell: a PLMN cell which does not broadcast any Closed Access Group identity.
Non-Geosynchronous orbit: Earth-centered orbit with an orbital period that does not match Earth's rotation on its axis. This includes Low and Medium Earth Orbit (LEO and MEO). LEO operates at altitudes between 300 km and 1500 km and MEO at altitudes between 7000 km and 25000 km, approximately. Service link switch refers to a change of the serving satellite.
Non-terrestrial network: An NG-RAN consisting of gNBs, which provide non-terrestrial NR access to UEs by means of an NTN payload embarked on an airborne or space-borne NTN vehicle and an NTN Gateway.
NR backhaul link: NR link used for backhauling between an IAB-node and an IAB-donor, and between IAB-nodes in case of a multi-hop backhauling.
NR sidelink communication: AS functionality enabling at least V2X communication as defined in TS 23.287 [40] and the 5G Proximity based Services (ProSe) as defined in TS 23.304 [48], between two or more nearby UEs, using NR technology but not traversing any network node.
NTN Gateway: an earth station located at the surface of the earth, providing connectivity to the NTN payload using the feeder link. An NTN Gateway is a TNL node.
NTN payload: a network node, embarked on board a satellite or high altitude platform station, providing connectivity functions, between the service link and the feeder link. In the current version of this specification, the NTN payload is a TNL node.
Numerology: corresponds to one subcarrier spacing in the frequency domain. By scaling a reference subcarrier spacing by an integer N, different numerologies can be defined.
Parent node: IAB-MT's next hop neighbour node; the parent node can be IAB-node or IAB-donor-DU
PC5 Relay RLC channel: an RLC channel between L2 U2N Remote UE and L2 U2N Relay UE, which is used to transport packets over PC5 for L2 UE-to-Network Relay.
PLMN Cell: a cell of the PLMN.
RedCap UE: A UE with reduced capabilities as specified in clause 4.2.21.1. in TS 38.306 [11].
Relay discovery: AS functionality enabling 5G ProSe UE-to-Network Relay Discovery as defined in TS 23.304 [48], using NR technology but not traversing any network node.
Satellite: a space-borne vehicle orbiting the Earth embarking the NTN payload.
Service link: Wireless link between the NTN payload and UE.
SNPN Access Mode: mode of operation whereby a UE only accesses SNPNs.
SNPN-only cell: a cell that is only available for normal service for SNPN subscribers.
SNPN Identity: the identity of Stand-alone NPN defined by the pair (PLMN ID, NID).
Transmit/Receive Point: Part of the gNB transmitting and receiving radio signals to/from UE according to physical layer properties and parameters inherent to that element.
U2N Relay UE: a UE that provides functionality to support connectivity to the network for U2N Remote UE(s).
U2N Remote UE: a UE that communicates with the network via a U2N Relay UE.
Upstream: Direction toward parent node in IAB-topology.
Uu Relay RLC channel: an RLC channel between L2 U2N Relay UE and gNB, which is used to transport packets over Uu for L2 UE-to-Network Relay.
V2X sidelink communication: AS functionality enabling V2X communication as defined in TS 23.285 [41], between nearby UEs, using E-UTRA technology but not traversing any network node.
Xn: network interface between NG-RAN nodes.
Next Modified Subclause
[bookmark: _Toc109154086]16.14.1	Overview
The Figure 16.14.1-1 below illustrates an example of a Non-Terrestrial Network (NTN) providing non-terrestrial NR access to the UE by means of an NTN payload and an NTN Gateway, depicting a service link between the NTN payload and a UE, and a feeder link between the NTN Gateway and the NTN payload.


Figure 16.14.1-1: Overall illustration of an NTN
NOTE 1:	Figure 16.14.1-1 illustrates an NTN; RAN4 aspects are out of scope.
The NTN payload transparently forwards the radio protocol received from the UE (via the service link) to the NTN Gateway (via the feeder link) and vice-versa. The following connectivity is supported by the NTN payload:
-	A gNB may serve multiple NTN payloads;
-	An NTN payload may be served by multiple gNBs.
NOTE 2:	In this release, the NTN-payload may change the carrier frequency, before re-transmitting it on the service link, and vice versa (respectively on the feeder link).
For NTN, the following applies in addition to Network Identities as described in clause 8.2:
-	A Tracking Area corresponds to a fixed geographical area. Any respective mapping is configured in the RAN;
-	A Mapped Cell ID as specified in clause 16.14.5.
Non-Geosynchronous orbit (NGSO) includes Low Earth Orbit at altitude approximately between 300 km and 1500 km and Medium Earth Orbit at altitude approximately between 7000 km and 25000 km.	Comment by Nokia: Here it popped up out of nowhere. Part of that moved to 3.2 Definitions.
Three types of coverageservice links are supported:	Comment by Nokia: Since this word is used later, below.
-	Earth-fixed: provisioned by beam(s) continuously covering the same geographical areas all the time (e.g., the case of GSO satellites);
-	Quasi-Earth-fixed: provisioned by beam(s) covering one geographic area for a limited period and a different geographic area during another period (e.g., the case of NGSO satellites generating steerable beams);
-	Earth-moving: provisioned by beam(s) whose coverage area slides over the Earth surface (e.g., the case of NGSO satellites generating fixed or non-steerable beams).
With NGSO satellites, the gNB can provide either quasi-Earth-fixed cell coverage or Earth-moving cell coverage, while gNB operating with GSO satellite can provide Earth fixed cell coverage.
In this release, the UE supporting NTN is GNSS-capable.
In the case of NGSO, service link switch refers to a change of serving satellite.	Comment by Nokia: Moved to the Definitions, as here it was also appearing out of the context. 
The support for Non-Terrestrial Networks (NTNs) is facilitated by the mechanisms described in the following clauses.
Next Modified Subclause
[bookmark: _Toc109154088]16.14.2.1	Scheduling and Timing
DL and UL are frame aligned at the uplink time synchronization reference point (RP) with an offset given by NTA,offset.	Comment by Nokia: This is not reflected in the figure below. E.g. where is the N_TA_offset shown?
To accommodate the propagation delay in NTNs, several timing relationships are enhanced by a Common Timing Advance (Common TA) and two scheduling offsets  and  illustrated in Figure 16.14.2.1-1:
-	 is a configured offset that corresponds to the RTT between the Reference Point (RP) and the NTN payload.
-	 is a configured scheduling offset that approximately corresponds to the sum of the service link RTT and the common TA.	Comment by Nokia: Either we refer to the place where it is described accurately or we suggest to remove the word ‘approximately’, as it is not very relevant and meaningful here.
-	is a configured offset that approximately corresponds to the RTT between the RP and the gNB.	Comment by Nokia: Same as above.


Figure 16.14.2.1-1: Illustration of timing relationship

 is a scheduling offset supported in NTN for MAC CE timing relationships enhancement. It is provided by the network if downlink and uplink frame timing are not aligned at gNB. It is needed for UE action and assumption on downlink configuration indicated by a MAC-CE command in PDSCH. The  is also used in the beam failure recovery, where after a PRACH transmission in uplink slot n the UE monitors the corresponding PDCCH starting from downlink slot "n +  + 4" within a corresponding RAR window.	Comment by Nokia: What kind of ‘action’? perhaps ‘operation in the cell/network’?	Comment by Nokia: What does this part of the sentence mean?	Comment by Nokia: Small ‘k’ to be used consistently.
If a UE is provided with a  value, when the UE would transmit a PUCCH with HARQ-ACK information in uplink slot n corresponding to a PDSCH carrying a MAC CE command on a downlink configuration, the UE action and assumption on the downlink configuration shall be applied starting from the first slot that is after slot , where µ is the SCS configuration for the PUCCH. MAC CE timing relationship enhancement with  is illustrated in Figure 16.14.2-2.	Comment by Nokia: Again, this is not a Stage-2 description. Should be moved – either to MAC specification or to one of the relevant RAN1 TSs.


Figure 16.14.2.1-2: MAC CE timing relationship enhancement with  for SCS = 15 kHz
Next Modified Subclause
16.14.2.2	Pre-compensation by the UE
For the serving cell, the network broadcast ephemeris information and common TA parameters. The UE shallould have valid GNSS position as well as the satellite ephemeris and common TA before connecting to an NTN cell. To achieve synchronisation, before and during connection to an NTN cell, the UE autonomously pre-compensates the NTA TA (TTA), see Figure 16.14.2.2-1, as well as the frequency Doppler shift by considering the common TA, UE position and the satellite ephemerisposition through the satellite ephemeris. If the UE does not have a valid GNSS position or valid satellite ephemeris, it does not communicate with the network until both are regained.	Comment by Nokia: Where is it shown in Figure 16.14.2.2-1?	Comment by Nokia: It is not true, the UE just partly updates autonomously the T_TA. Should be UE-specific N_TA
In connected mode, the UE should be able to continuously update the Timing Advance and frequency pre-compensation.
The UEs may be configured to report Timing Advance during Random Access procedures or in connected mode. In connected mode, event-triggered reporting of the Timing Advance is supported.	Comment by Nokia: Does it fit to this subsection? Or is there a better place to state such thing?


Figure 16.14.2.2-1: Illustration of Uplink/Downlink Radio Frame Timing at the UE
While the pre-compensation of the instantaneous Doppler shift experienced on the service link is to be performed by the UE, the management of Doppler shift experienced over the feeder link and transponder frequency error is left to the satellite network implementation.	Comment by Nokia: It is up to the satellite operator, not the 3GPP network. 
Next Modified Subclause
[bookmark: _Toc109154091]16.14.3.1	Mobility in RRC_IDLE and RRC_INACTIVE
The same principles as described in 9.2.1 apply to mobility in RRC_IDLE for NTN and the same principles as described in 9.2.2 apply to mobility in RRC_INACTIVE for NTN unless hereunder specified.
The network may broadcast multiple Tracking Area Codes (TAC) per PLMN in a NR NTN cell. A TAC change in the System Information is under network control, i.e. it may not be exactly synchronised with real-time illumination of beams on ground.
The UE can determine the network type (tTerrestrial or non-terrestrial) implicitly by the existence of cellBarredNTN in SIB1.	Comment by Nokia: To be consistent with ‘non-terrestrial’
The NTN ephemeris is divided into serving cell's satellite ephemeris and neighbouring cell's satellite ephemeris.	Comment by Nokia: Deleted as the text on ephemeris pops up out of nowhere. Is it because it is provided via SI?
Next Modified Subclause
[bookmark: _Toc109154093]16.14.3.2.1	Handover
The same principle as described in 9.2.3.2 applies unless hereunder specified:
During mobility between NTN and Terrestrial Network, a UE is not required to connect to both NTN and Terrestrial Network at the same time.
NOTE:	NTN-Terrestrial Network hand-over refers to mobility in both directions, i.e. from NTN to Terrestrial Network (hand-in) and from Terrestrial Network to NTN (hand-out).
DAPS handover is not supported for NTN in this release of the specification.
UE may support mobility between radio access technologies based on different orbit (GSO, NGSO at different altitude).
[bookmark: _Toc109154094]16.14.3.2.2	Conditional Handover
The same principle as described in 9.2.3.4 applies to NTN.
Editor's note: FFS details for NTN-TN CHO impact on RRC procedure.
NTN supports the following additional triggering conditions upon which UE may execute CHO to a candidate cell, as defined in TS 38.331 [12]:
-	event A4;
-	A time-based trigger condition;
-	A location-based trigger condition.
A time-based or a location-based trigger condition is always configured together with one of the the measurement-based trigger conditions (CHO events A3/A4/A5). Location is defined by the distance between UE and a reference location. Time is defined by the time between T1 and T2, where T1 is an absolute time value and T2 is a duration started at T1.	Comment by Nokia: This sentence does not say anything – does not explain how T1 and T2 are used, while their exact definition is not a Stage-2 detail. 
[bookmark: _Toc109154095]16.14.3.3	Measurements
The same principle as described in 9.2.4 applies to measurements in NTN unless hereunder specified.
The network can configure:
-	multiple SMTCs in parallel per carrier and for a given set of cells depending on UE capabilities using propagation delay difference and ephemeris information;
-	measurement gaps based on multiple SMTCs.
The adjustment of SMTCs is possible under network control based on UE assistance information if available for connected mode and under UE control based on UE location and satellite assistance information (e.g., ephemeris, common TA parameters) for idle/inactive modes.NW-controlled adjustment of SMTCs can be based on UE assistance information reported in Connected mode. For Idle/Inactive mode UE can adjust SMTCs based on its location and satellite assistance information (e.g. ephemeris, common TA parameters).	Comment by Nokia: This sentence is very difficult to follow. Suggest rewording.
UE assistance information is in the form of amay report service link propagation delay differences between service cell and neighbour cells as the assistance information for the adjustment of SMTCs in connected mode.	Comment by Nokia: Simplification.
In the quasi-earth fixed cell scenario, UE can perform timinge-relatedbased and location-relatedbased measurements in RRC_IDLE/RRC_INACTIVE:	Comment by Nokia: It is not based on time or location. It is related to time and location and done for these purposes.. Also ‘timing’ is used below.
-	The timing and location information associated to a cell are provided via system information;
-	Timing information refers to the time when the serving cell is going to stop serving a geographical area;
-	Location information refers to the reference location of serving cell.
Measurement rules for cell re-selection with timing information and location information areis specified in clause 5.2.4.2 in 38.304 [10].
Next Modified Subclause
[bookmark: _Toc109154096]16.14.4	Switch over
[bookmark: _Toc109154097]16.14.4.1	Definitions
A feeder link switch over is the procedure where the feeder link is changed from a source NTN Gateway to a target NTN Gateway for a specific NTN payload. The feeder link switch over is a Transport Network Layer procedure.
Both hard and soft feeder link switch over are supported inapplicable to NTN.
[bookmark: _Toc109154098]16.14.4.2	Assumptions
A feeder link switch over may result in transferring the established connection for the affected UEs between two gNBs.
For soft feeder link switch over, an NTN payload is able to connect to more than one NTN Gateway during a given period i.e. a temporary overlap can be ensured during the transition between the feeder links.
For hard feeder link switch over, an NTN payload only connects to only one NTN Gateway at any given time i.e. a radio link interruption may occur during the transition between the feeder links.
Next Modified Subclause
[bookmark: _Toc109154100]16.14.5	NG-RAN signalling
The Cell Identity, as defined in TS 38.413 [26] and TS 38.423 [50], used in following cases corresponds to a Mapped Cell ID, irrespective of the orbit of the NTN payload or the types of service links supported.:	Comment by Nokia: Is this list actually necessary in 38.300? Isn’t it enough to just put a reference to .413 or .423?	Comment by Nokia: We suggest to delete it and refer to RAN3 specs.
-	The Cell Identity indicated by the gNB to the Core Network as part of the User Location Information;
-	The Cell Identity used for Paging Optimization in NG interface;
-	The Cell Identity used for Area of Interest;
-	The Cell Identity used for PWS.
The Cell Identity included within the target identification of the handover messages allows identifying the correct target cell.
The Cell Identities used in the RAN Paging Area during Xn RAN paging allow the identification of the correct target cells for RAN paging.
NOTE 1:	The Cell Identity used for RAN Paging is assumed to typically represent a Uu Cell ID.
The mapping between Mapped Cell IDs and geographical areas is configured in the RAN and Core Network.
NOTE 2:	A specific geographical location may be mapped to multiple Mapped Cell ID(s), and such Mapped Cell IDs may be configured to indicate differerent geographical areas (e.g. overlapping and/or with different dimensions).
The gNB is responsible for constructing the Mapped Cell ID based on the UE location info received from the UE, if available. The mapping may be pre-configured (e.g., up to operator's policy) or up to implementation.
NOTE 3:	As described in TS 23.501 [3], the User Location Information may enable the AMF to determine whether the UE is allowed to operate at its present location. Special Mapped Cell IDs or TACs may be used to indicate areas outside the serving PLMN's country.
The gNB reports the broadcasted TAC(s) of the selected PLMN to the AMF as part of ULI. In case the gNB knows the UE's location information, the gNB may determine the TAI the UE is currently located in and provide that TAI to the AMF as part of ULI.
Next Modified Subclause
[bookmark: _Toc109154103]16.14.8	UE location reporting aspects
Upon network request, after AS security is established in connected mode, a UE can report its coarse UE location information (coarse most significant bits of the GNSS coordinates, ensuring the with accuracy around 2km) to the NG-RAN. If the UE cannot provide its coarse UE location, it may report "no coarse GNSS location available".
Editor's note: If/when SA3 will provide feedback that this is not recommended, this above text would be removed. Otherwise RAN2 can further update the above text, e.g. considering any other feedback from SA3.
Next Modified Subclause
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