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	Reason for change:
	According to current TS 38.331, if any DAPS bearer is configured,
· In case that rlf-TimersAndConstants is not configured for a cell group, or the SpCellConfig contains the rlf-TimersAndConstants but the received rlf-TimersAndConstants is set to release, the UE shall use values for timers T301, T310, T311 and constants N310, N311 for the target cell group, as included in ue-TimersAndConstants received in SIB1.
However, regarding SIB1, UE implementation can be different, including SIB1 for source cell or SIB1 for target cell. Also, UE and gNB may have different understandings on the SIB1.  

	
	

	Summary of change:
	The following changes are suggested:
· Add “for the target SpCell” to specify that the UE uses RLF parameters received from target cell for target cell group, in chapter 5.3.5.5.6, 5.3.5.5.7

Impact Analysis
Impacted 5G architecture options: NR SA 

Impacted functionality: Radio link failure detection and recovery

Inter-operability:
1.	 If the network is implemented according to the CR and the UE is not, the UE may use different values for RLF parameters with the ones at the network, which could even lead to RRC re-establishment due to too late reconfiguration; 
2.	 If the UE is implemented according to the CR and the network is not, the network may use different values for RLF parameters with the ones at the UE, which could even lead to RRC re-establishment initiated by the UE due to too late reconfiguration.

	
	

	Consequences if not approved:
	[bookmark: _GoBack]The parameters for RLF detection use different values at different UEs, or at UE and at gNB.
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The 1st Change
[bookmark: _Toc60776768][bookmark: _Toc100843804]5.3.5.5.6	RLF Timers & Constants configuration
The UE shall:
1>	if the received rlf-TimersAndConstants is set to release:
2>	if any DAPS bearer is configured:
3>	use values for timers T301, T310, T311 and constants N310, N311 for the target cell group, as included in ue-TimersAndConstants received in SIB1 for the target SpCell;
2>	else:
3>	use values for timers T301, T310, T311 and constants N310, N311, as included in ue-TimersAndConstants received in SIB1;
1>	else:
2>	if any DAPS bearer is configured:
3>	configure the value of timers and constants for the target cell group in accordance with received rlf-TimersAndConstants;
2>	else:
3>	(re-)configure the value of timers and constants in accordance with received rlf-TimersAndConstants;
3>	stop timer T310 for this cell group, if running;
3>	stop timer T312 for this cell group, if running;
3>	reset the counters N310 and N311.
The 2nd Change
[bookmark: _Toc60776769][bookmark: _Toc100843805]5.3.5.5.7	SpCell Configuration
The UE shall:
1>	if the SpCellConfig contains the rlf-TimersAndConstants:
2>	configure the RLF timers and constants for this cell group as specified in 5.3.5.5.6;
1>	else if rlf-TimersAndConstants is not configured for this cell group:
2>	if any DAPS bearer is configured:
3>	use values for timers T301, T310, T311 and constants N310, N311 for the target cell group, as included in ue-TimersAndConstants received in SIB1 for the target SpCell;
2>	else
3>	use values for timers T301, T310, T311 and constants N310, N311, as included in ue-TimersAndConstants received in SIB1;
1>	if the SpCellConfig contains spCellConfigDedicated:
2>	configure the SpCell in accordance with the spCellConfigDedicated;
2>	consider the bandwidth part indicated in firstActiveUplinkBWP-Id if configured to be the active uplink bandwidth part;
2>	consider the bandwidth part indicated in firstActiveDownlinkBWP-Id if configured to be the active downlink bandwidth part;
2>	if any of the reference signal(s) that are used for radio link monitoring are reconfigured by the received spCellConfigDedicated:
3>	stop timer T310 for the corresponding SpCell, if running;
3>	stop timer T312 for the corresponding SpCell, if running;
3>	reset the counters N310 and N311.
End of Change

