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[bookmark: _Ref528762725]Introduction
[bookmark: OLE_LINK1][bookmark: OLE_LINK2]In RAN#96 meeting, multiple CRs for SDT were agreed. But there are some remaining issues which need further discussion for SDT [1].
In this document, we discuss the remaining issues for SDT and TPs are also provided in Annex.
Discussion
2.1	SSB reselection for retransmission for initial CG-SDT
In RAN2 previous meeting, it was agreed that the UE will not perform SSB reselection for retransmission for initial CG-SDT. And this has been captured in MAC spec [2] which is highlighted in yellow.
	For an uplink grant configured for configured grant Type 1 for CG-SDT on the selected uplink carrier as in clause 5.27, when CG-SDT is triggered and not terminated, for each configured uplink grant valid according to TS 38.214 [7] for which the above formula is satisfied, the MAC entity shall:
1>	if, after initial transmission for CG-SDT with CCCH message has been performed according to clause 5.4.1, PDCCH addressed to the MAC entity's C-RNTI has not been received, and the SSB corresponding to the configured UL grant has the same SSB index as the SSB selected for initial transmission for CG-SDT with CCCH message (i.e., retransmission of initial transmission of CG-SDT):
2>	indicate the SSB index corresponding to the configured uplink grant to the lower layer;
2>	consider this configured uplink grant as valid.


In our understanding, this part is used to restrict the UE behavior on selecting the SSB for retransmission of initial CG-SDT, but is not the condition for indicating the SSB index to the lower layer and CG uplink grant validation. Hence, it is suggested to revise the corresponding part as the following:
	For an uplink grant configured for configured grant Type 1 for CG-SDT on the selected uplink carrier as in clause 5.27, when CG-SDT is triggered and not terminated, for each configured uplink grant valid according to TS 38.214 [7] for which the above formula is satisfied, the MAC entity shall:
1>	if, after initial transmission for CG-SDT with CCCH message has been performed according to clause 5.4.1, and PDCCH addressed to the MAC entity's C-RNTI has not been received, and the SSB corresponding to the configured UL grant has the same SSB index as the SSB selected for initial transmission for CG-SDT with CCCH message (i.e., retransmission of initial transmission of CG-SDT):
2>	select the SSB corresponding to the configured UL grant with the same SSB index as the SSB selected for initial transmission for CG-SDT with CCCH message;
2>	indicate the SSB index corresponding to the configured uplink grant to the lower layer;
2>	consider this configured uplink grant as valid.


[bookmark: _Toc110587566][bookmark: _Toc111031796]Proposal 1: Instead of a condition of retransmission of initial transmission of CG-SDT, selection the same SSB index for initial CG-SDT retransmission with CCCH is changed to the UE behaviour during the procedure.
2.2	Retransmission for initial transmission for CG-SDT with CCCH
It was agreed that autonomous retransmission can be used for CG-SDT with CCCH message. And cg-SDT-RetransmissionTimer which is used to indicate the initial value of the configured grant retransmission timer for the initial transmission of CG-SDT with CCCH message is defined. This function is similar to that of cg-RetransmissionTimer. And it has been specified in MAC for cg-RetransmissionTimer that:
	RRC configures the following parameter when retransmissions on configured uplink grant is configured:
-	cg-RetransmissionTimer: the duration after a configured grant (re)transmission of a HARQ process when the UE shall not autonomously retransmit that HARQ process.


We think the same clarification can be specified in MAC for cg-SDT-RetransmissionTimer. for better understanding.
[bookmark: _Toc111031797]Proposal 2: Similar as cg-RetransmissionTimer, cg-SDT-RetransmissionTimer needs to be specified in MAC.
In current MAC specification, it is specified that the retransmission for configured grant can use the repetition of configured uplink grants, uplink grants addressed to CS-RNTI and configured uplink grant with cg-RetransmissionTimer configured as shown below. And in SDT, autonomous retransmission is also performed on the configured uplink grant, but this is not included in current spec.
	Retransmissions use:
-	repetition of configured uplink grants; or
-	received uplink grants addressed to CS-RNTI; or
-	configured uplink grants with cg-RetransmissionTimer configured.


Therefore, we propose that:
[bookmark: _Toc111031798]Proposal 3: It can be specified in MAC that retransmission for initial transmission for CG-SDT with CCCH message can use configured uplink grants in CG-SDT.
[bookmark: _Toc111031799]Proposal 4: Adopt the TP in Annex 1.
2.3	HARQ process ID clarification
In RAN2#116e-meeting [3], it was agreed that:
	8.	The Rel-16 calculation on the HARQ process ID of the CG type-1 for licensed band is reused as the baseline for CG-SDT


According to the agreement, the HARQ process ID for licensed band is applied for CG-SDT. Then, it should be clarified that harq-ProcID-Offset which is used for HARQ process ID calculation in NR-U can’t be used in CG-SDT. Otherwise, it may cause confusion especially. Hence, we suggest clariry in RRC that:
[bookmark: _Toc111031800]Proposal 5: Clarify in RRC that harq-ProcID-Offset is not used in CG-SDT and adopt the TP in Annex 2.
2.4	Mandatory for cg-SDT-timeAlignmentTimer
In the field description for cg-SDT-timeAlignmentTimer, it is specified that [4]:
	cg-SDT-timeAlignmentTimer
TAT value for CG-SDT as specified in TS 38.321 [3]. The network always configures this when sdt-MAC-PHY-CG-Config is configured.


Based on the sentence highlighted in yellow, it can be seen that the field cg-SDT-timeAlignmentTimer is always configured together with sdt-MAC-PHY-CG-Config. So this filed should be mandatory not optional. Therefore, we propose that:
[bookmark: _Toc111031801]Proposal 6: Remove “Optional” for cg-SDT-timeAlignmentTimer and adopt the TP in Annex 3.
Conclusion
In this document, we analyse remaining issues for SDT, we propose that:
Proposal 1: Instead of a condition of retransmission of initial transmission of CG-SDT, selection the same SSB index for initial CG-SDT retransmission with CCCH is changed to the UE behaviour during the procedure.
Proposal 2: Similar as cg-RetransmissionTimer, cg-SDT-RetransmissionTimer needs to be specified in MAC.
Proposal 3: It can be specified in MAC that retransmission for initial transmission for CG-SDT with CCCH message can use configured uplink grants in CG-SDT.
Proposal 4: Adopt the TP in Annex 1.
Proposal 5: Clarify in RRC that harq-ProcID-Offset is not used in CG-SDT and adopt the TP in Annex 2.
Proposal 6: Remove “Optional” for cg-SDT-timeAlignmentTimer and adopt the TP in Annex 3.
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Annex 1
38.321-h10
[bookmark: _Toc109217568]5.8.2		Uplink
There are two types of transmission without dynamic grant:
-	configured grant Type 1 where an uplink grant is provided by RRC, and stored as configured uplink grant;
-	configured grant Type 2 where an uplink grant is provided by PDCCH, and stored or cleared as configured uplink grant based on L1 signalling indicating configured uplink grant activation or deactivation.
Type 1 and Type 2 are configured by RRC for a Serving Cell per BWP. Multiple configurations can be active simultaneously in the same BWP. For Type 2, activation and deactivation are independent among the Serving Cells. For the same BWP, the MAC entity can be configured with both Type 1 and Type 2.
Only configured grant Type 1 can be configured for CG-SDT. CG-SDT can only be configured on initial BWP.
RRC configures the following parameters when the configured grant Type 1 is configured:
-	cs-RNTI: CS-RNTI for retransmission;
-	cg-SDT-RSRP-ThresholdSSB: an RSRP threshold configured for SSB selection for CG-SDT;
-	periodicity: periodicity of the configured grant Type 1;
-	timeDomainOffset: Offset of a resource with respect to SFN = timeReferenceSFN in time domain;
-	timeDomainAllocation: Allocation of configured uplink grant in time domain which contains startSymbolAndLength (i.e. SLIV in TS 38.214 [7]) or startSymbol (i.e. S in TS 38.214 [7]);
-	nrofHARQ-Processes: the number of HARQ processes for configured grant;
-	harq-ProcID-Offset: offset of HARQ process for configured grant configured with cg-RetransmissionTimer for operation with shared spectrum channel access;
-	harq-ProcID-Offset2: offset of HARQ process for configured grant not configured with cg-RetransmissionTimer;
-	timeReferenceSFN: SFN used for determination of the offset of a resource in time domain. The UE uses the closest SFN with the indicated number preceding the reception of the configured grant configuration.
RRC configures the following parameters when the configured grant Type 2 is configured:
-	cs-RNTI: CS-RNTI for activation, deactivation, and retransmission;
-	periodicity: periodicity of the configured grant Type 2;
-	nrofHARQ-Processes: the number of HARQ processes for configured grant;
-	harq-ProcID-Offset: offset of HARQ process for configured grant configured with cg-RetransmissionTimer for operation with shared spectrum channel access;
-	harq-ProcID-Offset2: offset of HARQ process for configured grant not configured with cg-RetransmissionTimer.
RRC configures the following parameter when retransmissions on configured uplink grant is configured:
-	cg-RetransmissionTimer: the duration after a configured grant (re)transmission of a HARQ process when the UE shall not autonomously retransmit that HARQ process;.
-	cg-SDT-RetransmissionTimer: the duration after a configured grant (re)transmission of a HARQ process for initial transmission for CG-SDT with CCCH message when the UE shall not autonomously retransmit that HARQ process.
Upon configuration of a configured grant Type 1 for a BWP of a Serving Cell by upper layers, the MAC entity shall:
1>	store the uplink grant provided by upper layers as a configured uplink grant for the indicated BWP of the Serving Cell;
1>	initialise or re-initialise the configured uplink grant to start in the symbol according to timeDomainOffset, timeReferenceSFN, and S (derived from SLIV or provided by startSymbol as specified in TS 38.214 [7]), and to reoccur with periodicity.
After an uplink grant is configured for a configured grant Type 1, the MAC entity shall consider sequentially that the Nth (N >= 0) uplink grant occurs in the symbol for which:
	[(SFN × numberOfSlotsPerFrame × numberOfSymbolsPerSlot)
	+ (slot number in the frame × numberOfSymbolsPerSlot) + symbol number in the slot] =
	(timeReferenceSFN × numberOfSlotsPerFrame × numberOfSymbolsPerSlot
	+ timeDomainOffset × numberOfSymbolsPerSlot + S + N × periodicity)
	modulo (1024 × numberOfSlotsPerFrame × numberOfSymbolsPerSlot)
For an uplink grant configured for configured grant Type 1 for CG-SDT on the selected uplink carrier as in clause 5.27, when CG-SDT is triggered and not terminated, for each configured uplink grant valid according to TS 38.214 [7] for which the above formula is satisfied, the MAC entity shall:
1>	if, after initial transmission for CG-SDT with CCCH message has been performed according to clause 5.4.1, and PDCCH addressed to the MAC entity's C-RNTI has not been received, and the SSB corresponding to the configured UL grant has the same SSB index as the SSB selected for initial transmission for CG-SDT with CCCH message (i.e., retransmission of initial transmission of CG-SDT):
2>	select the SSB corresponding to the configured UL grant with the same SSB index as the SSB selected for initial transmission for CG-SDT with CCCH message;
2>	indicate the SSB index corresponding to the configured uplink grant to the lower layer;
2>	consider this configured uplink grant as valid.
1>	else if at least one SSB configured for CG-SDT with SS-RSRP above cg-SDT-RSRP-ThresholdSSB is available:
2>	if at least one SSB corresponding to the configured uplink grant with SS-RSRP above the cg-SDT-RSRP-ThresholdSSB is available:
3>	if this is the initial transmission of CG-SDT with CCCH message after the CG-SDT procedure is initiated as in clause 5.27 (i.e., initial transmission for CG-SDT):
4>	select an SSB with SS-RSRP above cg-SDT-RSRP-ThresholdSSB amongst the SSB(s) associated with the configured grant.
3>	else if PDCCH addressed to C-RNTI has been received after the initial transmission of CG-SDT with CCCH message (i.e., subsequent new transmission for CG-SDT):
4>	if SS-RSRP of the SSB selected for the previous transmission for CG-SDT is above cg-SDT-RSRP-ThresholdSSB and this SSB is associated with this configured grant:
5>	select this SSB.
4>	else:
5>	select an SSB with SS-RSRP above cg-SDT-RSRP-ThresholdSSB amongst the SSB(s) associated with the configured grant.
3>	indicate the SSB index to the lower layer;
3>	consider this configured uplink grant as valid.
1>	else if PDCCH addressed to C-RNTI after the initial transmission of the CG-SDT with CCCH message has been received:
2>	initiate Random Access procedure in clause 5.1.
After an uplink grant is configured for a configured grant Type 2, the MAC entity shall consider sequentially that the Nth (N >= 0) uplink grant occurs in the symbol for which:
	[(SFN × numberOfSlotsPerFrame × numberOfSymbolsPerSlot)
	+ (slot number in the frame × numberOfSymbolsPerSlot) + symbol number in the slot] =
	[(SFNstart time × numberOfSlotsPerFrame × numberOfSymbolsPerSlot
	+ slotstart time × numberOfSymbolsPerSlot + symbolstart time) + N × periodicity]
	modulo (1024 × numberOfSlotsPerFrame × numberOfSymbolsPerSlot)
where SFNstart time, slotstart time, and symbolstart time are the SFN, slot, and symbol, respectively, of the first transmission opportunity of PUSCH where the configured uplink grant was (re-)initialised.
If cg-nrofPUSCH-InSlot or cg-nrofSlots is configured for a configured grant Type 1 or Type 2, the MAC entity shall consider the uplink grants occur in those additional PUSCH allocations as specified in clause 6.1.2.3 of TS 38.214 [7].
NOTE:	In case of unaligned SFN across carriers in a cell group, the SFN of the concerned Serving Cell is used to calculate the occurrences of configured uplink grants.
When the configured uplink grant is released by upper layers, all the corresponding configurations shall be released and all corresponding uplink grants shall be cleared.
The MAC entity shall:
1>	if at least one configured uplink grant confirmation has been triggered and not cancelled; and
1>	if the MAC entity has UL resources allocated for new transmission:
2>	if, in this MAC entity, at least one configured uplink grant is configured by configuredGrantConfigToAddModList:
3>	instruct the Multiplexing and Assembly procedure to generate a Multiple Entry Configured Grant Confirmation MAC CE as defined in clause 6.1.3.31.
2>	else:
3>	instruct the Multiplexing and Assembly procedure to generate a Configured Grant Confirmation MAC CE as defined in clause 6.1.3.7.
2>	cancel all triggered configured uplink grant confirmation(s).
For a configured grant Type 2, the MAC entity shall clear the configured uplink grant(s) immediately after first transmission of Configured Grant Confirmation MAC CE or Multiple Entry Configured Grant Confirmation MAC CE which confirms the configured uplink grant deactivation.
Retransmissions use:
-	repetition of configured uplink grants; or
-	received uplink grants addressed to CS-RNTI; or
-	configured uplink grants with cg-RetransmissionTimer configured; or
-	configured uplink grants for retransmission of initial transmission for CG-SDT with CCCH message.





Annex 2
38.331-h10
[bookmark: _Toc60777158][bookmark: _Toc100930042][bookmark: _Hlk54206873]6.3.2	Radio resource control information elements
[bookmark: _Toc60777202][bookmark: _Toc100930090]–	ConfiguredGrantConfig
The IE ConfiguredGrantConfig is used to configure uplink transmission without dynamic grant according to two possible schemes. The actual uplink grant may either be configured via RRC (type1) or provided via the PDCCH (addressed to CS-RNTI) (type2). Multiple Configured Grant configurations may be configured in one BWP of a serving cell.
ConfiguredGrantConfig information element
-- ASN1START
-- TAG-CONFIGUREDGRANTCONFIG-START

ConfiguredGrantConfig ::=           SEQUENCE {
    frequencyHopping                    ENUMERATED {intraSlot, interSlot}                                       OPTIONAL,   -- Need S
    cg-DMRS-Configuration               DMRS-UplinkConfig,
    mcs-Table                           ENUMERATED {qam256, qam64LowSE}                                         OPTIONAL,   -- Need S
    mcs-TableTransformPrecoder          ENUMERATED {qam256, qam64LowSE}                                         OPTIONAL,   -- Need S
    uci-OnPUSCH                         SetupRelease { CG-UCI-OnPUSCH }                                         OPTIONAL,   -- Need M
    resourceAllocation                  ENUMERATED { resourceAllocationType0, resourceAllocationType1, dynamicSwitch },
    rbg-Size                            ENUMERATED {config2}                                                    OPTIONAL,   -- Need S
    powerControlLoopToUse               ENUMERATED {n0, n1},
    p0-PUSCH-Alpha                      P0-PUSCH-AlphaSetId,
    transformPrecoder                   ENUMERATED {enabled, disabled}                                          OPTIONAL,   -- Need S
    nrofHARQ-Processes                  INTEGER(1..16),
    repK                                ENUMERATED {n1, n2, n4, n8},
    repK-RV                             ENUMERATED {s1-0231, s2-0303, s3-0000}                                  OPTIONAL,   -- Need R
    periodicity                         ENUMERATED {
                                                sym2, sym7, sym1x14, sym2x14, sym4x14, sym5x14, sym8x14, sym10x14, sym16x14, sym20x14,
                                                sym32x14, sym40x14, sym64x14, sym80x14, sym128x14, sym160x14, sym256x14, sym320x14, sym512x14,
                                                sym640x14, sym1024x14, sym1280x14, sym2560x14, sym5120x14,
                                                sym6, sym1x12, sym2x12, sym4x12, sym5x12, sym8x12, sym10x12, sym16x12, sym20x12, sym32x12,
                                                sym40x12, sym64x12, sym80x12, sym128x12, sym160x12, sym256x12, sym320x12, sym512x12, sym640x12,
                                                sym1280x12, sym2560x12
    },
    configuredGrantTimer                INTEGER (1..64)                                                         OPTIONAL,   -- Need R
    rrc-ConfiguredUplinkGrant           SEQUENCE {
        timeDomainOffset                    INTEGER (0..5119),
        timeDomainAllocation                INTEGER (0..15),
        frequencyDomainAllocation           BIT STRING (SIZE(18)),
        antennaPort                         INTEGER (0..31),
        dmrs-SeqInitialization              INTEGER (0..1)                                                         OPTIONAL,   -- Need R
        precodingAndNumberOfLayers          INTEGER (0..63),
        srs-ResourceIndicator               INTEGER (0..15)                                                        OPTIONAL,   -- Need R
        mcsAndTBS                           INTEGER (0..31),
        frequencyHoppingOffset              INTEGER (1.. maxNrofPhysicalResourceBlocks-1)                          OPTIONAL,   -- Need R
        pathlossReferenceIndex              INTEGER (0..maxNrofPUSCH-PathlossReferenceRSs-1),
        ...,
        [[
        pusch-RepTypeIndicator-r16          ENUMERATED {pusch-RepTypeA,pusch-RepTypeB}                             OPTIONAL,   -- Need M
        frequencyHoppingPUSCH-RepTypeB-r16  ENUMERATED {interRepetition, interSlot}                                OPTIONAL,   -- Cond RepTypeB
        timeReferenceSFN-r16                ENUMERATED {sfn512}                                                    OPTIONAL    -- Need S
        ]],
        [[
        pathlossReferenceIndex2-r17        INTEGER (0..maxNrofPUSCH-PathlossReferenceRSs-1)                        OPTIONAL,   -- Need R
        srs-ResourceIndicator2-r17         INTEGER (0..15)                                                         OPTIONAL,   -- Need R
        precodingAndNumberOfLayers2-r17    INTEGER (0..63)                                                         OPTIONAL,   -- Need R
        timeDomainAllocation-v1710         INTEGER (16..63)                                                        OPTIONAL,    -- Need M
        timeDomainOffset-r17               INTEGER (0..40959)                                                      OPTIONAL,   -- Need R
        cg-SDT-Configuration-r17           CG-SDT-Configuration-r17                                                OPTIONAL    -- Need M
        ]]
    }                                                                                                           OPTIONAL,   -- Need R
    ...,
    [[
    cg-RetransmissionTimer-r16              INTEGER (1..64)                                                     OPTIONAL,   -- Need R
    cg-minDFI-Delay-r16                     ENUMERATED
                                                    {sym7, sym1x14, sym2x14, sym3x14, sym4x14, sym5x14, sym6x14, sym7x14, sym8x14,
                                                     sym9x14, sym10x14, sym11x14, sym12x14, sym13x14, sym14x14,sym15x14, sym16x14
                                                    }                                                   OPTIONAL,   -- Need R
    cg-nrofPUSCH-InSlot-r16                 INTEGER (1..7)                                              OPTIONAL,   -- Need R
    cg-nrofSlots-r16                        INTEGER (1..40)                                             OPTIONAL,   -- Need R
    cg-StartingOffsets-r16                  CG-StartingOffsets-r16                                      OPTIONAL,   -- Need R
    cg-UCI-Multiplexing-r16                 ENUMERATED {enabled}                                        OPTIONAL,   -- Need R
    cg-COT-SharingOffset-r16                INTEGER (1..39)                                             OPTIONAL,   -- Need R
    betaOffsetCG-UCI-r16                    INTEGER (0..31)                                            OPTIONAL,   -- Need R
    cg-COT-SharingList-r16                  SEQUENCE (SIZE (1..1709)) OF CG-COT-Sharing-r16             OPTIONAL,   -- Need R
    harq-ProcID-Offset-r16                  INTEGER (0..15)                                             OPTIONAL,   -- Need M
    harq-ProcID-Offset2-r16                 INTEGER (0..15)                                             OPTIONAL,   -- Need M
    configuredGrantConfigIndex-r16          ConfiguredGrantConfigIndex-r16                              OPTIONAL,   -- Cond CG-List
    configuredGrantConfigIndexMAC-r16       ConfiguredGrantConfigIndexMAC-r16                           OPTIONAL,   -- Cond CG-IndexMAC
    periodicityExt-r16                      INTEGER (1..5120)                                           OPTIONAL,   -- Need R
    startingFromRV0-r16                     ENUMERATED {on, off}                                        OPTIONAL,   -- Need R
    phy-PriorityIndex-r16                   ENUMERATED {p0, p1}                                         OPTIONAL,   -- Need R
    autonomousTx-r16                        ENUMERATED {enabled}                                        OPTIONAL    -- Cond LCH-BasedPrioritization
    ]],
    [[
    cg-betaOffsetsCrossPri0-r17             SetupRelease { BetaOffsetsCrossPriSelCG-r17 }               OPTIONAL,   -- Need M
    cg-betaOffsetsCrossPri1-r17             SetupRelease { BetaOffsetsCrossPriSelCG-r17 }               OPTIONAL,   -- Need M
    mappingPattern-r17                      ENUMERATED {cyclicMapping, sequentialMapping}               OPTIONAL,   -- Cond SRSsets
    sequenceOffsetForRV-r17                 INTEGER (0..3)                                              OPTIONAL,   -- Need R
    p0-PUSCH-Alpha2-r17                     P0-PUSCH-AlphaSetId                                         OPTIONAL,   -- Need R
    powerControlLoopToUse2-r17              ENUMERATED {n0, n1}                                         OPTIONAL,   -- Need R
    cg-COT-SharingList-r17                  SEQUENCE (SIZE (1..50722)) OF CG-COT-Sharing-r17             OPTIONAL,   -- Need R
    periodicityExt-r17                      INTEGER (1..40960)                                          OPTIONAL,   -- Need R
    repK-v1710                              ENUMERATED {n12, n16, n24, n32}                             OPTIONAL,   -- Need R
    nrofHARQ-Processes-v1700                INTEGER(17..32)                                             OPTIONAL,   -- Need M
    harq-ProcID-Offset2-v1700               INTEGER (16..31)                                            OPTIONAL,   -- Need R
    configuredGrantTimer-v1700              INTEGER(33..288)                                            OPTIONAL,   -- Need R
    cg-minDFI-Delay-v1710                   INTEGER (238..3584)                                         OPTIONAL    -- Need R
        ]]
}

CG-UCI-OnPUSCH ::= CHOICE {
    dynamic                                 SEQUENCE (SIZE (1..4)) OF BetaOffsets,
    semiStatic                              BetaOffsets
}

CG-COT-Sharing-r16 ::= CHOICE {
    noCOT-Sharing-r16                   NULL,
    cot-Sharing-r16                     SEQUENCE {
         duration-r16                       INTEGER (1..39),
         offset-r16                         INTEGER (1..39),
         channelAccessPriority-r16          INTEGER (1..4)
    }
}

CG-COT-Sharing-r17 ::=  CHOICE {
    noCOT-Sharing-r17                   NULL,
    cot-Sharing-r17                     SEQUENCE {
         duration-r17                       INTEGER (1..319),
         offset-r17                         INTEGER (1..319)
    }
}

CG-StartingOffsets-r16 ::= SEQUENCE {
    cg-StartingFullBW-InsideCOT-r16         SEQUENCE (SIZE (1..7)) OF INTEGER (0..6)             OPTIONAL,   -- Need R
    cg-StartingFullBW-OutsideCOT-r16        SEQUENCE (SIZE (1..7)) OF INTEGER (0..6)             OPTIONAL,   -- Need R
    cg-StartingPartialBW-InsideCOT-r16      INTEGER (0..6)                                       OPTIONAL,   -- Need R
    cg-StartingPartialBW-OutsideCOT-r16     INTEGER (0..6)                                       OPTIONAL    -- Need R
}

BetaOffsetsCrossPriSelCG-r17 ::= CHOICE {
    dynamic-r17         SEQUENCE (SIZE (1..4)) OF BetaOffsetsCrossPri-r17,
    semiStatic-r17      BetaOffsetsCrossPri-r17
}

CG-SDT-Configuration-r17 ::= SEQUENCE {
    cg-SDT-RetransmissionTimer   INTEGER (1..64)                                                 OPTIONAL,   -- Need R
    sdt-SSB-Subset-r17       CHOICE {
        shortBitmap-r17          BIT STRING (SIZE (4)),
        mediumBitmap-r17         BIT STRING (SIZE (8)),
        longBitmap-r17           BIT STRING (SIZE (64))
    }                                                                                            OPTIONAL,   -- Need S
    sdt-SSB-PerCG-PUSCH-r17   ENUMERATED {oneEighth, oneFourth, half, one, two, four, eight, sixteen}  OPTIONAL,   -- Need M
    sdt-P0-PUSCH-r17         INTEGER (-16..15)                                                   OPTIONAL, -- Need M
    sdt-Alpha-r17            ENUMERATED {alpha0, alpha04, alpha05, alpha06, alpha07, alpha08, alpha09, alpha1} OPTIONAL, -- Need M
    sdt-DMRS-Ports-r17       CHOICE {
        dmrsType1-r17            BIT STRING (SIZE (8)),
        dmrsType2-r17            BIT STRING (SIZE (12))
    }                                                                                            OPTIONAL,  -- Need M
    sdt-NrofDMRS-Sequences-r17  INTEGER (1..2)                                                   OPTIONAL   -- Need M
}

-- TAG-CONFIGUREDGRANTCONFIG-STOP
-- ASN1STOP

	ConfiguredGrantConfig field descriptions

	antennaPort
Indicates the antenna port(s) to be used for this configuration, and the maximum bitwidth is 5. See TS 38.214 [19], clause 6.1.2, and TS 38.212 [17], clause 7.3.1. The UE ignores this field in case of CG-SDT.

	autonomousTx
If this field is present, the Configured Grant configuration is configured with autonomous transmission, see TS 38.321 [3].

	betaOffsetCG-UCI
Beta offset for CG-UCI in CG-PUSCH, see TS 38.213 [13], clause 9.3

	cg-betaOffsetsCrossPri0, cg-betaOffsetsCrossPri1
Selection between and configuration of dynamic and semi-static beta-offset for multiplexing HARQ-ACK in CG-PUSCH with different priorities.
The field cg-betaOffsetsCrossPri0 indicates multiplexing LP HARQ-ACK in HP CG-PUSCH. This field is configured only if phy-PriorityIndex-r16 is configured with value p1.
The field cg-betaOffsetsCrossPri1 indicates multiplexing HP HARQ-ACK in LP CG-PUSCH. This field is configured only if phy-PriorityIndex-r16 is configured with value p0.

	cg-COT-SharingList
Indicates a table for COT sharing combinations (see 37.213 [48], clause 4.1.3). One row of the table can be set to noCOT-Sharing to indicate that there is no channel occupancy sharing. If the cg-RetransmissionTimer-r16 is configured and the UE operates as an initiating device in semi-static channel access mode (see TS 37.213 [48], clause 4.3), then cg-COT-SharingList-r16 is configured.

	cg-COT-SharingOffset
Indicates the offset from the end of the slot where the COT sharing indication in UCI is enabled where the offset in symbols is equal to 14*n, where n is the signaled value for cg-COT-SharingOffset. Applicable when ul-toDL-COT-SharingED-Threshold-r16 is not configured (see 37.213 [48], clause 4.1.3).

	cg-DMRS-Configuration
DMRS configuration (see TS 38.214 [19], clause 6.1.2.3).

	cg-minDFI-Delay
Indicates the minimum duration (in unit of symbols) from the ending symbol of the PUSCH to the starting symbol of the PDCCH containing the downlink feedback indication (DFI) carrying HARQ-ACK for this PUSCH. The HARQ-ACK received before this minimum duration is not considered as valid for this PUSCH (see TS 38.213 [13], clause 10.5). The following minimum duration values are supported, depending on the configured subcarrier spacing [symbols]:
15 kHz:	7, m*14, where m = {1, 2, 3, 4}
30 kHz:	7, m*14, where m = {1, 2, 3, 4, 5, 6, 7, 8}
60 kHz:	7, m*14, where m = {1, 2, 3, 4, 5, 6, 7, 8, 9, 10, 11, 12, 13, 14, 15, 16}
120 kHz:	7, m*14, where m = {1, 2, 3, 4, 5, 6, 7, 8, 9, 10, 11, 12, 13, 14, 15, 16, 17, 18, 19, 20, 21, 22, 23, 24, 25, 26, 27, 28, 29, 30, 31, 32}
480 kHz:	 m*14, where m = {2, 4, 8, 12, 16, 20, 24, 28, 32, 36, 40, 44, 48, 52, 56, 60, 64, 68, 72, 76, 80, 84, 88, 92, 96, 100, 104, 108, 112, 116, 120, 124, 128}
960 kHz:	 m*14, where m = {4, 8, 16, 24, 32, 40, 48, 56, 64, 72, 80, 88, 96, 104, 112, 120, 128, 136, 144, 152, 160, 168, 176, 184, 192, 200, 208, 216, 224, 232, 240, 248, 256}

	cg-nrofPUSCH-InSlot
Indicates the number of consecutive PUSCH configured to CG within a slot where the SLIV indicating the first PUSCH and additional PUSCH appended with the same length (see TS 38.214 [19], clause 6.1.2.3). The network can only configure this field if cg-RetransmissionTimer is configured.

	cg-nrofSlots
Indicates the number of allocated slots in a configured grant periodicity following the time instance of configured grant offset (see TS 38.214 [19], clause 6.1.2.3). The network can only configure this field if cg-RetransmissionTimer is configured.

	cg-RetransmissionTimer
Indicates the initial value of the configured retransmission timer (see TS 38.321 [3]) in multiples of periodicity. The value of cg-RetransmissionTimer is always less than or equal to the value of configuredGrantTimer. This field is always configured together with harq-ProcID-Offset. This field is not configured for operation in licensed spectrum or simultaneously with harq-ProcID-Offset2.

	cg-StartingOffsets
This field is not applicable for a UE which is allowed to operate as an initiating device in semi-static channel access mode, i.e., not applicable for a UE configured with UE FFP parameters (e.g. period, offset) regardless whether the UE would initiate its own COT or would share gNB's COT.

	cg-UCI-Multiplexing
If present, this field indicates that in the case of PUCCH overlapping with CG-PUSCH(s) within a PUCCH group, the CG-UCI and HARQ-ACK are jointly encoded (see TS 38.213 [13], clause 9).

	configuredGrantConfigIndex
Indicates the index of the Configured Grant configurations within the BWP.

	configuredGrantConfigIndexMAC
Indicates the index of the Configured Grant configurations within the MAC entity.

	configuredGrantTimer
Indicates the initial value of the configured grant timer (see TS 38.321 [3]) in multiples of periodicity. When cg-RetransmissonTimer is configured, if HARQ processes are shared among different configured grants on the same BWP, configuredGrantTimer * periodicity is set to the same value for the configurations that share HARQ processes on this BWP. The value of the extension configuredGrantTimer is 2 times the configured value.

	dmrs-SeqInitialization
The network configures this field if transformPrecoder is disabled or when the value of sdt-NrofDMRS-Sequences is set to 1. Otherwise, the field is absent.

	frequencyDomainAllocation
Indicates the frequency domain resource allocation, see TS 38.214 [19], clause 6.1.2, and TS 38.212 [17], clause 7.3.1).

	frequencyHopping
The value intraSlot enables 'Intra-slot frequency hopping' and the value interSlot enables 'Inter-slot frequency hopping'. If the field is absent, frequency hopping is not configured. The field frequencyHopping applies to configured grant for 'pusch-RepTypeA' (see TS 38.214 [19], clause 6.3.1).

	frequencyHoppingOffset
Frequency hopping offset used when frequency hopping is enabled (see TS 38.214 [19], clause 6.1.2 and clause 6.3).

	frequencyHoppingPUSCH-RepTypeB
Indicates the frequency hopping scheme for Type 1 CG when pusch-RepTypeIndicator is set to 'pusch-RepTypeB' (see TS 38.214 [19], clause 6.1). The value interRepetition enables 'Inter-repetition frequency hopping', and the value interSlot enables 'Inter-slot frequency hopping'. If the field is absent, the frequency hopping is not enabled for Type 1 CG.

	harq-ProcID-Offset
For operation with shared spectrum channel access configured with cg-RetransmissionTimer-r16, this configures the range of HARQ process IDs which can be used for this configured grant where the UE can select a HARQ process ID within [harq-procID-offset, .., (harq-procID-offset + nrofHARQ-Processes – 1)]. The network does not configure this for CG-SDT.

	harq-ProcID-Offset2
Indicates the offset used in deriving the HARQ process IDs, see TS 38.321 [3], clause 5.4.1. This field is not configured together with cg-RetransmissionTimer-r16. If the field harq-ProcID-Offset2-v1700 is present, the UE shall ignore the harq-ProcID-Offset2-r16.

	mappingPattern
Indicates whether the UE should follow Cyclical mapping pattern or Sequential mapping pattern when two SRS resource sets are configured in srs-ResourceSetToAddModList or srs-ResourceSetToAddModListDCI-0-2 with usage 'codebook' or 'noncodebook' for PUSCH transmission with a Type 1 configured grant and/or a Type 2 configured grant as described in clause 6.1.2.3 of TS 38.214 [19]

	mcs-Table
Indicates the MCS table the UE shall use for PUSCH without transform precoding. If the field is absent the UE applies the value qam64.

	mcs-TableTransformPrecoder
Indicates the MCS table the UE shall use for PUSCH with transform precoding. If the field is absent the UE applies the value qam64.

	mcsAndTBS
The modulation order, target code rate and TB size (see TS 38.214 [19], clause 6.1.2). The NW does not configure the values 28~31 in this version of the specification.

	nrofHARQ-Processes
The number of HARQ processes configured. It applies for both Type 1 and Type 2. See TS 38.321 [3], clause 5.4.1. If the UE is configured with nrofHARQ-Processes-v1700, the UE shall ignore nrofHARQ-Processes (without suffix).

	pathlossReferenceIndex
Indicates the reference signal index used as PUSCH pathloss reference (see TS 38.213 [13], clause 7.1.1). In case of CG-SDT, the UE does not use this field.

	pathlossReferenceIndex2
Indicates the reference signal used as PUSCH pathloss reference for the second SRS resource set. When this field is present, pathlossReferenceIndex indicates the reference signal used as PUSCH pathloss reference for the first SRS resource set 

	p0-PUSCH-Alpha
Index of the P0-PUSCH-AlphaSet to be used for this configuration.

	p0-PUSCH-Alpha2
Index of the P0-PUSCH-AlphaSet to be used for second SRS resource set. If this field is present, the p0-PUSCH-Alpha provides index for the P0-PUSCH-AlphaSet to be used for first SRS resource set.

	periodicity
Periodicity for UL transmission without UL grant for type 1 and type 2 (see TS 38.321 [3], clause 5.8.2).
The following periodicities are supported depending on the configured subcarrier spacing [symbols]:
15 kHz:	2, 7, n*14, where n={1, 2, 4, 5, 8, 10, 16, 20, 32, 40, 64, 80, 128, 160, 320, 640}
30 kHz:	2, 7, n*14, where n={1, 2, 4, 5, 8, 10, 16, 20, 32, 40, 64, 80, 128, 160, 256, 320, 640, 1280}
60 kHz with normal CP	2, 7, n*14, where n={1, 2, 4, 5, 8, 10, 16, 20, 32, 40, 64, 80, 128, 160, 256, 320, 512, 640, 1280, 2560}
60 kHz with ECP:	2, 6, n*12, where n={1, 2, 4, 5, 8, 10, 16, 20, 32, 40, 64, 80, 128, 160, 256, 320, 512, 640, 1280, 2560}
120 kHz:	2, 7, n*14, where n={1, 2, 4, 5, 8, 10, 16, 20, 32, 40, 64, 80, 128, 160, 256, 320, 512, 640, 1024, 1280, 2560, 5120}
480 and 960 kHz:	n*14, where n={1, 2, 4, 5, 8, 10, 16, 20, 32, 40, 64, 80, 128, 160, 256, 320, 512, 640, 1024, 1280, 2560, 5120}

	periodicityExt
This field is used to calculate the periodicity for UL transmission without UL grant for type 1 and type 2 (see TS 38.321 [3], clause 5,8.2). If this field is present, the field periodicity is ignored.
The following periodicites are supported depending on the configured subcarrier spacing [symbols]:
15 kHz:	periodicityExt*14, where periodicityExt has a value between 1 and 640.
30 kHz:	periodicityExt*14, where periodicityExt has a value between 1 and 1280.
60 kHz with normal CP:	periodicityExt*14, where periodicityExt has a value between 1 and 2560.
60 kHz with ECP:	periodicityExt*12, where periodicityExt has a value between 1 and 2560.
120 kHz:	periodicityExt*14, where periodicityExt has a value between 1 and 5120.
480 kHz:	periodicityExt*14, where periodicityExt has a value between 1 and 20480.
960 kHz:	periodicityExt*14, where periodicityExt has a value between 1 and 40960.

	phy-PriorityIndex
Indicates the PHY priority of CG PUSCH at least for PHY-layer collision handling. Value p0 indicates low priority and value p1 indicates high priority. The network does not configure this for CG-SDT.

	powerControlLoopToUse
Closed control loop to apply (see TS 38.213 [13], clause 7.1.1).

	powerControlLoopToUse2
Closed control loop to apply to second SRS resource set (see TS 38.213 [13], clause 7.1.1). If this field is present, the powerControlLoopToUse applies to the first SRS resource set.

	precodingAndNumberOfLayers
Indicates the precoding and number of layers (see TS 38.212 [17], clause 7.3.1.1.2, and TS 38.214 [19], clause 6.1.2.3). In case of CG-SDT, network sets this field to 1.

	precodingAndNumberOfLayers2
Indicates the precoding and number of layers for the second SRS resource set. When this field is present, precodingAndNumberOfLayers indicated the precoding and number of layers for the first SRS resource set.

	pusch-RepTypeIndicator
Indicates whether UE follows the behavior for PUSCH repetition type A or the behavior for PUSCH repetition type B for each Type 1 configured grant configuration. The value pusch-RepTypeA enables the 'PUSCH repetition type A' and the value pusch-RepTypeB enables the 'PUSCH repetition type B' (see TS 38.214 [19], clause 6.1.2.3). The value pusch-RepTypeB is not configured simultaneously with cg-nrofPUSCH-InSlot-r16 and cg-nrofSlots-r16. The network does not configure this field if cg-RetransmissionTimer-r16 is configured for CG operation with shared spectrum channel access.

	rbg-Size
Selection between configuration 1 and configuration 2 for RBG size for PUSCH. The UE does not apply this field if resourceAllocation is set to resourceAllocationType1. Otherwise, the UE applies the value config1 when the field is absent. Note: rbg-Size is used when the transformPrecoder parameter is disabled.

	repK-RV
The redundancy version (RV) sequence to use. See TS 38.214 [19], clause 6.1.2. The network configures this field if repetitions are used, i.e., if repK is set to n2, n4 or n8. This field is not configured when cg-RetransmissionTimer is configured. Otherwise, the field is absent.

	repK
Number of repetitions K, see TS 38.214 [19]. If the field repK-v1710 is present, the UE shall ignore the repK (without suffix).

	resourceAllocation
Configuration of resource allocation type 0 and resource allocation type 1. For Type 1 UL data transmission without grant, resourceAllocation should be resourceAllocationType0 or resourceAllocationType1.

	rrc-ConfiguredUplinkGrant
Configuration for "configured grant" transmission with fully RRC-configured UL grant (Type1). If this field is absent the UE uses UL grant configured by DCI addressed to CS-RNTI (Type2).

	sequenceOffsetForRV
Configures the RV offset for the starting RV for the first repetition (first actual repetition in PUSCH repetition Type B) towards the second 'SRS resource set' for PUSCH configured in either srs-ResourceSetToAddModList or srs-ResourceSetToAddModListDCI-0-2 with usage 'codebook' or 'noncodebook'.

	srs-ResourceIndicator
Indicates the SRS resource to be used. The network does not configure this for CG-SDT.

	srs-ResourceIndicator2
Indicates the SRS resource to be used for the second SRS resource set. When this field is present, the srs-ResourceIndicator is used for the first SRS resource set.

	startingFromRV0
This field is used to determine the initial transmission occasion of a transport block for a given RV sequence, see TS 38.214 [19], clause 6.1.2.3.1. The network does not configure this field if cg-RetransmissionTimer-r16 is configured for CG operation.

	timeDomainAllocation, timeDomainAllocation-v1710
Indicates a combination of start symbol and length and PUSCH mapping type, see TS 38.214 [19], clause 6.1.2 and TS 38.212 [17], clause 7.3.1.
If the field timeDomainAllocation-v1710 is present, the UE shall ignore timeDomainAllocation field (without suffix).

	timeDomainOffset
Offset related to the reference SFN indicated by timeReferenceSFN, see TS 38.321 [3], clause 5.8.2. timeDomainOffset-r17 is only applicable to 480 kHz and 960 kHz. If timeDomainOffset-r17 is present, the UE shall ignore timeDomainOffset (without suffix).

	timeReferenceSFN
Indicates SFN used for determination of the offset of a resource in time domain. The UE uses the closest SFN with the indicated number preceding the reception of the configured grant configuration, see TS 38.321 [3], clause 5.8.2. If the field timeReferenceSFN is not present, the reference SFN is 0.

	transformPrecoder
Enables or disables transform precoding for type1 and type2. If the field is absent, the UE enables or disables transform precoding in accordance with the field msg3-transformPrecoder in RACH-ConfigCommon, see TS 38.214 [19], clause 6.1.3.

	uci-OnPUSCH
Selection between and configuration of dynamic and semi-static beta-offset. For Type 1 UL data transmission without grant, uci-OnPUSCH should be set to semiStatic.



	CG-COT-Sharing field descriptions

	channelAccessPriority
Indicates the Channel Access Priority Class that the gNB can assume when sharing the UE initiated COT (see 37.213 [48], clause 4.1.3).

	duration
Indicates the number of DL transmission slots within UE initiated COT (see 37.213 [48], clause 4.1.3).

	offset
Indicates the number of DL transmission slots from the end of the slot where CG-UCI is detected after which COT sharing can be used (see 37.213 [48], clause 4.1.3).



	CG-StartingOffsets field descriptions

	cg-StartingFullBW-InsideCOT
A set of configured grant PUSCH transmission starting offsets which indicates the length of a CP extension of the first symbol that is located before the configured resource when frequency domain resource allocation includes all interlaces in the allocated RB set(s) and the CG PUSCH resource is inside gNB COT (see TS 38.214 [19], clause 6.1.2.3).

	cg-StartingFullBW-OutsideCOT
A set of configured grant PUSCH transmission starting offset indices (see TS 38.211[16], Table 5.3.1-2) which indicates the length of a CP extension of the first symbol that is located before the configured resource when frequency domain resource allocation includes all interlaces in the allocated RB set(s) and the CG PUSCH resource is outside gNB COT (see TS 38.214 [19], clause 6.1.2.3).

	cg-StartingPartialBW-InsideCOT
A set of configured grant PUSCH transmission starting offset index (see TS 38.211[16], Table 5.3.1-2) which indicates the length of a CP extension of the first symbol that is located before the configured resource when frequency domain resource allocation does not include all interlaces in the allocated RB set(s) and the CG PUSCH resource is inside gNB COT (see TS 38.214 [19], clause 6.1.2.3).

	cg-StartingPartialBW-OutsideCOT
A set of configured grant PUSCH transmission starting offset index (see TS 38.211[16], Table 5.3.1-2) which indicates the length of a CP extension of the first symbol that is located before the configured resource when frequency domain resource allocation does not include all interlaces in the allocated RB set(s) and the CG PUSCH resource is outside gNB COT (see TS 38.214 [19], clause 6.1.2.3).



	CG-SDT-Configuration field descriptions

	cg-SDT-RetransmissionTimer
Indicates the initial value of the configured grant retransmission timer used for the initial transmission of CG-SDT with CCCH message (see TS 38.321 [3]) in multiples of periodicity.

	sdt-DMRS-Ports
Indicates the set of DMRS ports for SSB to PUSCH mapping (see TS 38.213 [13]).

	sdt-NrofDMRS-Sequences
Indicates the number of DMRS sequences for SSB to PUSCH mapping (see TS 38.213 [13]).

	sdt-SSB-Subset
Indicates SSB subset for SSB to CG PUSCH mapping within one CG configuration. If this field is absent, UE assumes the SSB set includes all actually transmitted SSBs configured by SIB1.

	sdt-SSB-PerCG-PUSCH
The number of SSBs per CG PUSCH (see TS 38.213 [13]). Value one corresponds to 1 SSBs per CG PUSCH, value two corresponds to 2 SSBs per CG PUSCH and so on.

	sdt-P0-PUSCH
Indicates P0 value for PUSCH for CG SDT in steps of 1dB (see TS 38.213 [13]). When this field is configured, the UE ignores the p0-PUSCH-Alpha.

	sdt-Alpha
Indicates alpha value for PUSCH for CG SDT. alpha0 indicates value 0 is used alpha04 indicates value 4 is used and so on (see TS 38.213 [13]). When this field is configured, the UE ignores the p0-PUSCH-Alpha.



	Conditional Presence
	Explanation

	LCH-BasedPrioritization
	This field is optionally present, Need R, if lch-BasedPrioritization is configured in the MAC entity. It is absent otherwise.

	RepTypeB
	The field is optionally present if pusch-RepTypeIndicator is set to pusch-RepTypeB, Need S, and absent otherwise.

	CG-List
	The field is mandatory present when included in configuredGrantConfigToAddModList-r16, otherwise the field is absent.

	CG-IndexMAC
	The field is mandatory present if at least one configured grant is configured by configuredGrantConfigToAddModList-r16 in any BWP of this MAC entity, otherwise it is optionally present, need R.

	SRSsets
	This field is mandatory present when UE is configured with two SRS sets configured in either srs-ResourceSetToAddModList or srs-ResourceSetToAddModListDCI-0-2 with usage codebook or non-codebook. Otherwise it is absent, Need R



Annex 3
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[bookmark: _Toc60777089][bookmark: _Toc100929963][bookmark: _Hlk54206646]6.2.2	Message definitions
[bookmark: _Toc60777111][bookmark: _Toc100929988]–	RRCRelease
The RRCRelease message is used to command the release of an RRC connection or the suspension of the RRC connection.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: Network to UE
RRCRelease message
-- ASN1START
-- TAG-RRCRELEASE-START

RRCRelease ::=                      SEQUENCE {
    rrc-TransactionIdentifier           RRC-TransactionIdentifier,
    criticalExtensions                  CHOICE {
        rrcRelease                          RRCRelease-IEs,
        criticalExtensionsFuture            SEQUENCE {}
    }
}

RRCRelease-IEs ::=                  SEQUENCE {
    redirectedCarrierInfo               RedirectedCarrierInfo                                                       OPTIONAL,   -- Need N
    cellReselectionPriorities           CellReselectionPriorities                                                   OPTIONAL,   -- Need R
    suspendConfig                       SuspendConfig                                                               OPTIONAL,   -- Need R
    deprioritisationReq                 SEQUENCE {
        deprioritisationType                ENUMERATED {frequency, nr},
        deprioritisationTimer               ENUMERATED {min5, min10, min15, min30}
    }                                                                                                               OPTIONAL,   -- Need N
    lateNonCriticalExtension                OCTET STRING                                                        OPTIONAL,
    nonCriticalExtension                    RRCRelease-v1540-IEs                                                OPTIONAL
}

RRCRelease-v1540-IEs ::=            SEQUENCE {
    waitTime                           RejectWaitTime                OPTIONAL, -- Need N
    nonCriticalExtension               RRCRelease-v1610-IEs          OPTIONAL
}

RRCRelease-v1610-IEs ::=            SEQUENCE {
    voiceFallbackIndication-r16        ENUMERATED {true}                             OPTIONAL, -- Need N
    measIdleConfig-r16                 SetupRelease {MeasIdleConfigDedicated-r16}    OPTIONAL, -- Need M
    nonCriticalExtension               RRCRelease-v1650-IEs                          OPTIONAL
}

RRCRelease-v1650-IEs ::=            SEQUENCE {
    mpsPriorityIndication-r16          ENUMERATED {true}                             OPTIONAL, -- Cond Redirection2
    nonCriticalExtension               RRCRelease-v1710-IEs                          OPTIONAL
}

RRCRelease-v1710-IEs ::=            SEQUENCE {
    noLastCellUpdate-r17                ENUMERATED {true}                            OPTIONAL,   -- Need S
    nonCriticalExtension                SEQUENCE {}                                  OPTIONAL
}

RedirectedCarrierInfo ::=           CHOICE {
    nr                                  CarrierInfoNR,
    eutra                               RedirectedCarrierInfo-EUTRA,
    ...
}

RedirectedCarrierInfo-EUTRA ::=     SEQUENCE {
    eutraFrequency                      ARFCN-ValueEUTRA,
    cnType                              ENUMERATED {epc,fiveGC}                                             OPTIONAL    -- Need N
}

CarrierInfoNR ::=                   SEQUENCE {
    carrierFreq                         ARFCN-ValueNR,
    ssbSubcarrierSpacing                SubcarrierSpacing,
    smtc                                SSB-MTC                                                             OPTIONAL,      -- Need S
    ...
}

SuspendConfig ::=                   SEQUENCE {
    fullI-RNTI                          I-RNTI-Value,
    shortI-RNTI                         ShortI-RNTI-Value,
    ran-PagingCycle                     PagingCycle,
    ran-NotificationAreaInfo            RAN-NotificationAreaInfo                                            OPTIONAL,   -- Need M
    t380                                PeriodicRNAU-TimerValue                                             OPTIONAL,   -- Need R
    nextHopChainingCount                NextHopChainingCount,
    ...,
    [[
    sl-UEIdentityRemote-r17             RNTI-Value                                                          OPTIONAL, -- Cond L2RemoteUE
    sdt-Config-r17                      SetupRelease { SDT-Config-r17 }                                     OPTIONAL,   -- Need M
    srs-PosRRC-Inactive-r17             SetupRelease { SRS-PosRRC-Inactive-r17 }                            OPTIONAL,   -- Need M
    ran-ExtendedPagingCycle-r17         ExtendedPagingCycle-r17                                             OPTIONAL    -- Cond RANPaging
    ]]
}

PeriodicRNAU-TimerValue ::=         ENUMERATED { min5, min10, min20, min30, min60, min120, min360, min720}

CellReselectionPriorities ::=       SEQUENCE {
    freqPriorityListEUTRA               FreqPriorityListEUTRA                                               OPTIONAL,       -- Need M
    freqPriorityListNR                  FreqPriorityListNR                                                  OPTIONAL,       -- Need M
    t320                                ENUMERATED {min5, min10, min20, min30, min60, min120, min180, spare1} OPTIONAL,     -- Need R
    ...,
    [[
    freqPriorityListDedicatedSlicing-r17 FreqPriorityListDedicatedSlicing-r17                               OPTIONAL        -- Need M
    ]]
}

PagingCycle ::=                     ENUMERATED {rf32, rf64, rf128, rf256}

ExtendedPagingCycle-r17 ::=         ENUMERATED {rf256, rf512, rf1024, spare1}

FreqPriorityListEUTRA ::=           SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA

FreqPriorityListNR ::=              SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityNR

FreqPriorityEUTRA ::=               SEQUENCE {
    carrierFreq                         ARFCN-ValueEUTRA,
    cellReselectionPriority             CellReselectionPriority,
    cellReselectionSubPriority          CellReselectionSubPriority                                          OPTIONAL        -- Need R
}

FreqPriorityNR ::=                  SEQUENCE {
    carrierFreq                         ARFCN-ValueNR,
    cellReselectionPriority             CellReselectionPriority,
    cellReselectionSubPriority          CellReselectionSubPriority                                          OPTIONAL        -- Need R
}

RAN-NotificationAreaInfo ::=        CHOICE {
    cellList                            PLMN-RAN-AreaCellList,
    ran-AreaConfigList                  PLMN-RAN-AreaConfigList,
    ...
}

PLMN-RAN-AreaCellList ::=           SEQUENCE (SIZE (1.. maxPLMNIdentities)) OF PLMN-RAN-AreaCell

PLMN-RAN-AreaCell ::=               SEQUENCE {
    plmn-Identity                       PLMN-Identity                                                       OPTIONAL,   -- Need S
    ran-AreaCells                       SEQUENCE (SIZE (1..32)) OF  CellIdentity
}

PLMN-RAN-AreaConfigList ::=         SEQUENCE (SIZE (1..maxPLMNIdentities)) OF PLMN-RAN-AreaConfig

PLMN-RAN-AreaConfig ::=             SEQUENCE {
    plmn-Identity                       PLMN-Identity                                                       OPTIONAL,   -- Need S
    ran-Area                            SEQUENCE (SIZE (1..16)) OF  RAN-AreaConfig
}

RAN-AreaConfig ::=                  SEQUENCE {
    trackingAreaCode                    TrackingAreaCode,
    ran-AreaCodeList                    SEQUENCE (SIZE (1..32)) OF  RAN-AreaCode                            OPTIONAL    -- Need R
}

SDT-Config-r17 ::=                  SEQUENCE {
    sdt-DRB-List-r17                    SEQUENCE (SIZE (0..maxDRB)) OF DRB-Identity                         OPTIONAL,   -- Need M
    sdt-SRB2-Indication-r17             ENUMERATED {allowed}                                                OPTIONAL,   -- Need R
    sdt-MAC-PHY-CG-Config-r17           SetupRelease {SDT-CG-Config-r17}                                    OPTIONAL,   -- Need M
    sdt-DRB-ContinueROHC-r17            ENUMERATED { cell, rna }                                            OPTIONAL    -- Need S
}

SDT-CG-Config-r17 ::= OCTET STRING (CONTAINING SDT-MAC-PHY-CG-Config-r17)

SDT-MAC-PHY-CG-Config-r17 ::=       SEQUENCE {
    -- CG-SDT specific configuration
    
    cg-SDT-ConfigLCH-RestrictionToAddModList-r17 SEQUENCE (SIZE(1..maxLC-ID)) OF  CG-SDT-ConfigLCH-Restriction-r17 OPTIONAL,   -- Need N
    cg-SDT-ConfigLCH-RestrictionToReleaseList-r17 SEQUENCE (SIZE(1..maxLC-ID)) OF  LogicalChannelIdentity  OPTIONAL,   -- Need N
    cg-SDT-ConfigInitialBWP-NUL-r17       SetupRelease {BWP-UplinkDedicatedSDT-r17}                     OPTIONAL,   -- Need M
    cg-SDT-ConfigInitialBWP-SUL-r17       SetupRelease {BWP-UplinkDedicatedSDT-r17}                     OPTIONAL,   -- Need M
    cg-SDT-ConfigInitialBWP-DL-r17        BWP-DownlinkDedicatedSDT-r17                                  OPTIONAL,   -- Need M
[bookmark: _GoBack]    cg-SDT-TimeAlignmentTimer-r17           TimeAlignmentTimer                                              OPTIONAL,   -- Need M
    cg-SDT-RSRP-ThresholdSSB-r17            RSRP-Range                                                      OPTIONAL,   -- Need M
[bookmark: _Hlk95905177]    cg-SDT-TA-ValidationConfig-r17          SetupRelease { CG-SDT-TA-ValidationConfig-r17 }                 OPTIONAL,   -- Need M
    cg-SDT-CS-RNTI-r17                      RNTI-Value                                                      OPTIONAL,   -- Need M
    ...
}

CG-SDT-TA-ValidationConfig-r17 ::=  SEQUENCE {
    cg-SDT-RSRP-ChangeThreshold-r17     ENUMERATED { dB2, dB4, dB6, dB8, dB10, dB14, dB18, dB22,
                                            dB26, dB30, dB34, spare5, spare4, spare3, spare2, spare1}
}

BWP-DownlinkDedicatedSDT-r17 ::=    SEQUENCE {
    pdcch-Config-r17                    SetupRelease { PDCCH-Config }                                       OPTIONAL,   -- Need M
    pdsch-Config-r17                    SetupRelease { PDSCH-Config }                                       OPTIONAL,   -- Need M
   ...
}

BWP-UplinkDedicatedSDT-r17 ::=      SEQUENCE {
    pusch-Config-r17                    SetupRelease { PUSCH-Config }                                       OPTIONAL,   -- Need M
    configuredGrantConfigToAddModList-r17                 ConfiguredGrantConfigToAddModList-r16             OPTIONAL,   -- Need N
    configuredGrantConfigToReleaseList-r17                ConfiguredGrantConfigToReleaseList-r16            OPTIONAL,   -- Need N
   ...
}

CG-SDT-ConfigLCH-Restriction-r17 ::= SEQUENCE {
    logicalChannelIdentity-r17          LogicalChannelIdentity,
    configuredGrantType1Allowed-r17     ENUMERATED {true}                                                   OPTIONAL,   -- Need R
    allowedCG-List-r17                  SEQUENCE (SIZE (0.. maxNrofConfiguredGrantConfigMAC-1-r16)) OF ConfiguredGrantConfigIndexMAC-r16
                                                                                                            OPTIONAL    -- Need R
}

SRS-PosRRC-Inactive-r17 ::= OCTET STRING (CONTAINING SRS-PosRRC-InactiveConfig-r17)

SRS-PosRRC-InactiveConfig-r17 ::=       SEQUENCE {
    srs-PosConfigNUL-r17                    SRS-PosConfig-r17                                                   OPTIONAL,    -- Need R
    srs-PosConfigSUL-r17                    SRS-PosConfig-r17                                                   OPTIONAL,    -- Need R
    bwp-NUL-r17                             BWP                                                                 OPTIONAL,    -- Need S
    bwp-SUL-r17                             BWP                                                                 OPTIONAL,    -- Need S
    inactivePosSRS-TimeAlignmentTimer-r17   TimeAlignmentTimer                                                  OPTIONAL,    -- Need M
    inactivePosSRS-RSRP-changeThreshold-r17 RSRP-ChangeThreshold-r17                                            OPTIONAL     -- Need M
}

RSRP-ChangeThreshold-r17 ::= ENUMERATED {dB4, dB6, dB8, dB10, dB14, dB18, dB22, dB26, dB30, dB34, spare6, spare5, spare4, spare3, spare2, spare1}

SRS-PosConfig-r17 ::=               SEQUENCE {
    srs-PosResourceSetToReleaseList-r17 SEQUENCE (SIZE(1..maxNrofSRS-PosResourceSets-r16)) OF SRS-PosResourceSetId-r16 OPTIONAL,-- Need N
    srs-PosResourceSetToAddModList-r17  SEQUENCE (SIZE(1..maxNrofSRS-PosResourceSets-r16)) OF SRS-PosResourceSet-r16  OPTIONAL,-- Need N
    srs-PosResourceToReleaseList-r17    SEQUENCE (SIZE(1..maxNrofSRS-PosResources-r16)) OF SRS-PosResourceId-r16      OPTIONAL,-- Need N
    srs-PosResourceToAddModList-r17     SEQUENCE (SIZE(1..maxNrofSRS-PosResources-r16)) OF SRS-PosResource-r16        OPTIONAL -- Need N
}

-- TAG-RRCRELEASE-STOP
-- ASN1STOP

	RRCRelease-IEs field descriptions

	cnType
Indicate that the UE is redirected to EPC or 5GC.

	deprioritisationReq
Indicates whether the current frequency or RAT is to be de-prioritised.

	deprioritisationTimer
Indicates the period for which either the current carrier frequency or NR is deprioritised. Value minN corresponds to N minutes.

	measIdleConfig
Indicates measurement configuration to be stored and used by the UE while in RRC_IDLE or RRC_INACTIVE.

	mpsPriorityIndication
Indicates the UE can set the establishment cause to mps-PriorityAccess for a new connection to a new RAT following a redirect to NR. If the target RAT is E-UTRA, see TS 36.331 [10]. The gNB sets the indication only for UEs authorized to receive MPS treatment as indicated by ARP and/or QoS characteristics at the gNB, and it is applicable only for this instance of release with redirection to carrier/RAT included in the redirectedCarrierInfo field in the RRCRelease message.

	noLastCellUpdate
Presence of the field indicates that the last used cell for PEI shall not be updated. When the field is absent, the UE shall update its last used cell with the current cell.

	srs-PosRRCInactiveConfig
SRS for positioning confifuration during RRC_INACTIVE State.

	suspendConfig
Indicates configuration for the RRC_INACTIVE state. The network does not configure suspendConfig when the network redirect the UE to an inter-RAT carrier frequency or if the UE is configured with a DAPS bearer.

	redirectedCarrierInfo
Indicates a carrier frequency (downlink for FDD) and is used to redirect the UE to an NR or an inter-RAT carrier frequency, by means of cell selection at transition to RRC_IDLE or RRC_INACTIVE as specified in TS 38.304 [20]. Based on UE capability, the network may include redirectedCarrierInfo in RRCRelease message with suspendConfig if this message is sent in response to an RRCResumeRequest or an RRCResumeRequest1 which is triggered by the NAS layer (see 5.3.1.4 in TS 24.501 [23]).

	voiceFallbackIndication
Indicates the RRC release is triggered by EPS fallback for IMS voice as specified in TS 23.502 [43].



	CarrierInfoNR field descriptions

	carrierFreq
Indicates the redirected NR frequency.

	ssbSubcarrierSpacing
Subcarrier spacing of SSB in the redirected SSB frequency.
Only the following values are applicable depending on the used frequency:
FR1:    15 or 30 kHz
FR2-1:  120 or 240 kHz
FR2-2:  120, 480, or 960 kHz

	smtc
The SSB periodicity/offset/duration configuration for the redirected SSB frequency. It is based on timing reference of PCell. If the field is absent, the UE uses the SMTC configured in the measObjectNR having the same SSB frequency and subcarrier spacing.



	RAN-NotificationAreaInfo field descriptions

	cellList
A list of cells configured as RAN area.

	ran-AreaConfigList
A list of RAN area codes or RA code(s) as RAN area.



	PLMN-RAN-AreaConfig field descriptions

	plmn-Identity
PLMN Identity to which the cells in ran-Area belong. If the field is absent the UE not in SNPN access mode uses the ID of the registered PLMN. This field is not included for UE in SNPN access mode (for UE in SNPN access mode the ran-Area always belongs to the registered SNPN).

	ran-AreaCodeList
The total number of RAN-AreaCodes of all PLMNs does not exceed 32.

	ran-Area
Indicates whether TA code(s) or RAN area code(s) are used for the RAN notification area. The network uses only TA code(s) or both TA code(s) and RAN area code(s) to configure a UE. The total number of TACs across all PLMNs does not exceed 16.



	PLMN-RAN-AreaCell field descriptions

	plmn-Identity
PLMN Identity to which the cells in ran-AreaCells belong. If the field is absent the UE not in SNPN access mode uses the ID of the registered PLMN. This field is not included for UE in SNPN access mode (for UE in SNPN access mode the ran-AreaCells always belongs to the registered SNPN).

	ran-AreaCells
The total number of cells of all PLMNs does not exceed 32.



	SDT-Config field descriptions

	sdt-DRB-ContinueROHC
Indicates whether the PDCP entity of the radio bearers configured for SDT continues or resets the ROHC header compression protocol during PDCP re-establishment during SDT procedure, as specified in TS 38.323 [5]. Value cell indicates that ROHC header compression continues when the UE resumes for SDT in the same cell as the PCell when the RRCRelease message was received. Value rna indicates that ROHC header compression continues when the UE resumes for SDT in a cell belonging to the same RNA as the PCell where the RRCRelease message was received. If the field is absent, the UE releases any stored value for this field and the PDCP entity of the radio bearers configured for SDT always resets the ROHC header compression protocol during PDCP re-establishment when SDT procedure is initiated, as specified in TS 38.323 [5].

	sdt-DRB-List
Indicates the ID(s) of the DRB(s) that are configured for SDT. If size of the sequence is zero, then the UE assumes that none of the DRBs are configured for SDT. The network only configures MN terminated MCG bearers for SDT.

	sdt-SRB2-Indication
Indiates whether SRB2 is configured for SDT or not.



	SDT-MAC-PHY-CG-Config field descriptions

	cg-SDT-CS-RNTI
The CS-RNTI value for CG-SDT as specified in TS 38.321 [3].

	cg-SDT-RSRP-ThresholdSSB
An RSRP threshold configured for SSB selection for CG-SDT as specified in TS 38.321 [3].

	cg-SDT-TA-ValidationConfig
Configuration for the RSRP based TA validation. If this field is not configured, then the UE does not perform RSRP based TA validation.

	cg-SDT-timeAlignmentTimer
TAT value for CG-SDT as specified in TS 38.321 [3]. The network always configures this when sdt-MAC-PHY-CG-Config is configured.



	CG-SDT-TA-ValidationConfig field descriptions

	cg-SDT-RSRP-ChangeThreshold
The RSRP threshold for TA validation for CG-SDT as specified in TS 38.321 [3]. Value dB2 corresponds to 2 dB, value dB4 corresponds to 4 dB and so on.



	SRS-PosRRC-InactiveConfig field descriptions

	bwp-NUL
BWP configuration for SRS for Positioning during the RRC_INACTIVE state in Normal Uplink Carrier. If the field is absent UE is configured with an SRS for Positioning associated with the initial UL BWP and transmitted, during the RRC_INACTIVE state, inside the initial UL BWP with the same CP and SCS as configured for initial UL BWP.

	bwp-SUL
BWP configuration for SRS for Positioning during the RRC_INACTIVE state in Supplementary Uplink Carrier. If the field is absent UE is configured with an SRS for Positioning associated with the initial UL BWP and transmitted, during the RRC_INACTIVE state, inside the initial UL BWP with the same CP and SCS as configured for initial UL BWP.

	inactivePosSRS-RSRP-changeThreshold
RSRP threshold for the increase/decrease of RSRP for time alignment validation as specified in TS 38.321 [3].

	inactivePosSRS-TimeAlignmentTimer
TAT value for SRS for positioning transmission during RRC_INACTIVE State as specified in TS 38.321 [3].

	srs-PosConfig-NUL
SRS for Positioning configuration in RRC_INACTIVE state in Normal Uplink Carrier.

	srs-PosConfig-SUL
SRS for Positioning configuration in RRC_INACTIVE state in Supplementary Uplink Carrier.



	SuspendConfig field descriptions

	ran-ExtendedPagingCycle
The extended DRX (eDRX) cycle for RAN-initiated paging to be applied by the UE. Value rf256 corresponds to 256 radio frames, value rf512 corresponds to 512 radio frames and so on. Value of the field indicates an eDRX cycle which is shorter or equal to the IDLE mode eDRX cycle configured for the UE.

	ran-NotificationAreaInfo
Network ensures that the UE in RRC_INACTIVE always has a valid ran-NotificationAreaInfo.

	ran-PagingCycle
Refers to the UE specific cycle for RAN-initiated paging. Value rf32 corresponds to 32 radio frames, value rf64 corresponds to 64 radio frames and so on.

	sl-UEIdentityRemote
Indicates the C-RNTI to the L2 U2N Remote UE.

	t380
Refers to the timer that triggers the periodic RNAU procedure in UE. Value min5 corresponds to 5 minutes, value min10 corresponds to 10 minutes and so on.



	Conditional Presence
	Explanation

	L2RemoteUE
	The field is mandatory present for L2 U2N Remote UE's RNAU; otherwise it is absent.

	RANPaging
	This field is optionally present, Need R, if the UE is configured with eDRX in IDLE mode, see TS 24.401 [23]; otherwise the field is not present.

	Redirection2
	The field is optionally present, Need R, if redirectedCarrierInfo is included; otherwise the field is not present.



