

	
[bookmark: _Toc46502102][bookmark: _Toc29376131][bookmark: _Toc52551433][bookmark: _Toc37232028][bookmark: _Toc76505087][bookmark: _Toc20388051][bookmark: _Toc51971450]3GPP TSG-RAN2 Meeting # 119-e	R2-2207426
Online, 17 August - 29 Auguest, 2022
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.331
	CR
	3262
	rev
	0
	Current version:
	17.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Clarification of QoE Reporting with Session Start/Stop Information

	
	

	Source to WG:
	Apple

	Source to TSG:
	R2

	
	

	Work item code:
	NR_QoE-Core
	
	Date:
	2022-08-10

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	The procedure of application layer measurement reporting has the following step:

2>	if session start or stop information has been received from upper layers for the measConfigAppLayerId:
3>	set the appLayerSessionStatus to the received value of the application layer measurement information; 
The term “application layer measurement information” is quite vague, as the UE AS can receive different types of information relating to application layer measurement, and the UE AS may be confused about which information should be included in appLayerSessionStatus. As this step is relating to “session start or stop”, we think it is important to explicitly indicate that “session start or stop information” is to be included in the report, in order to avoid potential confusions. 

On the other hand, for the sake of consistency, we think it is better to clarify that appLayerSessionStatus is in MeasurementReportAppLayer message, which is aligned with other steps in this procedure.


	
	

	Summary of change:
	Change the text in Clause 5.7.16.2 as:

2> if session start or stop information has been received from upper layers for the measConfigAppLayerId:
3> set the appLayerSessionStatus in the MeasurementReportAppLayer message to the received value of session start or stop the application layer measurement information;

	
	

	Consequences if not approved:
	It is ambigious for the UE to know which application layer measurement information received from the upper layer should be set in appLayerSessionStatus.
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A UE capable of application layer measurement reporting in RRC_CONNECTED may initiate the procedure when configured with application layer measurement, i.e. when appLayerMeasConfig and SRB4 have been configured by the network.
Upon initiating the procedure, the UE shall:
1>	for each measConfigAppLayerId:
2>	if the UE AS has received application layer measurement report from upper layers which has not been transmitted; and
2>	if the application layer measurement reporting has not been suspended for the measConfigAppLayerId associated with the application layer measurement report according to clause 5.3.5.13d:
3>	set the measReportAppLayerContainer in the MeasurementReportAppLayer message to the received value in the application layer measurement report;
2>	set the measConfigAppLayerId in the MeasurementReportAppLayer message to the value of the measConfigAppLayerId received together with application layer measurement report information;
2>	if session start or stop information has been received from upper layers for the measConfigAppLayerId:
3>	set the appLayerSessionStatus in the MeasurementReportAppLayer message to the received value of the application layer measurement session start or stop information;
2>	if RAN visible application layer measurement report has been received from upper layers:
3>	for each appLayerBufferLevel value in the received RAN visible application layer measurement report:
4>	set the appLayerBufferLevel values in the appLayerBufferLevelList to the buffer level values received from the upper layer in the order with the first appLayerBufferLevel value set to the newest received buffer level value, the second appLayerBufferLevel value set to the second newest received buffer level value, and so on until all the buffer level values received from the upper layer have been assigned or the maximum number of values have been set according to appLayerBufferLevel, if configured;
3>	set the playoutDelayForMediaStartup to the received value in the RAN visible application layer measurement report, if any;
3>	for each PDU session ID value indicated in the received RAN visible application layer measurement report, if any:
4>	set the PDU-SessionID field in the pdu-SessionIdList to the indicated PDU session ID value;
2>	if the encoded RRC message is larger than the maximum supported size of one PDCP SDU specified in TS 38.323 [5]:
3>	if the RRC message segmentation is enabled based on the field rrc-SegAllowed received in appLayerMeasConfig:
4>	initiate the UL message segment transfer procedure as specified in clause 5.7.7;
3>	else:
4>	discard the RRC message;
2>	else:
3>	submit the MeasurementReportAppLayer message to lower layers for transmission upon which the procedure ends.
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