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	Reason for change:
	[bookmark: OLE_LINK1]According to the current TS 38.304, all the UEs shall perform neighbour cell measurements before the t-Service, as long as t-Service is present in SIB19. However, according to the agreements of UE capability (see below from RAN2#116bis-e), cell stop-time based neighbour cell measurements is an optional UE feature. So only the UE capable of this UE feature is required to perform this time-based measurements based on t-Service in SIB19, but not all the UEs. This UE capability related aspect should be reflected in the current specification for correct UE implementation.  

	4.	consider the following differentiation of control plane enhancements as baseline: 
	Essential sub-features include (for NGSO, FFS for GEO):
	1)	soft TAC update;
	2)	SMTC enhancements (event-triggered assistance information reporting, 2 SMTC in parallel);
	Optional sub-features include:
	1)	cell stop-time based neighbour cell measurements;
	2)	location based cell reselection criteria;
	3)	SMTC enhancements (4 SMTC in parallel and UE based solution in idle/inactive);
	4)	CHO enhancements (location based CHO).
	FFS if CHO enhancements (time based and Event A4 based CHO) is essential or optional




	
	

	Summary of change:
	In 5.2.4.2, clarify that only UEs that support cell stop-time based neighbour cell measurements shall perform neighbour cell measurements before t-Service.

Impact analysis
Impacted architecture options: 
Standalone

Impacted functionality: 
Measurement rules for cell re-selection

Inter-operability:
1. If the UE implements the CR, but the network does not, there could be potential misaligned understanding between the network and the UE, because only UE capable of cell stop-time based neighbour cell measurements will perform neighbour cell measurements based on t-Service, but the network assumes that all UEs in the cell are able to perform neighbour cell measurements based on t-Service.
1. If the network implements the CR, but the UE does not, there is no inter-operability issue.

	
	

	Consequences if not approved:
	Time-based cell reselection mechanism is captured in the Spec improperly, with potential misalignment with the UE capability Spec.
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[bookmark: _Toc60776777][bookmark: _Toc68014717]Start of changes
[bookmark: _Toc29245206][bookmark: _Toc37298552][bookmark: _Toc46502314][bookmark: _Toc52749291][bookmark: _Toc108988316][bookmark: OLE_LINK3]5.2.4.2	Measurement rules for cell re-selection
Following rules are used by the UE to limit needed measurements:
-	If the serving cell fulfils Srxlev > SIntraSearchP and Squal > SIntraSearchQ:
-	If distanceThresh is broadcasted in SIB19, and if UE supports location-based measurement initiation and has obtained its location information:
[bookmark: _Hlk96333131]-	If the distance between UE and the serving cell reference location is shorter than distanceThresh, the UE may not perform intra-frequency measurements;
-	Otherwise, the UE shall perform intra-frequency measurements;
-	Otherwise, the UE may not perform intra-frequency measurements;
-	Otherwise, the UE shall perform intra-frequency measurements.
-	The UE shall apply the following rules for NR inter-frequencies and inter-RAT frequencies which are indicated in system information and for which the UE has priority provided as defined in 5.2.4.1:
-	For a NR inter-frequency or inter-RAT frequency with a reselection priority higher than the reselection priority of the current NR frequency, the UE shall perform measurements of higher priority NR inter-frequency or inter-RAT frequencies according to TS 38.133 [8].
-	For a NR inter-frequency with an equal or lower reselection priority than the reselection priority of the current NR frequency and for inter-RAT frequency with lower reselection priority than the reselection priority of the current NR frequency:
-	If the serving cell fulfils Srxlev > SnonIntraSearchP and Squal > SnonIntraSearchQ:
-	If distanceThresh is broadcasted in SIB19, and if UE supports location-based measurement initiation and has valid UE location information:
-	If the distance between UE and the serving cell reference location is shorter than distanceThresh, the UE may choose not to perform measurements of NR inter-frequency cells of equal or lower priority, or inter-RAT frequency cells of lower priority;
-	Otherwise, the UE shall perform measurements of NR inter-frequency cells of equal or lower priority, or inter-RAT frequency cells of lower priority according to TS 38.133 [8];
-	Otherwise, the UE may choose not to perform measurements of NR inter-frequency cells of equal or lower priority, or inter-RAT frequency cells of lower priority;
-	Otherwise, the UE shall perform measurements of NR inter-frequency cells of equal or lower priority, or inter-RAT frequency cells of lower priority according to TS 38.133 [8].
-	If the UE supports relaxed measurement and relaxedMeasurement is present in SIB2, the UE may further relax the needed measurements, as specified in clause 5.2.4.9.
If the t-Service of the serving cell is present in SIB19, and if UE supports cell stop-time based neighbour cell measurements, the UE shall perform intra-frequency, inter-frequency or inter-RAT measurements before the t-Service, regardless of the distance between UE and the serving cell reference location or whether the serving cell fulfils Srxlev > SIntraSearchP and Squal > SIntraSearchQ, or Srxlev > SnonIntraSearchP and Squal > SnonIntraSearchQ and the exact time to start measurement before t-Service is up to UE implementation. UE shall perform measurements of higher priority NR inter-frequency or inter-RAT frequencies according to TS 38.133 [8] regardless of the remaining service time of the serving cell (i.e. time remaining until t-Service).
NOTE:	When evaluating the distance between UE and the serving cell reference location, it's up to UE implementation to obtain UE location information.
End of changes
