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	First change


5.2.1.3	System information validity and notification of changes
Change of system information (other than for ETWS, CMAS, EAB, UAC, and satellite assistance information parameters for the serving cell and for NB-IoT, other than for AB parameters, UAC and satellite assistance information parameters for the serving cell) only occurs at specific radio frames, i.e. the concept of a modification period is used. System information may be transmitted a number of times with the same content within a modification period, as defined by its scheduling. The modification period boundaries are defined by SFN values for which SFN mod m= 0, where m is the number of radio frames comprising the modification period. The modification period is configured by system information. If H-SFN is provided in SystemInformationBlockType1-BR, modification period boundaries for BL UEs and UEs in CE are defined by SFN values for which (H-SFN * 1024 + SFN) mod m=0. For NB-IoT, H-SFN is always provided and the modification period boundaries are defined by SFN values for which (H-SFN * 1024 + SFN) mod m=0.
To enable system information update notification for RRC_IDLE UEs configured to use a DRX cycle longer than the modification period, an eDRX acquisition period is defined. The boundaries of the eDRX acquisition period are determined by H-SFN values for which H-SFN mod 256 =0. For NB-IoT, the boundaries of the eDRX acquisition period are determined by H-SFN values for which H-SFN mod 1024 =0.
NOTE 1:	If the UE in RRC_IDLE is configured to use extended DRX cycle, e.g., in the order of several minutes or longer, in case the eNB is reset the UE SFN may not be synchronized to the new eNB SFN. The UE is expected to recover, e.g., acquire MIB within a reasonable time, to avoid repeated paging failures.
NOTE 1a:	For the UE in RRC_INACTIVE, the idle mode extended DRX cycle, if configured, is used to compare with the modification period.
[bookmark: _Hlk56523285]When the network changes (some of the) system information, it first notifies the UEs about this change, i.e. this may be done throughout a modification period. In the next modification period, the network transmits the updated system information. During a modification period where ETWS or CMAS transmission is started or stopped, the SI messages carrying the SIBs scheduled in schedulingInfoListExt and/or SI messages carrying the posSIBs scheduled in posSchedulingInfoList may change, so the UE might not be able to successfully receive those SIBs and/or posSIBs in the remainder of the current modification period and next modification period according to the scheduling information received prior to the change. These general principles are illustrated in figure 5.2.1.3-1, in which different colours indicate different system information. Upon receiving a change notification, the UE not configured to use a DRX cycle that is longer than the modification period acquires the new system information immediately from the start of the next modification period. Upon receiving a change notification applicable to eDRX, a UE in RRC_IDLE configured to use a DRX cycle that is longer than the modification period acquires the updated system information immediately from the start of the next eDRX acquisition period. The UE applies the previously acquired system information until the UE acquires the new system information. The possible boundaries of modification for SystemInformationBlockType1-BR are defined by SFN values for which SFN mod 512 = 0 except for notification of ETWS/CMAS for which the eNB may change SystemInformationBlockType1-BR content at any time. For NB-IoT, the possible boundaries of modification for SystemInformationBlockType1-NB are defined by SFN values for which (H-SFN * 1024 + SFN) mod 4096 = 0.



[bookmark: _Ref65473125][bookmark: _Ref65473118]Figure 5.2.1.3-1: Change of system Information
The Paging message is used to inform UEs in RRC_IDLE and UEs in RRC_CONNECTED about a system information change. If the UE is in RRC_CONNECTED or is not configured to use a DRX cycle longer than the modification period in RRC_IDLE, and receives a Paging message including the systemInfoModification, it knows that the system information will change at the next modification period boundary. A UE in RRC_IDLE that is configured to use a DRX cycle longer than the modification period, and receives in an eDRX acquisition period at least one Paging message including the systemInfoModification-eDRX, shall acquire the updated system information at the next eDRX acquisition period boundary. Although the UE may be informed about changes in system information, no further details are provided e.g. regarding which system information will change, except if systemInfoValueTagSI is received by BL UEs or UEs in CE.
In RRC_CONNECTED, BL UEs or UEs in CE or NB-IoT UEs are not required to acquire system information except when T311 is running, or upon handover where the UE is only required to acquire the MasterInformationBlock in the target PCell, or for UEs in CE to receive ETWS/CMAS information, or upon expiry of T317 where the UE is only required to acquire the SystemInformationBlockType31 (SystemInformationBlockType31-NB in NB-IoT). In RRC_IDLE, E-UTRAN may notify BL UEs or UEs in CE or NB-IoT UEs about SI update, and except for NB-IoT, ETWS and CMAS notification, EAB modification and UAC modification, using Direct Indication information, as specified in 6.6 (or 6.7.5 in NB-IoT) and TS 36.212 [22].
NOTE 2:	Upon system information change essential for BL UEs, UEs in CE, or NB-IoT UEs in RRC_CONNECTED, E-UTRAN may initiate connection release.
NOTE 3:	When acquiring SIB31(-NB) in RRC_CONNECTED, UE may assume that the scheduling is unchanged.
SystemInformationBlockType1 (or MasterInformationBlock-NB/ MasterInformationBlock-TDD-NB in NB-IoT) includes a value tag systemInfoValueTag, that indicates if a change has occurred in the SI messages. UEs may use systemInfoValueTag, e.g. upon return from out of coverage, to verify if the previously stored SI messages are still valid. MasterInformationBlock and RSS (if transmitted, see TS 36.211 [21]) may indicate using systemInfoUnchanged-BR that a change has not occurred in the SIB1-BR and SI messages of the current cell at least over the SI validity time, and the BL UEs or UEs in CE may use the systemInfoUnchanged-BR, e.g. upon return from out of coverage, to verify if the previously stored SIB1-BR and SI messages are still valid. Additionally, for other than BL UEs or UEs in CE or NB-IoT UEs, the UE considers stored system information to be invalid after 3 hours from the moment it was successfully confirmed as valid, unless specified otherwise. BL UE or UE in CE considers stored system information to be invalid after 24 hours from the moment it was successfully confirmed as valid, unless the UE is configured by parameter si-ValidityTime to consider stored system information to be invalid 3 hours after validity confirmation. NB-IoT UE considers stored system information to be invalid after 24 hours from the moment it was successfully confirmed as valid. If a BL UE, UE in CE or NB-IoT UE in RRC_CONNECTED state considers the stored system information invalid, the UE shall continue using the stored system information while in RRC_CONNECTED state in the serving cell.
For BL UEs or UEs in CE or NB-IoT UEs, the change of specific SI message can additionally be indicated by a SI message specific value tag systemInfoValueTagSI. If systemInfoValueTag included in the SystemInformationBlockType1-BR (or MasterInformationBlock-NB/ MasterInformationBlock-TDD-NB in NB-IoT) is different from the one of the stored system information and if systemInfoValueTagSI is included in the SystemInformationBlockType1-BR (or SystemInformationBlockType1-NB in NB-IoT) for a specific SI message and is different from the stored one, the UE shall consider this specific SI message to be invalid. If only systemInfoValueTag is included and is different from the stored one, the BL UE or UE in CE should consider any stored system information except SystemInformationBlockType10, SystemInformationBlockType11, SystemInformationBlockType12, SystemInformationBlockType14, SystemInformationBlockType25 and SystemInformationBlockType31 to be invalid; the NB-IoT UE should consider any stored system information except SystemInformationBlockType14-NB and SystemInformationBlockType31-NB to be invalid.
On MBMS-dedicated cell and on FeMBMS/Unicast-mixed cell, the change of system information and ETWS/CMAS notification is indicated by using Direct Indication FeMBMS defined in 6.6a. The modification periodicity follows MCCH modification periodicity as defined in 5.8.1.3.
E-UTRAN may not update systemInfoValueTag upon change of some system information e.g. ETWS information, CMAS information, RLOS indication (i.e., rlos-Enabled), regularly changing parameters like time information (SystemInformationBlockType8, SystemInformationBlockType16, hyperSFN-MSB in SystemInformationBlockType1-NB), EAB and AB parameters, UAC parameters, positioning system information blocks, or satellite assistance information. Similarly, E-UTRAN may not include the systemInfoModification within the Paging message upon change of some system information.
NOTE 4:	UE connected to NTN is expected to re-acquire SIB32(-NB) based on its own decision regardless of systemInfoValueTag change.
The UE that is not configured to use a DRX cycle longer than the modification period verifies that stored system information remains valid by either checking systemInfoValueTag in SystemInformationBlockType1 (or MasterInformationBlock-NB/ MasterInformationBlock-TDD-NB in NB-IoT) after the modification period boundary, or attempting to find the systemInfoModification indication at least modificationPeriodCoeff times during the modification period in case no paging is received, in every modification period. If no paging message is received by the UE during a modification period, the UE may assume that no change of system information will occur at the next modification period boundary. If UE in RRC_CONNECTED, during a modification period, receives one paging message, it may deduce from the presence/ absence of systemInfoModification whether a change of system information other than ETWS information, CMAS information, EAB and UAC parameters will occur in the next modification period or not.
When the RRC_IDLE UE is configured with a DRX cycle that is longer than the modification period, and at least one modification period boundary has passed since the UE last verified validity of stored system information, the UE verifies that stored system information remains valid by checking the systemInfoValueTag before establishing or resuming an RRC connection.
ETWS and/or CMAS capable UEs in RRC_CONNECTED, other than BL UEs and UEs in CE, shall attempt to read paging at least once every defaultPagingCycle to check whether ETWS and/or CMAS notification is present or not.

	Second change


[bookmark: _Toc20487267][bookmark: _Toc29342562][bookmark: _Toc29343701][bookmark: _Toc36566963][bookmark: _Toc36810403][bookmark: _Toc36846767][bookmark: _Toc36939420][bookmark: _Toc37082400][bookmark: _Toc46481034][bookmark: _Toc46482268][bookmark: _Toc46483502][bookmark: _Toc109167411]6.3.2	Radio resource control information elements
–	MAC-MainConfig
The IE MAC-MainConfig is used to specify the MAC main configuration for signalling and data radio bearers. All MAC main configuration parameters can be configured independently per Cell Group (i.e. MCG or SCG), unless explicitly specified otherwise.
MAC-MainConfig information element
-- ASN1START

MAC-MainConfig ::=					SEQUENCE {
	ul-SCH-Config						SEQUENCE {
		maxHARQ-Tx							ENUMERATED {
												n1, n2, n3, n4, n5, n6, n7, n8,
												n10, n12, n16, n20, n24, n28,
												spare2, spare1}		OPTIONAL,	-- Need ON
		periodicBSR-Timer					PeriodicBSR-Timer-r12	OPTIONAL,	-- Need ON
		retxBSR-Timer						RetxBSR-Timer-r12,
		ttiBundling							BOOLEAN
	}																OPTIONAL,	-- Need ON
	drx-Config							DRX-Config					OPTIONAL,	-- Need ON
	timeAlignmentTimerDedicated			TimeAlignmentTimer,
	phr-Config							CHOICE {
		release								NULL,
		setup								SEQUENCE {
			periodicPHR-Timer					ENUMERATED {sf10, sf20, sf50, sf100, sf200,
															sf500, sf1000, infinity},
			prohibitPHR-Timer					ENUMERATED {sf0, sf10, sf20, sf50, sf100,
																sf200, sf500, sf1000},
			dl-PathlossChange					ENUMERATED {dB1, dB3, dB6, infinity}
		}
	}																OPTIONAL,	-- Need ON
	...,
	[[	sr-ProhibitTimer-r9					INTEGER (0..7)			OPTIONAL	-- Need ON
	]],
	[[	mac-MainConfig-v1020				SEQUENCE {
			sCellDeactivationTimer-r10			ENUMERATED {
													rf2, rf4, rf8, rf16, rf32, rf64, rf128,
													spare}			OPTIONAL,	-- Need OP
[bookmark: OLE_LINK128][bookmark: OLE_LINK129]			extendedBSR-Sizes-r10				ENUMERATED {setup}		OPTIONAL,	-- Need OR
			extendedPHR-r10						ENUMERATED {setup}		OPTIONAL	-- Need OR
		}															OPTIONAL	-- Need ON
	]],
	[[	stag-ToReleaseList-r11				STAG-ToReleaseList-r11	OPTIONAL,	-- Need ON
		stag-ToAddModList-r11				STAG-ToAddModList-r11	OPTIONAL,	-- Need ON
		drx-Config-v1130					DRX-Config-v1130		OPTIONAL	-- Need ON
	]],
	[[	e-HARQ-Pattern-r12					BOOLEAN					OPTIONAL,	-- Need ON
		dualConnectivityPHR					CHOICE {
			release								NULL,
			setup								SEQUENCE {
				phr-ModeOtherCG-r12					ENUMERATED {real, virtual}
			}
		}														OPTIONAL,	-- Need ON
		logicalChannelSR-Config-r12		CHOICE {
			release								NULL,
			setup								SEQUENCE {
				logicalChannelSR-ProhibitTimer-r12		ENUMERATED {sf20, sf40, sf64, sf128, sf512, sf1024, sf2560, spare1}
			}
		}															OPTIONAL		-- Need ON
	]],
	[[	drx-Config-v1310					DRX-Config-v1310		OPTIONAL,		-- Need ON
		extendedPHR2-r13					BOOLEAN		OPTIONAL,		-- Need ON
		eDRX-Config-CycleStartOffset-r13	CHOICE {
			release							NULL,
			setup
											CHOICE {
			sf5120									INTEGER(0..1),
			sf10240									INTEGER(0..3)
			}
		}										OPTIONAL	-- Need ON
	]],
	[[	drx-Config-r13						CHOICE {
			release								NULL,
			setup								DRX-Config-r13
		}															OPTIONAL	-- Need ON
	]],
	[[	skipUplinkTx-r14					CHOICE {
			release								NULL,
			setup								SEQUENCE {
				skipUplinkTxSPS-r14					ENUMERATED {true}		OPTIONAL,	-- Need OR
				skipUplinkTxDynamic-r14				ENUMERATED {true}		OPTIONAL	-- Need OR
			}
		}															OPTIONAL,	-- Need ON
		dataInactivityTimerConfig-r14		CHOICE {
			release								NULL,
			setup								SEQUENCE {
				dataInactivityTimer-r14				DataInactivityTimer-r14
			}
		}												OPTIONAL	-- Need ON
	]],
	[[	rai-Activation-r14					ENUMERATED {true}			OPTIONAL	-- Need OR
	]],
	[[	shortTTI-AndSPT-r15				CHOICE {
			release							NULL,
			setup							SEQUENCE {
				drx-Config-r15					DRX-Config-r15				OPTIONAL, -- Need ON
				periodicBSR-Timer-r15			ENUMERATED {
													sf1, sf5, sf10, sf16, sf20, sf32, sf40,
													sf64, sf80, sf128, sf160, sf320, sf640,
													sf1280, sf2560, infinity}
																			OPTIONAL, -- Need ON
				proc-Timeline-r15				ENUMERATED {nplus4set1, nplus6set1,
												nplus6set2, nplus8set2 }	OPTIONAL, -- Need ON
				ssr-ProhibitTimer-r15			INTEGER (0..7)				OPTIONAL -- Need ON
			}
		}																	OPTIONAL, -- Need ON
		mpdcch-UL-HARQ-ACK-FeedbackConfig-r15	BOOLEAN		OPTIONAL,	-- Need ON
		dormantStateTimers-r15				CHOICE {
			release								NULL,
			setup								SEQUENCE {
				sCellHibernationTimer-r15			ENUMERATED {
					rf2, rf4, rf8, rf16, rf32, rf64, rf128, spare}		OPTIONAL,	-- Need OR
				dormantSCellDeactivationTimer-r15	ENUMERATED {
					rf2, rf4, rf8, rf16, rf32, rf64,
					rf128, rf320, rf640, rf1280, rf2560,
					rf5120, rf10240, spare3, spare2, spare1}			OPTIONAL	-- Need OR
			}
		}																 OPTIONAL	-- Need ON
	]],
[bookmark: _Hlk26349874]	[[	ce-ETWS-CMAS-RxInConn-r16				ENUMERATED {true}		OPTIONAL	-- Need OR
	]],
	[[	offsetThresholdTA-r17					SetupRelease {OffsetThresholdTA-r17}
																OPTIONAL, 	-- Need ONNEED OP
		sr-ProhibitTimerOffset-r17				SetupRelease {SR-ProhibitTimerOffset-r17}
															OPTIONAL -- Need ON
	]]
}

MAC-MainConfigSCell-r11 ::=			SEQUENCE {
	stag-Id-r11							STAG-Id-r11		OPTIONAL,	-- Need OP
	...
}

DRX-Config ::=						CHOICE {
	release								NULL,
	setup								SEQUENCE {
		onDurationTimer						ENUMERATED {
												psf1, psf2, psf3, psf4, psf5, psf6,
												psf8, psf10, psf20, psf30, psf40,
												psf50, psf60, psf80, psf100,
												psf200},
		drx-InactivityTimer					ENUMERATED {
												psf1, psf2, psf3, psf4, psf5, psf6,
												psf8, psf10, psf20, psf30, psf40,
												psf50, psf60, psf80, psf100,
												psf200, psf300, psf500, psf750,
												psf1280, psf1920, psf2560, psf0-v1020,
												spare9, spare8, spare7, spare6,
												spare5, spare4, spare3, spare2,
												spare1},
		drx-RetransmissionTimer				ENUMERATED {
												psf1, psf2, psf4, psf6, psf8, psf16,
												psf24, psf33},
		longDRX-CycleStartOffset		CHOICE {
			sf10							INTEGER(0..9),
			sf20							INTEGER(0..19),
			sf32							INTEGER(0..31),
			sf40							INTEGER(0..39),
			sf64							INTEGER(0..63),
			sf80							INTEGER(0..79),
			sf128							INTEGER(0..127),
			sf160							INTEGER(0..159),
			sf256							INTEGER(0..255),
			sf320							INTEGER(0..319),
			sf512							INTEGER(0..511),
			sf640							INTEGER(0..639),
			sf1024							INTEGER(0..1023),
			sf1280							INTEGER(0..1279),
			sf2048							INTEGER(0..2047),
			sf2560							INTEGER(0..2559)
		},
		shortDRX							SEQUENCE {
			shortDRX-Cycle						ENUMERATED	{
													sf2, sf5, sf8, sf10, sf16, sf20,
													sf32, sf40, sf64, sf80, sf128, sf160,
													sf256, sf320, sf512, sf640},
			drxShortCycleTimer					INTEGER (1..16)
		}		OPTIONAL													-- Need OR
	}
}

DRX-Config-v1130 ::=					SEQUENCE {
	drx-RetransmissionTimer-v1130			ENUMERATED {psf0-v1130}	OPTIONAL,	--Need OR
	longDRX-CycleStartOffset-v1130			CHOICE {
		sf60-v1130								INTEGER(0..59),
		sf70-v1130								INTEGER(0..69)
	}																OPTIONAL,	--Need OR
	shortDRX-Cycle-v1130					ENUMERATED	{sf4-v1130}	OPTIONAL	--Need OR
}
DRX-Config-v1310 ::=					SEQUENCE {
	longDRX-CycleStartOffset-v1310		SEQUENCE {
		sf60-v1310								INTEGER(0..59)
	}																OPTIONAL	--Need OR	
}

DRX-Config-r13 ::=					SEQUENCE {
	onDurationTimer-v1310					ENUMERATED {psf300, psf400, psf500, psf600,
													psf800, psf1000, psf1200, psf1600}
													OPTIONAL,	--Need OR
	drx-RetransmissionTimer-v1310			ENUMERATED {psf40, psf64, psf80, psf96, psf112,
													psf128, psf160, psf320}
														OPTIONAL,	--Need OR
	drx-ULRetransmissionTimer-r13			ENUMERATED {psf0, psf1, psf2, psf4, psf6, psf8, psf16,
														psf24, psf33, psf40, psf64, psf80, psf96,
														psf112, psf128, psf160, psf320}
														OPTIONAL	--Need OR
}

DRX-Config-r15 ::=					SEQUENCE {
	drx-RetransmissionTimerShortTTI-r15		ENUMERATED {
													tti10, tti20, tti40, tti64, tti80, tti96,
													tti112,tti128, tti160, tti320} OPTIONAL, --Need OR
	drx-UL-RetransmissionTimerShortTTI-r15	ENUMERATED {
												tti0, tti1, tti2, tti4, tti6, tti8, tti16,
												tti24, tti33, tti40, tti64, tti80, tti96, tti112,
												tti128, tti160, tti320}	OPTIONAL --Need OR
}

PeriodicBSR-Timer-r12 ::=					ENUMERATED {
												sf5, sf10, sf16, sf20, sf32, sf40, sf64, sf80,
												sf128, sf160, sf320, sf640, sf1280, sf2560,
												infinity, spare1}

RetxBSR-Timer-r12 ::=							ENUMERATED {
												sf320, sf640, sf1280, sf2560, sf5120,
												sf10240, spare2, spare1}

OffsetThresholdTA-r17	::=					ENUMERATED {
												ms0dot5, ms1, ms2, ms3, ms4, ms5, ms6 ,ms7,
												ms8, ms9, ms10, ms11, ms12, ms13, ms14, ms15
}

SR-ProhibitTimerOffset-r17	::=			ENUMERATED {
												ms90, ms180, ms270, ms360,
												ms450, ms540, ms1080, spare
}

STAG-ToReleaseList-r11 ::=	SEQUENCE (SIZE (1..maxSTAG-r11)) OF STAG-Id-r11

STAG-ToAddModList-r11 ::=	SEQUENCE (SIZE (1..maxSTAG-r11)) OF STAG-ToAddMod-r11

STAG-ToAddMod-r11 ::=		SEQUENCE {
	stag-Id-r11					STAG-Id-r11,
	timeAlignmentTimerSTAG-r11	TimeAlignmentTimer,
	...
}

STAG-Id-r11::=				INTEGER (1..maxSTAG-r11)

-- ASN1STOP

[bookmark: _Toc20487606][bookmark: _Toc29342907][bookmark: _Toc29344046][bookmark: _Toc36567312][bookmark: _Toc36810764][bookmark: _Toc36847128][bookmark: _Toc36939781][bookmark: _Toc37082761][bookmark: _Toc46481402][bookmark: _Toc46482636][bookmark: _Toc46483870][bookmark: _Toc109167785]6.7.3.2	NB-IoT Radio resource control information elements
[bookmark: _Toc20487613][bookmark: _Toc29342915][bookmark: _Toc29344054][bookmark: _Toc36567320][bookmark: _Toc36810773][bookmark: _Toc36847137][bookmark: _Toc36939790][bookmark: _Toc37082770][bookmark: _Toc46481411][bookmark: _Toc46482645][bookmark: _Toc46483879][bookmark: _Toc109167794]–	MAC-MainConfig-NB
The IE MAC-MainConfig-NB is used to specify the MAC main configuration for signalling and data radio bearers.
MAC-MainConfig-NB information element
-- ASN1START

MAC-MainConfig-NB-r13 ::=			SEQUENCE {
	ul-SCH-Config-r13					SEQUENCE {
		periodicBSR-Timer-r13				PeriodicBSR-Timer-NB-r13		OPTIONAL,	-- Need ON
		retxBSR-Timer-r13					RetxBSR-Timer-NB-r13
	}																	OPTIONAL,	-- Need ON
	drx-Config-r13						DRX-Config-NB-r13				OPTIONAL,	-- Need ON
	timeAlignmentTimerDedicated-r13		TimeAlignmentTimer,
	logicalChannelSR-Config-r13			CHOICE {
		release								NULL,
		setup								SEQUENCE {
			logicalChannelSR-ProhibitTimer-r13	ENUMERATED {
													pp2, pp8, pp32, pp128, pp512,
													pp1024, pp2048, spare}
		}
	}																	OPTIONAL,	-- Need ON
	...,
	[[	rai-Activation-r14						ENUMERATED {true}			OPTIONAL,	-- Need OR
		dataInactivityTimerConfig-r14	CHOICE {
			release								NULL,
			setup								SEQUENCE {
				dataInactivityTimer-r14				DataInactivityTimer-r14
			}
		}																OPTIONAL	-- Need ON
	]],
	[[	drx-Cycle-v1430					ENUMERATED {
									sf1280, sf2560, sf5120, sf10240}	OPTIONAL	-- Need ON
	]],
	[[	ra-CFRA-Config-r14				ENUMERATED {true}				OPTIONAL	-- Need ON
	]],
	[[	offsetThresholdTA-r17				SetupRelease {OffsetThresholdTA-NB-r17}
																		OPTIONAL	--	Need ONNEED OP
	]]
}

PeriodicBSR-Timer-NB-r13 ::=		ENUMERATED {
										pp2, pp4, pp8, pp16, pp64, pp128, infinity, spare}

RetxBSR-Timer-NB-r13 ::=			ENUMERATED {
										pp4, pp16, pp64, pp128, pp256, pp512, infinity, spare}

DRX-Config-NB-r13 ::=				CHOICE {
	release								NULL,
	setup								SEQUENCE {
		onDurationTimer-r13					ENUMERATED {
												pp1, pp2, pp3, pp4, pp8, pp16, pp32, spare},
		drx-InactivityTimer-r13				ENUMERATED {
												pp0, pp1, pp2, pp3, pp4, pp8, pp16, pp32},
		drx-RetransmissionTimer-r13			ENUMERATED {
												pp0, pp1, pp2, pp4, pp6, pp8, pp16, pp24,
												pp33, spare7, spare6, spare5,
												spare4, spare3, spare2, spare1},
		drx-Cycle-r13						ENUMERATED {
												sf256, sf512, sf1024, sf1536, sf2048, sf3072,
												sf4096, sf4608, sf6144, sf7680, sf8192, sf9216,
												spare4, spare3, spare2, spare1},
		drx-StartOffset-r13					INTEGER (0..255),
		drx-ULRetransmissionTimer-r13		ENUMERATED {
												pp0, pp1, pp2, pp4, pp6, pp8, pp16, pp24,
												pp33, pp40, pp64, pp80, pp96,
												pp112, pp128, pp160, pp320}
	}
}

OffsetThresholdTA-NB-r17 ::=		ENUMERATED {
											ms0dot5, ms1, ms2, ms3, ms4, ms5, ms6 ,ms7,
											ms8, ms9, ms10, ms11, ms12, ms13, ms14, ms15}

-- ASN1STOP
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	UE-Capability-NB field descriptions
	FDD/TDD appl
	FDD/TDD diff

	accessStratumRelease
Set to rel17 in this version of the specification.
	FDD/TDD
	No

	additionalTransmissionSIB1
Indicates whether the UE supports additional SIB1 transmission as specified in TS 36.213 [23].
	FDD
	-

	anr-Report
Indicates whether the UE supports ANR measurements in RRC_IDLE.
	FDD/TDD
	No

	connModeMeasIntraFreq, connModeMeasInterFreq
Indicates whether the UE in RRC_CONNECTED supports neighbour cell measurements.
	FDD/TDD
	No

	coverageBasedPaging
Indicates whether the UE in RRC_IDLE supports coverage based paging carrier selection as defined in TS 36.304 [4].
	FDD/TDD
	No

	dataInactMon
Indicates whether the UE supports the data inactivity monitoring as specified in TS 36.321 [6].
	FDD/TDD
	No

	dl-ChannelQualityReporting-r16
Indicates whether the UE supports DL channel quality reporting in connected mode as specified in TS 36.321 [6].
	FDD
	-

	dummy
This field is not used in the specification. It shall not be sent by the UE.
	NA
	NA

	earlyData-UP, earlyData-UP-5GC
Indicates whether the UE supports EDT for User plane CIoT EPS/5GS optimisations, as defined in TS 24.301 [35] and 24.501 [95] respectively.
	FDD
	-

	earlySecurityReactivation
Indicates whether the UE supports early security reactivation when resuming a suspended RRC connection.
	FDD/TDD
	No

	interferenceRandomisation
For FDD: Indicates whether the UE supports interference randomisation in connected mode as defined in TS.36.211 [21].
	FDD
	-

	maxNumberROHC-ContextSessions
Set to the maximum number of concurrently active ROHC contexts supported by the UE, excluding context sessions that leave all headers uncompressed. cs2 corresponds with 2 (context sessions), cs4 corresponds with 4 and so on. The network ignores this field if the UE supports none of the ROHC profiles in supportedROHC-Profiles.
	FDD/TDD
	No

	mixedOperationMode
Defines whether the UE supports multi-carrier operation with mixed operation mode, standalone or inband/guardband, between the anchor carrier and the non-anchor carrier for unicast, paging, and random access as specified in TS 36.300 [9].
	FDD
	-

	multiCarrier
Defines whether the UE supports multi -carrier operation.
	FDD/TDD
	Yes

	multicarrier-NPRACH
Defines whether the UE supports NPRACH on non-anchor carrier as specified in TS 36.321 [6].
	FDD/TDD
	Yes

	multipleDRB
Defines whether the UE supports multiple DRBs.
	FDD/TDD
	No

	multiNS-Pmax
Defines whether the UE supports the mechanisms defined for NB-IoT cells broadcasting NS-PmaxList-NB.
	FDD/TDD
	No

	multiTB-HARQ-AckBundling
Indicates whether the UE supports HARQ ACK bundling for interleaved transmission for DL.
If multiTB-HARQ-AckBundling is included, the UE shall also indicate support for npdsch-MultiTB-Interleaving.
	FDD
	-

	multiTone
Defines whether the UE supports UL multi-tone transmissions on NPUSCH.
	FDD/TDD
	Yes

	npdsch-16QAM
Indicates whether the UE supports 16QAM for DL unicast as defined in TS 36.213 [23].
	FDD/TDD
	Yes

	npdsch-MultiTB
Indicates whether the UE supports multiple TBs scheduling in RRC_CONNECTED for DL.
If npdsch-MultiTB is included, the UE shall also indicate support for twoHARQ-Processes.
	FDD
	-

	npdsch-MultiTB-Interleaving
Indicates whether the UE supports interleaved transmission when multiple TBs is scheduled in RRC_CONNECTED for DL.
	FDD
	-

	nprach-Format2
Defines whether the UE supports NPRACH resources using preamble format 2.
	FDD
	-

	npusch-16QAM
Indicates whether the UE supports 16QAM for UL unicast on the band as defined in TS 36.213 [23].
	FDD/TDD
	No

	npusch-3dot75kHz-SCS-TDD
Indicates whether the UE supports NPUSCH with 3.75kHz SCS for TDD.
	TDD
	-

	npusch-MultiTB
Indicates whether the UE supports multiple TBs scheduling in RRC_CONNECTED for UL.
If npusch-MultiTB is included, the UE shall also indicate support for twoHARQ-Processes.
	FDD
	-

	npusch-MultiTB-Interleaving
Indicates whether the UE supports interleaved transmission when multiple TBs is scheduled in RRC_CONNECTED for UL.
	FDD
	-

	ntn-Connectivity-EPC
Indicates whether the UE supports NTN access when connected to EPC. If the UE indicates this capability, the UE shall support all NTN essential features as specified in TS 36.306 [5].
	FDD
	-

	ntn-OffsetTimingEnh
Indicates whether the UE supports timing relationship enhancement using k-Offset as specified in TS36.321 [6] and TS 36.213 [23].
	FDD
	-

	ntn-PUR-TimerDelay
Indicates whether the UE supports delaying the start of the pur-ResponseWindowTimer for NTN, see TS 36.321 [6].
	FDD
	

	ntn-ScenarioSupport
[bookmark: _GoBack]Indicates whether the UE supports NTN features for only GSO or NSGO NGSO scenario.
	FDD
	-

	ntn-TA-report
Indicates whether the UE supports timing advance reporting in RRC_CONNECTED, see TS 36.321 [6].
	FDD
	-

	powerClassNB-14dBm
Defines whether the UE supports power class 14dBm in all the bands supported by the UE as specified in TS 36.101 [42].
If powerClassNB-20dBm is included, the UE shall not include the field powerClassNB-14dBm.
	FDD/TDD
	No

	powerClassNB-20dBm
Defines whether the UE supports power class 20dBm in NB-IoT for the band, as specified in TS 36.101 [42]. If neither powerClassNB-14dBm nor powerClassNB-20dBm is included, UE supports power class 23 dBm in the NB-IoT band.
	FDD/TDD
	No

	pur-CP-EPC, pur-CP-5GC
Indicates whether the UE supports transmission using PUR for Control plane CIoT EPS/5GS optimisations, as defined in TS 24.301 [35] and TS 24.501 [95] respectively.
	FDD
	-

	pur-CP-L1Ack
Indicates whether UE supports L1 acknowledgement in response to CP transmission using PUR.
If pur-CP-L1Ack is included, the UE shall also indicate support for pur-CP-EPC or pur-CP-5GC.
	FDD
	-

	pur-NRSRP-Validation
Indicates whether UE supports serving cell NRSRP for TA validation for transmission using PUR.
If pur-NRSRP-Validation is included, the UE shall also indicate support for pur-CP-EPC, pur-CP-5GC, pur-UP-EPC or pur-CP-5GC.
	FDD
	-

	pur-UP-EPC, pur-UP-5GC
Indicates whether the UE supports transmission using PUR for User plane CIoT EPS/5GS optimisations, as defined in TS 24.301 [35] and TS 24.501 [95] repectively.
	FDD
	-

	rach-Report
Indicates whether the UE supports delivery of rach-Report.
	FDD/TDD
	No

	rai-Support
Defines whether the UE supports release assistance indication (RAI) as specified in TS 36.321 [6].
	FDD/TDD
	No

	rai-SupportEnh
Indicates whether the UE supports AS Release Assistance Indication via the DCQR and AS RAI MAC CE when connected to EPC as specified in TS 36.321 [6].
	FDD/TDD
	No

	rlc-UM
Defines whether the UE supports RLC UM as specified in TS 36.322 [7].
	FDD/TDD
	No

	slotSymbolResourceResvDL
Indicates whether the UE supports slot/symbol-level time-domain DL resource reservation, e.g. for NB-IoT coexistence with NR.
If slotSymbolResourceResvDL is included, the UE shall also indicate support for subframeResourceResvDL.
	FDD/TDD
	Yes

	slotSymbolResourceResvUL
Indicates whether the UE supports slot/symbol-level time-domain UL resource reservation, e.g. for NB-IoT coexistence with NR.
If slotSymbolResourceResvUL is included, the UE shall also indicate support for subframeResourceResvUL.
	FDD/TDD
	Yes

	supportedBandList, supportedBandList-v1710
Includes the supported NB-IoT bands as defined in TS 36.101 [42]. If supportedBandList-v1710 is included, the UE shall include the same number of entries, and listed in the same order, as in supportedBandList-r13.
	FDD/TDD
	No

	sr-SPS-BSR
Defines whether the UE supports SR using SPS BSR as specified in TS 36.321 [6].
	FDD
	-

	sr-withHARQ-ACK
Defines whether the UE supports physical layer SR with HARQ ACK as specified in TS 36.213 [23].
	FDD
	-

	sr-withoutHARQ-ACK
Defines whether the UE supports physical layer SR without HARQ ACK as specified in TS 36.211 [21] and TS 36.213 [23].
	FDD
	-

	subframeResourceResvDL
Indicates whether the UE supports subframe-level time-domain DL resource reservation, e.g. for NB-IoT coexistence with NR.
	FDD/TDD
	Yes

	subframeResourceResvUL
Indicates whether the UE supports subframe-level time-domain UL resource reservation, e.g. for NB-IoT coexistence with NR.
	FDD/TDD
	Yes

	supportedROHC-Profiles
List of supported ROHC profiles as defined in TS 36.323 [8].
	FDD/TDD
	No

	twoHARQ-Processes
Defines whether the UE supports two HARQ processes operation in DL and UL as specified in TS 36.212 [22] and TS 36.213 [23].
	FDD/TDD
	Yes

	ue-Category-NB
UE category as defined in TS 36.306 [5]. Value nb1 corresponds to UE category NB1, value nb2 corresponds to UE category NB2.
A UE shall always include the field ue-Category-NB-r13 in this version of the specification.
	FDD/TDD
	Yes
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