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	Reason for change:
	From TS 37.355 specification perspective, there is definition of positioning frequency layer. The term frequency layer or positioning layer on its own is not defined. However, in one occurrence of TS 37.355, it mentions frequency layer without positioning and in the other occurrence there is positioning layer which should be positioning frequency layer.

	
	

	Summary of change:
	The field descriptions are clarified that it is indeed a positioning frequency layer.

Impact Analysis
Impacted 5G architecture options: NR SA, (NG)EN-DC, NE-DC,NR-DC 

Impacted functionality:

NR-DL-PRS-ResourcesCapability

Inter-operability:
No Inter-operability seen

	
	

	Consequences if not approved:
	Risk of misundersatnding. Incomplete specification. 
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Beginning of Changes
[bookmark: _Toc27765178][bookmark: _Toc37680845][bookmark: _Toc46486416][bookmark: _Toc52546761][bookmark: _Toc52547291][bookmark: _Toc52547821][bookmark: _Toc52548351][bookmark: _Toc100880113]6.4.3	Common NR Positioning Information Elements
[bookmark: _Toc46486417][bookmark: _Toc52546762][bookmark: _Toc52547292][bookmark: _Toc52547822][bookmark: _Toc52548352][bookmark: _Toc100880114]–	DL-PRS-ID-Info

<skip unmodified changes>
[bookmark: _Toc46486425][bookmark: _Toc52546770][bookmark: _Toc52547300][bookmark: _Toc52547830][bookmark: _Toc52548360][bookmark: _Toc109215350]–	NR-DL-PRS-ResourcesCapability
The IE NR-DL-PRS-ResourcesCapability defines the DL-PRS resources capability for each positioning method. The UE can include this IE only if the UE supports NR-DL-PRS-ProcessingCapability. Otherwise, the UE does not include this IE.
-- ASN1START

NR-DL-PRS-ResourcesCapability-r16 ::= SEQUENCE {
	maxNrOfDL-PRS-ResourceSetPerTrpPerFrequencyLayer-r16	
												INTEGER (1..2),
	maxNrOfTRP-AcrossFreqs-r16					ENUMERATED { n4, n6, n12, n16, n32,
															 n64, n128, n256, ...},
	maxNrOfPosLayer-r16							INTEGER (1..4),
	dl-PRS-ResourcesCapabilityBandList-r16		SEQUENCE (SIZE (1..nrMaxBands-r16)) OF
													DL-PRS-ResourcesCapabilityPerBand-r16,
	dl-PRS-ResourcesBandCombinationList-r16		DL-PRS-ResourcesBandCombinationList-r16,
	...
}

DL-PRS-ResourcesCapabilityPerBand-r16 ::= SEQUENCE {
	freqBandIndicatorNR-r16						FreqBandIndicatorNR-r16,
	maxNrOfDL-PRS-ResourcesPerResourceSet-r16	ENUMERATED { n1, n2, n4, n8, n16, n32, n64, ...},
	maxNrOfDL-PRS-ResourcesPerPositioningFrequencylayer-r16	
												ENUMERATED { n6, n24, n32, n64, n96, n128,
															 n256, n512, n1024, ...},
	...
}

DL-PRS-ResourcesBandCombinationList-r16 ::=	SEQUENCE (SIZE (1..maxBandComb-r16)) OF
														DL-PRS-ResourcesBandCombination-r16

DL-PRS-ResourcesBandCombination-r16 ::=	SEQUENCE {
	bandList-r16							SEQUENCE (SIZE (1..maxSimultaneousBands-r16)) OF
															FreqBandIndicatorNR-r16,
	maxNrOfDL-PRS-ResourcesAcrossAllFL-TRP-ResourceSet-r16	
											CHOICE {
		fr1-Only-r16							ENUMERATED {n6, n24, n64, n128, n192,
															 n256, n512, n1024, n2048},
		fr2-Only-r16							ENUMERATED {n24, n64, n96, n128, n192,
															 n256, n512, n1024, n2048},
		fr1-FR2Mix-r16							SEQUENCE {
			fr1-r16									ENUMERATED {n6, n24, n64, n96, n128,
																 n192, n256, n512, n1024, n2048},
			fr2-r16									ENUMERATED {n24, n64, n96, n128, n192,
																 n256, n512, n1024, n2048},
			...
		},
		...
	},
	...
}

-- ASN1STOP

	NR-DL-PRS-ResourcesCapability field descriptions

	maxNrOfDL-PRS-ResourceSetPerTrpPerFrequencyLayer
Indicates the maximum number of DL-PRS Resource Sets per TRP per positioning frequency layer supported by UE. 

	maxNrOfTRP-AcrossFreqs
Indicates the maximum number of TRPs across all positioning frequency layers.

	maxNrOfPosLayer
Indicates the maximum number of supported positioning frequency layers.

	dl-PRS-ResourcesBandCombinationList
Provides the capabilities of DL-PRS Resources for the indicated band combination in bandList. This field is provided for all band combinations for which the target device supports DL-PRS.

	maxNrOfDL-PRS-ResourcesPerResourceSet
Indicates the maximum number of DL-PRS Resources per DL-PRS Resource Set. Value 16, 32, 64 are only applicable to FR2 bands. Value 1 is not applicable for DL-AoD. 

	maxNrOfDL-PRS-ResourcesPerPositioningFrequencylayer
Indicates the maximum number of DL-PRS resources per positioning frequency layer. Value 6 is only applicable to FR1 bands. 

	maxNrOfDL-PRS-ResourcesAcrossAllFL-TRP-ResourceSet
Indicates the maximum number of DL-PRS Resources supported by UE across all frequency layers, TRPs and DL-PRS Resource Sets.
fr1-Only: This is applicable for FR1 only band combinations;
fr2-Only: This is applicable for FR2 only band combinations;
fr1-FR2Mix: This is applicable for band combinations containing FR1 and FR2 bands. fr1 means for FR1 in FR1/FR2 mixed operation, and fr2 means for FR2 in FR1/FR2 mixed operation. 
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