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START OF CHANGES
[bookmark: _Toc60777521][bookmark: _Toc100930454]6.3.5	Sidelink information elements
<previous text omitted>
[bookmark: _Toc83740326][bookmark: _Toc100930503]–	SL-SRAP-Config
The IE SL-SRAP-Config is used to set the configurable SRAP parameters used by L2 U2N Relay UE and L2 U2N Remote UE as specified in TS 38.351 [66].
SL-SRAP-Config information element
-- ASN1START
-- TAG-SL-SRAP-CONFIG-START

SL-SRAP-Config-r17 ::=                  SEQUENCE {
    sl-LocalIdentity-r17                    INTEGER (0..255)                                                 OPTIONAL, -- Need M
    sl-MappingToAddModList-r17              SEQUENCE (SIZE (1..maxLC-ID)) OF SL-MappingToAddMod-r17          OPTIONAL, -- Need N
    sl-MappingToReleaseList-r17             SEQUENCE (SIZE (1..maxLC-ID)) OF SL-RemoteUE-RB-Identity-r17     OPTIONAL, -- Need N
    ...
}

SL-MappingToAddMod-r17 ::=              SEQUENCE {
    sl-RemoteUE-RB-Identity-r17             SL-RemoteUE-RB-Identity-r17,
    sl-EgressRLC-ChannelUu-r17              Uu-RelayRLC-ChannelID-r17                                        OPTIONAL, -- Cond L2RelayUE
    sl-EgressRLC-ChannelPC5-r17             SL-RLC-ChannelID-r17                                             OPTIONAL, -- Need N
    ...
}

SL-RemoteUE-RB-Identity-r17 ::=         CHOICE {
    srb-Identity-r17                        INTEGER (0..3),
    drb-Identity-r17                        DRB-Identity,
    ...
}

-- TAG-SL-SRAP-CONFIG-STOP
-- ASN1STOP

	SL-SRAP-Config field descriptions

	sl-LocalIdentity
Indicates the local UE ID of the L2 U2N Remote UE used in SRAP as specified in TS 38.351 [66].

	sl-MappingToAddModList
Indicates the list of mapping between the bearer identity of the L2 U2N Remote UE and the egress RLC channel as specified in TS 38.351 [66].

	sl-MappingToReleaseList
Indicates the list of mapping to be released.

	sl-RemoteUE-RB-Identity
Identity of the end-to-end Uu bearer identity of the L2 U2N Remote UE. The value 3 for the field srb-identity-r17 (i.e., for configuring SRB3) is not supported in this version of the specification.

	sl-EgressRLC-ChannelUu
Indicates the egress RLC channel on Uu Hop.

	sl-EgressRLC-ChannelPC5
Indicates the egress RLC channel on PC5 Hop.



	Conditional Presence
	Explanation

	L2RelayUE
	For L2 U2N Relay UE, the field is optionally present, Need M. Otherwise, it is absent.
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