

	
3GPP TSG-RAN WG2 Meeting #119-e	R2-2208547
17-26 August 2022		
Online								
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	[bookmark: _GoBack]38.300
	CR
	0542
	rev
	-
	Current version:
	17.1.0
	

	

	[bookmark: _Hlt497126619]For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Correction to 38.300 on RRC Segmentation

	
	

	Source to WG:
	ZTE, Sanechips, China Unicom

	Source to TSG:
	RAN2

	
	

	Work item code:
	NR_QoE-Core
	
	Date:
	2022-08-08

	
	
	
	
	

	Category:
	F 
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
   Rel-19	(Release 19)

	
	

	Reason for change:
	It is captured in 38331 that in this release RRC Segmentation is supported for  MeasurementReportAppLayer message while the correspondent description is not captured in Stage 2.
 



	
	

	Summary of change:
	Add in subclause 7.10 that RRC segmentation is also applicable for MeasurementReportAppLayer message.

Inter-operability analysis
There is no inter-operability issue forseen.


	
	

	Consequences if not approved:
	Stage 2 description for RRC segmentation is not aligned with stage 3 specs
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An RRC message may be segmented in case the size of the encoded RRC message PDU exceeds the maximum PDCP SDU size. Segmentation is performed in the RRC layer using a separate RRC PDU to carry each segment. The receiver reassembles the segments to form the complete RRC message. All segments of an RRC message are transmitted before sending another RRC message. Segmentation is supported in both uplink and downlink.
In this version of the specification, segmentation applies only to the UECapabilityInformation, RRCReconfiguration, and RRCResume and MeasurementReportAppLayer messages.
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