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	Reason for change:
	In 38.304, the description of the subgrouping is shown as below:
-	If subgroupsNumForUEID is absent in subgroupConfig, the subgroup ID based on CN assigned subgrouping as specified in clause 7.3.1 is used in the cell.
-	If both subgroupsNumPerPO and subgroupsNumForUEID are configured, and subgroupsNumForUEID has the same value as subgroupsNumPerPO, the subgroup ID based on UE_ID based subgrouping as specified in clause 7.3.2 is used in the cell.
-	If both subgroupsNumPerPO and subgroupsNumForUEID are configured, and subgroupsNumForUEID < subgroupsNumPerPO, the subgroup ID based on CN assigned subgrouping as specified in clause 7.3.1, if available for the UE, is used in the cell; otherwise, the subgroup ID based on UE_ID based subgrouping as specified in clause 7.3.2 is used in the cell.
In case of subgroupsNumForUEID < subgroupsNumPerPO in one cell, which means, both UE ID based subgrouping and CN based subgrouping are supported in such cell. ‘Otherwise’ used here is quite confusing, in one direct sense, the ‘otherwise’ is associated with ‘If both subgroupsNumPerPO and subgroupsNumForUEID are configured, and subgroupsNumForUEID < subgroupsNumPerPO’. But actually, the otherwise is associated with ‘if available for the UE’, For avoiding such ambiguity, we think we can have 2 sub-bullet for this case, one is for UE who has available CN assigned subgroup ID, the other one is for UE who has not.


	
	

	Summary of change:
	[bookmark: _GoBack]1: Split the paragraph that the case of subgroupsNumPerPO and subgroupsNumForUEID are configured, and subgroupsNumPerPO < subgroupsNumForUEID in order to indicate the CN assigned subgroup ID is prior over the UE ID based subgroup ID.

Impact analysis
Impacted 5G architecture options:
SA, NR-DC, NE-DC, (NG)EN-DC

Impacted functionality:
PEI and subgrouping

Inter-operability: 
If NW implements according to this CR but UE not, UE may not be aware of which subgroup ID can be used for monitoring PEI (UE ID based or CN assigned ID based). 
If UE implements according to this CR but NW not, NW may have no idea which subgroup ID shall be used for a UE who has CN assigned subgroup ID.

	
	

	Consequences if not approved:
	It will lead to the ambiguities for UE to choose the right the subgroup ID to monitor the PEI if UE has a CN assigned subgroup ID.
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[bookmark: _Toc108988353][bookmark: _Toc60868240][bookmark: _Toc60777459][bookmark: _Toc60777448][bookmark: _Toc60868229]7.3.0	General
If PEI and subgrouping are configured, UEs monitoring the same PO can be divided into one or more subgroups. With subgrouping, the UE monitors the associated PO if the corresponding bit for subgroup the UE belongs to is indicated as 1 by PEI corresponding to its PO, as specified in clause 10.4a in TS 38.213 [4]. UE's subgroup can be either assigned by CN as specified in clause 7.3.1 or formed based on UE_ID as specified in clause 7.3.2:
-	If subgroupsNumForUEID is absent in subgroupConfig, the subgroup ID based on CN assigned subgrouping as specified in clause 7.3.1 is used in the cell.
-	If both subgroupsNumPerPO and subgroupsNumForUEID are configured, and subgroupsNumForUEID has the same value as subgroupsNumPerPO, the subgroup ID based on UE_ID based subgrouping as specified in clause 7.3.2 is used in the cell.
-	If both subgroupsNumPerPO and subgroupsNumForUEID are configured, and subgroupsNumForUEID < subgroupsNumPerPO:, 
-	The subgroup ID based on CN assigned subgrouping as specified in clause 7.3.1, if available for the UE, is used in the cell; 
-	Otherwise, the subgroup ID based on UE_ID based subgrouping as specified in clause 7.3.2 is used in the cell.
The following parameters are used for the determination of subgroup ID:
-	subgroupsNumPerPO: total number of subgroups for both CN assigned subgrouping (if any) and UE_ID based subgrouping (if any) in a PO, which is broadcasted in system information;
-	subgroupsNumForUEID: number of subgroups for UE_ID based subgrouping in a PO, which is broadcasted in system information.
If a UE has no CN assigned subgroup ID or does not support CN assigned subgrouping, and there is no configuration for subgroupsNumForUEID, the UE monitors the associated PO according to clause 7.1.
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