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The UE shall:
1>	stop timer T300;
1>	if T309 is running:
2>	stop timer T309 for all access categories;
2>	perform the actions as specified in 5.3.16.4.
1>	stop T380 if running;
1>	if the RRCConnectionResume is received in response to an RRCConnectionResumeRequest for EDT or for transmission using PUR:
2>	discard the stored UE AS context and resumeIdentity;
2>	if the RRCConnectionResume is received in response to an RRCConnectionResumeRequest for transmission using PUR:
3>	instruct the associated MAC entity to start timeAlignmentTimer;
1>	else:
2>	if resuming an RRC connection from a suspended RRC connection in EPC; or
2>	for NB-IoT, if resuming an RRC connection from a suspended RRC connection in 5GC and fullConfig is not present in the RRCConnectionResume message:
3>	restore the PDCP state and re-establish PDCP entities for SRB2, if configured with E-UTRA PDCP, and for all DRBs that are configured with E-UTRA PDCP;
3>	if drb-ContinueROHC is included:
4>	indicate to lower layers that stored UE AS context is used and that drb-ContinueROHC is configured;
4>	continue the header compression protocol context for the DRBs configured with the header compression protocol;
3>	else:
4>	indicate to lower layers that stored UE AS context is used;
4>	reset the header compression protocol context for the DRBs configured with the header compression protocol;
3>	if restoreMCG-SCells is included:
4>	restore the MCG SCell(s) configuration, if stored;
3>	else:
4>	release the MCG SCell(s) from the UE AS context, if stored;
3>	if restoreSCG is included:
4>	restore nr-SecondaryCellGroupConfig, if stored;
3>	else if the UE was configured with EN-DC:
4>	perform MR-DC release, as specified in TS 38.331 [82], clause 5.3.5.10;
4>	release tdm-PatternConfig or tdm-PatternConfig2, if configured;
3>	discard the stored UE AS context and resumeIdentity;
3>	configure lower layers to consider the restored MCG and SCG SCell(s) (if any) to be in deactivated state;
2>	else if the RRCConnectionResume message includes the fullConfig (i.e., for resuming an RRC connection from RRC_INACTIVE or for resuming a suspended RRC connection in 5GC):
3>	perform the radio configuration procedure as specified in 5.3.5.8;
2>	else if resuming an RRC connection from RRC_INACTIVE:
3>	restore the following from the stored UE Inactive AS context:
-	MCG physical layer configuration,
-	MCG MAC configuration,
-	MCG RLC configuration,
-	PDCP configuration;
3>	if restoreMCG-SCells is included:
4>	restore the MCG SCell(s) configuration, if stored;
3>	else:
4>	release the MCG SCell(s) from the UE Inactive AS context, if stored;
3>	if restoreSCG is included:
4>	restore nr-SecondaryCellGroupConfig, if stored;
3>	else if the UE was configured with NGEN-DC:
4>	perform MR-DC release, as specified in TS 38.331 [82], clause 5.3.5.10;
4>	release tdm-PatternConfig or tdm-PatternConfig2, if configured;
3>	discard the stored UE Inactive AS context;
3>	configure lower layers to consider the restored MCG and SCG SCell(s) (if any) to be in deactivated state;
3>	release the rrc-InactiveConfig, except ran-NotificationAreaInfo;
2>	else (i.e., except for NB-IoT for resuming a suspended RRC connection in 5GC):
3>	restore the physical layer configuration, the MAC configuration, the RLC configuration and the PDCP configuration from the stored UE AS context;
3>	discard the stored UE AS context and resumeIdentity;
1>	perform the radio resource configuration procedure in accordance with the received radioResourceConfigDedicated and as specified in 5.3.10.0;
NOTE 1:	When performing the radio resource configuration procedure, for the physical layer configuration and the MAC Main configuration, the restored RRC configuration from the stored UE AS context is used as basis for the reconfiguration.
1>	if the received RRCConnectionResume includes the sCellToReleaseList:
2>	perform SCell release as specified in 5.3.10.3a;
1>	if the received RRCConnectionResume includes the sCellToAddModList:
2>	perform SCell addition or modification as specified in 5.3.10.3b;
1>	if the received RRCConnectionResume includes the sCellGroupToReleaseList:
2>	perform SCell group release as specified in 5.3.10.3d;
1>	if the received RRCConnectionResume includes the sCellGroupToAddModList:
2>	perform SCell group addition or modification as specified in 5.3.10.3e;
1>	if the received RRCConnectionResume message includes the nr-SecondaryCellGroupConfig:
2>	if the RRCConnectionResume includes the scg-State:
3>	perform SCG deactivation as specified in TS 38.331 [82], clause 5.3.5.13b;
2>	else:
3>	perform SCG activation as specified in TS 38.331 [82], clause 5.3.5.13a;
2>	perform NR RRC Reconfiguration as specified in TS 38.331 [82], clause 5.3.5.3;
1>	if the received RRCConnectionResume message includes the sk-Counter:
2>	perform key update procedure as specified in TS 38.331 [82], clause 5.3.5.8;
1>	if the received RRCConnectionResume message includes the nr-RadioBearerConfig1:
2>	perform radio bearer configuration as specified in TS 38.331 [82], clause 5.3.5.6;
1>	if the received RRCConnectionResume message includes the nr-RadioBearerConfig2:
2>	perform radio bearer configuration as specified in TS 38.331 [82], clause 5.3.5.6;
1>	except if the RRCConnectionResume is received in response to an RRCConnectionResumeRequest for EDT or for transmission using PUR:
2>	resume SRB2, SRB3 (if configured), and all DRBs, if any, including RBs configured with NR PDCP;
NOTE:	If the NR SCG is deactivated, resuming SRB3 and all DRBs does not imply that PDCP or RRC PDUs can be transmitted or received on SCG RLC bearers.
1>	if stored, discard the cell reselection priority information provided by the idleModeMobilityControlInfo or inherited from another RAT;
1>	if stored, discard the altFreqPriorities provided by the RRCConnectionRelease;
1>	if stored, discard the dedicated offset provided by the redirectedCarrierOffsetDedicated;
1>	if the RRCConnectionResume message includes the measConfig:
2>	perform the measurement configuration procedure as specified in 5.5.2;
1>	if T302 is running:
2>	stop timer T302;
2>	if the UE is connected to 5GC:
3>	perform the actions as specified in 5.3.16.4;
1>	stop timer T303, if running;
1>	stop timer T305, if running;
1>	stop timer T306, if running;
1>	stop timer T308, if running;
1>	perform the actions as specified in 5.3.3.7;
1>	stop timer T320, if running;
1>	stop timer T350, if running;
1>	perform the actions as specified in 5.6.12.4;
1>	stop timer T360, if running;
1>	stop timer T322, if running;
1>	stop timer T323, if running;
1>	if timer T331 is running:
2>	stop timer T331;
2>	perform the actions as specified in 5.6.20.3;
1>	if the UE is resuming an RRC connection after early security reactivation in accordance with conditions in 5.3.3.18 or RRCConnectionResume is received in response to an RRCConnectionResumeRequest from RRC_INACTIVE:
2>	ignore the nextHopChainingCount value indicated in the RRCConnectionResume message;
1>	else:
2>	if resuming an RRC connection from a suspended RRC connection in EPC:
3>	update the KeNB key based on the KASME key to which the current KeNB is associated, using the nextHopChainingCount value indicated in the RRCConnectionResume message, as specified in TS 33.401 [32];
3>	store the nextHopChainingCount value;
3>	derive the KRRCint key associated with the previously configured integrity algorithm, as specified in TS 33.401 [32];
3>	request lower layers to verify the integrity protection of the RRCConnectionResume message, using the previously configured algorithm and the KRRCint key;
3>	if the integrity protection check of the RRCConnectionResume message fails:
4>	perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'other', upon which the procedure ends;
3>	derive the KRRCenc key and the KUPenc key associated with the previously configured ciphering algorithm, as specified in TS 33.401 [32];
3>	configure lower layers to resume integrity protection using the previously configured algorithm and the KRRCint key immediately, i.e., integrity protection shall be applied to all subsequent messages received and sent by the UE;
3>	configure lower layers to resume ciphering and to apply the ciphering algorithm, the KRRCenc key and the KUPenc key, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE;
1>	enter RRC_CONNECTED;
1>	indicate to upper layers that the suspended RRC connection has been resumed;
1>	stop the cell re-selection procedure;
1>	consider the current cell to be the PCell;
1>	set the content of RRCConnectionResumeComplete message as follows:
2>	set the selectedPLMN-Identity to the PLMN selected by upper layers (see TS 23.122 [11], TS 24.301 [35] for E-UTRA/EPC and TS 24.501 [95] for E-UTRA/5GC) from the PLMN(s) included in the plmn-IdentityList in SystemInformationBlockType1;
2>	set the dedicatedInfoNAS to include the information received from upper layers;
2>	except for NB-IoT:
3>	if resuming an RRC connection from a suspended RRC connection:
4>	if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:
5>	include rlf-InfoAvailable;
4>	if the UE has MBSFN logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
5>	include logMeasAvailableMBSFN;
4>	else if the UE has logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
5>	include logMeasAvailable;
5>	if Bluetooth measurement results are included in the logged measurements the UE has available:
6>	include logMeasAvailableBT;
5>	if WLAN measurement results are included in the logged measurements the UE has available:
6>	include logMeasAvailableWLAN;
4>	if the UE has connection establishment failure information available in VarConnEstFailReport and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport:
5>	include connEstFailInfoAvailable;
4>	include the mobilityState and set it to the mobility state (as specified in TS 36.304 [4]) of the UE just prior to entering RRC_CONNECTED state;
4>	if the UE has flight path information available:
5>	include flightPathInfoAvailable;
3>	if the UE supports storage of mobility history information and the UE has mobility history information available in VarMobilityHistoryReport:
4>	include mobilityHistoryAvail;
3>	if the idleModeMeasurementReq is included in the RRCConnectionResume message:
4>	if the UE has idle/inactive measurement information concerning cells other than the PCell available in VarMeasIdleReport:
5>	set the measResultListIdle-r16 in the RRCConnectionResumeComplete message to the value of measReportIdle-r15 in the VarMeasIdleReport;
5>	set the measResultListExtIdle in the RRCConnectionResumeComplete message to the value of measReportIdle-r16 in the VarMeasIdleReport, if available;
5>	set the measResultListIdleNR in the RRCConnectionResumeComplete message to the value of measReportIdleNR in the VarMeasIdleReport, if available;
5>	discard the VarMeasIdleReport upon successful delivery of the RRCConnectionResumeComplete message is confirmed by lower layers;
3>	else:
4>	if the SIB2 contains idleModeMeasurements and the UE has E-UTRA idle/inactive measurement information concerning cells other than the PCell available in VarMeasIdleReport; or
4>	if the SIB2 contains idleModeMeasurementsNR and the UE has NR idle/inactive measurement information available in VarMeasIdleReport:
5>	include the idleMeasAvailable;
3>	if the RRCConnectionResume message includes nr-SecondaryCellGroupConfig:
4>	include scg-ConfigResponseNR in accordance with TS 38.331 [82], clause 5.3.5.3;
2>	for NB-IoT:
3>	if the UE supports serving cell idle mode measurements reporting and servingCellMeasInfo is present in SystemInformationBlockType2-NB:
4>	set the measResultServCell to include the measurements of the serving cell;
 NOTE 2:	The UE includes the latest results of the serving cell measurements as used for cell selection/ reselection evaluation, which are performed in accordance with the performance requirements as specified in TS 36.133 [16].
3>	if the UE is connected to EPC:
4>	if the UE has radio link failure information available in VarRLF-Report-NB and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report-NB:
5>	include rlf-InfoAvailable;
4>	if the UE has ANR measurements information available in VarANR-MeasReport-NB and if the RPLMN is included in plmn-IdentityList stored in VarANR-MeasReport-NB:
5>	include anr-InfoAvailable;
2>	if the UE is connected to NTN:
3>	include gnss-validityDuration in accordance with the remaining time of the GNSS validity duration;
1>	if the UE is configured to operate in EN-DC as result of this procedure, forward upperLayerIndication to upper layers as if the UE has received this field from SIB2, otherwise indicate to upper layers the absence of this field;
1>	submit the RRCConnectionResumeComplete message to lower layers for transmission;
1>	for NB-IoT:
2>	if the UE supports connected mode measurements and connMeasConfig is present in SystemInformationBlockType3-NB:
3>	perform measurements as specified in 5.5.8.
1>	the procedure ends.
5.6.10.2	Initiation
A UE capable of providing power preference indications in RRC_CONNECTED may initiate the procedure in several cases including upon being configured to provide power preference indications and upon change of power preference.
A UE capable of providing SPS assistance information in RRC_CONNECTED may initiate the procedure in several cases including upon being configured to provide SPS assistance information and upon change of SPS assistance information.
A UE capable of providing delay budget report in RRC_CONNECTED may initiate the procedure in several cases, including upon being configured to provide delay budget report and upon change of delay budget preference.
A UE capable of CE mode and providing maximum PDSCH/PUSCH bandwidth preference in RRC_CONNECTED may initiate the procedure upon being configured to provide maximum PDSCH/PUSCH bandwidth preference and/or upon change of maximum PDSCH/PUSCH bandwidth preference.
A UE capable of providing overheating assistance information in RRC_CONNECTED may initiate the procedure if it was configured to do so, upon detecting internal overheating, or upon detecting that it is no longer experiencing an overheating condition.
A UE supporting NR SCG deactivation may intiate the procedure in several cases including upon being configured to provide its preference for NR SCG deactivation and upon change of its preference for NR SCG deactivation.
A UE in EN-DC that has uplink data to transmit for a DRB for which there is no MCG RLC bearer while the SCG is deactivated shall initiate the procedure.
Upon initiating the procedure, the UE shall:
1>	if configured to provide power preference indications:
2>	if the UE did not transmit a UEAssistanceInformation message with powerPrefIndication since it was configured to provide power preference indications; or
2>	if the current power preference is different from the one indicated in the last transmission of the UEAssistanceInformation message and timer T340 is not running:
3>	start or restart timer T340 with the timer value set to the powerPrefIndicationTimer, if the UE does not prefer a configuration primarily optimised for power saving;
3>	initiate transmission of the UEAssistanceInformation message in accordance with 5.6.10.3;
1>	if configured to provide maximum PDSCH/PUSCH bandwidth preference:
2>	if the UE did not transmit a UEAssistanceInformation message with bw-Preference since it was configured to provide maximum PDSCH/PUSCH bandwidth preference; or
2>	if the current maximum PDSCH/PUSCH bandwidth preference is different from the one indicated in the last transmission of the UEAssistanceInformation message and timer T341 is not running;
3>	start timer T341 with the timer value set to the bw-PreferenceIndicationTimer;
3>	initiate transmission of the UEAssistanceInformation message in accordance with 5.6.10.3;
1>	if configured to provide SPS assistance information:
2>	if the UE did not transmit a UEAssistanceInformation message with sps-AssistanceInformation since it was configured to provide SPS assistance information; or
2>	if the current SPS assistance information is different from the one indicated in the last transmission of the UEAssistanceInformation message:
3>	initiate transmission of the UEAssistanceInformation message in accordance with 5.6.10.3;
1>	if configured to report RLM events:
2>	if "early-out-of-sync" event has been detected (T314 has expired) and T343 is not running:
3>	start timer T343 with the timer value set to the rlmReportTimer:
3>	initiate transmission of the UEAssistanceInformation message in accordance with 5.6.10.3;
2>	if "early-in-sync" event has been detected (T315 has expired) and T344 is not running:
3>	start timer T344 with the timer value set to the rlmReportTimer:
3>	initiate transmission of the UEAssistanceInformation message in accordance with 5.6.10.3;
1>	if configured to provide delay budget report:
2>	if the UE did not transmit a UEAssistanceInformation message with delayBudgetReport since it was configured to provide delay budget report; or
2>	if the current delay budget is different from the one indicated in the last transmission of the UEAssistanceInformation message and timer T342 is not running:
3>	start or restart timer T342 with the timer value set to the delayBudgetReportingProhibitTimer;
3>	initiate transmission of the UEAssistanceInformation message in accordance with 5.6.10.3;
1>	if configured to provide overheating assistance information:
2>	if the overheating condition has been detected and T345 is not running; or
2>	if the current overheating assistance information is different from the one indicated in the last transmission of the UEAssistanceInformation message and timer T345 is not running:
3>	start timer T345 with the timer value set to the overheatingIndicationProhibitTimer;
3>	initiate transmission of the UEAssistanceInformation message in accordance with 5.6.10.3;
NOTE:	In case overheating assistance for NR SCG is released while the regular overheating assistance remains configured, a UE that included SCG overheating parameters in the last reported overheating assistance considers overheating assistance information to be different regardless whether or not its preferences for the regular overheating assistance changed.
1>	if configured to provide its preference for NR SCG deactivation:
2>	if the UE did not transmit a UEAssistanceInformation message with scg-DeactivationPreference since it was configured to provide its preference for NR SCG deactivation and the UE prefers the NR SCG to be deactivated; or
2>	if the UE preference for NR SCG deactivation is different from the one indicated in the last transmission of the UEAssistanceInformation message and timer T346 is not running:
3>	start or restart timer T346 with the timer value set to the scg-DeactivationPreferenceProhibitTimer;
3>	initiate transmission of the UEAssistanceInformation message in accordance with 5.6.10.3;
1>	if the UE is configured with a deactivated NR SCG and there are uplink data to send on a DRB for which rlc-Config is not configured in drb-ToAddModList; and
1>	if the UE previously did not have any uplink data to send for any SCG RLC entity:
2>	initiate transmission of the UEAssistanceInformation message in accordance with 5.6.10.3.
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The IE CondReconfigurationToAddModList concerns a list of conditional reconfigurations (i.e. conditional handover, conditional PSCell addition or inter-SN conditional PSCell change) to add or modify, for each entry the measId (associated to the triggering condition configuration) and the associated RRCConnectionReconfiguration.
CondReconfigurationToAddModList information element
-- ASN1START

CondReconfigurationToAddModList-r16 ::= SEQUENCE (SIZE (1.. maxCondConfig-r16)) OF CondReconfigurationAddMod-r16

CondReconfigurationAddMod-r16 ::= SEQUENCE {
	condReconfigurationId-r16			CondReconfigurationId-r16,
	triggerCondition-r16				SEQUENCE (SIZE (1..2)) OF MeasId
													OPTIONAL,  -- Need ON
	condReconfigurationToApply-r16	OCTET STRING (CONTAINING RRCConnectionReconfiguration)
													OPTIONAL,-- Cond CondReconfigurationAdd
	...,
	[[
	triggerConditionSN-r17			OCTET STRING	OPTIONAL -- Need ON
	]]
}

-- ASN1STOP

	CondReconfigurationToAddMod field descriptions

	condReconfigurationToApply
The RRCConnectionReconfiguration message to be applied when the condition(s) are fulfilled. For CPAC, the RRCConnectionReconfiguration message contained in condReconfigurationToApply cannot contain the field scg-State.

	triggerCondition
The condition that needs to be fulfilled in order to trigger the execution of a conditional reconfiguration for CHO, CPA or MN initiated inter-SN CPC. When configuring two triggering events (MeasIds) for a candidate cell, the network ensures that both refer to the same measObject. For each condReconfigurationId, the network always configures either triggerCondition or triggerConditionSN (not both).

	triggerConditionSN
Includes the NR CondReconfigExecCondSCG as specified in TS 38.331 [82]. For each condReconfigurationId, the network always configures either triggerCondition or triggerConditionSN (not both). The field is applied to the case of SN initiated inter-SN CPC.



	Conditional presence
	Explanation

	CondReconfigurationAdd
	The field is mandatory present if a condReconfigurationId is being added. Otherwise it is optional, need ON.
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The IE ReportConfigInterRAT specifies criteria for triggering of an inter-RAT measurement reporting event or of a CPA or MN initiated inter-SN CPC event. The inter-RAT measurement reporting events for NR, UTRAN, GERAN and CDMA2000 are labelled BN with N equal to 1, 2 and so on. The inter-RAT measurement reporting events for WLAN are labelled WN with N equal to 1, 2 and so on.
Event B1:	Neighbour becomes better than absolute threshold;
Event B2:	PCell becomes worse than absolute threshold1 AND Neighbour becomes better than another absolute threshold2.
Event W1:	WLAN becomes better than a threshold;
Event W2:	All WLAN inside WLAN mobility set become worse than a threshold1 and a WLAN outside WLAN mobility set becomes better than a threshold2;
Event W3:	All WLAN inside WLAN mobility set become worse than a threshold.
CondEvent B1: Conditional reconfiguration candidate becomes better than absolute threshold.
The b1 and b2 event thresholds for CDMA2000 are the CDMA2000 pilot detection thresholds are expressed as an unsigned binary number equal to [-2 x 10 log 10 Ec/Io] in units of 0.5dB, see C.S0005 [25] for details.
ReportConfigInterRAT information element
-- ASN1START

ReportConfigInterRAT ::=			SEQUENCE {
	triggerType							CHOICE {
		event								SEQUENCE {
			eventId								CHOICE {
				eventB1								SEQUENCE {
					b1-Threshold						CHOICE {
						b1-ThresholdUTRA					ThresholdUTRA,
						b1-ThresholdGERAN					ThresholdGERAN,
						b1-ThresholdCDMA2000				ThresholdCDMA2000
					}
				},
				eventB2								SEQUENCE {
					b2-Threshold1						ThresholdEUTRA,
					b2-Threshold2						CHOICE {
						b2-Threshold2UTRA					ThresholdUTRA,
						b2-Threshold2GERAN					ThresholdGERAN,
						b2-Threshold2CDMA2000				ThresholdCDMA2000
					}
				},
				...,
				eventW1-r13						SEQUENCE {
					w1-Threshold-r13			WLAN-RSSI-Range-r13
				},
				eventW2-r13						SEQUENCE {
					w2-Threshold1-r13			WLAN-RSSI-Range-r13,
					w2-Threshold2-r13			WLAN-RSSI-Range-r13
				},
				eventW3-r13						SEQUENCE {
					w3-Threshold-r13			WLAN-RSSI-Range-r13
				},
				eventB1-NR-r15							SEQUENCE {
					b1-ThresholdNR-r15					ThresholdNR-r15,
					reportOnLeave-r15					BOOLEAN
				},
				eventB2-NR-r15							SEQUENCE {
					b2-Threshold1-r15					ThresholdEUTRA,
					b2-Threshold2NR-r15					ThresholdNR-r15,
					reportOnLeave-r15					BOOLEAN
				}
			},
			hysteresis						Hysteresis,
			timeToTrigger					TimeToTrigger
		},
		periodical								SEQUENCE {
			purpose									ENUMERATED {
														reportStrongestCells,
														reportStrongestCellsForSON,
														reportCGI}
		}
	},
	maxReportCells					INTEGER (1..maxCellReport),
	reportInterval					ReportInterval,	
	reportAmount					ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity},
	...,
	[[	si-RequestForHO-r9				ENUMERATED {setup}		OPTIONAL	-- Cond reportCGI
	]],
	[[	reportQuantityUTRA-FDD-r10		ENUMERATED {both}		OPTIONAL	-- Need OR
	]],
	[[	includeLocationInfo-r11			BOOLEAN					OPTIONAL	-- Need ON
	]],
	[[	b2-Threshold1-v1250				CHOICE {
			release							NULL,
			setup							RSRQ-Range-v1250
		}														OPTIONAL	-- Need ON
	]],
	[[	reportQuantityWLAN-r13			ReportQuantityWLAN-r13	OPTIONAL	-- Need ON
	]],
	[[	reportAnyWLAN-r14				BOOLEAN					OPTIONAL	-- Need ON
	]],
	[[	reportQuantityCellNR-r15		ReportQuantityNR-r15	OPTIONAL,	-- Need ON
		maxReportRS-Index-r15			INTEGER (0..maxRS-IndexReport-r15)	OPTIONAL,	-- Need ON
		reportQuantityRS-IndexNR-r15	ReportQuantityNR-r15	OPTIONAL,	-- Need ON
		reportRS-IndexResultsNR			BOOLEAN					OPTIONAL,	-- Need ON
		reportSFTD-Meas-r15				ENUMERATED {pSCell, neighborCells }	OPTIONAL	-- Need ON
	]],
	[[
		useAutonomousGapsNR-r16			ENUMERATED {setup}		OPTIONAL,	-- Cond reportCGI-NR
		measRSSI-ReportConfigNR-r16		MeasRSSI-ReportConfig-r13	OPTIONAL	-- Need ON
	]],
	[[condReconfigurationTriggerNR-r17	CondReconfigurationTriggerNR-r17	OPTIONAL-- Need ON
	]]
}

CondReconfigurationTriggerNR-r17	::=	SEQUENCE {
	condEventId-r17							CHOICE {
		condEventB1-NR-r17						SEQUENCE {
			b1-ThresholdNR-r17						ThresholdNR-r15,
			hysteresis-r17							Hysteresis,
			timeToTrigger-r17						TimeToTrigger
		},
	...
	}
}

ThresholdUTRA ::=					CHOICE{
	utra-RSCP							INTEGER (-5..91),
	utra-EcN0							INTEGER (0..49)
}

ThresholdGERAN ::=				INTEGER (0..63)

ThresholdCDMA2000 ::=			INTEGER (0..63)

ReportQuantityNR-r15::=						SEQUENCE {
	ss-rsrp										BOOLEAN,
	ss-rsrq										BOOLEAN,
	ss-sinr										BOOLEAN
}

ReportQuantityWLAN-r13 ::=		SEQUENCE {
	bandRequestWLAN-r13							ENUMERATED {true}	OPTIONAL,	-- Need OR
	carrierInfoRequestWLAN-r13					ENUMERATED {true}	OPTIONAL,	-- Need OR
	availableAdmissionCapacityRequestWLAN-r13	ENUMERATED {true}	OPTIONAL,	-- Need OR
	backhaulDL-BandwidthRequestWLAN-r13			ENUMERATED {true}	OPTIONAL,	-- Need OR
	backhaulUL-BandwidthRequestWLAN-r13			ENUMERATED {true}	OPTIONAL,	-- Need OR
	channelUtilizationRequestWLAN-r13			ENUMERATED {true}	OPTIONAL,	-- Need OR
	stationCountRequestWLAN-r13					ENUMERATED {true}	OPTIONAL,	-- Need OR
	...
}

-- ASN1STOP

	ReportConfigInterRAT field descriptions

	availableAdmissionCapacityRequestWLAN
The value true indicates that the UE shall include, if available, WLAN Available Admission Capacity in measurement reports.

	backhaulDL-BandwidthRequestWLAN
The value true indicates that the UE shall include, if available, WLAN Backhaul Downlink Bandwidth in measurement reports.

	backhaulUL-BandwidthRequestWLAN
The value true indicates that the UE shall include, if available, WLAN Backhaul Uplink Bandwidth in measurement reports.

	bandRequestWLAN
The value true indicates that the UE shall include WLAN band in measurement reports.

	bN-ThresholdM
Threshold to be used in inter RAT measurement report triggering condition for event number bN. If multiple thresholds are defined for event number bN, the thresholds are differentiated by M.

	carrierInfoRequestWLAN
The value true indicates that the UE shall include, if available, WLAN Carrier Information in measurement reports.

	channelUtilizationRequest-WLAN
The value true indicates that the UE shall include, if available, WLAN Channel Utilization in measurement reports.

	condReconfigurationTriggerNR
The conditional reconfiguration trigger event that is used for CPA or MN initiated inter-SN CPC. If this field is configured, the UE shall ignore the configuration of triggerType, maxReportCells, reportInterval, and reportAmount.

	condEventId
Choice of conditional reconfiguration event triggered criteria.

	eventId
Choice of inter-RAT event triggered reporting criteria.

	maxReportCells
Max number of cells, excluding the serving cell, to include in the measurement report. In case purpose is set to reportStrongestCellsForSON only value 1 applies. For inter-RAT WLAN, it is the maximum number of WLANs to include in the measurement report.

	maxReportRS-Index
Max number of RS indices to include in the measurement report. E-UTRAN configures value 0 only if it sets reportRS-IndexResultsNR to FALSE.

	measRSSI-ReportConfigNR
If this field is present, the UE shall perform measurement reporting for RSSI and channel occupancy and ignore the triggerQuantity, reportQuantity and maxReportCells fields. E-UTRAN sets this field to true only when setting triggerType to periodical and purpose to reportStrongestCells.

	Purpose
reportStrongestCellsForSON applies only in case reportConfig is linked to a measObject set to measObjectUTRA or measObjectCDMA2000.

	reportAmount
Number of measurement reports applicable for triggerType event as well as for triggerType periodical. In case purpose is set to reportCGI or reportStrongestCellsForSON only value 1 applies. In case reportSFTD-Meas is configured, only value 1 applies.

	reportAnyWLAN
Indicates UE to report any WLAN AP meeting the triggering requirements, even if it is not included in the corresponding MeasObjectWLAN. 

	reportOnLeave
Indicates whether or not the UE shall initiate the measurement reporting procedure when the leaving condition is met for a cell in cellsTriggeredList, as specified in 5.5.4.1.

	reportQuantityUTRA-FDD
The quantities to be included in the UTRA measurement report. The value both means that both the cpich RSCP and cpich EcN0 quantities are to be included in the measurement report.

	reportRS-IndexResultsNR
Indicates whether or not the UE shall report beam measurement result of NR in the measurement report.

	reportSFTD-Meas
If this field is set to pSCell, the UE shall measure SFTD between the PCell and the PSCell as specified in TS 38.215 [89], in this case, the frequency of PSCell is configured in the corresponding measObjectNR. If the field is set to neighborCells, the UE shall measure SFTD between the PCell and the NR cells included in cellsForWhichToReportSFTD (if configured in the corresponding measObjectNR) or between the PCell and up to 3 strongest detected NR cells (if cellsForWhichToReportSFTD is not configured in the corresponding measObjectNR), as specified in TS 38.215 [89]. E-UTRAN only includes this field when setting triggerType to periodical and purpose to reportStrongestCells. If included, the UE shall ignore the maxReportCells field.

	si-RequestForHO
The field applies to the reportCGI functionality, and when the field is included, the UE is allowed to use autonomous gaps in acquiring system information from the neighbour cell, applies a different value for T321, and includes different fields in the measurement report. EUTRAN does not configure the field if reportConfig is linked to a measObject set to measObjectNR.

	ss-rsrp
Indicates whether or not the UE shall report SS-RSRP quantity of NR.

	ss-rsrq
Indicates whether or not the UE shall report SS-RSRQ quantity of NR.

	ss-sinr
Indicates whether or not the UE shall report SS-SINR quantity of NR.

	stationCountRequestWLAN
The value true indicates that the UE shall include, if available, WLAN Station Count in measurement reports.

	b1-ThresholdGERAN, b2-Threshold2GERAN
The actual value is field value – 110 dBm.

	b1-ThresholdUTRA, b2-Threshold2UTRA
utra-RSCP corresponds to CPICH_RSCP in TS 25.133 [29] for FDD and P-CCPCH_RSCP in TS 25.123 [30] for TDD. utra-EcN0 corresponds to CPICH_Ec/No in TS 25.133 [29] for FDD, and is not applicable for TDD.
For utra-RSCP: The actual value is field value – 115 dBm.
For utra-EcN0: The actual value is (field value – 49)/2 dB.

	timeToTrigger
Time during which specific criteria for the event needs to be met in order to trigger a measurement report or to execute the conditional reconfiguration evaluation.

	triggerType
E-UTRAN does not configure the value periodical in case reportConfig is linked to a measObject set to measObjectWLAN.

	useAutonomousGapsNR
The field applies to the reportCGI functionality, and when the field is included, the UE is allowed to use autonomous gaps in acquiring system information from the NR neighbour cell, applies the corresponding value for T321, EUTRAN can configure the field only if reportConfig is linked to a measObject set to measObjectNR.



	Conditional presence
	Explanation

	reportCGI
	The field is optional, need OR, in case purpose is included and set to reportCGI; otherwise the field is not present and the UE shall delete any existing value for this field.

	reportCGI-NR
	The field is optional, need OR, in case purpose is included and set to reportCGI, and reportConfig is linked to a measObject set to measObjectNR, otherwise the field is not present and the UE shall delete any existing value for this field.




