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	Reason for change:
	Corrections based on agreements in RAN2#119 meeting.
Clarify Active Time for MBS multicast related to non-complete PDCCH monitoring [1].
When describing the conditions of multicast DRX Active Time in CSI report, use“/” between conditions. [7]
RAN2 agrees that procedural texts on DL dynamic assignment related to NDI handling are not only for C-RNTI/Temporary C-RNTI/CS-RNTI but also for G-RNTI/G-CS-RNTI. [1][7]
Correct Figure 4.2.2-1 and Figure 4.2.2-2 in TS 38.321 to incorporate (De-)-Multiplexing block for MCCH. [1]

	
	

	Summary of change:
	(1) Add (De-)Multiplexing box for MCCH in Figure 4.2.2-1 and Figure 4.2.2-2.
(2) Clarify DL dynamic assignment related to NDI handling are not only for C-RNTI/Temporary C-RNTI/CS-RNTI but also for G-RNTI/G-CS-RNTI in 5.3.1.
(3) When describing the conditions of multicast DRX Active Time in CSI report, use“/” between conditions in 5.7.
(4) Clarify Active Time for MBS multicast related to non-complete PDCCH monitoring in 5.7b.

Impact analysis
Impacted 5G architecture options: NR SA, MR-DC
Impacted functionality: MBS
Inter-operability: 
1. There is no inter-operability issue due to only text improvement.
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The MAC entity of the UE handles the following transport channels:
-	Broadcast Channel (BCH);
-	Downlink Shared Channel(s) (DL-SCH);
-	Paging Channel (PCH);
-	Uplink Shared Channel(s) (UL-SCH);
-	Random Access Channel(s) (RACH).
When the UE is configured with SCG, two MAC entities are configured to the UE: one for the MCG and one for the SCG.
When the UE is configured with DAPS handover, two MAC entities are used by the UE: one for the source cell (source MAC entity) and one for the target cell (target MAC entity).
The functions of the different MAC entities in the UE operate independently unless otherwise specified. The timers and parameters used in each MAC entity are configured independently unless otherwise specified. The Serving Cells, C-RNTI, radio bearers, logical channels, upper and lower layer entities, LCGs, and HARQ entities considered by each MAC entity refer to those mapped to that MAC entity unless otherwise specified.
If the MAC entity is configured with one or more SCells, there are multiple DL-SCH and there may be multiple UL-SCH as well as multiple RACH per MAC entity; one DL-SCH, one UL-SCH, and one RACH on the SpCell, one DL-SCH, zero or one UL-SCH and zero or one RACH for each SCell.
If the MAC entity is not configured with any SCell, there is one DL-SCH, one UL-SCH, and one RACH per MAC entity.
Figure 4.2.2-1 illustrates one possible structure of the MAC entity when SCG is not configured and for each MAC entity during DAPS handover.




Figure 4.2.2-1: MAC structure overview
Figure 4.2.2-2 illustrates one possible structure for the MAC entities when MCG and SCG are configured.




Figure 4.2.2-2: MAC structure overview with two MAC entities
In addition, the MAC entity of the UE handles the following transport channel for sidelink:
-	Sidelink Shared Channel (SL-SCH);
-	Sidelink Broadcast Channel (SL-BCH).
Figure 4.2.2-3 illustrates one possible structure for the MAC entity when sidelink is configured.


Figure 4.2.2-3: MAC structure overview for sidelink

	The next change


[bookmark: _Toc29239828][bookmark: _Toc37296187][bookmark: _Toc46490313][bookmark: _Toc52752008][bookmark: _Toc52796470][bookmark: _Toc109217539]5.3.1	DL Assignment reception
Downlink assignments received on the PDCCH both indicate that there is a transmission on a DL-SCH for a particular MAC entity and provide the relevant HARQ information.
When the MAC entity has a C-RNTI, Temporary C-RNTI, or CS-RNTI, G-RNTI or G-CS-RNTI, the MAC entity shall for each PDCCH occasion during which it monitors PDCCH and for each Serving Cell:
===omit some text===
	The next change


5.7	Discontinuous Reception (DRX)
===omit some text===
1>	if DCP monitoring is configured for the active DL BWP as specified in TS 38.213 [6], clause 10.3; and
1>	if the current symbol n occurs within drx-onDurationTimer duration; and
1>	if drx-onDurationTimer associated with the current DRX cycle is not started as specified in this clause:
2>	if the MAC entity would not be in Active Time considering grants/assignments/DRX Command MAC CE/Long DRX Command MAC CE received and Scheduling Request sent until 4 ms prior to symbol n when evaluating all DRX Active Time conditions as specified in this clause; and
2>	if allowCSI-SRS-Tx-MulticastDRX-Active is not configured or, if all multicast DRXes would not be in Active Time considering multicast assignments and /DRX Command MAC CE for MBS multicast received until 4 ms prior to symbol n when evaluating all DRX Active Time conditions as specified in Clause 5.7b and all multicast sessions are configured with multicast DRX:
3>	not transmit periodic SRS and semi-persistent SRS defined in TS 38.214 [7];
3>	not report semi-persistent CSI configured on PUSCH;
3>	if ps-TransmitPeriodicL1-RSRP is not configured with value true:
4>	not report periodic CSI that is L1-RSRP on PUCCH.
3>	if ps-TransmitOtherPeriodicCSI is not configured with value true:
4>	not report periodic CSI that is not L1-RSRP on PUCCH.
1>	else:
2>	in current symbol n, if a DRX group would not be in Active Time considering grants/assignments scheduled on Serving Cell(s) in this DRX group and DRX Command MAC CE/Long DRX Command MAC CE received and Scheduling Request sent until 4 ms prior to symbol n when evaluating all DRX Active Time conditions as specified in this clause; and
2>	if allowCSI-SRS-Tx-MulticastDRX-Active is not configured or, in current symbol n, if all multicast DRXes corresponding to the DRX group would not be in Active Time considering multicast assignments and /DRX Command MAC CE for MBS multicast received until 4 ms prior to symbol n when evaluating all DRX Active Time conditions as specified in Clause 5.7b and all multicast sessions corresponding to the DRX group are configured with multicast DRX:
3>	not transmit periodic SRS and semi-persistent SRS defined in TS 38.214 [7] in this DRX group;
3>	not report CSI on PUCCH and semi-persistent CSI configured on PUSCH in this DRX group.
2>	if CSI masking (csi-Mask) is setup by upper layers:
3>	in current symbol n, if drx-onDurationTimer of a DRX group would not be running considering grants/assignments scheduled on Serving Cell(s) in this DRX group and DRX Command MAC CE/Long DRX Command MAC CE received until 4 ms prior to symbol n when evaluating all DRX Active Time conditions as specified in this clause; and
3>	if allowCSI-SRS-Tx-MulticastDRX-Active is not configured or, in current symbol n, if drx-onDurationTimerPTM(s) of all multicast DRXes corresponding to the DRX group would not be running considering multicast assignments and DRX Command MAC CE for MBS multicast received until 4 ms prior to symbol n when evaluating all DRX Active Time conditions as specified in Clause 5.7b and all multicast sessions corresponding to the DRX group are configured with multicast DRX:
4>	not report CSI on PUCCH in this DRX group.
===omit some text===
	The next change


5.7b	Discontinuous Reception (DRX) for MBS Multicast
===omit some text===
The MAC entity needs not to monitor the PDCCH for a G-RNTI or a G-CS-RNTI if it is not a complete PDCCH occasion (e.g. the Active Time for a G-RNTI or a G-CS-RNTI starts or ends in the middle of a PDCCH occasion).
	End of the first change
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