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1	Introduction
RAN1 has sent an LS on condition to apply channel access procedure to RAN2 in the last meeting. We therefore discuss this LS and see if there is any potential RAN2 impact in this contribution.
[bookmark: _Ref178064866]2	Discussion
This LS has contained the following questions.
In RAN1#110 meeting, RAN1 has made the following agreement 
[Agreement] 
Endorse the draft CR R1-2207664 with TP updated to:
· When a gNB is required by regulations to sense a channel(s) for availability for performing transmission(s) on the channel(s) or when a gNB provides UE(s) with higher layer parameters channelAccessMode2-r17 by SIB1 or dedicated configuration indicating that the channel access procedures would be performed by UE before transmission(s) on a channel(s), the channel access procedures described in this clause for accessing the channel(s) on which the transmission(s) are performed by the gNB/UE(s), are applied.
· Send LS to RAN2 to ask RAN2 to implement in their specs that in region where LBT is mandated, the parameter channelAccessMode2-r17 is expected to be configured.

RAN1 agreed that when LBT is mandated in a region, the parameter channelAccessMode2-r17 is expected to be configured by the network, and RAN1 leaves RAN2 to decide how to capture this in RAN2 specification.  


[bookmark: _Toc115332570]RAN1 agreed that when LBT is mandated in a region, the parameter channelAccessMode2-r17 is expected to be configured by the network. 
[bookmark: _Toc115332571]RAN1 leaves RAN2 to decide how to capture the RAN1 agreement in RAN2 specification. 

In our view, the gNB has full knowledge of whether LBT is mandated in a certain region, therefore, it is sufficient to fully leave to gNB implementation to determine when and whether the parameter channelAccessMode2-r17 needs to be signaled to UE.
[bookmark: _Toc115332572]The gNB has full knowledge of whether LBT is mandated in a certain region, therefore, it is sufficient to fully leave to gNB implementation to determine when and whether the parameter channelAccessMode2-r17 needs to be signaled to UE. 
Therefore, no spec change is need for the above RAN1 agreement.
[bookmark: _Toc115332566]it is sufficient to fully leave to gNB implementation to determine when and whether the parameter channelAccessMode2-r17 needs to be signaled to UE, therefore no spec change is needed for the RAN1 agreement.
[bookmark: _Toc115332567]RAN2 to send a LS reply to RAN1 to capture the following
a. [bookmark: _Toc115332568]it is sufficient to fully leave to gNB implementation to determine when and whether the parameter channelAccessMode2-r17 needs to be signaled to UE.
b. [bookmark: _Toc115332569]No spec change is needed for the RAN1 agreement indicated in the LS R1-2208231. 


[bookmark: _Toc70424553][bookmark: _Ref189046994]3 Conclusion
In the previous sections we made the following observations: 
Observation 1	RAN1 agreed that when LBT is mandated in a region, the parameter channelAccessMode2-r17 is expected to be configured by the network.
Observation 2	RAN1 leaves RAN2 to decide how to capture the RAN1 agreement in RAN2 specification.
Observation 3	The gNB has full knowledge of whether LBT is mandated in a certain region, therefore, it is sufficient to fully leave to gNB implementation to determine when and whether the parameter channelAccessMode2-r17 needs to be signaled to UE.

Based on the discussion in the previous sections we propose the following:
Proposal 1	it is sufficient to fully leave to gNB implementation to determine when and whether the parameter channelAccessMode2-r17 needs to be signaled to UE, therefore no spec change is needed for the RAN1 agreement.
Proposal 2	RAN2 to send a LS reply to RAN1 to capture the following
a.	it is sufficient to fully leave to gNB implementation to determine when and whether the parameter channelAccessMode2-r17 needs to be signaled to UE.
b.	No spec change is needed for the RAN1 agreement indicated in the LS R1-2208231.
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