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	Reason for change:
	For eMTC UEs in TN, if mpdcch-UL-HARQ-ACK-FeedbackConfig is configured, the DRX active time includes all the repetitions within a bundle of PUSCH for UE to monitor UL HARQ ACK.

In NTN, due to the longer RTT, the earliest UL HARQ ACK can only be received after the first repetition plus UE-eNB RTT. Therefore, the DRX active time should not include the UE-eNB RTT duration in order to reduce power consumption for eMTC UEs.  

	
	

	Summary of change:
	1. In NTN, the DRX Active Time starts after the first repetition within the bundle plus the UE-eNB RTT when repetitions within the bundle are being transmitted.


Impacted functionality: 
DRX function for eMTC UEs configured with UL HARQ ACK feedback

Inter-operability:
If the UE is implemented according to this CR while the network is not, there is no inter-operability issue.
If the network is implemented according to this CR while the UE is not, there is no inter-operability issue.


	
	

	Consequences if not approved:
	UE will waste power on PDCCH monitoring during the UE-eNB RTT duration.
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[bookmark: _Toc29242977][bookmark: _Toc37256238][bookmark: _Toc37256392][bookmark: _Toc46500331][bookmark: _Toc52536240][bookmark: _Toc108866140][bookmark: _Hlk54206873][bookmark: _Toc100930196]5.7	Discontinuous Reception (DRX)
The MAC entity may be configured by RRC with a DRX functionality that controls the UE's PDCCH monitoring activity for the MAC entity's C-RNTI, TPC-PUCCH-RNTI, TPC-PUSCH-RNTI, Semi-Persistent Scheduling C-RNTI (if configured), UL Semi-Persistent Scheduling V-RNTI (if configured), eIMTA-RNTI (if configured), SL-RNTI (if configured), SL-V-RNTI (if configured), CC-RNTI (if configured), SRS-TPC-RNTI (if configured), and AUL C-RNTI (if configured). When in RRC_CONNECTED, if DRX is configured, the MAC entity is allowed to monitor the PDCCH discontinuously using the DRX operation specified in this clause; otherwise the MAC entity monitors the PDCCH continuously. When using DRX operation, the MAC entity shall also monitor PDCCH according to requirements found in other clauses of this specification. RRC controls DRX operation by configuring the timers onDurationTimer, drx-InactivityTimer, drx-RetransmissionTimer (for HARQ processes scheduled using 1ms TTI, one per DL HARQ process except for the broadcast process), drx-RetransmissionTimerShortTTI (for HARQ processes scheduled using short TTI, one per DL HARQ process), drx-ULRetransmissionTimer (for HARQ processes scheduled using 1ms TTI, one per asynchronous UL HARQ process), drx-ULRetransmissionTimerShortTTI (for HARQ processes scheduled using short TTI, one per asynchronous UL HARQ process), the longDRX-Cycle, the value of the drxStartOffset and optionally the drxShortCycleTimer and shortDRX-Cycle. A HARQ RTT timer per DL HARQ process (except for the broadcast process) and UL HARQ RTT Timer per asynchronous UL HARQ process is also defined (see clause 7.7).
When a DRX cycle is configured, the Active Time includes the time while:
-	onDurationTimer or drx-InactivityTimer or drx-RetransmissionTimer or drx-RetransmissionTimerShortTTI or drx-ULRetransmissionTimer or drx-ULRetransmissionTimerShortTTI or mac-ContentionResolutionTimer (as described in clause 5.1.5) is running; or
-	a Scheduling Request is sent on PUCCH/SPUCCH and is pending (as described in clause 5.4.4); or
-	an uplink grant for a pending HARQ retransmission can occur and there is data in the corresponding HARQ buffer for synchronous HARQ process; or
-	a PDCCH indicating a new transmission addressed to the C-RNTI of the MAC entity has not been received after successful reception of a Random Access Response for the preamble not selected by the MAC entity (as described in clause 5.1.4) ; or
-	mpdcch-UL-HARQ-ACK-FeedbackConfig is configured and repetitions within a bundle are being transmitted according to UL_REPETITION_NUMBER. If this Serving Cell is part of a non-terrestrial network, the Active Time starts after the first repetition within the bundle plus the UE-eNB RTT when repetitions within the bundle are being transmitted.

