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	Reason for change:
	Consider the following scenario:
· RLF is declared -> UE performs reestablishment procedure successfully -> RLF report is not fetched -> UE gets released to RRC_IDLE (e.g. RRCRelease) -> UE performs establishment procedure in LTE cell

Since RLF report is not fetched, the UE still has radio link failure information in VarRLF-Report in the concerned scenario. According to the procedure text, the UE will include reconnectCellId in VarRLF-Report if the following condition is met: 
2>	if the UE supports RLF report for inter-RAT MRO EUTRA as defined in TS 38.306 [87], and if the UE has radio link failure or handover failure information available in VarRLF-Report of TS 38.331 [82] and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report of TS 38.331 [82]:

However, the correct UE behavior is NOT include reconnectCellId in VarRLF-Report if re-stablishment procedure is performed successfully, as clarified in the field description.  
	reconnectCellId
This field is used to indicate the cell in which the UE comes back to connected after connection failure and after failing to perform reestablishment. If the UE comes back to RRC CONNECTED in an NR cell then nrReconnectCellID is included and if the UE comes back to RRC CONNECTED in an LTE cell then eutraReconnectCellID is included.



Thus, inconsistent UE behavior between procedure text and field description should be fixed. 

	
	

	Summary of change:
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START OF CHANGE
5.3.3.4	Reception of the RRCConnectionSetup by the UE
NOTE 1:	Prior to this, lower layer signalling is used to allocate a C-RNTI. For further details see TS 36.321 [6];
The UE shall:
1>	except when the UE connected to 5GC is a BL UE or UE in CE, if the RRCConnectionSetup is received in response to an RRCConnectionResumeRequest from a suspended RRC connection:
2>	if the UE is resuming an RRC connection after early security reactivation in accordance with conditions in 5.3.3.18:
3>	discard any current AS security context including the KRRCenc key, the KRRCint key, the KUPint key and the KUPenc key;
2>	release all radio resources, including release of the RLC entity, the MAC configuration and the associated PDCP entity for all established or suspended RBs, except for SRB0;
2>	discard the stored UE AS context and resumeIdentity;
2>	if stored, discard the stored nextHopChainingCount;
2>	if stored, discard the stored drb-ContinueROHC;
2>	indicate to upper layers fallback of the RRC connection;
1>	if the RRCConnectionSetup is received in response to an RRCConnectionResumeRequest from RRC_INACTIVE:
2>	stop T380 if running;
2>	discard the stored UE Inactive AS context;
2> release rrc-InactiveConfig, if configured;
1>	if the UE connected to 5GC is a BL UE or UE in CE, and the RRCConnectionSetup is received in response to an RRCConnectionResumeRequest from a suspended RRC connection:
2>	discard the stored UE AS context and resumeIdentity;
2>	if stored, discard the stored nextHopChainingCount;
2>	if stored, discard the stored drb-ContinueROHC;
1>	if the RRCConnectionSetup is received in response to an RRCConnectionResumeRequest from RRC_INACTIVE; or
1>	if the UE connected to 5GC is a BL UE or UE in CE, and the RRCConnectionSetup is received in response to an RRCConnectionResumeRequest from a suspended RRC connection:
2>	discard any current AS security context including the KRRCenc key, the KRRCint key, the KUPint key and the KUPenc key;
2>	release radio resources for all established RBs except SRB0, including release of the RLC entities, of the associated PDCP entities and of SDAP entities;
2>	release the RRC configuration except for the default L1 parameter values, default MAC main configuration and CCCH;
2>	apply the default NR PDCP configuration as specified in TS 38.331 [82], clause 9.2.1.1 for SRB1;
2>	use NR PDCP for all subsequent messages received and sent by the UE via SRB1;
2>	indicate to upper layers fallback of the RRC connection;
1>	if the RRCConnectionSetup is received in response to an RRCEarlyDataRequest or RRCConnectionResumeRequest for transmission using PUR:
2>	instruct the associated MAC entity to start timeAlignmentTimer;
1>	perform the radio resource configuration procedure in accordance with the received radioResourceConfigDedicated and as specified in 5.3.10.0;
[bookmark: OLE_LINK58][bookmark: OLE_LINK63]1>	if stored, discard the cell reselection priority information provided by the idleModeMobilityControlInfo or inherited from another RAT;
1>	if stored, discard the altFreqPriorities provided by the RRCConnectionRelease;
1>	if stored, discard the dedicated offset provided by the redirectedCarrierOffsetDedicated;
1>	stop timer T300;
1>	if T302 is running:
2>	stop timer T302;
2>	if the UE is connected to 5GC:
3>	perform the actions as specified in 5.3.16.4;
1>	stop timer T303, if running;
1>	stop timer T305, if running;
1>	stop timer T306, if running;
1>	stop timer T308, if running;
1>	perform the actions as specified in 5.3.3.7;
1>	stop timer T320, if running;
1>	stop timer T350, if running;
1>	perform the actions as specified in 5.6.12.4;
1>	release rclwi-Configuration, if configured, as specified in 5.6.16.2;
1>	stop timer T360, if running;
1>	stop timer T322, if running;
1>	if timer T331 is running:
2>	stop timer T331;
[bookmark: _Hlk525732406]2>	perform the actions as specified in 5.6.20.3;
1>	stop timer T323, if running;
1>	forward the dedicatedInfoNAS, if received, to the upper layers;
1>	if T309 is running:
2>	stop timer T309 for all access categories;
2>	perform the actions as specified in 5.3.16.4.
1>	enter RRC_CONNECTED;
1>	stop the cell re-selection procedure;
1>	consider the current cell to be the PCell;
1>	except for NB-IoT:
2>	if the UE supports RLF report for inter-RAT MRO EUTRA as defined in TS 38.306 [87], and if the UE has radio link failure or handover failure information available in VarRLF-Report of TS 38.331 [82] and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report of TS 38.331 [82]:
3>	if reconnectCellId in VarRLF-Report of TS 38.331 [82] is not set, and if the received RRCConnectionSetup is in response to an RRCConnectionRequestthe UE failed to perform reestablishment:
4>	set timeUntilReconnection in VarRLF-Report of TS 38.331 [82] to the time that elapsed since the last radio link failure or handover failure;
4>	set eutraReconnectCellId in reconnectCellId in VarRLF-Report of TS 38.331 [82] to the global cell identity and the tracking area code of the PCell;
2>	if the UE radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:
3>	if reconnectCellId in VarRLF-Report is not set, and if the received RRCConnectionSetup is in response to an RRCConnectionRequestthe UE failed to perform reestablishment:
4>	set timeUntilReconnection in VarRLF-Report to the time that elapsed since the last radio link failure or handover failure;
4>	set eutraReconnectCellId in reconnectCellId in VarRLF-Report to the global cell identity and the tracking area code of the PCell;
[bookmark: OLE_LINK64][bookmark: OLE_LINK67]1>	set the content of RRCConnectionSetupComplete message as follows:
2>	if the RRCConnectionSetup is received in response to an RRCConnectionResumeRequest:
3>	if upper layers provide an S-TMSI:
4>	set the s-TMSI to the value received from upper layers;
3>	else if upper layers provide a 5G-S-TMSI:
4>	if the UE is a NB-IoT UE:
5>	set the ng-5G-S-TMSI to the value received from upper layers;
4>	else:
5>	set the ng-5G-S-TMSI-Bits to ng-5G-S-TMSI with the value received from upper layers;
2>	else if upper layers provide a 5G-S-TMSI:
3>	except for NB-IoT, set the ng-5G-S-TMSI-Bits to ng-5G-S-TMSI-Part2 to the leftmost 8 bits of 5G-S-TMSI received from upper layers;
2>	set the selectedPLMN-Identity to the PLMN selected by upper layers (see TS 23.122 [11], TS 24.301 [35] for E-UTRA/EPC and TS 24.501 [95] for E-UTRA/5GC) from the PLMN(s) included in the plmn-IdentityList in SystemInformationBlockType1 (or SystemInformationBlockType1-NB in NB-IoT);
2>	if upper layers provide the 'Registered MME', include and set the registeredMME as follows:
3>	if the PLMN identity of the 'Registered MME' is different from the PLMN selected by the upper layers:
4>	include the plmnIdentity in the registeredMME and set it to the value of the PLMN identity in the 'Registered MME' received from upper layers;
3>	set the mmegi and the mmec to the value received from upper layers;
2>	if upper layers provided the 'Registered MME':
3>	include and set the gummei-Type to the value provided by the upper layers;
2>	if upper layers provide the 'Registered AMF', include and set the registeredAMF as follows:
3>	if the PLMN identity of the 'Registered AMF' is different from the PLMN selected by the upper layers:
4>	include the plmnIdentity in the registeredAMF and set it to the value of the PLMN identity in the 'Registered AMF' received from upper layers;
3>	set the amf-Identifier to AMF Identifier of the 'Registered AMF' received from upper layers;
2>	if upper layers provided the 'Registered AMF':
3>	include and set the guami-Type to the value provided by the upper layers;
2>	if upper layers provide one or more S-NSSAI (see TS 23.003 [27]):
3>	include the s-NSSAI-list and set the content to the values provided by the upper layers;
2>	if the UE supports CIoT EPS optimisation(s):
3>	include attachWithoutPDN-Connectivity if received from upper layers;
3>	include up-CIoT-EPS-Optimisation if received from upper layers;
3>	except for NB-IoT, include cp-CIoT-EPS-Optimisation if received from upper layers;
2>	if the UE supports CIoT 5GS optimisation(s):
3>	for NB-IoT, include ng-U-DataTransfer if received from upper layers;
3>	except for NB-IoT, include cp-CIoT-5GS-Optimisatoin if received from upper layers;
2>	if connecting as an RN:
3>	include the rn-SubframeConfigReq;
2>	if the RRCConnectionSetup is received in response to RRCEarlyDataRequest:
3>	set the dedicatedInfoNAS to a zero-length octet string;
2>	else:
3>	set the dedicatedInfoNAS to include the information received from upper layers;
2>	if the RRCConnectionSetup is not in response to transmission using PUR and the UE has a stored pur-Config including pur-ConfigID:
3>	include the stored pur-ConfigID;
2>	if the UE is connected to EPC:
3>	except for NB-IoT:
4>	include the mobilityState and set it to the mobility state (as specified in TS 36.304 [4]) of the UE just prior to entering RRC_CONNECTED state;
4>	if the UE has flight path information available:
5>	include flightPathInfoAvailable;
3>	for NB-IoT:
4>	if the UE has radio link failure information available in VarRLF-Report-NB and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report-NB:
5>	include rlf-InfoAvailable;
4>	if the UE has ANR measurements information available in VarANR-MeasReport-NB and if the RPLMN is included in plmn-IdentityList stored in VarANR-MeasReport-NB:
5>	include anr-InfoAvailable;
3>	include dcn-ID if a DCN-ID value (see TS 23.401 [41]) is received from upper layers;
2>	else (i.e. the UE is connected to 5GC):
3>	if the UE is a BL UE:
4>	include lte-M;
2>	except for NB-IoT:
3>	if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:
4>	include rlf-InfoAvailable;
3>	if the UE has MBSFN logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
4>	include logMeasAvailableMBSFN;
3>	if the UE has logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
4>	include logMeasAvailable;
4>	if Bluetooth measurement results are included in the logged measurements the UE has available:
5>	include logMeasAvailableBT;
4>	if WLAN measurement results are included in the logged measurements the UE has available:
5>	include logMeasAvailableWLAN;
3>	if the UE has connection establishment failure information available in VarConnEstFailReport and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport:
4>	include connEstFailInfoAvailable;
3>	if the UE supports storage of mobility history information and the UE has mobility history information available in VarMobilityHistoryReport:
4>	include the mobilityHistoryAvail;
3>	if the SIB2 contains idleModeMeasurements and the UE has E-UTRA idle/inactive measurement information concerning cells other than the PCell available in VarMeasIdleReport; or
3>	if the SIB2 contains idleModeMeasurementsNR and the UE has NR idle/inactive measurement information available in VarMeasIdleReport:
4>	include the idleMeasAvailable;
3>	if upper layers indicate that access to RLOS is initiated (see TS 23.401 [41] subclause 4.3.8.3):
4>	set rlos-Request to true;
2>	if UE needs UL gaps during continuous uplink transmission:
3>	include ue-CE-NeedULGaps;
2>	for NB-IoT:
3>	if the UE supports serving cell idle mode measurements reporting and servingCellMeasInfo is present in SystemInformationBlockType2-NB:
4>	set the measResultServCell to include the measurements of the serving cell;
 NOTE 2:	The UE includes the latest results of the serving cell measurements as used for cell selection/ reselection evaluation, which are performed in accordance with the performance requirements as specified in TS 36.133 [16].
2>	if connecting as an IAB-node:
3>	include iab-NodeIndication;
2>	if UE supports uplink RRC Segmentation of UECapabilityInformation:
3>	except for NB-IoT, may include ul-RRC-Segmentation if upper layers indicate that they are performing an Attach or TA Update;
1>	submit the RRCConnectionSetupComplete message to lower layers for transmission;
1>	the procedure ends.
END OF CHANGE
