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	Reason for change:
	From TS38.321, upon SR failure, MAC notifies RRC to release SRS for all Serving Cells.
In RRC specification, it has been described to only release SRS-Resource instances configured in SRS-Config, but there is no description on the set of SRS-Resources, i.e. SRS-ResourceSet.
Since SRS-Resources composing SRS-ResourceSet are released, the SRS-ResourceSet has to be released as well.

	
	

	Summary of change:
	Updating the procedual text in clause 5.3.12
“1> release SRS-Reseources instances configured in SRS-Config.”
to
“1>	release SRS-ReseourceSet and SRS-Resource instances configured in SRS-Config.”
Impact Analysis:
Impacted 5G architecture options: 
All architectures

Impacted functionality:
SRS release

Interoperability issue:
· if the network is implemented according to the CR and the UE is not, as the network configures new SRS-Resource(s) and SRS-ResourceSet(s), UE may misunderstand it due to the old SRS-ResourceSet(s). 
· if the UE is implemented according to the CR and the network is not, as the network may request to release SRS-ResourceSet(s) which UE have already released.

	
	

	Consequences if not approved:
	UE behavior on SRS release remains ambiguous 
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[bookmark: _Toc20425753][bookmark: _Toc29321149][bookmark: _Toc36219332][bookmark: _Toc36220008][bookmark: _Toc36513428][bookmark: _Toc46449486][bookmark: _Toc46489273][bookmark: _Toc52495107][bookmark: _Toc60781276][bookmark: _Toc115379945]5.3.12	UE actions upon PUCCH/SRS release request
Upon receiving a PUCCH release request from lower layers, for all bandwidth parts of an indicated serving cell the UE shall:
1>	release PUCCH-CSI-Resources configured in CSI-ReportConfig;
1>	release SchedulingRequestResourceConfig instances configured in PUCCH-Config.
Upon receiving an SRS release request from lower layers, for all bandwidth parts of an indicated serving cell the UE shall:
1>	release SRS-ReseourceSet and SRS-Resource instances configured in SRS-Config.
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