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	Reason for change:
	Rel-17 introduced support for collecting Mobility History Information in Dual Connectivity. The UE logs Mobility History Information of the visited PSCells in a nested structure, i.e., it appends PSCell entries to the corresponding primary PCell (based on RAN#115-e agreement) 
The current specification does not clarify the Rel-17 functionality is dependant on the Rel-16 feature. The Rel-16 function on recording PCell Mobility History Information is optionally supported - without signalling capability bit. Thus, it remains ambiguous whether the UE fullfls the prerequisite requirement to generate the Rel-17 report.   

	
	

	Summary of change:
	The changes consist of:
1. Correction to pscell-MHI-Report-r17description

Impact analysis
Impacted functionality: Mobility History Information for PSCell
Inter-operability: 
1. If the network is implemented according to the CR and the UE is not, the UE assistance information recording for Mobility History Information for PSCell will fail.
2. If the UE is implemented according to the CR and the network is not, the use of Mobility History Information for PSCell is not feasible.
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	UE History Information based on Mobility History Information for PSCell is not supported.
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Modified Subclause
[bookmark: _Toc46488704][bookmark: _Toc52574126][bookmark: _Toc52574212][bookmark: _Toc115386309]4.2.17	SON parameters
	Definitions for parameters
	Per
	M
	FDD-TDD DIFF
	FR1-FR2 DIFF

	onDemandSI-Report-r17
Indicates whether the UE supports delivery of on-Demand SI information upon request from the network as specified in TS 38.331 [9].
	UE
	No
	No
	No

	pscell-MHI-Report-r17
Indicates whether the UE supports the storage of PSCell mobility history information and the reporting in UEInformationResponse message as specified in TS 38.331 [9]. The UE that indicates support of this feature shall support Mobility history information storage as specified in clause 5.7.
	UE
	No
	No
	No

	rach-Report-r16
Indicates whether the UE supports delivery of rachReport upon request from the network.
	UE
	No
	No
	No

	rlfReportCHO-r17
Indicates whether the UE supports RLF-Report for conditional handover.
	UE
	No
	No
	No

	rlfReportDAPS-r17
Indicates whether the UE supports RLF-Report for DAPS handover.
	UE
	No
	No
	No

	success-HO-Report-r17
Indicates whether the UE supports the storage and delivery of Successful Handover Report upon request from the network as specified in TS 38.331 [9].
	UE
	No
	No
	No

	twoStepRACH-Report-r17
Indicates whether the UE supports the storage and delivery of 2-step RACH related information upon request from the network as specified in TS 38.331 [9].
	UE
	No
	No
	No
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