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	Reason for change:
	1. In Rel-16 the RRCSystemInfoRequest message has been critically extended with value rrcPosSystemInfoRequest-r16 in order to support on-demand request for positioning system information. As result, a UE that wants to initiate SI request for positioning SI based on the RRCSystemInfoRequest message uses the critically extended value rrcPosSystemInfoRequest-r16, whereas a UE that wants to initiate SI request for non-positioning SI based on the RRCSystemInfoRequest message uses the original value rrcSystemInfoRequest. However, the latter is missing in the concerned procedure text in clause 5.2.2.3.3.

2. In clause 5.2.2.3.3a there is an incorrect statement with regards to triggering lower layers to initiate random access procedure on SUL carrier for positioning SI message(s) saying “corresponding to the SI message(s) that the UE requires to operate within the cell”. In fact, positioning SI messages are required by the UE upper layers for positioning operations.

3. The RRCSystemInfoRequest message can be also used by the UE to request positioning SI message(s). But the reference to the concerned procedure text as specified in clause 5.2.2.3.3a is missing.

4. There are some editorial issues which need to be fixed (redundant space, incorrect setting of italics).


	
	

	Summary of change:
	1. In clause 5.2.2.3.3 it has been clarified that the SI request for non-positioning SI is based on the RRCSystemInfoRequest message with value rrcSystemInfoRequest. 

2. In clause 5.2.2.3.3a it has been clarified that lower layers can be triggered to initiate random access procedure on SUL carrier for positioning SI message(s) corresponding to the SI message(s) that the UE upper layers require for positioning operations”.

3. In the description of the RRCSystemInfoRequest message the reference to the procedure text for on-demand SI request for positioning SI as specified in clause 5.2.2.3.3a has been added.

4. Editorial issues have been fixed.


Impact analysis
Impacted 5G architecture options: 
NR SA, NE-DC, NR-DC

Impacted functionality: 
On-demand SI request

Inter-operability:
There are no interoperability issues.


	
	

	Consequences if not approved:
	Inconsistencies in the specification of on-demand SI request remain.
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	This CR's revision history:
	Rev 1: The changes to the description of si-RequestResources (in SI-RequestConfig field descriptions) have been removed.
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[bookmark: _Toc535258936]Start of changes
[bookmark: _Toc115428409][bookmark: _Toc109217608][bookmark: _Toc60777158][bookmark: _Toc115428949][bookmark: _Hlk54206873]5.2.2.3.3	Request for on demand system information
The UE shall, while SDT procedure is not ongoing:
1>	if SIB1 includes si-SchedulingInfo containing si-RequestConfigSUL and criteria to select supplementary uplink as defined in TS 38.321[3], clause 5.1.1 is met:
2>	trigger the lower layer to initiate the Random Access procedure on supplementary uplink in accordance with TS 38.321 [3] using the PRACH preamble(s) and PRACH resource(s) in si-RequestConfigSUL corresponding to the SI message(s) that the UE requires to operate within the cell, and for which si-BroadcastStatus is set to notBroadcasting;
2>	if acknowledgement for SI request is received from lower layers:
3>	acquire the requested SI message(s) as defined in clause 5.2.2.3.2, immediately;
1>	else if the UE is a RedCap UE and if initialUplinkBWP-RedCap is configured in UplinkConfigCommonSIB and if SIB1 includes si-SchedulingInfo containing si-RequestConfigRedCap and criteria to select normal uplink as defined in TS 38.321[3], clause 5.1.1 is met:
2>	trigger the lower layer to initiate the Random Access procedure on normal uplink in accordance with TS 38.321 [3] using the PRACH preamble(s) and PRACH resource(s) in si-RequestConfigRedcap corresponding to the SI message(s) that the UE requires to operate within the cell, and for which si-BroadcastStatus is set to notBroadcasting;
2>	if acknowledgement for SI request is received from lower layers:
3>	acquire the requested SI message(s) as defined in clause 5.2.2.3.2, immediately;
1>	else:
2>	if the UE is not a RedCap UE and if SIB1 includes si-SchedulingInfo containing si-RequestConfig and criteria to select normal uplink as defined in TS 38.321[3], clause 5.1.1 is met; or
2>	if the UE is a RedCap UE and if initialUplinkBWP-RedCap is not configured in UplinkConfigCommonSIB and if SIB1 includes si-SchedulingInfo containing si-RequestConfig and criteria to select normal uplink as defined in TS 38.321[3], clause 5.1.1 is met:
3>	trigger the lower layer to initiate the Random Access procedure on normal uplink in accordance with TS 38.321 [3] using the PRACH preamble(s) and PRACH resource(s) in si-RequestConfig corresponding to the SI message(s) that the UE requires to operate within the cell, and for which si-BroadcastStatus is set to notBroadcasting;
3>	if acknowledgement for SI request is received from lower layers:
4>	acquire the requested SI message(s) as defined in clause 5.2.2.3.2, immediately;
2>	else:
3>	apply the default L1 parameter values as specified in corresponding physical layer specifications except for the parameters for which values are provided in SIB1;
3>	apply the default MAC Cell Group configuration as specified in 9.2.2;
3>	apply the timeAlignmentTimerCommon included in SIB1;
3>	apply the CCCH configuration as specified in 9.1.1.2;
3>	initiate transmission of the RRCSystemInfoRequest message with rrcSystemInfoRequest in accordance with 5.2.2.3.4;
3>	if acknowledgement for RRCSystemInfoRequest message with rrcSystemInfoRequest is received from lower layers:
4>	acquire the requested SI message(s) as defined in clause 5.2.2.3.2, immediately;
1>	if cell reselection occurs while waiting for the acknowledgment for SI request from lower layers:
2>	reset MAC;
2>	if SI request is based on RRCSystemInfoRequest with rrcSystemInfoRequest message:
3>	release RLC entity for SRB0.
NOTE:	After RACH failure for SI request it is up to UE implementation when to retry the SI request.
[bookmark: _Toc115428410]5.2.2.3.3a	Request for on demand positioning system information
The UE shall, while SDT procedure is not ongoing:
1>	if SIB1 includes posSI-SchedulingInfo containing posSI-RequestConfigSUL and criteria to select supplementary uplink as defined in TS 38.321[3], clause 5.1.1 is met:
2>	trigger the lower layer to initiate the Random Access procedure on supplementary uplink in accordance with TS 38.321 [3] using the PRACH preamble(s) and PRACH resource(s) in posSI-RequestConfigSUL corresponding to the SI message(s) that the UE upper layers require for positioning operationsrequires to operate within the cell, and for which posSI-BroadcastStatus is set to notBroadcasting;
2>	if acknowledgement for SI request is received from lower layers:
3>	acquire the requested SI message(s) as defined in clause 5.2.2.3.2, immediately;
1>	else if the UE is a RedCap UE and if initialUplinkBWP-RedCap is configured in UplinkConfigCommonSIB and if SIB1 includes posSI-SchedulingInfo containing posSI-RequestConfigRedCap and criteria to select normal uplink as defined in TS 38.321[3], clause 5.1.1 is met:
2>	trigger the lower layer to initiate the Random Access procedure on normal uplink in accordance with TS 38.321 [3] using the PRACH preamble(s) and PRACH resource(s) in posSI-RequestConfigRedCap corresponding to the SI message(s) that the UE upper layers require for positioning operations, and for which posSI-BroadcastStatus is set to notBroadcasting;
2>	if acknowledgement for SI request is received from lower layers:
3>	acquire the requested SI message(s) as defined in clause 5.2.2.3.2, immediately;
1>	else:
2>	if the UE is not a RedCap UE and if SIB1 includes posSI-SchedulingInfo containing posSI-RequestConfig and criteria to select normal uplink as defined in TS 38.321[3], clause 5.1.1 is met; or
2>	if the UE is a RedCap UE and if initialUplinkBWP-RedCap is not configured in UplinkConfigCommonSIB and if SIB1 includes posSI-SchedulingInfo containing posSI-RequestConfig and criteria to select normal uplink as defined in TS 38.321[3], clause 5.1.1 is met:
3>	trigger the lower layer to initiate the Random Access procedure on normal uplink in accordance with TS 38.321 [3] using the PRACH preamble(s) and PRACH resource(s) in posSI-RequestConfig corresponding to the SI message(s) that the UE upper layers require for positioning operations , and for which posSI-BroadcastStatus is set to notBroadcasting;
3>	if acknowledgement for SI request is received from lower layers:
4>	acquire the requested SI message(s) as defined in clause 5.2.2.3.2, immediately;
2>	else:
3>	apply the default L1 parameter values as specified in corresponding physical layer specifications except for the parameters for which values are provided in SIB1;
3>	apply the default MAC Cell Group configuration as specified in 9.2.2;
3>	apply the timeAlignmentTimerCommon included in SIB1;
3>	apply the CCCH configuration as specified in 9.1.1.2;
3>	initiate transmission of the RRCSystemInfoRequest message with rrcPosSystemInfoRequest in accordance with 5.2.2.3.4;
3>	if acknowledgement for RRCSystemInfoRequest message with rrcPosSystemInfoRequest is received from lower layers:
4>	acquire the requested SI message(s) as defined in clause 5.2.2.3.2, immediately;
1>	if cell reselection occurs while waiting for the acknowledgment for SI request from lower layers:
2>	reset MAC;
2>	if SI request is based on RRCSystemInfoRequest message with rrcPosSystemInfoRequest:
3>	release RLC entity for SRB0.
NOTE:	After RACH failure for SI request it is up to UE implementation when to retry the SI request.
Next change


	

[bookmark: _Toc115417645]6.2.2	Message definitions
<Text omitted>
[bookmark: _Toc115428903]–	RRCSystemInfoRequest
The RRCSystemInfoRequest message is used to request SI message(s) required by the UE as specified in clause 5.2.2.3.3 and 5.2.2.3.3a.
Signalling radio bearer: SRB0
RLC-SAP: TM
Logical channel: CCCH
Direction: UE to Network
RRCSystemInfoRequest message
-- ASN1START
-- TAG-RRCSYSTEMINFOREQUEST-START

RRCSystemInfoRequest ::=            SEQUENCE {
    criticalExtensions                  CHOICE {
        rrcSystemInfoRequest                RRCSystemInfoRequest-IEs,
        criticalExtensionsFuture-r16        CHOICE {
            rrcPosSystemInfoRequest-r16         RRC-PosSystemInfoRequest-r16-IEs,
            criticalExtensionsFuture            SEQUENCE {}
        }
    }
}

RRCSystemInfoRequest-IEs ::=    SEQUENCE {
    requested-SI-List                   BIT STRING (SIZE (maxSI-Message)),  --32bits
    spare                               BIT STRING (SIZE (12))
}

RRC-PosSystemInfoRequest-r16-IEs ::=  SEQUENCE {
    requestedPosSI-List                   BIT STRING (SIZE (maxSI-Message)),  --32bits
    spare                                 BIT STRING (SIZE (11))
}

-- TAG-RRCSYSTEMINFOREQUEST-STOP
-- ASN1STOP

	RRCSystemInfoRequest-IEs field descriptions

	requested-SI-List
Contains a list of requested SI messages. According to the order of entry in the list of SI messages configured by schedulingInfoList in si-SchedulingInfo in SIB1, first bit corresponds to first/leftmost listed SI message, second bit corresponds to second listed SI message, and so on.

	requestedPosSI-List
Contains a list of requested SI messages. According to the order of entry in the list of SI messages configured by posSchedulingInfoList in posSI-SchedulingInfo in SIB1, first bit corresponds to first/leftmost listed SI message, second bit corresponds to second listed SI message, and so on.
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