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	Reason for change:
	IN RA-SDT for 2-step access the UE will transmit UL SDT classified data as part of MsgA. MsgB then contains the RAR message and contention resolution but should also be able to carry DL data to the UE. In the MO-SDT work item this option seems to not have been captured in the MAC specification. 

	
	

	Summary of change:
	
· Added the DTCH as an option for where the MAC SDU could be sent to the UE.
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Small Data Transmission in Inactive. By the approval of this CR it will be possible for the network to send DL data to the UE in MsgB.
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A MAC PDU consists of one or more MAC subPDUs and optionally padding. Each MAC subPDU consists one of the following:
-	a MAC subheader with Backoff Indicator only;
-	a MAC subheader and fallbackRAR;
-	a MAC subheader and successRAR;
-	a MAC subheader and MAC SDU for CCCH or, DCCH or DTCH;
-	a MAC subheader and padding.
A MAC subheader with Backoff Indicator consists of five header fields E/T1/T2/R/BI as described in Figure 6.1.5a-1. A MAC subPDU with Backoff Indicator only is placed at the beginning of the MAC PDU, if included.
A MAC subheader for fallbackRAR consists of three header fields E/T1/RAPID as described in Figure 6.1.5a-2. A MAC subheader for successRAR consists of eight header fields E/T1/T2/S/R/R/R/R as described in Figure 6.1.5a-3. A MAC subheader for MAC SDU consists of the four header fields R/F/LCID/L as described in Figure 6.1.2-1 and Figure 6.1.2-2.
At most one 'MAC subPDU for successRAR' indicating presence of 'MAC subPDU(s) for MAC SDU' is included in a MAC PDU. MAC subPDU(s) for MAC SDU are placed immediately after the 'MAC subPDU for successRAR' indicating presence of 'MAC subPDU(s) for MAC SDU'.
If MAC PDU includes MAC subPDU(s) for MAC SDU, the last MAC subPDU for MAC SDU is placed before MAC subPDU with padding as depicted in Figure 6.1.5a-4. Otherwise, the last MAC subPDU in MAC PDU is placed before padding as depicted in Figure 6.1.5a-5. The MAC subPDU with padding includes R/R/LCID MAC subheader as described in Figure 6.1.2-3 and padding. The size of padding in the MAC subPDU with padding can be zero. The length of padding is implicit based on TB size, size of MAC subPDU(s).
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