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1 Introduction
In this paper, we provide the motivation as why a NW configuration for UL MAC CE is required. Based upon last meeting discussion, it was voiced by several companies that the feature is Optional from gNB perspective, and this can be captured in stage2. However, the proponent company did not accept it saying it will not solve the problem. Thus, in this paper, we provide the motivation as why a NW configuration for UL MAC CE is required and provide alternative options for discussion. From NW perspective we see two main fundamental issues:
1) Packet Discard
2) Resource utilization issue
[bookmark: _Ref178064866]2	Discussion
2.1	Packet Discard Issue
The preconfigured measurement gap (MG) request has been designed with two Options ; option 1 where Pre MG activation/deactivation request originates from LMF and the other option 2 where request originates from UE. Hence, a gNB can opt to implement handling of either one of these requests or both. When the gNB has opted to support LMF option but not the UE option, we see that the UE may still send the UL MAC CE which could lead to discard of the the entire packet.
Considering NW has provided UL grant which is sufficient for UE to append few MAC CEs and also append data. In such case, the MAC PDU may appear as below as shown in TS 38.321


The reason for packet discard is that the MAC CE is of fixed length and generated by MAC layer. Hence there is no L field. For the legacy RRC based location measurement indication as the msg is generated by RRC layer, there is a L field indication. When gNB does not understand the legacy MAC CE, it can ignore the date represented by L field however this will not be the case for the new pre-configured MG UL MAC CE. The gNB will not know where the next subPDU will start so it will not be able to decode the content

[bookmark: _Toc126601114]There is a risk of packet discard when UE sends content which NW does not understand. In other terms, NW configuration is essential as it indicates what UE can send. UE should only send the content which can be decoded by gNB.

2.2	Resource Utilization Issue
UL MAC CE for MG has higher priority than data and many other MAC CEs. If NW configuration provides the info that UL MAC CE is not to be transmitted, UE can use that resource for other purpose, e.g. insert any other MAC CE (assuming there is a pending MAC CE trigger) or can use the grant to send the data. Otherwise, the UE will have to wait for other UL grant opportunity to dispatch remaining UL data or any other pending MAC CE
The LCP as captured in TS 38.321
Logical channels shall be prioritised in accordance with the following order (highest priority listed first):
-	MAC CE for C-RNTI, or data from UL-CCCH;
-	MAC CE for (Enhanced) BFR, or MAC CE for Configured Grant Confirmation, or MAC CE for Multiple Entry Configured Grant Confirmation;
-	MAC CE for Sidelink Configured Grant Confirmation;
-	MAC CE for LBT failure;
-	MAC CE for Timing Advance Report;
-	MAC CE for SL-BSR prioritized according to clause 5.22.1.6;
-	MAC CE for (Extended) BSR, with exception of BSR included for padding;
-	MAC CE for (Enhanced) Single Entry PHR, or MAC CE for (Enhanced) Multiple Entry PHR;
-	MAC CE for Positioning Measurement Gap Activation/Deactivation Request;
-	MAC CE for the number of Desired Guard Symbols;
-	MAC CE for Case-6 Timing Request;
-	MAC CE for (Extended) Pre-emptive BSR;
-	MAC CE for SL-BSR, with exception of SL-BSR prioritized according to clause 5.22.1.6 and SL-BSR included for padding;
-	MAC CE for IAB-MT Recommended Beam Indication, or MAC CE for Desired IAB-MT PSD range, or MAC CE for Desired DL Tx Power Adjustment;
-	data from any Logical Channel, except data from UL-CCCH;
-	MAC CE for Recommended bit rate query;
-	MAC CE for BSR included for padding;
-	MAC CE for SL-BSR included for padding.
NOTE 2:	Prioritization among MAC CEs of same priority is up to UE implementation.
The MAC entity shall prioritize any MAC CE listed in a higher order than 'data from any Logical Channel, except data from UL-CCCH' over NR sidelink transmission.

[bookmark: _Toc126601115]NW configuration for UL MAC CE is essential so resources are not wasted. This is also normally the case as why NW configuration exist.
2.2	Solution Alternatives
In RRC, the feature is optional for UE. A feature that is optional for UE should not be made mandatory for the gNB/NW. Hence, one of the options/solution is that NW provides the necessary configuration so that UE can send UL MAC CE as Text proposal provided in section 3.
The benefit is that the feature can be introduced early; e.g: IODT test for UL MAC CE can be postponed. Further, it is still anyway possible for the UE to use the legacy RRC LMI message to send MG request.

Another option is that the RRC UE UL MAC CE capability is dummified and it is considered thata UE supporting preconfigured MG shall also support UL MAC CE reporting.
	mg-ActivationCommPRS-Meas-r17
Indicates whether UE supports preconfiguration of MGs in RRC signalling for PRS measurements and the use of DL MAC CE from the gNB and supports the use of UL MAC CE, as specified in TS 38.321 [8], to activate/deactivate the preconfigured MG for PRS measurements.
	UE
	No
	No
	No

	mg-ActivationRequestPRS-Meas-r17
Indicates whether UE supports preconfiguration of MGs in RRC signalling for PRS measurements and supports the use of UL MAC CE, as specified in TS38.321 [8], to request the activation/deactivation of the preconfigured MG for PRS measurements. The UE can include this field only if the UE supports mg-ActivationCommPRS-Meas-r17.
	UE
	No
	No
	No



Options:
1) NW provides the necessary configuration so that UE can send UL MAC CE
2) the RRC UE UL MAC CE capability is dummified. A UE supporting preconfigured MG shall also support UL MAC CE reporting.

Irrespective of both Options; there is also contradiction as how LPP expects the UE behavior in terms of capability support of Preconfigured MG and how RRC describes the capabilities. 
In RRC the UL MAC CE is considered optional; however in LPP it is defined as a package.
	[bookmark: _Hlk126437493]mg-ActivationRequest
This field, if present, indicates that the target device supports low latency measurement gap activation request for DL-PRS measurements. The UE can include this field only if the UE supports mg-ActivationRequestPRS-Meas and mg-ActivationCommPRS-Meas defined in TS 38.331 [35].



The feature is from FG27-10 and we should also see that RAN1 has put a Note and leaving the exact design to RAN2.

	27. NR_pos_enh
	27-10a
	Low latency MG activation request for PRS measurements 
	support of low latency MG activation request for PRS measurements
	27-10, 27-11
	Low latency MG activation request for PRS measurements is not supported
	Per UE
	Need for location server to know if the feature is supported

Note: RAN1 understands that FG 27-10a is intended only for the LMF to know, and that the current prerequisite FGs of FG 27-10a are capabilities only for the gNB to know. It is up to RAN2 to decide whether such a FG dependency is meaningful from signaling description perspective, and whether and how it can be captured in RAN2 specifications.



To align with RRC; the LPP field description of mg-ActivationRequest should be updated as below:

	mg-ActivationRequest
This field, if present, indicates that the target device supports low latency measurement gap activation request for DL-PRS measurements. The UE can include this field only if the UE supports mg-ActivationRequestPRS-Meas and at least mg-ActivationCommPRS-Meas defined in TS 38.331 [35].





[bookmark: _Toc126601116]RAN2 to agree that NW provides the necessary configuration so that UE can send UL MAC CE
RAN2 to agree the RRC CR in R2-2301304, MAC CR in R2-2200280 and LPP CR in  R2-2200112




[bookmark: _Ref189046994]3	Text Proposal
3.1	MAC
[bookmark: _Toc109217651][bookmark: _Hlk114854654]5.25	Positioning Measurement Gap Activation/Deactivation Request
If the UE is configured with pre-configured measurement gap and posMG-Request, the UE may request the network to activate or deactivate the Positioning measurement gap with UL MAC CE for Positioning Measurement Gap Activation/Deactivation Request in clause 6.1.3.40.
The MAC entity shall, when triggered by the upper layer to send Positioning Measurement Gap Activation/Deactivation Request, cancel the triggered Positioning Measurement Gap Activation/Deactivation Request, if any and trigger another Positioning Measurement Gap Activation/Deactivation Request according to the upper layer's request.
The MAC entity shall,
1>if Positioning Measurement Gap Activation/Deactivation Request MAC CE has been triggered, and not cancelled:
2>	if indication from upper layer has been received that the triggered Positioning Measurement Gap Activation/Deactivation Request MAC CE should be cancelled:
3>	cancel the triggered Positioning Measurement Gap Activation/Deactivation Request MAC CE.
2>	if UL-SCH resources are available for a new transmission and these UL-SCH resources can accommodate the Positioning Measurement Gap Activation/Deactivation Request MAC CE plus its subheader as a result of logical channel prioritization:
3>	instruct the Multiplexing and Assembly procedure to generate the Positioning Measurement Gap Activation/Deactivation Request MAC CE according to the upper layer's request;
3>	cancel triggered Positioning Measurement Gap Activation/Deactivation Request MAC CE.
2>	else:
3>	trigger a Scheduling Request for Positioning Measurement Gap Activation/Deactivation Request MAC CE.


3.2	RRC
[bookmark: _Toc60776906][bookmark: _Toc115428637]5.5.6.2	Initiation
The UE shall:
1>	if and only if upper layers indicate to start performing location measurements towards E-UTRA or NR or start subframe and slot timing detection towards E-UTRA, and the UE requires measurement gaps for these operations while measurement gaps are either not configured or not sufficient:
2>	if preconfigured measurement gaps for positioning and posMG-Request are configured and the UE considers that at least one of the preconfigured measurement gaps for positioning is sufficient for the location measurement when activated:
3>	trigger the lower layers to initiate the measurement gap activation request using UL MAC CE as specified in TS 38.321 [6];
2> else:
3>	initiate the procedure to indicate start as specified in clause 5.5.6.3;
NOTE 1:	The UE verifies the measurement gap situation only upon receiving the indication from upper layers. If at this point in time sufficient gaps are available, the UE does not initiate the procedure. Unless it receives a new indication from upper layers, the UE is only allowed to further repeat the procedure in the same PCell once per frequency of the target RAT if the provided measurement gaps are insufficient.
NOTE 1a:	When indication is received from upper layers for performing location measurement and there is pre-configured measurement gap configured (not preconfigured measurement gap for positioning), the UE considers this preconfigured measurement gap to be not sufficient if the measurement gap is not considered to be always activated according to clause 9.1.7.2 of TS 38.133 [14].
1>	if and only if upper layers indicate to stop performing location measurements towards E-UTRA or NR or stop subframe and slot timing detection towards E-UTRA:
2>	if there is no activated preconfigured measurement gap for positioning:
3>	initiate the procedure to indicate stop as specified in 5.5.6.3.
2>	else if there is activated preconfigured measurement gap for positioning:
3>	trigger the lower layers to deactivate all the activated measurement gap(s) for positioning as specified in TS 38.321 [6].
NOTE 2:	The UE may initiate the procedure to indicate stop even if it did not previously initiate the procedure to indicate start.
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[bookmark: _Toc60777251][bookmark: _Toc115429057]–	MAC-CellGroupConfig
The IE MAC-CellGroupConfig is used to configure MAC parameters for a cell group, including DRX.
MAC-CellGroupConfig information element
-- ASN1START
-- TAG-MAC-CELLGROUPCONFIG-START

MAC-CellGroupConfig ::=             SEQUENCE {
    drx-Config                          SetupRelease { DRX-Config }                                     OPTIONAL,   -- Need M
    schedulingRequestConfig             SchedulingRequestConfig                                         OPTIONAL,   -- Need M
    bsr-Config                          BSR-Config                                                      OPTIONAL,   -- Need M
    tag-Config                          TAG-Config                                                      OPTIONAL,   -- Need M
    phr-Config                          SetupRelease { PHR-Config }                                     OPTIONAL,   -- Need M
    skipUplinkTxDynamic                 BOOLEAN,
    ...,
    [[
    csi-Mask                            BOOLEAN                                                         OPTIONAL,   -- Need M
    dataInactivityTimer                 SetupRelease { DataInactivityTimer }                            OPTIONAL    -- Cond MCG-Only
    ]],
    [[
    usePreBSR-r16                       ENUMERATED {true}                                               OPTIONAL,   -- Need R
    schedulingRequestID-LBT-SCell-r16   SchedulingRequestId                                             OPTIONAL,   -- Need R
    lch-BasedPrioritization-r16         ENUMERATED {enabled}                                            OPTIONAL,   -- Need R
    schedulingRequestID-BFR-SCell-r16   SchedulingRequestId                                             OPTIONAL,   -- Need R
    drx-ConfigSecondaryGroup-r16        SetupRelease { DRX-ConfigSecondaryGroup-r16 }                   OPTIONAL    -- Need M
    ]],
    [[
    enhancedSkipUplinkTxDynamic-r16     ENUMERATED {true}                                               OPTIONAL,   -- Need R
    enhancedSkipUplinkTxConfigured-r16  ENUMERATED {true}                                               OPTIONAL    -- Need R
    ]],
    [[
    intraCG-Prioritization-r17          ENUMERATED {enabled}                        OPTIONAL,    -- Cond LCH-PrioWithReTxTimer
    drx-ConfigSL-r17                    SetupRelease { DRX-ConfigSL-r17 }           OPTIONAL,    -- Need M
    drx-ConfigExt-v1700                 SetupRelease { DRX-ConfigExt-v1700 }        OPTIONAL,    -- Need M
    schedulingRequestID-BFR-r17         SchedulingRequestId                         OPTIONAL,    -- Need R
    schedulingRequestID-BFR2-r17        SchedulingRequestId                         OPTIONAL,    -- Need R
    schedulingRequestConfig-v1700       SchedulingRequestConfig-v1700               OPTIONAL,    -- Need M
    tar-Config-r17                      SetupRelease { TAR-Config-r17  }                                OPTIONAL,    -- Need M
    g-RNTI-ConfigToAddModList-r17       SEQUENCE (SIZE (1..maxG-RNTI-r17)) OF MBS-RNTI-SpecificConfig-r17       OPTIONAL,    -- Need N
    g-RNTI-ConfigToReleaseList-r17      SEQUENCE (SIZE (1..maxG-RNTI-r17)) OF MBS-RNTI-SpecificConfigId-r17     OPTIONAL,    -- Need N
    g-CS-RNTI-ConfigToAddModList-r17    SEQUENCE (SIZE (1..maxG-CS-RNTI-r17)) OF MBS-RNTI-SpecificConfig-r17    OPTIONAL,    -- Need N
    g-CS-RNTI-ConfigToReleaseList-r17   SEQUENCE (SIZE (1..maxG-CS-RNTI-r17)) OF MBS-RNTI-SpecificConfigId-r17  OPTIONAL,    -- Need N
    allowCSI-SRS-Tx-MulticastDRX-Active-r17   BOOLEAN                                                           OPTIONAL     -- Need M
    ]],
    [[
    schedulingRequestID-PosMG-Request-r17 SchedulingRequestId                                                   OPTIONAL,    -- Need R
    drx-LastTransmissionUL-r17          ENUMERATED {enabled}                                                    OPTIONAL     -- Need R
    ]],
	[[
	posMG-Request-r17                  ENUMERATED {allowed}                                                     OPTIONAL    -- Need S 
	]]
}

DataInactivityTimer ::=         ENUMERATED {s1, s2, s3, s5, s7, s10, s15, s20, s40, s50, s60, s80, s100, s120, s150, s180}

MBS-RNTI-SpecificConfig-r17 ::=        SEQUENCE {
    mbs-RNTI-SpecificConfigId-r17          MBS-RNTI-SpecificConfigId-r17,
    groupCommon-RNTI-r17                   CHOICE {
        g-RNTI                                 RNTI-Value,
        g-CS-RNTI                              RNTI-Value
    },
    drx-ConfigPTM-r17                      SetupRelease { DRX-ConfigPTM-r17 }                          OPTIONAL,   -- Need M
    harq-FeedbackEnablerMulticast-r17      ENUMERATED {dci-enabler, enabled}                           OPTIONAL,   -- Need S
    harq-FeedbackOptionMulticast-r17       ENUMERATED {ack-nack, nack-only}                            OPTIONAL,   -- Cond HARQFeedback
    pdsch-AggregationFactor-r17            ENUMERATED {n2, n4, n8}                                     OPTIONAL    -- Cond G-RNTI
}

MBS-RNTI-SpecificConfigId-r17 ::= INTEGER (0..maxG-RNTI-1-r17)

-- TAG-MAC-CELLGROUPCONFIG-STOP
-- ASN1STOP

	MAC-CellGroupConfig field descriptions

	allowCSI-SRS-Tx-MulticastDRX-Active
Used to control the CSI/SRS transmission during MBS multicast DRX ActiveTime, see TS 38.321 [3].

	csi-Mask
If set to true, the UE limits CSI reports to the on-duration period of the DRX cycle, see TS 38.321 [3].

	dataInactivityTimer
Releases the RRC connection upon data inactivity as specified in clause 5.3.8.5 and in TS 38.321 [3]. Value s1 corresponds to 1 second, value s2 corresponds to 2 seconds, and so on.

	drx-Config, drx-ConfigExt
Used to configure DRX as specified in TS 38.321 [3]. Network only configures drx-ConfigExt when drx-Config is configured.

	drx-ConfigSecondaryGroup
Used to configure DRX related parameters for the second DRX group as specified in TS 38.321 [3]. The network does not configure secondary DRX group with DCP simultaneously nor secondary DRX group with a dormant BWP simultaneously.

	drx-ConfigSL
Used to configure additional DRX parameters for the UE performing sidelink operation with resource allocation mode 1, as specified in TS 38.321 [3]. Network only configures this field if sl-ScheduledConfig is configured and drx-Config is configured.

	drx-LastTransmissionUL
If this field is present, the start of the drx-HARQ-RTT-TimerUL is after the last transmission within a bundle, see TS 38.321 [3].

	g-RNTI-ConfigToAddModList
List of G-RNTI configurations to add or modify. Up to 8 G-RNTIs can be configured in total in this release based on the UE capability.

	g-RNTI-ConfigToReleaseList
List of G-RNTI configurations to release.

	g-CS-RNTI-ConfigToAddModList
List of G-CS-RNTI configurations to add or modify. Up to 8 G-CS-RNTIs can be configured in total in this release based on the UE capability.

	g-CS-RNTI-ConfigToReleaseList
List of G-CS-RNTI configurations to release.

	intraCG-Prioritization
Used to enable HARQ process ID selection based on LCH-priority for one CG as specified in TS 38.321 [3].

	lch-BasedPrioritization
If this field is present, the corresponding MAC entity of the UE is configured with prioritization between overlapping grants and between scheduling request and overlapping grants based on LCH priority, see TS 38.321 [3]. The network does not configure lch-BasedPrioritization with enhancedSkipUplinkTxDynamic simultaneously nor lch-BasedPrioritization with enhancedSkipUplinkTxConfigured simultaneously.

	posMG-Request
Indicates whether UE is configured to send UL MAC CE for Positioning Measurement Gap Activation/Deactivation Request, as specified in TS 38.321 [3]. If absent, the UE may send RRC LocationMeasurementIndication.

	schedulingRequestID-BFR-SCell
Indicates the scheduling request configuration applicable for BFR on SCell, as specified in TS 38.321 [3].

	schedulingRequestID-BFR-r17
Indicates the scheduling request configuration (SchedulingRequestConfig) that the UE shall use upon detecting a beam failure on the detection resources configured in schedulingRequestID-BFR of a serving cell while beam failure is not detected on resources configured in failureDetectionSet2 of the same serving cell.

	schedulingRequestID-BFR2-r17
Indicates the scheduling request configuration (SchedulingRequestConfig) that the UE shall use upon detecting a beam failure on the detection resources configured in schedulingRequestID-BFR2 of a serving cell while beam failure is not detected on resources configured in failureDetectionSet1 of the same serving cell.

	schedulingRequestID-LBT-Scell
Indicates the scheduling request configuration applicable for consistent uplink LBT recovery on SCell, as specified in TS 38.321 [3].

	schedulingRequestID-PosMG-Request
Indicates the scheduling request configuration applicable for Positioning Measurement Gap Activation/Deactivation Request, as specified in TS 38.321 [3].

	skipUplinkTxDynamic, enhancedSkipUplinkTxDynamic, enhancedSkipUplinkTxConfigured
If set to true, the UE skips UL transmissions as described in TS 38.321 [3]. If the UE is configured with enhancedSkipUplinkTxDynamic or enhancedSkipUplinkTxConfigured with value true, REPETITION_NUMBER (as specified in TS 38.321 [3], clause 5.4.2.1) of the corresponding PUSCH transmission of the uplink grant shall be equal to 1.

	tag-Config
The field is used to configure parameters for a time-alignment group. The field is not present if any DAPS bearer is configured.

	usePreBSR
If set to true, the MAC entity of the IAB-MT may use the Pre-emptive BSR, see TS 38.321 [3].



	MBS-RNTI-SpecificConfig field descriptions

	drx-ConfigPTM
Used to configure DRX for PTM transmission as specified in TS 38.321 [3].

	g-CS-RNTI
Used to scramble the SPS group-common PDSCH and activation/deactivation of SPS group-common PDSCH for one or more MBS multicast services.

	g-RNTI
Used to scramble the scheduling and transmission of PTM for one or more MBS multicast services.

	groupCommon-RNTI
Used to configure g-RNTI or g-CS-RNTI.

	harq-FeedbackEnablerMulticast
Indicates whether the UE shall provide HARQ feedback for MBS multicast. Value dci-enabler means that whether the UE shall provide HARQ feedback for MBS multicast is indicated by DCI. Value enabled means the UE shall always provide HARQ feedback for MBS multicast. When the field is absent, the value "disabled" is used as defined in TS 38.213 [3].

	harq-FeedbackOptionMulticast
Indicates the feedback mode for MBS multicast dynamically scheduled PDSCH or SPS PDSCH.

	mbs-RNTI-SpecificConfigId
An identifier of the RNTI specific configuration for MBS multicast.

	pdsch-AggregationFactor
Number of repetitions for dynamically scheduled MBS multicast data (see TS 38.214 [19], clause 5.1.2.1). When the field is absent and groupCommon-RNTI is set to g-RNTI, the UE applies the value 1.



	Conditional Presence
	Explanation

	G-RNTI
	This field is optionally present, Need S, if groupCommon-RNTI is set to g-RNTI. The field is absent when groupCommon-RNTI is set to g-CS-RNTI.

	HARQFeedback
	The field is mandatory present when harq-FeedbackEnablerMulticast is present. It is absent otherwise. 

	MCG-Only
	This field is optionally present, Need M, for the MAC-CellGroupConfig of the MCG. It is absent otherwise.

	LCH-PrioWithReTxTimer
	This field is optionally present, Need R, if lch-BasedPrioritization-r16 is configured in this MAC entity and cg-RetransmissionTimer-r16 is configured for any configured grant configuration associated with this MAC entity. It is absent otherwise, Need R.
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–	NR-DL-AoD-ProvideCapabilities
The IE NR-DL-AoD-ProvideCapabilities is used by the target device to indicate its capability to support NR DL-AoD and to provide its NR DL-AoD positioning capabilities to the location server.
-- ASN1START

NR-DL-AoD-ProvideCapabilities-r16 ::= SEQUENCE {
	nr-DL-AoD-Mode-r16						PositioningModes,
	nr-DL-AoD-PRS-Capability-r16			NR-DL-PRS-ResourcesCapability-r16,
	nr-DL-AoD-MeasurementCapability-r16		NR-DL-AoD-MeasurementCapability-r16,
	nr-DL-PRS-QCL-ProcessingCapability-r16	NR-DL-PRS-QCL-ProcessingCapability-r16,
	nr-DL-PRS-ProcessingCapability-r16		NR-DL-PRS-ProcessingCapability-r16,
	periodicalReporting-r16					PositioningModes							OPTIONAL,
	...,
	[[
	ten-ms-unit-ResponseTime-r17			PositioningModes							OPTIONAL,
	nr-PosCalcAssistanceSupport-r17			BIT STRING {	trpLocSup		(0),
															beamInfoSup		(1),
															rtdInfoSup		(2),
															beamAntInfoSup	(3)
														}	(SIZE (1..8))				OPTIONAL,
	nr-los-nlos-AssistanceDataSupport-r17	SEQUENCE {
												type-r17		LOS-NLOS-IndicatorType2-r17,
												granularity-r17	LOS-NLOS-IndicatorGranularity2-r17,
												...
											}											OPTIONAL,
	nr-DL-PRS-ExpectedAoD-or-AoA-Sup-r17	BIT STRING {	eAoD		(0),
															eAoA		(1)
														}	(SIZE (1..8))				OPTIONAL,
	dl-PRS-ResourcePrioritySubset-Sup-r17	ENUMERATED { sameSet, differentSet, sameOrDifferentSet }
																						OPTIONAL,
	nr-DL-PRS-BeamInfoSup-r17				ENUMERATED { supported }					OPTIONAL,
	nr-DL-AoD-On-Demand-DL-PRS-Support-r17	NR-On-Demand-DL-PRS-Support-r17				OPTIONAL,
	nr-los-nlos-IndicatorSupport-r17		SEQUENCE {
												type-r17		LOS-NLOS-IndicatorType2-r17,
												granularity-r17	LOS-NLOS-IndicatorGranularity2-r17,
												...
											}											OPTIONAL,
	scheduledLocationRequestSupported-r17	ScheduledLocationTimeSupportPerMode-r17
																						OPTIONAL,
	nr-dl-prs-AssistanceDataValidity-r17	SEQUENCE {
							area-validity-r17	INTEGER (1..maxNrOfAreas-r17)			OPTIONAL,
							...
							}															OPTIONAL,
	multiMeasInSameMeasReport-r17			ENUMERATED { supported }					OPTIONAL,
	mg-ActivationRequest-r17				ENUMERATED { supported }					OPTIONAL
	]]
}

-- ASN1STOP

	NR-DL-AoD-ProvideCapabilities field descriptions

	nr-DL-AoD-Mode
This field specifies the NR DL-AoD mode(s) supported by the target device.

	periodicalReporting
This field, if present, specifies the positioning modes for which the target device supports periodicalReporting. This is represented by a bit string, with a one‑value at the bit position means periodicalReporting for the positioning mode is supported; a zero‑value means not supported. If this field is absent, the target device does not support periodicalReporting in CommonIEsRequestLocationInformation.

	ten-ms-unit-ResponseTime
This field, if present, specifies the positioning modes for which the target device supports the enumerated value 'ten-milli-seconds' in the IE ResponseTime in IE CommonIEsRequestLocationInformation. This is represented by a bit string, with a one‑value at the bit position means 'ten-milli-seconds' response time unit for the positioning mode is supported; a zero‑value means not supported. If this field is absent, the target device does not support 'ten-milli-seconds' response time unit in CommonIEsRequestLocationInformation.

	nr-PosCalcAssistanceSupport
This field indicates the Position Calculation Assistance Data supported by the target device for UE-based DL-AoD. This is represented by a bit string, with a one‑value at the bit position means the particular assistance data is supported; a zero‑value means not supported.
-	bit 0 indicates whether the field nr-TRP-LocationInfo in IE NR-PositionCalculationAssistance is supported or not;
-	bit 1 indicates whether the field nr-DL-PRS-BeamInfo in IE NR-PositionCalculationAssistance is supported or not;
-	bit 2 indicates whether the field nr-RTD-Info in IE NR-PositionCalculationAssistance is supported or not. The UE can indicate this bit only if the UE supports prs-ProcessingCapabilityBandList and any of maxNrOfDL-PRS-ResourceSetPerTrpPerFrequencyLayer, maxNrOfTRP-AcrossFreqs, maxNrOfPosLayer, maxNrOfDL-PRS-ResourcesPerResourceSet and maxNrOfDL-PRS-ResourcesPerPositioningFrequencylayer. Otherwise, the UE does not include this field;
-	bit 3 indicates whether the field nr-TRP-BeamAntennaInfo in IE NR-PositionCalculationAssistance is supported or not.

	nr-los-nlos-AssistanceDataSupport
This field, if present, indicates that the target device supports the NR-DL-PRS-ExpectedLOS-NLOS-Assistance in IE NR-PositionCalculationAssistance:
-	type indicates whether the target device supports 'hard' value or 'hard' and 'soft' value in LOS-NLOS-Indicator in IE NR-DL-PRS-ExpectedLOS-NLOS-Assistance.
-	granularity indicates whether the target device supports nr-los-nlos-indicator in IE NR-DL-PRS-ExpectedLOS-NLOS-Assistance 'per-trp', 'per-resource', or both.
The UE can include this field only if the UE supports one of maxDL-PRS-RSRP-MeasurementFR1, maxDL-PRS-RSRP-MeasurementFR2,dl-RSTD-MeasurementPerPairOfTRP-FR1, dl-RSTD-MeasurementPerPairOfTRP-FR2, maxNrOfRx-TX-MeasFR1, maxNrOfRx-TX-MeasFR2, supportOfRSRP-MeasFR1 and supportOfRSRP-MeasFR2 . Otherwise, the UE does not include this field.

	nr-DL-PRS-ExpectedAoD-or-AoA-Sup
This field, if present, indicates that the target device supports the NR-DL-PRS-ExpectedAoD-or-AoA in NR-DL-PRS-AssistanceData. 

	dl-PRS-ResourcePrioritySubset-Sup
This field, if present, indicates that the target device supports the DL-PRS-ResourcePrioritySubset in IE NR-DL-PRS-Info. Enumerated value indicates the supported resource set relationship for the target DL-PRS Resource and the associated subset.

	nr-DL-PRS-BeamInfoSup
This field, if present, indicates that the target device supports the NR-DL-PRS-BeamInfo in IE NR-DL-AoD-ProvideAssistanceData.

	nr-DL-AoD-On-Demand-DL-PRS-Support
This field, if present, indicates that the target device supports on-demand DL-PRS requests.

	nr-los-nlos-IndicatorSupport
This field, if present, indicates that the target device supports nr-los-nlos-Indicator reporting in IE NR-DL-AoD-SignalMeasurementInformation.
-	type indicates whether the target device supports 'hard' value or 'hard' and 'soft' value in IE LOS-NLOS-Indicator.
-	granularity indicates whether the target device supports LOS-NLOS-Indicator reporting per TRP, per DL-PRS Resource, or both.

	scheduledLocationRequestSupported
This field, if present, specifies the positioning modes for which the target device supports scheduled location requests – i.e., supports the IE ScheduledLocationTime in IE CommonIEsRequestLocationInformation – and the time base(s) supported for the scheduled location time for each positioning mode. If this field is absent, the target device does not support scheduled location requests.

	nr-dl-prs-AssistanceDataValidity
This field, if present, indicates that the target device supports validity conditions for pre-configured assistance data and comprises the following subfields:
-	area-validity indicates that the target device supports pre-configured assistance data with area validity. The integer number indicates the maximum number of areas the target device supports.

	multiMeasInSameMeasReport
This field, if present, indicates that the target device supports multiple measurement instances in a single measurement report.

	posMeasGap-supportedmg-ActivationRequest
This field, if present, indicates that the target device supports low latency measurement gap activation request for DL-PRS measurements. The UE can include this field only if the UE supports mg-ActivationRequestPRS-Meas and  mg-ActivationCommPRS-Meas defined in TS 38.331 [35].
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–	NR-Multi-RTT-ProvideCapabilities
The IE NR-Multi-RTT-ProvideCapabilities is used by the target device to indicate its capability to support NR Multi-RTT and to provide its NR Multi-RTT positioning capabilities to the location server.
-- ASN1START

NR-Multi-RTT-ProvideCapabilities-r16 ::= SEQUENCE {
	nr-Multi-RTT-PRS-Capability-r16			NR-DL-PRS-ResourcesCapability-r16,
	nr-Multi-RTT-MeasurementCapability-r16	NR-Multi-RTT-MeasurementCapability-r16,
	nr-DL-PRS-QCL-ProcessingCapability-r16	NR-DL-PRS-QCL-ProcessingCapability-r16,
	nr-DL-PRS-ProcessingCapability-r16		NR-DL-PRS-ProcessingCapability-r16,
	nr-UL-SRS-Capability-r16				NR-UL-SRS-Capability-r16,
	additionalPathsReport-r16				ENUMERATED { supported }					OPTIONAL,
	periodicalReporting-r16					ENUMERATED { supported }					OPTIONAL,
	...,
	[[
	ten-ms-unit-ResponseTime-r17			ENUMERATED { supported }					OPTIONAL,
	nr-DL-PRS-ExpectedAoD-or-AoA-Sup-r17	BIT STRING {	eAoD		(0),
															eAoA		(1)
														}	(SIZE (1..8))				OPTIONAL,	nr-Multi-RTT-On-Demand-DL-PRS-Support-r17
											NR-On-Demand-DL-PRS-Support-r17				OPTIONAL,
	nr-UE-RxTx-TEG-ID-ReportingSupport-r17	BIT STRING {	case1	(0),
															case2	(1),
															case3	(2)
														}	(SIZE (1..8))				OPTIONAL,
	nr-los-nlos-IndicatorSupport-r17	SEQUENCE {
											type-r17			LOS-NLOS-IndicatorType2-r17,
											granularity-r17		LOS-NLOS-IndicatorGranularity2-r17,
											...
										}												OPTIONAL,
	additionalPathsExtSupport-r17			ENUMERATED { n4, n6, n8 }					OPTIONAL,
	scheduledLocationRequestSupported-r17	ScheduledLocationTimeSupport-r17			OPTIONAL,
	nr-dl-prs-AssistanceDataValidity-r17	SEQUENCE {
								area-validity-r17	INTEGER (1..maxNrOfAreas-r17)		OPTIONAL,
								...
							}															OPTIONAL,
	multiMeasInSameMeasReport-r17			ENUMERATED { supported }					OPTIONAL,
	mg-ActivationRequest-r17				ENUMERATED { supported }					OPTIONAL
	]]
}

-- ASN1STOP

	NR-Multi-RTT-ProvideCapabilities field descriptions

	ten-ms-unit-ResponseTime
This field, if present, indicates that the target device supports the enumerated value 'ten-milli-seconds' in the IE ResponseTime in IE CommonIEsRequestLocationInformation.

	nr-DL-PRS-ExpectedAoD-or-AoA-Sup
This field, if present, indicates that the target device supports the NR-DL-PRS-ExpectedAoD-or-AoA in NR-DL-PRS-AssistanceData.

	nr-Multi-RTT-On-Demand-DL-PRS-Support
This field, if present, indicates that the target device supports on-demand DL-PRS requests.

	nr-UE-RxTx-TEG-ID-ReportingSupport
This field, if present, indicates that the target device supports nr-UE-RxTx-TEG-Info reporting in IE NR-Multi-RTT-SignalMeasurementInformation. This is represented by a bit string, with a one‑value at the bit position means the particular case is supported; a zero‑value means not supported:
-	bit 0 indicates that the target device supports the 'case1' choice in NR-UE-RxTx-TEG-Info.
-	bit 1 indicates that the target device supports the 'case2' choice in NR-UE-RxTx-TEG-Info.
-	bit 2 indicates that the target device supports the 'case3' choice in NR-UE-RxTx-TEG-Info. 

	nr-los-nlos-IndicatorSupport
This field, if present, indicates that the target device supports nr-los-nlos-Indicator reporting in IE NR-Multi-RTT-SignalMeasurementInformation.
-	type indicates whether the target device supports 'hard' value or 'hard' and 'soft' value in IE LOS-NLOS-Indicator.
-	granularity indicates whether the target device supports LOS-NLOS-Indicator reporting per TRP, per DL-PRS Resource, or both.
NOTE:	A single value is reported when both Multi-RTT and DL-TDOA are supported.

	additionalPathsExtSupport
This field, if present, indicates that the target device supports the nr-AdditionalPathListExt reporting in IE NR-Multi-RTT-SignalMeasurementInformation. The enumerated value indicates the number of additional paths supported by the target device.
NOTE:	The supportOfDL-PRS-FirstPathRSRP in IE NR-Multi-RTT-MeasurementCapability also applies to the additional paths.

	scheduledLocationRequestSupported
This field, if present, indicates that the target device supports scheduled location requests – i.e., supports the IE ScheduledLocationTime in IE CommonIEsRequestLocationInformation – and the time base(s) supported for the scheduled location time.

	nr-dl-prs-AssistanceDataValidity
This field, if present, indicates that the target device supports validity conditions for pre-configured assistance data and comprises the following subfields:
-	area-validity indicates that the target device supports pre-configured assistance data with area validity. The integer number indicates the maximum number of areas the target device supports.

	multiMeasInSameMeasReport
This field, if present, indicates that the target device supports multiple measurement instances in a single measurement report.

	posMeasGap-supportedmg-ActivationRequest
This field, if present, indicates that the target device supports low latency measurement gap activation request for DL-PRS measurements. The UE can include this field only if the UE supports mg-ActivationRequestPRS-Meas and  mg-ActivationCommPRS-Meas defined in TS 38.331 [35].
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Conclusion
In the previous sections we made the following observations: 
Observation 1	There is a risk of packet discard when UE sends content which NW does not understand. In other terms, NW configuration is essential as it indicates what UE can send. UE should only send the content which can be decoded by gNB.
Observation 2	NW configuration for UL MAC CE is essential so resources are not wasted. This is also normally the case as why NW configuration exist.


Based on the discussion in the previous sections we propose the following:
Proposal 1	RAN2 to discuss which of the below Options are to be agreed:
	NW provides the necessary configuration so that UE can send UL MAC CE
	the RRC UE UL MAC CE capability is dummified. A UE supporting preconfigured MG shall also support UL MAC CE reporting.
Proposal 2	RAN2 to discuss how to align LPP capability mg-ActivationRequest with two separate RRC capabilities mg-ActivationCommPRS-Meas and mg-ActivationRequestPRS-Meas .
 





[bookmark: _In-sequence_SDU_delivery]References
[bookmark: _Ref174151459][bookmark: _Ref189809556]R2-2301304, RRC CR
R2-2200280, MAC CR
R2-2200112, LPP CR
image1.emf
MAC subPDU 

including MAC CE 1

MAC subPDU 

including MAC CE 2

MAC subPDU

including MAC SDU

...

MAC subPDU

including MAC SDU

MAC subPDU including 

padding (opt)

R/LCID 

subheader

Fixed-sized 

MAC CE

R/F/LCID/L 

subheader

Variable-sized 

MAC CE

R/F/LCID/L 

subheader

MAC SDU


Microsoft_Visio_Drawing.vsdx
MAC subPDU including MAC CE 1
MAC subPDU including MAC CE 2
MAC subPDU including MAC SDU
...
MAC subPDU including MAC SDU
MAC subPDU including padding (opt)
R/LCID subheader
Fixed-sized MAC CE
R/F/LCID/L subheader
Variable-sized MAC CE
R/F/LCID/L subheader
MAC SDU



