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1st. Modified section
3.3 [bookmark: _Toc115386242][bookmark: _Toc115386313]Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
A-CSI	Aperiodic-CSI
BAP	Backhaul Adaptation Protocol
BC	Band Combination
BPS	Body Proximity Sensing
BT	Bluetooth
CCS	Cross Carrier Scheduling
CMR	Channel Measurement Resource
CPAC	Conditional PSCell Addition/Change
DAPS	Dual Active Protocol Stack
DL	Downlink
EHC	Ethernet Header Compression
FS	Feature Set
FSPC	Feature Set Per Component-carrier
GSO	Geosynchronous Orbit
HSDN	High Speed Dedicated Network
IAB-MT	Integrated Access Backhaul Mobile Termination
MAC	Medium Access Control
MHI	Mobility History Information
MBS	Multicast/Broadcast Service
MCG	Master Cell Group
MN	Master Node
MRB	MBS Radio Bearer
MR-DC	Multi-RAT Dual Connectivity
mTRP	Multiple TRP
MUSIM	Multi-Universal Subscriber Identity Module
NCR	Network Controlled Repeater
NCR-MT	Netowrk Controlled Repeater Mobile Termination
NCJT	Non-Coherent Joint Transmission
NCSG	Network Controlled Small Gap
NGSO	Non-Geosynchronous Orbit
NTN	Non-Terrestrial Network
P-CSI	Periodic CSI
PDCP	Packet Data Convergence Protocol
QoE	Quality of Experience
RLC	Radio Link Control
RTT	Round Trip Time
SCG	Secondary Cell Group
SDAP	Service Data Adaptation Protocol
SN	Secondary Node
sTRP	Serving TRP
TRP	Transmit/Receive Point
UDC	Uplink Data Compression
UL	Uplink
WLAN	Wireless Local Area Network
End of the modified section

2nd. Modified section
4.2.X	NCR Parameters
Handover and measurement related UE features and corresponding capabilities are not supported by NCR-MT.
[bookmark: _Toc46488684][bookmark: _Toc52574105][bookmark: _Toc52574191][bookmark: _Toc115386286]4.2.X.X	General Parameters
	Definitions for parameters
	Per
	M
	FDD-TDD
DIFF
	FR1-FR2
DIFF

	inactiveState-NCR-r18
Indicates whether the NCR-MT supports RRC_INACTIVE as specified in TS 38.331 [9].
	NCR-MT
	No
	No
	No

	supportedNumberOfDRBs-NCR-r18                    
Indicates the number of DRB that NCR-MT supports. If absent, NCR-MT does not support DRB. This capability is only applicable for NCR-MT.
	NCR-MT
	No
	No
	No



End of the modified section
