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First Modified Subclause
[bookmark: _Toc124539655]5.6	RRM measurement features
	Definitions for feature

	High speed inter-frequency IDLE/INACTIVE measurements
It is optional for UE to support high speed inter-frequency measurements in RRC_IDLE/RRC_INACTIVE as specified in TS 38.133 [5].

	[bookmark: _Hlk112254287]Location-based measurement initiation
It is optional for the UE to support location based RRM measurements of neighbour cells in RRC_IDLE/RRC_INACTIVE as specified in TS 38.304 [21].

	Relaxed measurement
It is optional for UE to support relaxed RRM measurements of neighbour cells in RRC_IDLE/RRC_INACTIVE as specified in TS 38.304 [21].

	Rel-17 relaxed measurement for RRC_IDLE/RRC_INACTIVE
It is optional for RedCap UE to support Rel-17 relaxed RRM measurements of neighbour cells in RRC_IDLE/RRC_INACTIVE as specified in TS 38.304 [21].

	Enhanced RRM requirements for measurements in IDLE and INACTIVE modes
It is optional for UE to support enhanced RRM requirements for measurements for NTN bands (FR1 only and FDD only) in RRC_IDLE/RRC_INACTIVE as specified in TS 38.133 [5]. If UE does not support this feature, otherlegacy NTN non-HST measurement requirements (as specified in TS 38.133 [5], section 4.2C.2) are applied for both LEO and GEO.

	Time-based measurement initiation
It is optional for the UE to support time based RRM measurements of neighbour cells in RRC_IDLE/RRC_INACTIVE as specified in TS 38.304 [21].
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