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==================================CHANGE BEGINS===================================
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–	NR-DL-TDOA-RequestLocationInformation
The IE NR-DL-TDOA-RequestLocationInformation is used by the location server to request NR DL-TDOA location measurements from a target device.
-- ASN1START

NR-DL-TDOA-RequestLocationInformation-r16 ::= SEQUENCE {
	nr-DL-PRS-RstdMeasurementInfoRequest-r16	ENUMERATED { true }				OPTIONAL,-- Need ON
	nr-RequestedMeasurements-r16				BIT STRING { prsrsrpReq (0),
															 firstPathRsrpReq-r17 (1)
															 } (SIZE(1..8)),
	nr-AssistanceAvailability-r16				BOOLEAN,
	nr-DL-TDOA-ReportConfig-r16					NR-DL-TDOA-ReportConfig-r16		OPTIONAL, -- Need ON
	additionalPaths-r16							ENUMERATED { requested }		OPTIONAL, -- Need ON
	...,
	[[
	nr-UE-RxTEG-Request-r17						ENUMERATED { requested }		OPTIONAL, -- Need ON
	nr-los-nlos-IndicatorRequest-r17	SEQUENCE {
											type-r17			LOS-NLOS-IndicatorType1-r17,
											granularity-r17	LOS-NLOS-IndicatorGranularity1-r17,
											...
										}										OPTIONAL, -- Need ON
	additionalPathsExt-r17						ENUMERATED { requested }		OPTIONAL, -- Need ON
	additionalPathsDL-PRS-RSRP-Request-r17		ENUMERATED { requested }		OPTIONAL, -- Need ON
	multiMeasInSameReport-r17					ENUMERATED { requested }		OPTIONAL  -- Need ON
	]]
}

NR-DL-TDOA-ReportConfig-r16 ::= SEQUENCE {
	maxDL-PRS-RSTD-MeasurementsPerTRPPair-r16	INTEGER (1..4)					OPTIONAL, -- Need ON
	timingReportingGranularityFactor-r16		INTEGER (0..5)					OPTIONAL, -- Need ON
	...,
	[[
	measureSameDL-PRS-ResourceWithDifferentRxTEGs-r17
												ENUMERATED { n0, n2, n3, n4, n6, n8, ... }
																				OPTIONAL, -- Need ON
	reducedDL-PRS-ProcessingSamples-r17			ENUMERATED { requested, ... }	OPTIONAL, -- Need ON
	lowerRxBeamSweepingFactor-FR2-r17			ENUMERATED { requested }		OPTIONAL  -- Need ON
	]]
}

-- ASN1STOP

	NR-DL-TDOA-RequestLocationInformation field descriptions

	nr-DL-PRS-RstdMeasurementInfoRequest
This field indicates whether the target device is requested to report DL-PRS Resource ID(s) or DL-PRS Resource Set ID(s) used for determining the timing of each TRP in RSTD measurements.

	nr-RequestedMeasurements
This field specifies the NR DL-TDOA measurements requested. This is represented by a bit string, with a one‑value at the bit position means the particular measurement is requested; a zero‑value means not requested.

	nr-AssistanceAvailability
This field indicates whether the target device may request additional PRS assistance data from the server. TRUE means allowed and FALSE means not allowed.

	additionalPaths
This field, if present, indicates that the target device is requested to provide the nr-AdditionalPathList in IE NR-DL-TDOA-SignalMeasurementInformation. If this field is present, the field additionalPathsExt shall be absent.

	nr-UE-RxTEG-Request
This field, if present, indicates that the target device is requested to provide the nr-UE-Rx-TEG-ID in IE NR-DL-TDOA-SignalMeasurementInformation.

	nr-los-nlos-IndicatorRequest
This field, if present, indicates that the target device is requested to provide the indicated type and granularity of the estimated LOS-NLOS-Indicator in the NR-DL-TDOA-SignalMeasurementInformation.

	additionalPathsExt
This field, if present, indicates that the target device is requested to provide the nr-AdditionalPathListExt in IE NR-DL-TDOA-SignalMeasurementInformation. If this field is present, the field additionalPaths shall be absent.

	additionalPathsDL-PRS-RSRP-Request
This field, if present, indicates that the target device is requested to provide the nr-DL-PRS-RSRPP for the additional paths in IE nrNR-AdditionalPathListExt.

	multiMeasInSameReport
This field, if present, indicates that the target device is requested to provide multiple measurement instances in a single measurement report; i.e., include the nr-DL-TDOA-SignalMeasurementInstances (in the case of UE-assisted mode is requested) or nr-DL-TDOA-LocationInformationInstances (in the case of UE-based mode is requested) in IE NR-DL-TDOA-ProvideLocationInformation.

	maxDL-PRS-RSTD-MeasurementsPerTRPPair
This field specifies the maximum number of. DL-PRS RSTD measurements per pair of TRPs. The maximum number is defined across all Positioning Frequency Layers.

	timingReportingGranularityFactor
This field specifies the recommended reporting granularity for the DL RSTD measurements. Value (0..5) corresponds to (k0..k5) used for nr-RSTD and nr-RSTD-ResultDiff in NR-DL-TDOA-MeasElement. The UE may select a different granularity value for nr-RSTD and nr-RSTD-ResultDiff.

	measureSameDL-PRS-ResourceWithDifferentRxTEGs
This field, if present, indicates that the target device is requested to measure the same DL-PRS Resource of a TRP with N different UE Rx TEGs. Enumerated value 'n0' indicates that the number N of different UE Rx TEGs to measure the same DL PRS Resource can be determined by the target device, value 'n2' indicates that the target device is requested to measure the same DL-PRS Resource of a TRP with 2 different UE Rx TEGs, value 'n3' indicates that the target device is requested to measure the same DL-PRS Resource of a TRP with 3 different UE Rx TEGs, and so on.
If this field is present, the field nr-UE-RTxTEG-Request should also be present.

	reducedDL-PRS-ProcessingSamples
This field, if present and set to 'requested', indicates that the target device is requested to perform the requested measurements with reduced number of samples (M=1 or M=2) as specified in TS 38.133 [46].

	lowerRxBeamSweepingFactor-FR2
This field, if present, indicates that the target device is requested to use a lower Rx beam sweeping factor than 8 for FR2 according to UE's capability.



================================ Unchanged Text Omitted =================================
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–	NR-Multi-RTT-RequestLocationInformation
The IE NR-Multi-RTT-RequestLocationInformation is used by the location server to request NR Multi-RTT location measurements from a target device.
-- ASN1START

NR-Multi-RTT-RequestLocationInformation-r16 ::= SEQUENCE {
	nr-UE-RxTxTimeDiffMeasurementInfoRequest-r16
										ENUMERATED { true }					OPTIONAL, -- Need ON
	nr-RequestedMeasurements-r16		BIT STRING { prsrsrpReq (0),
													 firstPathRsrpReq-r17 (1) } (SIZE(1..8)),
	nr-AssistanceAvailability-r16		BOOLEAN,
	nr-Multi-RTT-ReportConfig-r16		NR-Multi-RTT-ReportConfig-r16,
	additionalPaths-r16					ENUMERATED { requested }			OPTIONAL, -- Need ON
	...,
	[[
	nr-UE-RxTxTEG-Request-r17			ENUMERATED { case1, case2, case3, ... }
																			OPTIONAL, -- Need ON
	measureSameDL-PRS-ResourceWithDifferentRxTxTEGs-r17
										ENUMERATED { n0, n2, n3, n4, n6, n8, ... }
																			OPTIONAL, -- Need ON
	measureSameDL-PRS-ResourceWithDifferentRxTEGs-r17
										ENUMERATED { n0, n2, n3, n4, n6, n8, ... }
																			OPTIONAL, -- Need ON
	reducedDL-PRS-ProcessingSamples-r17
										ENUMERATED { requested, ... }		OPTIONAL, -- Need ON
	nr-los-nlos-IndicatorRequest-r17	SEQUENCE {
											type-r17		LOS-NLOS-IndicatorType1-r17,
											granularity-r17	LOS-NLOS-IndicatorGranularity1-r17,
											...
										}									OPTIONAL, -- Need ON
	additionalPathsExt-r17				ENUMERATED { requested }			OPTIONAL, -- Need ON
	additionalPathsDL-PRS-RSRP-Request-r17
										ENUMERATED { requested }			OPTIONAL, -- Need ON
	multiMeasInSameReport-r17			ENUMERATED { requested }			OPTIONAL, -- Need ON
	lowerRxBeamSweepingFactor-FR2-r17	ENUMERATED { requested }			OPTIONAL  -- Need ON
	]]
}

NR-Multi-RTT-ReportConfig-r16 ::= SEQUENCE {
	maxDL-PRS-RxTxTimeDiffMeasPerTRP-r16	INTEGER (1..4)					OPTIONAL, -- Need ON
	timingReportingGranularityFactor-r16	INTEGER (0..5)					OPTIONAL  -- Need ON
}

-- ASN1STOP

	NR-Multi-RTT-RequestLocationInformation field descriptions

	nr-UE-RxTxTimeDiffMeasurementInfoRequest
This field, if present, indicates that the target device is requested to report the DL-PRS Resource ID(s) or DL-PRS Resource Set ID(s) associated with the DL-PRS Resources(s) or the DL-PRS Resource Set(s) which are used in determining the UE Rx-Tx time difference measurements.

	nr-AssistanceAvailability
This field indicates whether the target device may request additional PRS assistance data from the server. TRUE means allowed and FALSE means not allowed.

	maxDL-PRS-RxTxTimeDiffMeasPerTRP
This field specifies the maximum number of UE-Rx-Tx time difference measurements for different DL-PRS Resources or DL-PRS Resource Sets per TRP. 

	timingReportingGranularityFactor
This field specifies the recommended reporting granularity for the UE Rx-Tx time difference measurements. Value (0..5) corresponds to (k0..k5) used for nr-UE-RxTxTimeDiff and nr-UE-RxTxTimeDiffAdditional in NR-Multi-RTT-MeasElement. The UE may select a different granularity value for nr-UE-RxTxTimeDiff and nr-UE-RxTxTimeDiffAdditional.

	additionalPaths
This field, if present, indicates that the target device is requested to provide the nr-AdditionalPathList in IE NR-Multi-RTT-SignalMeasurementInformation. If this field is present, the field additionalPathsExt shall be absent.

	nr-UE-RxTxTEG-Request
This field, if present, indicates that the target device is requested to provide the NR-UE-RxTx-TEG-Info in IE NR-Multi-RTT-SignalMeasurementInformation. Enumerated value 'case1' indicates that the target device is requested to provide the case1 choice in NR-UE-RxTx-TEG-Info, enumerated value 'case2' indicates that the target device is requested to provide the case2 choice in NR-UE-RxTx-TEG-Info, and so on.

	measureSameDL-PRS-ResourceWithDifferentRxTxTEGs
This field, if present, indicates that the target device is requested to measure the same DL-PRS Resource of a TRP with N different UE RxTx TEGs and with the same UE Tx TEG. Enumerated value 'n0' indicates that the number N of different UE RxTx TEGs to measure the same DL PRS Resource can be determined by the target device, value 'n2' indicates that the target device is requested to measure the same DL-PRS Resource of a TRP with 2 different UE RxTx TEGs, value 'n3' indicates that the target device is requested to measure the same DL-PRS Resource of a TRP with 3 different UE RxTx TEGs, and so on.
If this field is present, the field nr-UE-RxTxTEG-Request should also be present.
If this field is present, the field measureSameDL-PRS-ResourceWithDifferentRxTEGs should not be present.

	measureSameDL-PRS-ResourceWithDifferentRxTEGs
This field, if present, indicates that the target device is requested to measure the same DL-PRS Resource of a TRP with N different UE Rx TEGs. Enumerated value 'n0' indicates that the number N of different UE Rx TEGs to measure the same DL PRS Resource can be determined by the target device, value 'n2' indicates that the target device is requested to measure the same DL-PRS Resource of a TRP with 2 different UE Rx TEGs, value 'n3' indicates that the target device is requested to measure the same DL-PRS Resource of a TRP with 3 different UE Rx TEGs, and so on.
If this field is present, the field nr-UE-RxTxTEG-Request should also be present.
If this field is present, the field measureSameDL-PRS-ResourceWithDifferentRxTxTEGs should not be present.

	reducedDL-PRS-ProcessingSamples
This field, if present and set to 'requested', indicates that the target device is requested to perform the requested measurements with reduced number of samples (M=1 or M=2) as specified in TS 38.133 [46].

	nr-los-nlos-IndicatorRequest
This field, if present, indicates that the target device is requested to provide the indicated type and granularity of the estimated LOS-NLOS-Indicator in the NR-Multi-RTT-SignalMeasurementInformation. 

	additionalPathsExt
This field, if present, indicates that the target device is requested to provide the nr-AdditionalPathListExt in IE NR-Multi-RTT-SignalMeasurementInformation. If this field is present, the field additionalPaths shall be absent.

	additionalPathsDL-PRS-RSRP-Request
This field, if present, indicates that the target device is requested to provide the nr-DL-PRS-RSRPP for the additional paths in IE nrNR-AdditionalPathListExt. 

	multiMeasInSameReport
This field, if present, indicates that the target device is requested to provide multiple measurement instances in a single measurement report; i.e., include the nr-Multi-RTT-SignalMeasurementInstances in IE NR-Multi-RTT-ProvideLocationInformation.

	lowerRxBeamSweepingFactor-FR2
This field, if present, indicates that the target device is requested to use a lower Rx beam sweeping factor than 8 for FR2 according to UE's capability.



================================ Unchanged Text Omitted =================================
6.5.2.6a	NR Multi-RTT Capability Information Elements
[bookmark: _Toc46486815][bookmark: _Toc52547160][bookmark: _Toc52547690][bookmark: _Toc52548220][bookmark: _Toc52548750][bookmark: _Toc115730500]–	NR-Multi-RTT-MeasurementCapability
The IE NR-Multi-RTT-MeasurementCapability defines the Multi-RTT measurement capability. The UE can include this IE only if the UE supports NR-DL-PRS-ResourcesCapability for Multi-RTT. Otherwise, the UE does not include this IE;
-- ASN1START

NR-Multi-RTT-MeasurementCapability-r16 ::= SEQUENCE {
	maxNrOfRx-TX-MeasFR1-r16					INTEGER (1..4)						OPTIONAL,
	maxNrOfRx-TX-MeasFR2-r16					INTEGER (1..4)						OPTIONAL,
	supportOfRSRP-MeasFR1-r16					ENUMERATED { supported }			OPTIONAL,
	supportOfRSRP-MeasFR2-r16					ENUMERATED { supported }			OPTIONAL,
	srs-AssocPRS-MultiLayersFR1-r16				ENUMERATED { supported }			OPTIONAL,
	srs-AssocPRS-MultiLayersFR2-r16				ENUMERATED { supported }			OPTIONAL,
	...,
	[[
	nr-UE-TEG-Capability-r17					NR-UE-TEG-Capability-r17			OPTIONAL,
	multi-RTT-MeasCapabilityBandList-r17		SEQUENCE (SIZE (1..nrMaxBands-r16)) OF
													Multi-RTT-MeasCapabilityPerBand-r17
																					OPTIONAL
	]]
}

Multi-RTT-MeasCapabilityPerBand-r17 ::= SEQUENCE {
	freqBandIndicatorNR-r17					FreqBandIndicatorNR-r16,
	supportOfDL-PRS-FirstPathRSRP-r17		ENUMERATED { supported }			OPTIONAL,
	dl-PRS-MeasRRC-Inactive-r17				ENUMERATED { supported }			OPTIONAL,
	...
}

-- ASN1STOP

	NR-Multi-RTT-MeasurementCapability field descriptions

	maxNrOfRx-TX-MeasFR1
Indicates the maximum number of UE Rx–Tx time difference measurements corresponding to a single SRS resource/resource set for positioning with each measurement corresponding to a single DL-PRS resource/resource set on FR1.

	maxNrOfRx-TX-MeasFR2
Indicates the maximum number of UE Rx–Tx time difference measurements corresponding to a single SRS resource/resource set for positioning with each measurement corresponding to a single DL-PRS resource/resource set on FR2.

	srs-AssocPRS-MultiLayersFR1
Indicates whether the UE supports measurements derived on one or more DL-PRS resource/resource sets which may be in different positioning frequency layers for SRS transmitted in a single CC. PRS and SRS may be on different bands. This is for FR1 only.

	srs-AssocPRS-MultiLayersFR2
Indicates whether the UE supports measurements derived on one or more DL-PRS resource/resource sets which may be in different positioning frequency layers for SRS transmitted in a single CC. PRS and SRS may be on different bands. This is for FR2 only.

	supportOfRSRP-MeasFR1
Indicates whether the UE supports RSRP measurement for Multi-RTT on FR1.

	supportOfRSRP-MeasFR2
Indicates whether the UE supports RSRP measurement for Multi-RTT on FR2.

	supportOfDL-PRS-FirstPathRSRP-MeasFR1
Indicates whether the target device supports DL-PRS RSRPP of first path measurement for Multi-RTT on FR1.

	supportOfDL-PRS-FirstPathRSRP-MeasFR2
Indicates whether the target device supports DL-PRS RSRPP of first path measurement for Multi-RTT on FR2.

	nr-UE-TEG-Capability
Indicates the UE TEG capability.

	supportOfDL-PRS-FirstPathRSRP
Indicates whether the target device supports DL-PRS RSRPP of first path measurement for Multi-RTT. The UE can include this field only if the UE supports prs-ProcessingCapabilityBandList. Otherwise, the UE does not include this field.

	dl-PRS-MeasRRC-Inactive
This field, if present, indicates that the target device supports DL-PRS measurement in RRC_INACTIVE state. The UE can include this field only if the UE supports maxNrOfDL-PRS-ResourceSetPerTrpPerFrequencyLayer, maxNrOfTRP-AcrossFreqs, maxNrOfPosLayer and dl-PRS-BufferType-RRC-Inactive. Otherwise, the UE does not include this field.
NOTE:	The capabilities NR-DL-PRS-ResourcesCapability, maxNrOfRx-TX-MeasFR1, maxNrOfRx-TX-MeasFR2, supportOfRSRP-MeasFR1, supportOfRSRP-MeasFR2, srs-AssocPRS-MultiLayersFR1, srs-AssocPRS-MultiLayersFR2, simul-NR-DL-AoD-Multi-RTT are the same in RRC_INACTIVE state.
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