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1 Introduction
[bookmark: _Hlk117748718][bookmark: _Hlk510705081]At RAN2#120 the following agreement was made under AI 5.3.1 [1]:

Agreement:
RAN2 intend to address nonzero yaw condition and APC in LPP.  FFS which release.

In this submission we address the APC requirements. A separate submission on yaw angle is submitted in R2-2301667 [2]. A detailed background on Yaw and APC is provided in [3].
2 Discussion
Following the email discussion [4] and online discussions [1] at RAN2#120 we provide some key observations to help with interpreting our proposal on APC.
Observation 1: The goal of this proposal is to define a generic message for sending the APC model parameters adopted by the correction provider. We do not propose to specify which APC model or APC values must be adopted; the choice of APC model is always up to the implementation. It is however industry best practice to use IGS ANTEX parameters to account for APC which is why the text proposal has been modelled based on the parameters from the ANTEX file.
Observation 2: 3GPP users should not rely on due diligence or coordination outside the scope of the standard to agree on the APC model and version etc. Previous SSR implementations have not attempted to scale to the level of 3GPP, where the practicality of coordination between all parties becomes impractical. Sending APC as part of the assistance data eliminates any assumptions between the Network and UE on the chosen APC model.
Observation 3: Although the number of parameters can be large, the proposed APC message can be sent infrequently (a few times per year) and on-demand which significantly lowers overhead. Furthermore, the APC message is completely optional and includes an additional choice between sending azimuth or no azimuth variations, allowing for further optimization on bandwidth.

2.1 What is the Antenna Phase Center?
Antenna Phase Center (APC) is a known error source in GNSS positioning which impacts the satellite antenna (as well as the receiver antenna). Put simply, the point of emission of the radio signal from the satellite antenna does not coincide with the same physical reference point on the satellite as used for the satellite orbit (typically the Center of Mass); it also varies depending on the direction and frequency of the signal and the physical design of the antenna.
Table 1 and Figure 1 describe and illustrate these concepts in more detail.
	Terminology
	Description

	APC
	Antenna Phase Center
	Location of the effective electrical center of the antenna for a particular signal frequency and direction.

	PCO
	Phase Center Offset
	Offset of the Mean APC relative to the satellite center of mass.

	PCV
	Phase Center Variations
	Offset of the APC from the Mean APC as a function of angle of incidence.

	COM
	Center of Mass
	Center of Mass of the satellite vehicle

	
	Yaw angle 
	Used for computing the phase wind-up correction, defined as the rotation angle around the satellite’s z-axis which is pointing towards the center of the earth [5]


Table 1. Terminology definitions for the APC, PCO, PCV, COM and Yaw angle.
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	Figure 1. Simlified relationship between the satellite COM, PCO and PCV



Taken together, PCO and PCV models are used to estimate the APC. In the case of the receiver, the APC is handled in the UE implementation given the receiver PCO and PCV are specific and known to the UE. However the satellite APC needs to be accounted for when using absolute positioning approaches such as SSR, given the effect of these errors are not cancelled through measurement differencing (as they are in RTK). 
For example, precise orbits are typically referenced to the satellite’s COM to account for physical effects acting on the COM like orbital dynamics and solar radiation pressure. The satellite antenna itself is not aligned with the satellite’s COM which is why the satellite yaw angle can also be used to correct for the satellite orientation (among other things), as described in [2][3].
To summarise: different models exist for satellite PCO and PCV and these models are updated from time to time. If the UE and the network use different models, this can result in an interoperability issue and degredation of performance. It’s important to ensure that the network and UE use consistent PCO and PCV models.
Observation 4: The UE needs a way of ensuring the measured GNSS signals (at the UE) and received corrections (from the Network) can both be referenced to a common APC with respect to the satellite.
2.2 Why is satellite APC an issue in the context of 3GPP?
3GPP signalling aims to maximise interoperability between the Network and UE. Today, the satellite APC information is either hardcoded (not recommended) or manually updated at the UE when new satellites are launched or new APC models are released. This adds unnecessary complexity and can impact interoperability given each correction provider has their own way of handling APC as part of their SSR corrections, i.e. there is no single agreed model. Additionally, it’s possible the APC file may be outdated at the UE and missing newer satellites, which potentially degrades the achievable precision. 
These issues can be resolved by distributing APC parameters via the SSR assistance data. 
Observation 5: For GNSS, the satellite APC is currently hardcoded or manually updated at the UE which is not scalable and can impact interoperability and precision. 

2.3 Why is satellite APC currently missing in LPP?
Satellite APC considerations were typically less critical for commercial applications relying on differential techniques, such as RTK, where the impact of most error sources (including APC) are essentially canceled through measurement differencing. With the introduction of SSR, all error sources need to be modeled as absolute values, meaning the satellite APC has received increased attention in recent years [6][7][8][9]. Furthermore, satellite APCs are not always published by the GNSS system providers; they are often determined using global ground station networks and analysis contributions by scientific groups like the International GNSS Service (IGS). 
Precise modeling of the APC requires a very long time series (years / decades) and continual refinement. The Antenna Exchange Format (ANTEX) [10] published by the International GNSS Service (IGS) is a primary source of APC data and is often adopted as industry best practice. This file is updated periodically as new satellite antennas are calibrated (so updates are expected at least a few times a year with new GNSS satellites being launched regularly). In some cases even the APC values published by GNSS providers have not yet been updated in the latest ANTEX files which reinforces the potential versioning conflicts etc underpinning this proposal. Ultimately, if the APC is not properly addressed in the positioning solution is can lead to a lower rate of position fixing or incorrect fixing.
Observation 6: Satellite APCs are important for absolute positioning (e.g. GNSS SSR) to ensure there is interoperability such that the Network and UE can agree on the chosen APC model.
Observation 7: Incorrect handling of APC can lead to lower fix rates, incorrect fixing and can impact position error.
2.4 Key points on APC
The summary below also draws on the rapporteur comments (Swift) from the previous email discussion [4]:
· Satellite APC is currently hardcoded and/or manually updated on the device. Different model parameters exist for the APC information and these models are updated from time to time as new satellites are launched or the model parameters are updated.
· Presently there is no way for the Network and UE to agree on which model has been assumed and this creates an interoperability issue in LPP SSR.
· If a different model is assumed at the UE or the model is outdated, this will lead to compatibility issues which impact position fixing and positioning performance.
· Sending APC parameters from the Network will resolve potential issues of interoperability and compatibility.
· A generalised APC message has been proposed which is modelled off the parameters contained in ANTEX.
· The APC message has been proposed as a separate IE which will avoid issues of backward compatibility and allows the message to be updated less frequently and on-demand to avoid unnecessary overhead.

2.5 Specification impacts
	Specification impacts for adding APC message

	Feature
	TS No.
	Description of change 
	Draft CRs
	Remarks

	APC
	36.305 / 38.305
	- Add new description for the SSR Antenna Phase Center Corrections
	R2-2301652
R2-2301654
	For Discussion and Agreement in RAN2 

	
	37.355
	- Add new IE GNSS-SSR-SatelliteAPC
- Update Table 7.2-1, mapping of posSibType2-xy to assistance data element
	R2-2301666
	

	
	36.331 / 38.331
	Add posSibType2-xy for GNSS-SSR-SatelliteAPC assistance data in RRC
	To be drafted
	

	
	36.455 / 38.455
	Add posSibType2-xy for GNSS-SSR-SatelliteAPC in LPPa/NRPPa
	To be drafted
	Requires LS to RAN3





3 Conclusion
In this contribution we make the following proposals: 
Proposal 1: Agree to support the Satellite APC parameters in the SSR assistance data as TEI18.
Proposal 2: Agree to the text proposals on Satellite APC for TS 36.305/38.305, 37.355, 36.331.38.331
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Appendix 1 - Corrections to TS 36.305 / 38.305
START OF CHANGE

/**Skip unmodified parts**/
[bookmark: _Toc109049820]8.1.2	Information to be transferred between NG-RAN/5GC Elements
This clause defines the information that may be transferred between LMF and UE.
[bookmark: _Toc12632662][bookmark: _Toc29305356][bookmark: _Toc37338174][bookmark: _Toc46489017][bookmark: _Toc52567370][bookmark: _Toc109049821]8.1.2.1	Information that may be transferred from the LMF to UE
Table 8.1.2.1-1 lists assistance data for both UE-assisted and UE-based modes that may be sent from the LMF to the UE.
NOTE:	The provision of these assistance data elements and the usage of these elements by the UE depend on the NG-RAN/5GC and UE capabilities, respectively.
Table 8.1.2.1-1: Information that may be transferred from the LMF to UE
	Assistance Data 

	Reference Time

	Reference Location

	Ionospheric Models

	Earth Orientation Parameters

	GNSS-GNSS Time Offsets

	Differential GNSS Corrections

	Ephemeris and Clock Models

	Real-Time Integrity

	Data Bit Assistance

	Acquisition Assistance

	Almanac

	UTC Models 

	RTK Reference Station Information

	RTK Auxiliary Station Data

	RTK Observations

	RTK Common Observation Information

	GLONASS RTK Bias Information

	RTK MAC Correction Differences

	RTK Residuals

	RTK FKP Gradients

	SSR Orbit Corrections

	SSR Clock Corrections

	SSR Code Bias

	SSR Phase Bias

	SSR STEC Corrections

	SSR Gridded Correction

	SSR URA

	SSR Correction Points

	Integrity Service Parameters

	Integrity Alerts

	SSR Satellite APC Corrections



8.1.2.1.3x		SSR Satellite APC Corrections
SSR Satellite Antenna Phase Center (APC) Corrections provide the GNSS receiver with the satellite antenna phase center offsets and phase center variations that are used to correct the carrier phase measurements of the corresponding signal to determine the location of the effective center of the satellite antenna for a particular signal frequency and direction.
[bookmark: _Toc109049852]8.1.2.1a	Recommendations for grouping of assistance data to support different RTK service levels
This clause provides recommendations for the different high-accuracy GNSS service levels: RTK, N-RTK, PPP and PPP-RTK.
The high-accuracy GNSS methods can be classified as:
-	Single base RTK service: RTK is a technique that uses carrier-based ranging measurements i.e., phase-range to improve the positioning accuracy in a differential approach. The basic concept is to reduce and remove errors common to a Reference Station, with known position, and UE pair. When only pseudo ranges (code-based measurements) are used to compute the UE location, this method is known as DGNSS (Differential GNSS).
Table 8.1.2.1a-1: Single base RTK service: Specific information that may be transferred from the LMF to the UE
	Assistance Data 

	RTK Reference Station Information

	RTK Observations

	RTK Common Observation Information

	GLONASS RTK Bias Information (if GLONASS data is transmitted)

	Ephemeris and Clock (if UE did not acquire the navigation message)



-	Non-Physical Reference Station Network RTK service: In this approach the target UE receives synthetic observations from a fictitious Reference Station. The Network RTK software at the location server is performing the error estimation and creates a virtual Reference Station close to the initial location of the target device (provided a priori to the location server). The target UE interprets and uses the data just as if it had come from a single, real Reference Station. Additionally, the target UE can also receive network information such as RTK Network Residuals (see clause 8.1.2.1.19) or even FKP gradients (see clause 8.1.2.1.20).
Table 8.1.2.1a-2: Non-Physical Reference Station Network RTK service: Specific information that may be transferred from the LMF to the UE
	Assistance Data 

	RTK Reference Station Information

	RTK Observations

	RTK Common Observation Information

	GLONASS RTK Bias Information (if GLONASS data is transmitted)

	RTK Residuals

	RTK FKP Gradients

	Ephemeris and Clock (if UE did not acquire the navigation message)



-	MAC Network RTK service: In MAC network RTK, a group of Reference Stations are used and one of them is chosen as a Master station. The other stations are then called Auxiliary stations. In this service, the location server sends full raw observations and coordinate information for a single Reference Station, the Master Station. For all auxiliary stations in the network (or a suitable subset of stations) the information is provided to the UE in a highly compact form: their reduced ambiguity-levelled observations, coordinate differences (to the Master Station observations and coordinates), and network residuals. Two Reference Stations are said to be on a common ambiguity level if the integer ambiguities for each phase range (satellite-receiver pair) have been removed (or adjusted) so that the integer ambiguities cancel when double-differences (involving two receivers and two satellites) are formed during processing. The maintenance of a common ambiguity level at a specific set of stations rather than across the whole GNSS network will lead to a grouping in network clusters or subnetworks of all ambiguity-levelled Reference Stations. If one network has only one subnetwork, this indicates that an ambiguity level throughout the whole network is established. When subnetworks are predefined, the assistance data can be broadcast to all UEs located in the assigned sub-network. More details on the usage of subnetworks can be found in [31].
Table 8.1.2.1a-3: MAC Network RTK service: Specific Information that may be transferred from the LMF to the UE
	Assistance Data 

	RTK Reference Station Information

	RTK Auxiliary Station Data

	RTK Observations

	RTK Common Observation Information

	GLONASS RTK Bias Information (if GLONASS data is transmitted)

	RTK MAC Correction Differences

	RTK Residuals

	Ephemeris and Clock (if UE did not acquire the navigation message)



-	FKP Network RTK service: With the concept of FKP, horizontal gradients of distance-dependent errors like ionosphere, troposphere and orbits are derived from a network of GNSS Reference Stations and transmitted to a target device together with raw or correction data of a corresponding Reference Station (physical or non physical). The target UE may use the gradients to compute the effect of the distance-dependent errors for its own position.
Table 8.1.2.1a-4: FKP Network RTK service: Information that may be transferred from the LMF to the UE
	Assistance Data 

	RTK Reference Station Information

	RTK Observations

	RTK Common Observation Information

	GLONASS RTK Bias Information (if GLONASS data is transmitted)

	RTK Residuals

	RTK FKP Gradients

	Ephemeris and Clock (if UE did not acquire the navigation message)



-	PPP service: This concept uses precise satellite orbit and clock parameters derived from global networks of Reference Stations as well as atmospheric models to perform single station positioning [31]. Compared to RTK and Network RTK, PPP is not a differential technique as there is no baseline limitation. When the orbits and clocks assistance data elements are provided in real-time, with no latency, the method is called Real-Time PPP.
Table 8.1.2.1a-5: SSR PPP service: Information that may be transferred from the LMF to the UE
	Assistance Data 

	SSR Orbit Corrections

	SSR Clock corrections

	SSR Code Bias

	Ephemeris and Clock (if UE did not acquire the navigation message)

	SSR Satellite APC Corrections



-	PPP-RTK service: This concept uses precise satellite orbits and clock parameters, the satellite signal biases derived from global networks of Reference Stations as well as ionosphere and troposphere corrections to perform single station positioning IS-QZSS-L6-001 [36]. Therefore, PPP-RTK services compensate the global and local corrections for a more accurate location information. Compared to PPP, PPP-RTK requires the UE to be located within the region covered by the ionosphere and troposphere corrections.
Table 8.1.2.1a-6: SSR PPP-RTK service: Information that may be transferred from the LMF to the UE
	Assistance Data 

	SSR Orbit Corrections

	SSR Clock corrections

	SSR Code Bias

	Ephemeris and Clock (if UE did not acquire the navigation message)

	SSR Phase Bias

	SSR STEC Corrections

	SSR Gridded Correction

	SSR URA

	SSR Correction Points

	SSR Satellite APC Corrections



END OF CHANGE

Appendix 2 - Corrections to LPP TS 37.355
[bookmark: _Toc37681235][bookmark: _Toc46486809][bookmark: _Toc52547154][bookmark: _Toc52547684][bookmark: _Toc52548214][bookmark: _Toc52548744][bookmark: _Toc100881514]START OF CHANGE
/**Skip unmodified parts**/
[bookmark: _Toc27765218][bookmark: _Toc37680897][bookmark: _Toc46486468][bookmark: _Toc52546813][bookmark: _Toc52547343][bookmark: _Toc52547873][bookmark: _Toc52548403][bookmark: _Toc124534353][bookmark: _Hlk125978807]6.5.2	A-GNSS Positioning
[bookmark: _Toc27765219][bookmark: _Toc37680898][bookmark: _Toc46486469][bookmark: _Toc52546814][bookmark: _Toc52547344][bookmark: _Toc52547874][bookmark: _Toc52548404][bookmark: _Toc124534354]6.5.2.1	GNSS Assistance Data
[bookmark: _Toc27765220][bookmark: _Toc37680899][bookmark: _Toc46486470][bookmark: _Toc52546815][bookmark: _Toc52547345][bookmark: _Toc52547875][bookmark: _Toc52548405][bookmark: _Toc124534355]–	A-GNSS-ProvideAssistanceData
The IE A-GNSS-ProvideAssistanceData is used by the location server to provide assistance data to enable UE‑based and UE‑assisted A‑GNSS. It may also be used to provide GNSS positioning specific error reasons.
-- ASN1START

A-GNSS-ProvideAssistanceData ::= SEQUENCE {
	gnss-CommonAssistData			GNSS-CommonAssistData				OPTIONAL,	-- Need ON
	gnss-GenericAssistData			GNSS-GenericAssistData				OPTIONAL,	-- Need ON
	gnss-Error						A-GNSS-Error						OPTIONAL,	-- Need ON
	...,
	[[
		gnss-PeriodicAssistData-r15	GNSS-PeriodicAssistData-r15			OPTIONAL	-- Cond CtrTrans
	]]
}

-- ASN1STOP

	Conditional presence
	Explanation

	CtrTrans
	The field is mandatory present in the control transaction of a periodic assistance data delivery session as described in clauses 5.2.1a and 5.2.2a. Otherwise it is not present.



[bookmark: _Toc27765221][bookmark: _Toc37680900][bookmark: _Toc46486471][bookmark: _Toc52546816][bookmark: _Toc52547346][bookmark: _Toc52547876][bookmark: _Toc52548406][bookmark: _Toc124534356]–	GNSS-CommonAssistData
The IE GNSS-CommonAssistData is used by the location server to provide assistance data which can be used for any GNSS.
-- ASN1START

GNSS-CommonAssistData ::= SEQUENCE {
	gnss-ReferenceTime				GNSS-ReferenceTime					OPTIONAL,	-- Need ON
	gnss-ReferenceLocation			GNSS-ReferenceLocation				OPTIONAL,	-- Need ON
	gnss-IonosphericModel			GNSS-IonosphericModel				OPTIONAL,	-- Need ON
	gnss-EarthOrientationParameters	GNSS-EarthOrientationParameters		OPTIONAL,	-- Need ON
	...,
	[[
		gnss-RTK-ReferenceStationInfo-r15
									GNSS-RTK-ReferenceStationInfo-r15	OPTIONAL,	-- Need ON
		gnss-RTK-CommonObservationInfo-r15	
									GNSS-RTK-CommonObservationInfo-r15	OPTIONAL,	-- Cond RTK
		gnss-RTK-AuxiliaryStationData-r15
									GNSS-RTK-AuxiliaryStationData-r15	OPTIONAL	-- Need ON
	]],
	[[
		gnss-SSR-CorrectionPoints-r16
									GNSS-SSR-CorrectionPoints-r16		OPTIONAL	-- Need ON
	]],
	[[
		gnss-Integrity-ServiceParameters-r17
							GNSS-Integrity-ServiceParameters-r17		OPTIONAL,	-- Need ON
		gnss-Integrity-ServiceAlert-r17
							GNSS-Integrity-ServiceAlert-r17				OPTIONAL	-- Need OR
	]]
}

-- ASN1STOP

	Conditional presence
	Explanation

	RTK
	The field is mandatory present if the IE GNSS-RTK-Observations is included in IE GNSS‑GenericAssistData; otherwise it is not present.



[bookmark: _Toc27765222][bookmark: _Toc37680901][bookmark: _Toc46486472][bookmark: _Toc52546817][bookmark: _Toc52547347][bookmark: _Toc52547877][bookmark: _Toc52548407][bookmark: _Toc124534357]–	GNSS-GenericAssistData
The IE GNSS-GenericAssistData is used by the location server to provide assistance data for a specific GNSS. The specific GNSS for which the provided assistance data are applicable is indicated by the IE GNSS‑ID and (if applicable) by the IE SBAS‑ID. Assistance for up to 16 GNSSs can be provided.
-- ASN1START

GNSS-GenericAssistData ::= SEQUENCE (SIZE (1..16)) OF GNSS-GenericAssistDataElement

GNSS-GenericAssistDataElement ::= SEQUENCE {
	gnss-ID							GNSS-ID,
	sbas-ID							SBAS-ID							OPTIONAL,	-- Cond GNSS-ID-SBAS
	gnss-TimeModels					GNSS-TimeModelList				OPTIONAL,	-- Need ON
	gnss-DifferentialCorrections	GNSS-DifferentialCorrections	OPTIONAL,	-- Need ON
	gnss-NavigationModel			GNSS-NavigationModel			OPTIONAL,	-- Need ON
	gnss-RealTimeIntegrity			GNSS-RealTimeIntegrity			OPTIONAL,	-- Need ON
	gnss-DataBitAssistance			GNSS-DataBitAssistance			OPTIONAL,	-- Need ON
	gnss-AcquisitionAssistance		GNSS-AcquisitionAssistance		OPTIONAL,	-- Need ON
	gnss-Almanac					GNSS-Almanac					OPTIONAL,	-- Need ON
	gnss-UTC-Model					GNSS-UTC-Model					OPTIONAL,	-- Need ON
	gnss-AuxiliaryInformation		GNSS-AuxiliaryInformation		OPTIONAL,	-- Need ON
	...,
	[[
		bds-DifferentialCorrections-r12	
									BDS-DifferentialCorrections-r12	OPTIONAL,	-- Cond	GNSS-ID-BDS
		bds-GridModel-r12			BDS-GridModelParameter-r12		OPTIONAL	-- Cond	GNSS-ID-BDS
	]],
	[[
		gnss-RTK-Observations-r15	GNSS-RTK-Observations-r15		OPTIONAL,	-- Need ON
		glo-RTK-BiasInformation-r15	GLO-RTK-BiasInformation-r15		OPTIONAL,	-- Cond GNSS-ID-GLO
		gnss-RTK-MAC-CorrectionDifferences-r15
									GNSS-RTK-MAC-CorrectionDifferences-r15
																	OPTIONAL,	-- Need ON
		gnss-RTK-Residuals-r15		GNSS-RTK-Residuals-r15			OPTIONAL,	-- Need ON
		gnss-RTK-FKP-Gradients-r15	GNSS-RTK-FKP-Gradients-r15		OPTIONAL,	-- Need ON
		gnss-SSR-OrbitCorrections-r15
									GNSS-SSR-OrbitCorrections-r15	OPTIONAL,	-- Need ON
		gnss-SSR-ClockCorrections-r15
									GNSS-SSR-ClockCorrections-r15	OPTIONAL,	-- Need ON
		gnss-SSR-CodeBias-r15		GNSS-SSR-CodeBias-r15			OPTIONAL	-- Need ON
	]],
	[[
		gnss-SSR-URA-r16					GNSS-SSR-URA-r16		OPTIONAL,	-- Need ON
		gnss-SSR-PhaseBias-r16				GNSS-SSR-PhaseBias-r16	OPTIONAL,	-- Need ON
		gnss-SSR-STEC-Correction-r16		GNSS-SSR-STEC-Correction-r16	
																	OPTIONAL,	-- Need ON
		gnss-SSR-GriddedCorrection-r16		GNSS-SSR-GriddedCorrection-r16	
																	OPTIONAL,	-- Need ON
		navic-DifferentialCorrections-r16	NavIC-DifferentialCorrections-r16
																OPTIONAL,	-- Cond	GNSS-ID-NavIC
		navic-GridModel-r16					NavIC-GridModelParameter-r16
																OPTIONAL	-- Cond	GNSS-ID-NavIC
	]],
	[[
		gnss-SSR-SatelliteAPC-r18			GNSS-SSR-SatelliteAPC-r18	OPTIONAL	-- Need ON
	]]
}

-- ASN1STOP

	Conditional presence
	Explanation

	GNSS‑ID‑SBAS
	The field is mandatory present if the GNSS‑ID = sbas; otherwise it is not present.

	GNSS‑ID‑BDS
	The field may be present if the GNSS‑ID = bds; otherwise it is not present.

	GNSS-ID-GLO
	The field is optionally present, need ON, if the GNSS ID = glonass; otherwise it is not present.

	GNSS-ID-NAVIC
	The field is optionally present, need ON, if the GNSS‑ID = navic; otherwise it is not present



[bookmark: _Toc27765223][bookmark: _Toc37680902][bookmark: _Toc46486473][bookmark: _Toc52546818][bookmark: _Toc52547348][bookmark: _Toc52547878][bookmark: _Toc52548408][bookmark: _Toc124534358]–	GNSS-PeriodicAssistData
The IE GNSS-PeriodicAssistData is used by the location server to provide control parameters for a periodic assistance data delivery session (e.g., interval and duration) to the target device.
NOTE:	Omission of a particular assistance data type field in IE GNSS-PeriodicAssistData means that the location server does not provide this assistance data type in a data transaction of a periodic assistance data delivery session, as described in clauses 5.2.1a and 5.2.2a. Inclusion of no assistance data type fields in IE GNSS-PeriodicAssistData means that a periodic assistance data delivery session is terminated.
-- ASN1START

GNSS-PeriodicAssistData-r15 ::= SEQUENCE {
	gnss-RTK-PeriodicObservations-r15		GNSS-PeriodicControlParam-r15	OPTIONAL,	-- Need ON
	glo-RTK-PeriodicBiasInformation-r15		GNSS-PeriodicControlParam-r15	OPTIONAL,	-- Need ON
	gnss-RTK-MAC-PeriodicCorrectionDifferences-r15
											GNSS-PeriodicControlParam-r15	OPTIONAL,	-- Need ON
	gnss-RTK-PeriodicResiduals-r15			GNSS-PeriodicControlParam-r15	OPTIONAL,	-- Need ON
	gnss-RTK-FKP-PeriodicGradients-r15		GNSS-PeriodicControlParam-r15	OPTIONAL,	-- Need ON
	gnss-SSR-PeriodicOrbitCorrections-r15
											GNSS-PeriodicControlParam-r15	OPTIONAL,	-- Need ON
	gnss-SSR-PeriodicClockCorrections-r15
											GNSS-PeriodicControlParam-r15	OPTIONAL,	-- Need ON
	gnss-SSR-PeriodicCodeBias-r15			GNSS-PeriodicControlParam-r15	OPTIONAL,	-- Need ON
	...,
	[[
	gnss-SSR-PeriodicURA-r16				GNSS-PeriodicControlParam-r15	OPTIONAL,	-- Need ON
	gnss-SSR-PeriodicPhaseBias-r16			GNSS-PeriodicControlParam-r15	OPTIONAL,	-- Need ON
	gnss-SSR-PeriodicSTEC-Correction-r16	GNSS-PeriodicControlParam-r15	OPTIONAL,	-- Need ON
	gnss-SSR-PeriodicGriddedCorrection-r16	GNSS-PeriodicControlParam-r15	OPTIONAL	-- Need ON
	]],
	[[
	gnss-Integrity-PeriodicServiceAlert-r17	GNSS-PeriodicControlParam-r15	OPTIONAL	-- Need ON
	]],
	[[
	gnss-SSR-SatelliteAPC-r18				GNSS-PeriodicControlParam-r15	OPTIONAL	-- Need ON
	]]
}

-- ASN1STOP

[bookmark: _Toc124534359]6.5.2.2	GNSS Assistance Data Elements
NEXT CHANGE
/**Skip unmodified parts**/
[bookmark: _Toc27765277][bookmark: _Toc37680962][bookmark: _Toc46486534][bookmark: _Toc52546879][bookmark: _Toc52547409][bookmark: _Toc52547939][bookmark: _Toc52548469][bookmark: _Toc124534421]–	GNSS-SSR-OrbitCorrections
The IE GNSS-SSR-OrbitCorrections is used by the location server to provide radial, along-track and cross-track orbit corrections together with integrity information. The target device may use the SSR-OrbitCorrectionList to compute a satellite position correction to be combined with the satellite position calculated from broadcast ephemeris.
The parameters provided in IE GNSS-SSR-OrbitCorrections – except for ORBIT-IntegrityParameters and SSR-IntegrityOrbitBounds –  are used as specified for SSR Clock Messages (e.g., message type 1057 and 1063) in [30] and apply to all GNSSs.
-- ASN1START

GNSS-SSR-OrbitCorrections-r15 ::= SEQUENCE {
	epochTime-r15						GNSS-SystemTime,
	ssrUpdateInterval-r15				INTEGER (0..15),
	satelliteReferenceDatum-r15			ENUMERATED { itrf, regional, ... },
	iod-ssr-r15							INTEGER (0..15),
	ssr-OrbitCorrectionList-r15			SSR-OrbitCorrectionList-r15,
	...,
	[[
		orbit-IntegrityParameters-r17	ORBIT-IntegrityParameters-r17	OPTIONAL -- Need OR
	]]
}

SSR-OrbitCorrectionList-r15 ::= SEQUENCE (SIZE(1..64)) OF SSR-OrbitCorrectionSatelliteElement-r15

SSR-OrbitCorrectionSatelliteElement-r15 ::= SEQUENCE {
	svID-r15							SV-ID,
	iod-r15								BIT STRING (SIZE(11)),
	delta-radial-r15					INTEGER (-2097152..2097151),
	delta-AlongTrack-r15				INTEGER (-524288..524287),
	delta-CrossTrack-r15				INTEGER (-524288..524287),
	dot-delta-radial-r15				INTEGER (-1048576..1048575)		OPTIONAL, -- Need ON
	dot-delta-AlongTrack-r15			INTEGER (-262144..262143)		OPTIONAL, -- Need ON
	dot-delta-CrossTrack-r15			INTEGER (-262144..262143)		OPTIONAL, -- Need ON
	...,
	[[
		ssr-IntegrityOrbitBounds-r17	SSR-IntegrityOrbitBounds-r17	OPTIONAL  -- Cond Integrity1
	]]
}

ORBIT-IntegrityParameters-r17 ::= SEQUENCE {
	probOnsetConstFault-r17					INTEGER (0..255),
	meanConstFaultDuration-r17				INTEGER (1..3600),
	probOnsetSatFault-r17					INTEGER (0..255),
	meanSatFaultDuration-r17				INTEGER (1..3600),
	orbitRangeErrorCorrelationTime-r17		INTEGER (0..255)			OPTIONAL, -- Need OR
	orbitRangeRateErrorCorrelationTime-r17	INTEGER (0..255)			OPTIONAL, -- Cond Integrity2
	...
}

SSR-IntegrityOrbitBounds-r17 ::= SEQUENCE {
	meanOrbitError-r17				RAC-OrbitalErrorComponents-r17,
	stdDevOrbitError-r17			RAC-OrbitalErrorComponents-r17,
	meanOrbitRateError-r17			RAC-OrbitalErrorComponents-r17,
	stdDevOrbitRateError-r17		RAC-OrbitalErrorComponents-r17,
	...
}

RAC-OrbitalErrorComponents-r17	::= SEQUENCE {
	radial-r17			INTEGER (0..255),
	alongTrack-r17		INTEGER (0..255),
	crossTrack-r17		INTEGER (0..255)
}

-- ASN1STOP

	Conditional presence
	Explanation

	Integrity1
	The field is mandatory present if ORBIT-IntegrityParameters is present; otherwise it is not present.

	Integrity2
	The field is mandatory present if orbitRangeErrorCorrelationTime is present; otherwise it is not present.



	GNSS-SSR-OrbitCorrections field descriptions

	epochTime
This field specifies the epoch time of the orbit corrections. The gnss-TimeID in GNSS-SystemTime shall be the same as the GNSS-ID in IE GNSS-GenericAssistDataElement. 

	ssrUpdateInterval
This field specifies the SSR Update Interval. The SSR Update Intervals for all SSR parameters start at time 00:00:00 of the GPS time scale. A change of the SSR Update Interval during the transmission of SSR data should ensure consistent data for a target device. See table Value of ssrUpdateInterval to SSR Update Interval relation below. NOTE 1.

	satelliteReferenceDatum
This field specifies the satellite refence datum for the orbit corrections.

	iod-ssr
This field specifies the Issue of Data number for the SSR data. A change of iod-ssr is used to indicate a change in the SSR generating configuration. 

	svID
This field specifies the satellite for which the orbit corrections are provided.

	iod
This field specifies the IOD value of the broadcast ephemeris for which the orbit corrections are valid (see IE GNSS‑NavigationModel). NOTE 2.

	delta-radial
This field specifies the radial orbit correction for broadcast ephemeris. NOTE 3.
Scale factor 0.1 mm; range ±209.7151 m.

	delta-AlongTrack
This field specifies the along-track orbit correction for broadcast ephemeris. NOTE 3.
Scale factor 0.4 mm; range ±209.7148 m.

	delta-CrossTrack
This field specifies the cross-track orbit correction for broadcast ephemeris. NOTE 3.
Scale factor 0.4 mm; range ±209.7148 m.

	dot-delta-radial
This field specifies the velocity of radial orbit correction for broadcast ephemeris. NOTE 3.
Scale factor 0.001 mm/s; range ±1.048575 m/s.

	dot-delta-AlongTrack
This field specifies the velocity of along-track orbit correction for broadcast ephemeris. NOTE 3.
Scale factor 0.004 mm/s; range ±1.048572 m/s.

	dot-delta-CrossTrack
This field specifies the velocity of cross-track orbit correction for broadcast ephemeris. NOTE 3.
Scale factor 0.004 mm/s; range ±1.048572 m/s.

	probOnsetConstFault
This field specifies the Probability of Onset of Constellation Fault per Time Unit where a constellation fault is at least two satellites being faulty simultaneously due to the same event.
This field specifies the onset probability that the residual range or range rate error exceeds a bound created using the minimum allowed inflation factor Kmin, and bounding parameters as mean + Kmin * stdDev where Kmin = normInv(irMaximum / 2), with irMaximum as provided in IE GNSS-Integrity-ServiceParameters.
The probability is calculated by P=10-0.04n [hour-1] where n is the value of probOnsetConstFault and the range is 10-10.2 to 1 per hour.

	meanConstFaultDuration
This field specifies the Mean Constellation Fault Duration which is the mean duration between when a constellation fault occurs, and the user is alerted by IE GNSS-RealTimeIntegrity (or the integrity violation is over).
Scale factor 1 s; range 1-3600 s.

	probOnsetSatFault
This field specifies the Probability of Onset of Satellite Fault per Time Unit which is the probability of occurrence of satellite error to exceed the residual error bound for more than the Time to Alert (TTA).
This field specifies the onset probability that the residual range or range rate error exceeds a bound created using the minimum allowed inflation factor Kmin, and bounding parameters as mean + Kmin * stdDev where Kmin = normInv(irMaximum / 2), with irMaximum as provided in IE GNSS-Integrity-ServiceParameters.
The probability is calculated by P=10-0.04n [hour-1] where n is the value of probOnsetSatFault and the range is 10-10.2 to 1 per hour.

	meanSatFaultDuration
This field specifies the Mean Satellite Fault Duration which is the mean duration between when a satellite fault occurs, and the user is alerted by IE GNSS-RealTimeIntegrity (or the integrity violation is over).
Scale factor 1 s; range 1-3,600 s.

	orbitRangeErrorCorrelationTime
This field specifies the Orbit Range Error Correlation Time which is the upper bound of the correlation time of the satellite residual range error due to orbit.
The time is calculated using:

Range is 1-28,200 s.

	orbitRangeRateErrorCorrelationTime
This field specifies the Orbit Range Rate Error Correlation Time which is the upper bound of the correlation time of the satellite residual range rate error due to orbit.
The time is calculated using:

Range is 1-28,200 s.

	meanOrbitError
This field specifies the Mean Orbit Error bound in satellite radial, along-track and cross-track coordinates, which are the mean values for a set of three overbounding models that bound the residual orbit error in satellite radial, along-track and cross-track directions.
Each mean is calculated using:

Range is 0-17.5 m.

	stdDevOrbitError
This field specifies the Standard Deviation Orbit Error bound in satellite radial, along-track and cross-track coordinates, which are the standard deviation values for a set of three overbounding models that bound the residual orbit error in satellite radial, along-track and cross-track directions.
Each standard deviation is calculated using:

Range is 0-17.5 m.

	meanOrbitRateError
This field specifies the Mean Orbit Rate Error in satellite radial, along-track and cross-track coordinates, which are the mean values for a set of three overbounding models that bound the residual satellite orbit rate error in satellite radial, along-track and cross-track directions.
Scale factor 0.001 m/s; range 0-0.255 m/s.

	stdDevOrbitRateError
This field specifies the Standard Deviation Orbit Rate Error in satellite radial, along-track and cross-track coordinates, which are the standard deviation values for a set of three overbounding models that bound the residual satellite orbit rate error in satellite radial, along-track and cross-track directions.
Scale factor 0.001 m/s; range 0-0.255 m/s.



NOTE 1:	The update intervals are aligned to the GPS time scale for all GNSSs in order to allow synchronous operation for multiple GNSS services. This means that the update intervals may not be aligned to the beginning of the day for another GNSS. Due to the leap seconds, this is generally the case for GLONASS.
NOTE 2:	In the cases that gnss-ID indicates 'gps' or 'qzss', the iod refers to the NAV broadcast ephemeris (GPS L1 C/A or QZSS QZS-L1, respectively, in table GNSS to iod Bit String(11) relation in IE GNSS‑NavigationModel).
NOTE 3:	The reference time t0 is epochTime + ½ × ssrUpdateInterval. The reference time t0 for ssrUpdateInterval '0' is epochTime.
Value of ssrUpdateInterval to SSR Update Interval relation
	Value of ssrUpdateInterval
	SSR Update Interval

	0
	1 second

	1
	2 seconds

	2
	5 seconds

	3
	10 seconds

	4
	15 seconds

	5
	30 seconds

	6
	60 seconds

	7
	120 seconds

	8
	240 seconds

	9
	300 seconds

	10
	600 seconds

	11
	900 seconds

	12
	1800 seconds

	13
	3600 seconds

	14
	7200 seconds

	15
	10800 seconds

	16
	21600 seconds

	17
	43200 seconds

	18
	86400 seconds

	19
	172800 seconds

	20
	345600 seconds

	21
	691200 seconds

	22
	1382400 seconds

	23
	2764800 seconds

	24
	5529600 seconds

	25
	11059200 seconds

	26
	22118400 seconds

	27
	44236800 seconds



NOTE 4:	Some IEs only support a Value of ssrUpdateInterval up to 15 to maintain backward compatibility.
NEXT CHANGE
/**Skip unmodified parts**/
–	GNSS-SSR-SatelliteAPC
The IE GNSS-SSR-SatelliteAPC is used by the location server to provide the phase center offsets from the satellite center of mass along the x-, y- and z-axis as well as the phase center variations (azimuth and nadir). The target device may use the phaseCenterVariations to choose between using nadir only variations of the phase center or nadir and azimuth angle variations of the phase center.
-- ASN1START

GNSS-SSR-SatelliteAPC-r18 ::= SEQUENCE {
	epochTime-r18						GNSS-SystemTime,
	ssrUpdateInterval-r18				INTEGER (0..27),
	iod-ssr-r18							INTEGER (0..15),
	ssr-SatelliteAPC-List-r18			SSR-SatelliteAPC-List-r18,
	...
}

SSR-SatelliteAPC-List-r18 ::= SEQUENCE (SIZE(1..64)) OF SSR-SatelliteAPC-Element-r18

SSR-SatelliteAPC-Element-r18 ::= SEQUENCE {
	svID-r18							SV-ID,
	ssr-SatelliteAPC-FrequencyList-r18	SSR-SatelliteAPC-FrequencyList-r18,
	...
}

SSR-SatelliteAPC-FrequencyList-r18 ::= SEQUENCE (SIZE(1..8)) OF SSR-SatelliteAPC-FrequencyElement-r18

SSR-SatelliteAPC-FrequencyElement-r18 ::= SEQUENCE {
	frequencyID-r18							GNSS-FrequencyID-r15,
	phaseCenterOffsetX-r18						INTEGER (-16384..16383),
	phaseCenterOffsetY-r18						INTEGER (-16384..16383),
	phaseCenterOffsetZ-r18						INTEGER (-16384..16383),
	nadirStepSize-r18							INTEGER(1..20)			OPTIONAL,	-- Cond PCV
	phaseCenterVariations-r18					CHOICE {
		phaseCenterVariationsNoAzimuth-r18		SSR-PhaseCenterVariationList-r18,
		phaseCenterVarationsWithAzimuthVariations-r18		SEQUENCE {
			azimuthStepSize-r18						INTEGER(1..30),
			phaseCenterVariationsAzimuth-r18		SSR-PhaseCenterVariationAzimuthList-r18
		}
	}																	OPTIONAL	-- Need OP
	...
}

SSR-PhaseCenterVariationAzimuthList-r18 ::= SEQUENCE (SIZE(12..360)) OF SSR-PhaseCenterVariationList-r18

SSR-PhaseCenterVariationList-r18 ::= SEQUENCE (SIZE(1..900)) OF INTEGER(-128..127)

-- ASN1STOP

	[bookmark: _Hlk117852435]GNSS-SSR-SatelliteAPC field descriptions

	epochTime
This field specifies the epoch time of the satellite APC corrections. The gnss-TimeID in GNSS-SystemTime shall be the same as the GNSS-ID in IE GNSS-GenericAssistDataElement. 

	ssrUpdateInterval
This field specifies the SSR Update Interval. The SSR Update Intervals for all SSR parameters start at time 00:00:00 of the GPS time scale. A change of the SSR Update Interval during the transmission of SSR data should ensure consistent data for a target device. See table Value of ssrUpdateInterval to SSR Update Interval relation in IE GNSS‑SSR‑OrbitCorrections.

	iod-ssr
This field specifies the Issue of Data number for the SSR data. A change of iod-ssr is used to indicate a change in the SSR generating configuration.

	svID
This field specifies the satellite for which the satellite APC corrections are provided.

	frequencyID 
This field specifies the satellite carrier frequency to which this correction applies.

	phaseCenterOffsetX
This field specifies the mean offset from the satellite antenna reference point as defined by the GNSS-SSR-OrbitCorrection, along the x-axis. The coordinate system follows the convention in the IGS ANTEX file format [31], the x-axis completes the right-handed system (cross product of x and y = z) (see definitions of the z and y axis in phaseCenterOffsetZ and phaseCenterOffsetY)
In units of 1 mm.

	phaseCenterOffsetY
This field specifies the mean offset from the satellite antenna reference point as defined by the GNSS-SSR-OrbitCorrection, along the y-axis. The coordinate system follows the convention in the IGS ANTEX file format [31], the y-axis (rotation axis of the solar panels) corresponds to the cross product of the z-axis with the vector from the satellite to the Sun.
In units of 1 mm.

	phaseCenterOffsetZ
This field specifies the mean offset from the satellite antenna reference point as defined by the GNSS-SSR-OrbitCorrection, along the z-axis. The coordinate system follows the convention in the IGS ANTEX [31] file format, the z-axis points toward the geocenter.
In units of 1 mm

	nadirStepSize
Step size between nadir buckets. In units of 0.1 degrees.

	phaseCenterVariations
This field optionally contains the phase center variations. The field phaseCentreVariationsNoAzimuth will be selected when there is nadir only phase center variation (PCV) values. Otherwise, if there are nadir and azimuth dependent variations the phaseCenterVariationsWithAzimuth field is selected.
If the field phaseCenterVariations is not present, then it is interpreted that all PCV values are 0.

	phaseCenterVariationNoAzimuth
This field specified the nadir only variations of the phase center. The nadir angle is defined to be the angle away from the z-axis. The first element is the variation at zero degrees, and subsequent elements are variations in nadirStepSize degree steps.
For nadir angles > element count * nadirStepSize, the value will be interpreted as 0.
The number of elements must not exceed 90 degrees / nadirStepSize.

	phaseCenterVariationsWithAzimuth
This field contains the phase center variations (PCV) for the case of nadir and azimuth dependent PCVs.

	azimuthStepSize
Step size between azimuth buckets. 
In units of 1 degree. The value must be a factor of 360 degrees.

	phaseCenterVariationsAzimuth
This field specifies the azimuth and nadir dependent variations of the phase center. The azimuth angle is zero degrees when aligned with the x-axis, and 90 degrees with the y-axis. Each element in the list is a set of variations for a particular azimuth bin. The distance between bins is defined by the azimuthStepSize field. Once the correct azimuth bin is located, the SSR-PhaseCenterVariationList element is a list of nadir angle dependent variations at that azimuth.
The number of elements must = 360 degrees / azimuthStepSize.



	Conditional presence
	Explanation

	PCV
	The field is mandatory present if phaseCentreVariations is present; otherwise, it is not present.



[bookmark: _Toc27765280][bookmark: _Toc37680971][bookmark: _Toc46486543][bookmark: _Toc52546888][bookmark: _Toc52547418][bookmark: _Toc52547948][bookmark: _Toc52548478][bookmark: _Toc124534430]6.5.2.3	GNSS Assistance Data Request
[bookmark: _Toc27765281][bookmark: _Toc37680972][bookmark: _Toc46486544][bookmark: _Toc52546889][bookmark: _Toc52547419][bookmark: _Toc52547949][bookmark: _Toc52548479][bookmark: _Toc124534431]–	A-GNSS-RequestAssistanceData
The IE A-GNSS-RequestAssistanceData is used by the target device to request GNSS assistance data from a location server.
-- ASN1START

A-GNSS-RequestAssistanceData ::= SEQUENCE {
	gnss-CommonAssistDataReq		GNSS-CommonAssistDataReq		OPTIONAL, -- Cond CommonADReq
	gnss-GenericAssistDataReq		GNSS-GenericAssistDataReq		OPTIONAL, -- Cond GenADReq
	...,
	[[
		gnss-PeriodicAssistDataReq-r15
									GNSS-PeriodicAssistDataReq-r15	OPTIONAL -- Cond PerADReq
	]]
}

-- ASN1STOP

	Conditional presence
	Explanation

	CommonADReq
	The field is mandatory present if the target device requests GNSS-CommonAssistData; otherwise it is not present.

	GenADReq
	This field is mandatory present if the target device requests GNSS-GenericAssistData for one or more specific GNSS; otherwise it is not present.

	PerADReq
	This field is mandatory present if the target device requests periodic GNSS assistance data delivery. This field may only be included if any of the fields are included in IE GNSS‑GenericAssistDataReq:
- GNSS-RTK-ObservationsReq,
- GLO-RTK-BiasInformationReq,
- GNSS-RTK-MAC-CorrectionDifferencesReq,
- GNSS-RTK-ResidualsReq,
- GNSS-RTK-FKP-GradientsReq,
- GNSS-SSR-OrbitCorrectionsReq,
- GNSS-SSR-ClockCorrectionsReq,
- GNSS-SSR-CodeBiasReq.
- GNSS-SSR-URA-Req,
- GNSS-SSR-PhaseBiasReq,
- GNSS-SSR-STEC-CorrectionReq,
- GNSS-SSR-GriddedCorrectionReq, or
- GNSS-Integrity-ServiceAlerReq.,
- GNSS-SSR-SatelliteAPCReq.



[bookmark: _Toc27765282][bookmark: _Toc37680973][bookmark: _Toc46486545][bookmark: _Toc52546890][bookmark: _Toc52547420][bookmark: _Toc52547950][bookmark: _Toc52548480][bookmark: _Toc124534432]–	GNSS-CommonAssistDataReq
The IE GNSS-CommonAssistDataReq is used by the target device to request assistance data that are applicable to any GNSS from a location server.
-- ASN1START

GNSS-CommonAssistDataReq ::= SEQUENCE {
	gnss-ReferenceTimeReq				GNSS-ReferenceTimeReq				
																OPTIONAL, -- Cond RefTimeReq
	gnss-ReferenceLocationReq			GNSS-ReferenceLocationReq			
																OPTIONAL, -- Cond RefLocReq
	gnss-IonosphericModelReq			GNSS-IonosphericModelReq				
																OPTIONAL, -- Cond IonoModReq
	gnss-EarthOrientationParametersReq	GNSS-EarthOrientationParametersReq	
																OPTIONAL, -- Cond EOPReq
	...,
	[[
		gnss-RTK-ReferenceStationInfoReq-r15	
										GNSS-RTK-ReferenceStationInfoReq-r15
																OPTIONAL, -- Cond ARPReq
		gnss-RTK-AuxiliaryStationDataReq-r15
										GNSS-RTK-AuxiliaryStationDataReq-r15
																OPTIONAL -- Cond AuxARPReq
	]],
	[[
		gnss-SSR-CorrectionPointsReq-r16
[bookmark: _Hlk23206986]										GNSS-SSR-CorrectionPointsReq-r16
																OPTIONAL -- Cond PointsReq
	]],
	[[
		gnss-Integrity-ServiceParametersReq-r17
							GNSS-Integrity-ServiceParametersReq-r17		
																OPTIONAL,	-- Cond IntServiceReq
		gnss-Integrity-ServiceAlertReq-r17
							GNSS-Integrity-ServiceAlertReq-r17
																OPTIONAL	-- Cond IntAlertReq
	]]
}

-- ASN1STOP

	Conditional presence
	Explanation

	RefTimeReq
	The field is mandatory present if the target device requests GNSS-ReferenceTime; otherwise it is not present.

	RefLocReq
	This field is mandatory present if the target device requests GNSS-ReferenceLocation; otherwise it is not present.

	IonoModReq
	This field is mandatory present if the target device requests GNSS-IonosphericModel; otherwise it is not present.

	EOPReq
	This field is mandatory present if the target device requests GNSS-EarthOrientationParameters; otherwise it is not present.

	ARPReq
	This field is mandatory present if the target device requests GNSS‑RTK‑ReferenceStationInfo; otherwise it is not present.

	AuxARPReq
	This field is mandatory present if the target device requests GNSS‑RTK‑AuxiliaryStationData; otherwise it is not present.

	PointsReq
	This field is mandatory present if the target device requests GNSS-SSR-CorrectionPoints; otherwise it is not present.

	IntServiceReq
	This field is mandatory present if the target device requests GNSS-Integrity-ServiceParameters; otherwise it is not present.

	IntAlertReq
	This field is mandatory present if the target device requests GNSS-Integrity-ServiceAlert; otherwise it is not present.



[bookmark: _Toc27765283][bookmark: _Toc37680974][bookmark: _Toc46486546][bookmark: _Toc52546891][bookmark: _Toc52547421][bookmark: _Toc52547951][bookmark: _Toc52548481][bookmark: _Toc124534433]–	GNSS-GenericAssistDataReq
The IE GNSS-GenericAssistDataReq is used by the target device to request assistance data from a location server for one or more specific GNSSs. The specific GNSS for which the assistance data are requested is indicated by the IE GNSS‑ID and (if applicable) by the IE SBAS‑ID. Assistance for up to 16 GNSSs can be requested.
-- ASN1START

GNSS-GenericAssistDataReq ::= SEQUENCE (SIZE (1..16)) OF GNSS-GenericAssistDataReqElement

GNSS-GenericAssistDataReqElement ::= SEQUENCE {
	gnss-ID							GNSS-ID,
	sbas-ID							SBAS-ID							OPTIONAL, -- Cond GNSS-ID-SBAS
	gnss-TimeModelsReq				GNSS-TimeModelListReq			OPTIONAL, -- Cond TimeModReq
	gnss-DifferentialCorrectionsReq	GNSS-DifferentialCorrectionsReq	OPTIONAL, -- Cond DGNSS-Req
	gnss-NavigationModelReq			GNSS-NavigationModelReq			OPTIONAL, -- Cond NavModReq
	gnss-RealTimeIntegrityReq		GNSS-RealTimeIntegrityReq		OPTIONAL, -- Cond RTIReq
	gnss-DataBitAssistanceReq		GNSS-DataBitAssistanceReq		OPTIONAL, -- Cond DataBitsReq
	gnss-AcquisitionAssistanceReq	GNSS-AcquisitionAssistanceReq	OPTIONAL, -- Cond AcquAssistReq
	gnss-AlmanacReq					GNSS-AlmanacReq					OPTIONAL, -- Cond AlmanacReq
	gnss-UTCModelReq				GNSS-UTC-ModelReq				OPTIONAL, -- Cond UTCModReq
	gnss-AuxiliaryInformationReq	GNSS-AuxiliaryInformationReq	OPTIONAL, -- Cond AuxInfoReq
	...,
	[[
		bds-DifferentialCorrectionsReq-r12	
									BDS-DifferentialCorrectionsReq-r12
																	OPTIONAL,	-- Cond DBDS-Req
		bds-GridModelReq-r12		BDS-GridModelReq-r12			OPTIONAL	-- Cond BDS-GridModReq
	]],
	[[
		gnss-RTK-ObservationsReq-r15
									GNSS-RTK-ObservationsReq-r15	OPTIONAL,	-- Cond RTK-OSR-Req
		glo-RTK-BiasInformationReq-r15	
									GLO-RTK-BiasInformationReq-r15	OPTIONAL,	-- Cond GLO-CPB-Req
		gnss-RTK-MAC-CorrectionDifferencesReq-r15
									GNSS-RTK-MAC-CorrectionDifferencesReq-r15
																	OPTIONAL,	-- Cond MAC-Req
		gnss-RTK-ResidualsReq-r15	GNSS-RTK-ResidualsReq-r15		OPTIONAL,	-- Cond Res-Req
		gnss-RTK-FKP-GradientsReq-r15
									GNSS-RTK-FKP-GradientsReq-r15	OPTIONAL,	-- Cond FKP-Req
		gnss-SSR-OrbitCorrectionsReq-r15
									GNSS-SSR-OrbitCorrectionsReq-r15
																	OPTIONAL,	-- Cond OC-Req
		gnss-SSR-ClockCorrectionsReq-r15
									GNSS-SSR-ClockCorrectionsReq-r15
																	OPTIONAL,	-- Cond CC-Req
		gnss-SSR-CodeBiasReq-r15	GNSS-SSR-CodeBiasReq-r15		OPTIONAL	-- Cond CB-Req
	]],
	[[
		gnss-SSR-URA-Req-r16		GNSS-SSR-URA-Req-r16			OPTIONAL,	-- Cond URA-Req
		gnss-SSR-PhaseBiasReq-r16	GNSS-SSR-PhaseBiasReq-r16		OPTIONAL,	-- Cond PB-Req
		gnss-SSR-STEC-CorrectionReq-r16
									GNSS-SSR-STEC-CorrectionReq-r16	OPTIONAL,	-- Cond STEC-Req
		gnss-SSR-GriddedCorrectionReq-r16	GNSS-SSR-GriddedCorrectionReq-r16
																	OPTIONAL,	-- Cond Grid-Req
		navic-DifferentialCorrectionsReq-r16	
									NavIC-DifferentialCorrectionsReq-r16
																OPTIONAL,	-- Cond DNavIC-Req
		navic-GridModelReq-r16		NavIC-GridModelReq-r16		OPTIONAL	-- Cond NavIC-GridModReq
	]],
	[[
[bookmark: _Hlk126090496]		gnss-SSR-SatelliteAPC-r18	GNSS-SSR-SatelliteAPC-r18	OPTIONAL	-- Cond SatAPC-Req
	]]
}

-- ASN1STOP

	Conditional presence
	Explanation

	GNSS‑ID‑SBAS
	The field is mandatory present if the GNSS‑ID = sbas; otherwise it is not present.

	TimeModReq
	The field is mandatory present if the target device requests GNSS-TimeModelList; otherwise it is not present.

	DGNSS-Req
	The field is mandatory present if the target device requests GNSS-DifferentialCorrections; otherwise it is not present.

	NavModReq
	The field is mandatory present if the target device requests GNSS-NavigationModel; otherwise it is not present.

	RTIReq
	The field is mandatory present if the target device requests GNSS-RealTimeIntegrity; otherwise it is not present.

	DataBitsReq
	The field is mandatory present if the target device requests GNSS-DataBitAssistance; otherwise it is not present.

	AcquAssistReq
	The field is mandatory present if the target device requests GNSS-AcquisitionAssistance; otherwise it is not present.

	AlmanacReq
	The field is mandatory present if the target device requests GNSS-Almanac; otherwise it is not present.

	UTCModReq
	The field is mandatory present if the target device requests GNSS-UTCModel; otherwise it is not present.

	AuxInfoReq
	The field is mandatory present if the target device requests GNSS-AuxiliaryInformation; otherwise it is not present.

	DBDS-Req
	The field is mandatory present if the target device requests BDS-DifferentialCorrections; otherwise it is not present. This field may only be present if gnss-ID indicates 'bds'.

	BDS-GridModReq
	The field is mandatory present if the target device requests BDS-GridModel; otherwise it is not present. This field may only be present if gnss-ID indicates 'bds'.

	RTK-OSR-Req
	The field is mandatory present if the target device requests GNSS-RTK-Observations; otherwise it is not present.

	GLO-CPB-Req
	The field is mandatory present if the target device requests GLO-RTK-BiasInformation; otherwise it is not present.

	MAC-Req
	The field is mandatory present if the target device requests GNSS‑RTK‑MAC‑CorrectionDifferences; otherwise it is not present.

	Res-Req
	The field is mandatory present if the target device requests GNSS-RTK-Residuals; otherwise it is not present.

	FKP-Req
	The field is mandatory present if the target device requests GNSS-RTK-FKP-Gradients; otherwise it is not present.

	OC-Req
	The field is mandatory present if the target device requests GNSS-SSR-OrbitCorrections; otherwise it is not present.

	CC-Req
	The field is mandatory present if the target device requests GNSS-SSR-ClockCorrections; otherwise it is not present.

	CB-Req
	The field is mandatory present if the target device requests GNSS-SSR-CodeBias; otherwise it is not present.

	URA-Req
	The field is mandatory present if the target device requests GNSS-SSR-URA; otherwise it is not present.

	PB-Req
	The field is mandatory present if the target device requests GNSS-SSR-PhaseBias; otherwise it is not present.

	STEC-Req
	The field is mandatory present if the target device requests GNSS-SSR-STEC-Correction; otherwise it is not present.

	Grid-Req
	The field is mandatory present if the target device requests GNSS‑SSR‑GriddedCorrection; otherwise it is not present.

	DNavIC-Req
	The field is mandatory present if the target device requests NavIC-DifferentialCorrections; otherwise it is not present. This field may only be present if the gnss-ID indicates 'navic'.

	NavIC-GridModReq
	The field is mandatory present if the target device requests NavIC-GridModel; otherwise it is not present. This field may only be present if the gnss-ID indicates 'navic'.

	SatAPC-Req
	The field is mandatory present if the target device requests GNSS-SSR-SatelliteAPC; otherwise it is not present.



[bookmark: _Toc27765284][bookmark: _Toc37680975][bookmark: _Toc46486547][bookmark: _Toc52546892][bookmark: _Toc52547422][bookmark: _Toc52547952][bookmark: _Toc52548482][bookmark: _Toc124534434]–	GNSS-PeriodicAssistDataReq
The IE GNSS-PeriodicAssistDataReq is used by the target device to request periodic assistance data delivery from a location server.
-- ASN1START

GNSS-PeriodicAssistDataReq-r15 ::= SEQUENCE {
	gnss-RTK-PeriodicObservationsReq-r15	GNSS-PeriodicControlParam-r15	OPTIONAL, -- Cond pOSR
	glo-RTK-PeriodicBiasInformationReq-r15	GNSS-PeriodicControlParam-r15	OPTIONAL, -- Cond pCPB
	gnss-RTK-MAC-PeriodicCorrectionDifferencesReq-r15
											GNSS-PeriodicControlParam-r15	OPTIONAL, -- Cond pMAC
	gnss-RTK-PeriodicResidualsReq-r15		GNSS-PeriodicControlParam-r15	OPTIONAL, -- Cond pRes
	gnss-RTK-FKP-PeriodicGradientsReq-r15	GNSS-PeriodicControlParam-r15	OPTIONAL, -- Cond pFKP
	gnss-SSR-PeriodicOrbitCorrectionsReq-r15
											GNSS-PeriodicControlParam-r15	OPTIONAL, -- Cond pOC
	gnss-SSR-PeriodicClockCorrectionsReq-r15
											GNSS-PeriodicControlParam-r15	OPTIONAL, -- Cond pCC
	gnss-SSR-PeriodicCodeBiasReq-r15		GNSS-PeriodicControlParam-r15	OPTIONAL, -- Cond pCB
	...,
	[[
	gnss-SSR-PeriodicURA-Req-r16			GNSS-PeriodicControlParam-r15	OPTIONAL, -- Cond pURA
	gnss-SSR-PeriodicPhaseBiasReq-r16		GNSS-PeriodicControlParam-r15	OPTIONAL, -- Cond pPB
	gnss-SSR-PeriodicSTEC-CorrectionReq-r16	GNSS-PeriodicControlParam-r15	OPTIONAL, -- Cond pSTEC
	gnss-SSR-PeriodicGriddedCorrectionReq-r16	
											GNSS-PeriodicControlParam-r15	OPTIONAL  -- Cond pGrid
	]],
	[[
	gnss-Integrity-PeriodicServiceAlertReq-r17
											GNSS-PeriodicControlParam-r15	OPTIONAL  -- Cond pDNU
	]],
	[[
	gnss-SSR-SatelliteAPC-r18				GNSS-PeriodicControlParam-r15	OPTIONAL -- Cond pSAPC
	]]
}

-- ASN1STOP

	Conditional presence
	Explanation

	pOSR
	The field is mandatory present if the target device requests periodic GNSS‑RTK‑Observations; otherwise it is not present.

	pCPB
	The field is mandatory present if the target device requests periodic GLO‑RTK‑BiasInformation; otherwise it is not present.

	pMAC
	The field is mandatory present if the target device requests periodic GNSS‑RTK‑MAC‑CorrectionDifferences; otherwise it is not present.

	pRes
	The field is mandatory present if the target device requests periodic GNSS‑RTK‑Residuals; otherwise it is not present.

	pFKP
	The field is mandatory present if the target device requests periodic GNSS‑RTK‑FKP‑Gradients; otherwise it is not present.

	pOC
	The field is mandatory present if the target device requests periodic GNSS‑SSR‑OrbitCorrections; otherwise it is not present.

	pCC
	The field is mandatory present if the target device requests periodic GNSS‑SSR‑ClockCorrections; otherwise it is not present.

	pCB
	The field is mandatory present if the target device requests periodic GNSS‑SSR‑CodeBias; otherwise it is not present.

	pURA
	The field is mandatory present if the target device requests periodic GNSS‑SSR‑URA; otherwise it is not present.

	pPB
	The field is mandatory present if the target device requests periodic GNSS‑SSR‑PhaseBias; otherwise it is not present.

	pSTEC
	The field is mandatory present if the target device requests periodic GNSS‑SSR‑STEC‑Correction; otherwise it is not present. 

	pGrid
	The field is mandatory present if the target device requests periodic GNSS‑SSR‑GriddedCorrection; otherwise it is not present.

	pDNU
	The field is mandatory present if the target device requests periodic GNSS-Integrity-ServiceAlert; otherwise it is not present.

	pSAPC
	The field is mandatory present if the target device requests periodic GNSS‑SSR‑SatelliteAPC; otherwise it is not present.
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NEXT CHANGE
–	GNSS-SSR-SatelliteAPCReq
The IE GNSS-SSR-SatelliteAPCReq is used by the target device to request the GNSS-SSR- SatelliteAPC assistance from the location server.
-- ASN1START

GNSS-SSR-SatelliteAPCReq-r18 ::= SEQUENCE {
	signal-and-tracking-mode-ID-Map-r18		GNSS-SignalIDs,
	storedNavList-r18						GNSS-NavListInfo-r15				OPTIONAL,
	...
}

-- ASN1STOP

	GNSS-SSR-SatelliteAPCReq field descriptions

	signal-and-tracking-mode-ID-Map
This field specifies the GNSS signal(s) for which the GNSS-SSR-SatelliteAPC is requested. 

	storedNavList
This list provides information to the location server about which NAV data the target device has currently stored for the particular GNSS indicated by GNSS-ID.
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–	GNSS-GenericAssistanceDataSupport
The IE GNSS-GenericAssistanceDataSupport is used by the target device to provide information on supported GNSS generic assistance data types to the location server for each supported GNSS.
-- ASN1START

GNSS-GenericAssistanceDataSupport ::=
								SEQUENCE (SIZE (1..16)) OF GNSS-GenericAssistDataSupportElement

GNSS-GenericAssistDataSupportElement ::= SEQUENCE {
	gnss-ID								GNSS-ID,
	sbas-ID								SBAS-ID						OPTIONAL, -- Cond GNSS‑ID‑SBAS
	gnss-TimeModelsSupport				GNSS-TimeModelListSupport
																	OPTIONAL, -- Cond TimeModSup
	gnss-DifferentialCorrectionsSupport	GNSS-DifferentialCorrectionsSupport
																	OPTIONAL, -- Cond DGNSS-Sup
	gnss-NavigationModelSupport			GNSS-NavigationModelSupport
																	OPTIONAL, -- Cond NavModSup
	gnss-RealTimeIntegritySupport		GNSS-RealTimeIntegritySupport
																	OPTIONAL, -- Cond RTISup
	gnss-DataBitAssistanceSupport		GNSS-DataBitAssistanceSupport
																	OPTIONAL, -- Cond DataBitsSup
	gnss-AcquisitionAssistanceSupport	GNSS-AcquisitionAssistanceSupport
																	OPTIONAL, -- Cond AcquAssistSup
	gnss-AlmanacSupport					GNSS-AlmanacSupport
																	OPTIONAL, -- Cond AlmanacSup
	gnss-UTC-ModelSupport				GNSS-UTC-ModelSupport
																	OPTIONAL, -- Cond UTCModSup
	gnss-AuxiliaryInformationSupport	GNSS-AuxiliaryInformationSupport
																	OPTIONAL, -- Cond AuxInfoSup
	...,
	[[
		bds-DifferentialCorrectionsSupport-r12
										BDS-DifferentialCorrectionsSupport-r12
																	OPTIONAL, -- Cond DBDS-Sup
		bds-GridModelSupport-r12		BDS-GridModelSupport-r12
																	OPTIONAL	-- Cond BDS-GridModSup
	]],
	[[
		gnss-RTK-ObservationsSupport-r15
										GNSS-RTK-ObservationsSupport-r15
																	OPTIONAL,	-- Cond RTK-OSR-Sup
		glo-RTK-BiasInformationSupport-r15	
										GLO-RTK-BiasInformationSupport-r15	
																	OPTIONAL,	-- Cond GLO-CPB-Sup
		gnss-RTK-MAC-CorrectionDifferencesSupport-r15
										GNSS-RTK-MAC-CorrectionDifferencesSupport-r15
																	OPTIONAL,	-- Cond MAC-Sup
		gnss-RTK-ResidualsSupport-r15	GNSS-RTK-ResidualsSupport-r15
																	OPTIONAL,	-- Cond Res-Sup
		gnss-RTK-FKP-GradientsSupport-r15
										GNSS-RTK-FKP-GradientsSupport-r15
																	OPTIONAL,	-- Cond FKP-Sup
		gnss-SSR-OrbitCorrectionsSupport-r15
										GNSS-SSR-OrbitCorrectionsSupport-r15
																	OPTIONAL,	-- Cond OC-Sup
		gnss-SSR-ClockCorrectionsSupport-r15
										GNSS-SSR-ClockCorrectionsSupport-r15
																	OPTIONAL,	-- Cond CC-Sup
		gnss-SSR-CodeBiasSupport-r15	GNSS-SSR-CodeBiasSupport-r15
																	OPTIONAL	-- Cond CB-Sup
	]],
	[[
		gnss-SSR-URA-Support-r16		GNSS-SSR-URA-Support-r16	OPTIONAL,	-- Cond URA-Sup
		gnss-SSR-PhaseBiasSupport-r16	GNSS-SSR-PhaseBiasSupport-r16		
																	OPTIONAL,	-- Cond PB-Sup
		gnss-SSR-STEC-CorrectionSupport-r16
										GNSS-SSR-STEC-CorrectionSupport-r16
																	OPTIONAL,	-- Cond STEC-Sup
		gnss-SSR-GriddedCorrectionSupport-r16
										GNSS-SSR-GriddedCorrectionSupport-r16
																	OPTIONAL,	-- Cond Grid-Sup
		navic-DifferentialCorrectionsSupport-r16
										NavIC-DifferentialCorrectionsSupport-r16
																OPTIONAL,	-- Cond DNavIC-Sup
		navic-GridModelSupport-r16		NavIC-GridModelSupport-r16
																OPTIONAL	-- Cond NavIC-GridModSup
	]] ,
	[[
		gnss-SSR-PhaseBiasYawSupport-r18	GNSS-SSR-PhaseBiasYawSupport-r18		
																	OPTIONAL	-- Cond SatAPC-Sup
	]]
}

-- ASN1STOP

	Conditional presence
	Explanation

	GNSS‑ID‑SBAS
	The field is mandatory present if the GNSS‑ID = sbas; otherwise it is not present.

	TimeModSup
	The field is mandatory present if the target device supports GNSS-TimeModelList; otherwise it is not present.

	DGNSS-Sup
	The field is mandatory present if the target device supports GNSS-DifferentialCorrections; otherwise it is not present.

	NavModSup
	The field is mandatory present if the target device supports GNSS-NavigationModel; otherwise it is not present.

	RTISup
	The field is mandatory present if the target device supports GNSS-RealTimeIntegrity; otherwise it is not present.

	DataBitsSup
	The field is mandatory present if the target device supports GNSS-DataBitAssistance; otherwise it is not present.

	AcquAssistSup
	The field is mandatory present if the target device supports GNSS-AcquisitionAssistance; otherwise it is not present.

	AlmanacSup
	The field is mandatory present if the target device supports GNSS-Almanac; otherwise it is not present.

	UTCModSup
	The field is mandatory present if the target device supports GNSS-UTC-Model; otherwise it is not present.

	AuxInfoSup
	The field is mandatory present if the target device supports GNSS-AuxiliaryInformation; otherwise it is not present.

	DBDS-Sup
	The field is mandatory present if the target device supports BDS-DifferentialCorrections; otherwise it is not present. This field may only be present if gnss-ID indicates 'bds'.

	BDS-GridModSup
	The field is mandatory present if the target device supports BDS-GridModel; otherwise it is not present. This field may only be present if gnss-ID indicates 'bds'.

	RTK-OSR-Sup
	The field is mandatory present if the target device supports GNSS-RTK-Observations; otherwise it is not present. Note, support for GNSS-RTK-Observations implies support for GNSS-RTK-CommonObservationInfo as well.

	GLO-CPB-Sup
	The field is mandatory present if the target device supports GLO‑RTK‑BiasInformation; otherwise it is not present. This field may only be present if gnss-ID indicates 'glonass'.

	MAC-Sup
	The field is mandatory present if the target device supports GNSS‑RTK‑MAC‑CorrectionDifferences; otherwise it is not present.

	Res-Sup
	The field is mandatory present if the target device supports GNSS‑RTK‑Residuals; otherwise it is not present.

	FKP-Sup
	The field is mandatory present if the target device supports GNSS‑RTK‑FKP‑Gradients; otherwise it is not present.

	OC-Sup
	The field is mandatory present if the target device supports GNSS‑SSR‑OrbitCorrections; otherwise it is not present.

	CC-Sup
	The field is mandatory present if the target device supports GNSS‑SSR‑ClockCorrections; otherwise it is not present.

	CB-Sup
	The field is mandatory present if the target device supports GNSS‑SSR‑CodeBias; otherwise it is not present.

	URA-Sup
	The field is mandatory present if the target device supports GNSS-SSR-URA; otherwise it is not present.

	PB-Sup
	The field is mandatory present if the target device supports GNSS-SSR-PhaseBias; otherwise it is not present.

	STEC-Sup
	The field is mandatory present if the target device supports GNSS-SSR-STEC-Correction; otherwise it is not present.

	Grid-Sup
	The field is mandatory present if the target device supports GNSS‑SSR‑GriddedCorrection; otherwise it is not present. Note, support for GNSS‑SSR‑GriddedCorrection implies support for GNSS-SSR-CorrectionPoints as well.

	DNavIC-Sup
	The field is mandatory present if the target device supports NavIC-DifferentialCorrections; otherwise it is not present. This field may only be present if the gnss-ID indicates 'navic'.

	NavIC-GridModSup
	The field is mandatory present if the target device supports NavIC-GridModel; otherwise it is not present. This field may only be present if the gnss-ID indicates 'navic'.

	SatAPC-Sup
	The field is mandatory present if the target device supports GNSS-SSR-SatelliteAPC; otherwise it is not present.



/**Skip unmodified parts**/
NEXT CHANGE
– 	GNSS-SSR-SatelliteAPC-Support
-- ASN1START

GNSS-SSR-SatelliteAPC-Support-r18 ::= SEQUENCE {
	signal-and-tracking-mode-ID-Sup-r18		GNSS-SignalIDs,
	...
}

-- ASN1STOP

	GNSS-SSR-SatelliteAPC-Support field descriptions

	signal-and-tracking-mode-ID-Sup
This field specifies the GNSS signal(s) for which the GNSS-SSR-SatelliteAPC is supported by the target device. 
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/**Skip unmodified parts**/
NEXT CHANGE
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7.2	Mapping of posSibType to assistance data element
The supported posSibType's are specified in Table 7.2-1. The GNSS Common and Generic Assistance Data IEs are defined in clause 6.5.2.2. The OTDOA Assistance Data IEs and NR DL-TDOA/DL-AoD Assistance Data IEs are defined in clause 7.4.2. The Barometric Assistance Data IEs are defined in clause 6.5.5.8. The TBS (based on MBS signals) Assistance Data IEs are defined in clause 6.5.4.8.
Table 7.2-1: Mapping of posSibType to assistanceDataElement
	
	posSibType
	assistanceDataElement

	GNSS Common Assistance Data (clause 6.5.2.2)
	posSibType1-1
	GNSS-ReferenceTime

	
	posSibType1-2
	GNSS-ReferenceLocation

	
	posSibType1-3
	GNSS-IonosphericModel

	
	posSibType1-4
	GNSS-EarthOrientationParameters

	
	posSibType1-5
	GNSS-RTK-ReferenceStationInfo

	
	posSibType1-6
	GNSS-RTK-CommonObservationInfo

	
	posSibType1-7
	GNSS-RTK-AuxiliaryStationData

	
	posSibType1-8
	GNSS-SSR-CorrectionPoints

	
	posSibType1-9
	GNSS-Integrity-ServiceParameters

	
	posSibType1-10
	GNSS-Integrity-ServiceAlert

	GNSS Generic Assistance Data (clause 6.5.2.2)
	posSibType2-1
	GNSS-TimeModelList

	
	posSibType2-2
	GNSS-DifferentialCorrections

	
	[bookmark: _Hlk505571245]posSibType2-3
	GNSS-NavigationModel

	
	posSibType2-4
	GNSS-RealTimeIntegrity

	
	posSibType2-5
	GNSS-DataBitAssistance

	
	posSibType2-6
	GNSS-AcquisitionAssistance

	
	posSibType2-7
	GNSS-Almanac

	
	posSibType2-8
	GNSS-UTC-Model

	
	posSibType2-9
	GNSS-AuxiliaryInformation

	
	posSibType2-10
	BDS-DifferentialCorrections

	
	posSibType2-11
	BDS-GridModelParameter

	
	posSibType2-12
	GNSS-RTK-Observations

	
	posSibType2-13
	GLO-RTK-BiasInformation

	
	posSibType2-14
	GNSS-RTK-MAC-CorrectionDifferences

	
	posSibType2-15
	GNSS-RTK-Residuals

	
	posSibType2-16
	GNSS-RTK-FKP-Gradients

	
	posSibType2-17
	GNSS-SSR-OrbitCorrections

	
	posSibType2-18
	GNSS-SSR-ClockCorrections

	
	posSibType2-19
	GNSS-SSR-CodeBias

	
	posSibType2-20
	GNSS-SSR-URA

	
	posSibType2-21
	GNSS-SSR-PhaseBias

	
	posSibType2-22
	GNSS-SSR-STEC-Correction

	
	posSibType2-23
	GNSS-SSR-GriddedCorrection

	
	posSibType2-24
	NavIC-DifferentialCorrections

	
	posSibType2-25
	NavIC-GridModelParameter

	
	posSibType2-wz
	GNSS-SSR-SatelliteAPC

	OTDOA Assistance Data (clause 7.4.2)
	posSibType3-1
	OTDOA-UE-Assisted

	Barometric Assistance Data
(clause 6.5.5.8)
	posSibType4-1
	Sensor-AssistanceDataList

	TBS Assistance Data
(clause 6.5.4.8)
	posSibType5-1
	TBS-AssistanceDataList

	NR DL-TDOA/DL-AoD Assistance Data (clauses 6.4.3, 7.4.2)
	posSibType6-1
	NR-DL-PRS-AssistanceData

	
	posSibType6-2
	NR-UEB-TRP-LocationData

	
	posSibType6-3
	NR-UEB-TRP-RTD-Info

	
	posSibType6-4
	NR-TRP-BeamAntennaInfo

	
	posSibType6-5
	NR-DL-PRS-TRP-TEG-Info

	On-demand DL-PRS Configurations (clause 6.4.3)
	posSibType6-6
	NR-On-Demand-DL-PRS-Configurations



END OF CHANGE
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[bookmark: _Toc60777092][bookmark: _Toc124713011][bookmark: _Hlk126313547]–	DedicatedSIBRequest
The DedicatedSIBRequest message is used to request SIB(s) required by the UE in RRC_CONNECTED as specified in clause 5.2.2.3.5.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to Network
DedicatedSIBRequest message
-- ASN1START
-- TAG-DEDICATEDSIBREQUEST-START

DedicatedSIBRequest-r16 ::=      SEQUENCE {
    criticalExtensions               CHOICE {
        dedicatedSIBRequest-r16          DedicatedSIBRequest-r16-IEs,
        criticalExtensionsFuture         SEQUENCE {}
    }
}

DedicatedSIBRequest-r16-IEs ::=  SEQUENCE {
    onDemandSIB-RequestList-r16       SEQUENCE {

        requestedSIB-List-r16            SEQUENCE (SIZE (1..maxOnDemandSIB-r16)) OF SIB-ReqInfo-r16                OPTIONAL,
        requestedPosSIB-List-r16         SEQUENCE (SIZE (1..maxOnDemandPosSIB-r16)) OF PosSIB-ReqInfo-r16          OPTIONAL
    } OPTIONAL,
    lateNonCriticalExtension         OCTET STRING             OPTIONAL,
    nonCriticalExtension             SEQUENCE {}              OPTIONAL
}

SIB-ReqInfo-r16 ::=                   ENUMERATED { sib12, sib13, sib14, sib20-v1700, sib21-v1700, spare3, spare2, spare1 }

PosSIB-ReqInfo-r16 ::=       SEQUENCE {
    gnss-id-r16                  GNSS-ID-r16                  OPTIONAL,
    sbas-id-r16                  SBAS-ID-r16                  OPTIONAL,
    posSibType-r16               ENUMERATED { posSibType1-1, posSibType1-2, posSibType1-3, posSibType1-4, posSibType1-5, posSibType1-6,
                                              posSibType1-7, posSibType1-8, posSibType2-1, posSibType2-2, posSibType2-3, posSibType2-4,
                                              posSibType2-5, posSibType2-6, posSibType2-7, posSibType2-8, posSibType2-9, posSibType2-10,
                                              posSibType2-11, posSibType2-12, posSibType2-13, posSibType2-14, posSibType2-15,
                                              posSibType2-16, posSibType2-17, posSibType2-18, posSibType2-19, posSibType2-20,
                                              posSibType2-21, posSibType2-22, posSibType2-23, posSibType3-1, posSibType4-1,
                                              posSibType5-1, posSibType6-1, posSibType6-2, posSibType6-3,..., posSibType1-9-v1710,
                                              posSibType1-10-v1710, posSibType2-24-v1710, posSibType2-25-v1710,
                                              posSibType6-4-v1710, posSibType6-5-v1710, posSibType6-6-v1710,..., posSibType2-wz-v1800 }
}

-- TAG-DEDICATEDSIBREQUEST-STOP
-- ASN1STOP

	DedicatedSIBRequest field descriptions

	requestedSIB-List
Contains a list of SIB(s) the UE requests while in RRC_CONNECTED.

	requestedPosSIB-List
Contains a list of posSIB(s) the UE requests while in RRC_CONNECTED.



	PosSIB-ReqInfo field descriptions

	gnss-id
The presence of this field indicates that the request positioning SIB type is for a specific GNSS. Indicates a specific GNSS (see also TS 37.355 [49])

	sbas-id
The presence of this field indicates that the request positioning SIB type is for a specific SBAS. Indicates a specific SBAS (see also TS 37.355 [49]).



NEXT CHANGE
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[bookmark: _Toc60777155][bookmark: _Toc124713084]–	PosSystemInformation-r16-IEs
-- ASN1START
-- TAG-POSSYSTEMINFORMATION-R16-IES-START

PosSystemInformation-r16-IEs ::= SEQUENCE {
    posSIB-TypeAndInfo-r16           SEQUENCE (SIZE (1..maxSIB)) OF CHOICE {
        posSib1-1-r16                    SIBpos-r16,
        posSib1-2-r16                    SIBpos-r16,
        posSib1-3-r16                    SIBpos-r16,
        posSib1-4-r16                    SIBpos-r16,
        posSib1-5-r16                    SIBpos-r16,
        posSib1-6-r16                    SIBpos-r16,
        posSib1-7-r16                    SIBpos-r16,
        posSib1-8-r16                    SIBpos-r16,
        posSib2-1-r16                    SIBpos-r16,
        posSib2-2-r16                    SIBpos-r16,
        posSib2-3-r16                    SIBpos-r16,
        posSib2-4-r16                    SIBpos-r16,
        posSib2-5-r16                    SIBpos-r16,
        posSib2-6-r16                    SIBpos-r16,
        posSib2-7-r16                    SIBpos-r16,
        posSib2-8-r16                    SIBpos-r16,
        posSib2-9-r16                    SIBpos-r16,
        posSib2-10-r16                   SIBpos-r16,
        posSib2-11-r16                   SIBpos-r16,
        posSib2-12-r16                   SIBpos-r16,
        posSib2-13-r16                   SIBpos-r16,
        posSib2-14-r16                   SIBpos-r16,
        posSib2-15-r16                   SIBpos-r16,
        posSib2-16-r16                   SIBpos-r16,
        posSib2-17-r16                   SIBpos-r16,
        posSib2-18-r16                   SIBpos-r16,
        posSib2-19-r16                   SIBpos-r16,
        posSib2-20-r16                   SIBpos-r16,
        posSib2-21-r16                   SIBpos-r16,
        posSib2-22-r16                   SIBpos-r16,
        posSib2-23-r16                   SIBpos-r16,
        posSib3-1-r16                    SIBpos-r16,
        posSib4-1-r16                    SIBpos-r16,
        posSib5-1-r16                    SIBpos-r16,
        posSib6-1-r16                    SIBpos-r16,
        posSib6-2-r16                    SIBpos-r16,
        posSib6-3-r16                    SIBpos-r16,
        ... ,
        posSib1-9-v1700                  SIBpos-r16,
        posSib1-10-v1700                 SIBpos-r16,
        posSib2-24-v1700                 SIBpos-r16,
        posSib2-25-v1700                 SIBpos-r16,
        posSib6-4-v1700                  SIBpos-r16,
        posSib6-5-v1700                  SIBpos-r16,
        posSib6-6-v1700                  SIBpos-r16
		... ,
		posSib2-wz-v1800                 SIBpos-r16
    },
    lateNonCriticalExtension             OCTET STRING                        OPTIONAL,
    nonCriticalExtension                 SEQUENCE {}                         OPTIONAL
}

-- TAG-POSSYSTEMINFORMATION-R16-IES-STOP
-- ASN1STOP
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-- ASN1START
-- TAG-POSSI-SCHEDULINGINFO-START

PosSI-SchedulingInfo-r16 ::=               SEQUENCE {
    posSchedulingInfoList-r16                  SEQUENCE (SIZE (1..maxSI-Message)) OF PosSchedulingInfo-r16,
    posSI-RequestConfig-r16                        SI-RequestConfig                                 OPTIONAL,  -- Cond MSG-1
    posSI-RequestConfigSUL-r16                     SI-RequestConfig                                 OPTIONAL,  -- Cond SUL-MSG-1
    ...,
    [[
    posSI-RequestConfigRedCap-r17                  SI-RequestConfig                                 OPTIONAL   -- Cond REDCAP-MSG-1
    ]]
}

PosSchedulingInfo-r16 ::= SEQUENCE {
    offsetToSI-Used-r16          ENUMERATED {true}                                              OPTIONAL,  -- Need R
    posSI-Periodicity-r16        ENUMERATED {rf8, rf16, rf32, rf64, rf128, rf256, rf512},
    posSI-BroadcastStatus-r16    ENUMERATED {broadcasting, notBroadcasting},
    posSIB-MappingInfo-r16       PosSIB-MappingInfo-r16,
    ...
}

PosSIB-MappingInfo-r16 ::=   SEQUENCE (SIZE (1..maxSIB)) OF PosSIB-Type-r16

PosSIB-Type-r16 ::=          SEQUENCE {
    encrypted-r16                ENUMERATED { true }                                            OPTIONAL,  -- Need R
    gnss-id-r16                  GNSS-ID-r16                                                    OPTIONAL,  -- Need R
    sbas-id-r16                  SBAS-ID-r16                                                    OPTIONAL,  -- Need R
    posSibType-r16               ENUMERATED { posSibType1-1, posSibType1-2, posSibType1-3, posSibType1-4, posSibType1-5, posSibType1-6,
                                              posSibType1-7, posSibType1-8, posSibType2-1, posSibType2-2, posSibType2-3, posSibType2-4,
                                              posSibType2-5, posSibType2-6, posSibType2-7, posSibType2-8, posSibType2-9, posSibType2-10,
                                              posSibType2-11, posSibType2-12, posSibType2-13, posSibType2-14, posSibType2-15,
                                              posSibType2-16, posSibType2-17, posSibType2-18, posSibType2-19, posSibType2-20,
                                              posSibType2-21, posSibType2-22, posSibType2-23, posSibType3-1, posSibType4-1,
                                              posSibType5-1,posSibType6-1, posSibType6-2, posSibType6-3, posSibType2-wz,... },
    areaScope-r16                ENUMERATED {true}                                              OPTIONAL -- Need S
}

GNSS-ID-r16 ::= SEQUENCE {
    gnss-id-r16              ENUMERATED{gps, sbas, qzss, galileo, glonass, bds, ...},
    ...
}

SBAS-ID-r16 ::= SEQUENCE {
    sbas-id-r16              ENUMERATED { waas, egnos, msas, gagan, ...},
    ...
}

-- TAG-POSSI-SCHEDULINGINFO-STOP
-- ASN1STOP

	PosSI-SchedulingInfo field descriptions

	areaScope
Indicates that a posSIB is area specific. If the field is absent, the posSIB is cell specific.

	encrypted
The presence of this field indicates that the pos-sib-type is encrypted as specified in TS 37.355 [49].

	gnss-id
The presence of this field indicates that the positioning SIB type is for a specific GNSS. Indicates a specific GNSS (see also TS 37.355 [49])

	posSI-BroadcastStatus
Indicates if the SI message is being broadcasted or not. Change of posSI-BroadcastStatus should not result in system information change notifications in Short Message transmitted with P-RNTI over DCI (see clause 6.5). The value of the indication is valid until the end of the BCCH modification period when set to broadcasting.
If si-SchedulingInfo-v1700 is present, the network ensures that the total number of SI messages with posSI-BroadcastStatus and si-BroadcastStatus set to notBroadcasting in the concatenated list of SI messages configured by schedulingInfoList in si-SchedulingInfo and SI messages containing type2 SIB configured by schedulingInfoList2 in si-SchedulingInfo-v1700 does not exceed the limit of maxSI-Message when posSI-RequestConfig or posSI-RequestConfigRedCap or posSI-RequestConfigSUL is configured.

	posSI-RequestConfig
Configuration of Msg1 resources that the UE uses for requesting SI-messages for which posSI-BroadcastStatus is set to notBroadcasting.

	posSI-RequestConfigRedCap
Configuration of Msg1 resources for initialUplinkBWP-RedCap that the RedCap UE uses for requesting SI-messages for which posSI-BroadcastStatus is set to notBroadcasting.

	posSI-RequestConfigSUL
Configuration of Msg1 resources that the UE uses for requesting SI-messages for which posSI-BroadcastStatus is set to notBroadcasting.

	posSIB-MappingInfo
List of the posSIBs mapped to this SystemInformation message.

	posSibType
The positioning SIB type is defined in TS 37.355 [49].

	posSI-Periodicity
Periodicity of the SI-message in radio frames, such that rf8 denotes 8 radio frames, rf16 denotes 16 radio frames, and so on. If the offsetToSI-Used is configured, the posSI-Periodicity of rf8 cannot be used.

	offsetToSI-Used
This field, if present indicates that all the SI messages in posSchedulingInfoList are scheduled with an offset of 8 radio frames compared to SI messages in schedulingInfoList. offsetToSI-Used may be present only if the shortest configured SI message periodicity for SI messages in schedulingInfoList is 80ms. If SI offset is used, this field is present in each of the SI messages in the posSchedulingInfoList.

	sbas-id
The presence of this field indicates that the positioning SIB type is for a specific SBAS. Indicates a specific SBAS (see also TS 37.355 [49]).



	Conditional presence
	Explanation

	MSG-1
	The field is optionally present, Need R, if posSI-BroadcastStatus is set to notBroadcasting for any SI-message included in PosSchedulingInfo. It is absent otherwise.

	SUL-MSG-1
	The field is optionally present, Need R, if supplementaryUplink is configured in ServingCellConfigCommonSIB and if posSI-BroadcastStatus is set to notBroadcasting for any SI-message included in PosSchedulingInfo. It is absent otherwise.

	REDCAP-MSG-1
	The field is optionally present, Need R, if initialUplinkBWP-RedCap is configured in UplinkConfigCommonSIB and if posSI-BroadcastStatus is set to notBroadcasting for any SI-message included in PosSchedulingInfo. It is absent otherwise.
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The IE SIBpos contains positioning assistance data as defined in TS 37.355 [49].
SIBpos information element
-- ASN1START
-- TAG-SIPOS-START

SIBpos-r16 ::= SEQUENCE {
    assistanceDataSIB-Element-r16        OCTET STRING,
    lateNonCriticalExtension             OCTET STRING                        OPTIONAL,
    ...
}

-- TAG-SIPOS-STOP
-- ASN1STOP

	SIBpos field descriptions

	assistanceDataSIB-Element
Parameter AssistanceDataSIBelement defined in TS 37.355 [49]. The first/leftmost bit of the first octet contains the most significant bit.



END OF CHANGE
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