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	Reason for change:
	1. Terminonlogy alignment among ‘specific NSAG(s)/NSAG-ID/NSAG identity’
In order to indicate the specfic NSAG ID for slice-specific RACH (in slice-specific RACH partitioning or slice-specific RACH prioritizartion), several terminologies are used:
· In clause 5.1.1b: The applicability of specific NSAG(s) is determined by upper layers when the Random Access procedure is initiated.
· In clause 5.1.1c: consider the set of Random Access resources as not available for the Random Access procedure unless it is triggered for the corresponding NSAG-ID in the NSAG-List.
· In clause 5.1.1a: else if both ra-PrioritizationForSlicingTwoStep for a NSAG identity and ra-PrioritizationForAccessIdentityTwoStep are configured for the selected carrier; and
In addition, in RAN2#120 meeting, it is agreed that the NSAG with highest priority is selected when the Random Access is initiated for the RRC connection establishment and RRC resume procedure. That is, only one NSAG is considered when the Random Access procedure is performed. Therefore, at least ‘(s)’ should be removed from ‘NSAG(s)’ in order to prevent the misleading.

Therefore, these terminology to indicate one specfiic NSAG should be aligned thoughout the spec.

2. Clarification of NSAG as a feature and a specific NSAG ID
The terminology “NSAG(s)” is used with two meanings:
· Slice-specific RACH as a feature, e.g., in clause 5.1.1
· featurePriorities: priorities for features, such as RedCap, NSAG(s), etc. (see clause 5.1.1d);
· Specific NSAG ID, e.g., in clause 5.1.1b:
· The applicability of specific NSAG(s) is determined by upper layers when the Random Access procedure is initiated
On the other hand, in the field description of featurePriorities in TS38.331, “Slicing” is used as a slice-specific RACH as a feature 
· featurePriorities
Indicates priorities for features, such as RedCap, Slicing, SDT and MSG3-Repetitions for Coverage Enhancements. 

In order to avoid confusion, it is suggested to use “Sliciing” to specify slice-specific RACH as a feature. 

	
	

	Summary of change:
	1. To indicate the specific NSAG ID or NSAG identity, use “NSAG-ID” which is the name of the correponding RRC parameter.
2. To indicate slice-specific RACH as feature, use “Slicing” to align with the field description of featurePriorities in TS 38.331


Impact analysis
Impacted functionality:
RAN slicing

Inter-operability:
If the network is implemented according to the CR while the UE is not, no interoperability problems are foreseen.

If the UE is implemented according to the CR while the network is not, no interoperability problems are foreseen.

	
	

	Consequences if not approved:
	The erronous text remains in the spec, which may cause misunderstading for slice-specific RACH.
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START OF CHANGE
[bookmark: _Toc29239819][bookmark: _Toc37296174][bookmark: _Toc46490300][bookmark: _Toc52751995][bookmark: _Toc52796457][bookmark: _Toc124525379]5.1	Random Access procedure
[bookmark: _Toc29239820][bookmark: _Toc37296175][bookmark: _Toc46490301][bookmark: _Toc52751996][bookmark: _Toc52796458][bookmark: _Toc124525380]5.1.1	Random Access procedure initialization
When a Random Access procedure is initiated, UE selects a set of Random Access resources as specified in clause 5.1.1b and initialises the following parameters for the Random Access procedure according to the values configured by RRC for the selected set of Random Access resources:
-	prach-ConfigurationIndex: the available set of PRACH occasions for the transmission of the Random Access Preamble for Msg1. These are also applicable to the MSGA PRACH if the PRACH occasions are shared between 2-step and 4-step RA types;
-	prach-ConfigurationPeriodScaling-IAB: the scaling factor defined in TS 38.211 [8] and applicable to IAB-MTs, extending the periodicity of the PRACH occasions baseline configuration indicated by prach-ConfigurationIndex;
-	prach-ConfigurationFrameOffset-IAB: the frame offset defined in TS 38.211 [8] and applicable to IAB-MTs, altering the ROs frame defined in the baseline configuration indicated by prach-ConfigurationIndex;
-	prach-ConfigurationSOffset-IAB: the subframe/slot offset defined in TS 38.211 [8] and applicable to IAB-MTs, altering the ROs subframe or slot defined in the baseline configuration indicated by prach-ConfigurationIndex;
-	msgA-PRACH-ConfigurationIndex: the available set of PRACH occasions for the transmission of the Random Access Preamble for MSGA in 2-step RA type;
-	preambleReceivedTargetPower: initial Random Access Preamble power for 4-step RA type;
-	msgA-PreambleReceivedTargetPower: initial Random Access Preamble power for 2-step RA type;
-	rsrp-ThresholdSSB: an RSRP threshold for the selection of the SSB for 4-step RA type. If the Random Access procedure is initiated for beam failure recovery, rsrp-ThresholdSSB used for the selection of the SSB within candidateBeamRSList refers to rsrp-ThresholdSSB in BeamFailureRecoveryConfig IE;
-	rsrp-ThresholdCSI-RS: an RSRP threshold for the selection of CSI-RS for 4-step RA type. If the Random Access procedure is initiated for beam failure recovery, rsrp-ThresholdCSI-RS is equal to rsrp-ThresholdSSB in BeamFailureRecoveryConfig IE;
-	msgA-RSRP-ThresholdSSB: an RSRP threshold for the selection of the SSB for 2-step RA type;
-	rsrp-ThresholdSSB-SUL: an RSRP threshold for the selection between the NUL carrier and the SUL carrier;
-	msgA-RSRP-Threshold: an RSRP threshold for selection between 2-step RA type and 4-step RA type when both 2-step and 4-step RA type Random Access Resources are configured in the UL BWP;
-	rsrp-ThresholdMsg3: an RSRP threshold for MSG3 repetition (see clause 5.1.1b);
-	FeatureCombination: feature or a combination of features associated with a set of Random Access resources;
-	featurePriorities: priorities for features, such as RedCap, NSAG(s)Slicing, etc. (see clause 5.1.1d);

NEXT CHANGE
[bookmark: _Toc37296176][bookmark: _Toc46490302][bookmark: _Toc52751997][bookmark: _Toc52796459][bookmark: _Toc124525381]5.1.1a	Initialization of variables specific to Random Access type
The MAC entity shall:
1>	if RA_TYPE is set to 2-stepRA:
2>	set PREAMBLE_POWER_RAMPING_STEP to msgA-PreamblePowerRampingStep;
2>	set SCALING_FACTOR_BI to 1;
2>	apply preambleTransMax included in the RACH-ConfigGenericTwoStepRA;
2>	if the Random Access procedure was initiated for reconfiguration with sync or for SCG activation; and
2>	if cfra-TwoStep is configured for the selected carrier:
3>	if msgA-TransMax is configured in the cfra-TwoStep:
4>	apply msgA-TransMax configured in the cfra-TwoStep.
2>	else if msgA-TransMax is included in the RACH-ConfigCommonTwoStepRA:
3>	apply msgA-TransMax included in the RACH-ConfigCommonTwoStepRA.
2>	if the Random Access procedure was initiated for SpCell beam failure recovery (as specified in clause 5.17); and
2>	if beamFailureRecoveryConfig is configured for the active UL BWP of the selected carrier; and
2>	if ra-PrioritizationTwoStep is configured in the beamFailureRecoveryConfig:
3>	set PREAMBLE_POWER_RAMPING_STEP to the powerRampingStepHighPriority included in the ra-PrioritizationTwoStep in beamFailureRecoveryConfig;
3>	if scalingFactorBI is configured in the ra-PrioritizationTwoStep in beamFailureRecoveryConfig:
4>	set SCALING_FACTOR_BI to the scalingFactorBI.
2>	else if the Random Access procedure was initiated for reconfiguration with sync or for SCG activation; and
2>	if rach-ConfigDedicated is configured for the selected carrier; and
2>	if ra-PrioritizationTwoStep is configured in the rach-ConfigDedicated:
3>	set PREAMBLE_POWER_RAMPING_STEP to the powerRampingStepHighPriority included in the ra-PrioritizationTwoStep in rach-ConfigDedicated;
3>	if scalingFactorBI is configured in ra-PrioritizationTwoStep in the rach-ConfigDedicated:
4>	set SCALING_FACTOR_BI to the scalingFactorBI.
2>	else if both ra-PrioritizationForSlicingTwoStep for a NSAG-ID NSAG identity and ra-PrioritizationForAccessIdentityTwoStep are configured for the selected carrier; and
2>	if the MAC entity is provided by upper layers with both this NSAG-ID NSAG identity and Access Identity 1 or 2; and
2>	if for at least one of these Access Identities the corresponding bit in the ra-PrioritizationForAI is set to one:
3>	if enableRA-PrioritizationForSlicing is set to true:
4>	if powerRampingStepHighPriority is configured in the ra-PrioritizationForSlicingTwoStep for this NSAG identity:
5>	set PREAMBLE_POWER_RAMPING_STEP to the powerRampingStepHighPriority.
4>	if scalingFactorBI is configured in the ra-PrioritizationForSlicingTwoStep for this NSAG identity:
5>	set SCALING_FACTOR_BI to the scalingFactorBI.
3>	else if enableRA-PrioritizationForSlicing is set to false:
4>	if powerRampingStepHighPriority is configured in the ra-PrioritizationForAccessIdentityTwoStep:
5>	set PREAMBLE_POWER_RAMPING_STEP to the powerRampingStepHighPriority.
4>	if scalingFactorBI is configured in the ra-PrioritizationForAccessIdentityTwoStep:
5>	set SCALING_FACTOR_BI to the scalingFactorBI.
2>	else if ra-PrioritizationForSlicingTwoStep for a NSAG-ID NSAG identity is configured for the selected carrier; and
2>	if the MAC entity is provided by upper layers with this NSAG-IDNSAG identity:
3>	if powerRampingStepHighPriority is configured in the ra-PrioritizationForSlicingTwoStep for this NSAG identity:
4>	set PREAMBLE_POWER_RAMPING_STEP to the powerRampingStepHighPriority.
3>	if scalingFactorBI is configured in the ra-PrioritizationForSlicingTwoStep for this NSAG identity:
4>	set SCALING_FACTOR_BI to the scalingFactorBI.
2>	else if ra-PrioritizationForAccessIdentityTwoStep is configured for the selected carrier; and
2>	if the MAC entity is provided by upper layers with Access Identity 1 or 2; and
2>	if for at least one of these Access Identities the corresponding bit in the ra-PrioritizationForAI is set to one:
3>	if powerRampingStepHighPriority is configured in the ra-PrioritizationForAccessIdentityTwoStep:
4>	set PREAMBLE_POWER_RAMPING_STEP to the powerRampingStepHighPriority.
3>	if scalingFactorBI is configured in the ra-PrioritizationForAccessIdentityTwoStep:
4>	set SCALING_FACTOR_BI to the scalingFactorBI.
2>	set MSGA_PREAMBLE_POWER_RAMPING_STEP to PREAMBLE_POWER_RAMPING_STEP.
1>	else (i.e. RA_TYPE is set to 4-stepRA):
2>	set PREAMBLE_POWER_RAMPING_STEP to powerRampingStep;
2>	set SCALING_FACTOR_BI to 1;
[bookmark: _Hlk32509004]2>	set preambleTransMax to preambleTransMax included in the RACH-ConfigGeneric;
2>	if the Random Access procedure was initiated for SpCell beam failure recovery (as specified in clause 5.17); and
2>	if beamFailureRecoveryConfig is configured for the active UL BWP of the selected carrier:
3>	start the beamFailureRecoveryTimer, if configured;
3>	apply the parameters powerRampingStep, preambleReceivedTargetPower, and preambleTransMax configured in the beamFailureRecoveryConfig.
2>	if the Random Access procedure was initiated for beam failure recovery (as specified in clause 5.17); and
2>	if beamFailureRecoveryConfig is configured for the active UL BWP of the selected carrier; and
2>	if ra-Prioritization is configured in the beamFailureRecoveryConfig:
3>	set PREAMBLE_POWER_RAMPING_STEP to the powerRampingStepHighPriority included in the ra-Prioritization in beamFailureRecoveryConfig;
3>	if scalingFactorBI is configured in ra-Prioritization in the beamFailureRecoveryConfig:
4>	set SCALING_FACTOR_BI to the scalingFactorBI.
2>	else if the Random Access procedure was initiated for reconfiguration with sync or for SCG activation; and
2>	if rach-ConfigDedicated is configured for the selected carrier; and
2>	if ra-Prioritization is configured in the rach-ConfigDedicated:
3>	set PREAMBLE_POWER_RAMPING_STEP to the powerRampingStepHighPriority included in the ra-Prioritization in rach-ConfigDedicated;
3>	if scalingFactorBI is configured in ra-Prioritization in the rach-ConfigDedicated:
4>	set SCALING_FACTOR_BI to the scalingFactorBI.
2>	else if both ra-PrioritizationForSlicing for a NSAG identityNSAG-ID and ra-PrioritizationForAccessIdentity are configured for the selected carrier; and
2>	if the MAC entity is provided by upper layers with both this NSAG-ID NSAG identity and Access Identity 1 or 2; and
2>	if for at least one of these Access Identities the corresponding bit in the ra-PrioritizationForAI is set to one:
3>	if enableRA-PrioritizationForSlicing is set to true:
4>	if powerRampingStepHighPriority is configured in the ra-PrioritizationForSlicing for this NSAG identity:
5>	set PREAMBLE_POWER_RAMPING_STEP to the powerRampingStepHighPriority.
4>	if scalingFactorBI is configured in the ra-PrioritizationForSlicing for this NSAG identity:
5>	set SCALING_FACTOR_BI to the scalingFactorBI.
3>	else if enableRA-PrioritizationForSlicing is set to false:
4>	if powerRampingStepHighPriority is configured in the ra-PrioritizationForAccessIdentity:
5>	set PREAMBLE_POWER_RAMPING_STEP to the powerRampingStepHighPriority.
4>	if scalingFactorBI is configured in the ra-PrioritizationForAccessIdentity:
5>	set SCALING_FACTOR_BI to the scalingFactorBI.
2>	else if ra-PrioritizationForSlicing for a NSAG-ID NSAG identity is configured for the selected carrier; and
2>	if the MAC entity is provided by upper layers with this NSAG-ID NSAG identity:
3>	if powerRampingStepHighPriority is configured in the ra-PrioritizationForSlicing for this NSAG-ID NSAG identity:
4>	set PREAMBLE_POWER_RAMPING_STEP to the powerRampingStepHighPriority.
3>	if scalingFactorBI is configured in the ra-PrioritizationForSlicing for this NSAG identity:
4>	set SCALING_FACTOR_BI to the scalingFactorBI.
2>	else if ra-PrioritizationForAccessIdentity is configured for the selected carrier; and
2>	if the MAC entity is provided by upper layers with Access Identity 1 or 2; and
2>	if for at least one of these Access Identities the corresponding bit in the ra-PrioritizationForAI is set to one:
3>	if powerRampingStepHighPriority is configured in the ra-PrioritizationForAccessIdentity:
4>	set PREAMBLE_POWER_RAMPING_STEP to the powerRampingStepHighPriority.
3>	if scalingFactorBI is configured in the ra-PrioritizationForAccessIdentity:
4>	set SCALING_FACTOR_BI to the scalingFactorBI.
2>	if RA_TYPE is switched from 2-stepRA to 4-stepRA during this Random Access procedure:
3>	set POWER_OFFSET_2STEP_RA to (PREAMBLE_POWER_RAMPING_COUNTER – 1) × (MSGA_PREAMBLE_POWER_RAMPING_STEP – PREAMBLE_POWER_RAMPING_STEP).
NOTE:	If enableRA-PrioritizationForSlicing is not configured in BWP-UplinkCommon and if both the provided NSAG-ID NSAG identity and the provided Access Identity whose corresponding bit in the ra-PrioritizationForAI is set to one are configured with ra-Prioritization either in RACH-ConfigCommon or RACH-ConfigCommonTwoStepRA, it is up to UE implementation how to determine the values of PREAMBLE_POWER_RAMPING_STEP and SCALING_FACTOR_BI.

[bookmark: _Toc124525382][bookmark: _Toc83661025]5.1.1b	Selection of the set of Random Access resources for the Random Access procedure
The MAC entity shall:
1>	if the BWP selected for Random Access procedure is configured with both set(s) of Random Access resources with msg3-Repetitions set to true and set(s) of Random Access resources without msg3-Repetitions set to true and the RSRP of the downlink pathloss reference is less than rsrp-ThresholdMsg3; or
1>	if the BWP selected for Random Access procedure is only configured with the set(s) of Random Access resources with msg3-Repetitions set to true:
2>	assume MSG3 repetition is applicable for the current Random Access procedure.
1>	else:	
2>	assume MSG3 repetition is not applicable for the current Random Access procedure.
NOTE 1:	Void.
1>	if contention-free Random Access Resources have not been provided for this Random Access procedure and one or more of the features including RedCap and/or a specific NSAG(s)Slicing and/or SDT and/or MSG3 repetition is applicable for this Random Access procedure:
NOTE 2: The applicability of SDT is determined by MAC entity according to clause 5.27. The applicability of NSAG-ID specific NSAG(s) is determined by upper layers when the Random Access procedure is initiated. The applicability of RedCap is also determined by upper layers when Random Access procedure is initiated and it is applicable to the Random Access procedures initiated by PDCCH orders and any Random Access procedure initiated by the MAC entity.
2>	if none of the sets of Random Access resources are available for any feature applicable to the current Random Access procedure (as specified in clause 5.1.1c):
3>	select the set(s) of Random Access resources that are not associated with any feature indication (as specified in clause 5.1.1c) for this Random Access procedure.
2>	else if there is one set of Random Access resources available which can be used for indicating all features triggering this Random Access procedure:
3>	select this set of Random Access resources for this Random Access procedure.
2>	else (i.e. there are one or more sets of Random Access resources available that are configured with indication(s) for a subset of all features triggering this Random Access procedure):
3>	select a set of Random Access resources from the available set(s) of Random Access resources based on the priority order indicated by upper layers as specified in clause 5.1.1d for this Random Access Procedure.
1>	else if contention-free Random Access Resources have been provided for this Random Access procedure and RedCap is applicable for the current Random Access procedure and there is one set of Random Access resources available that is only configured with RedCap indication:
2>	select this set of Random Access resources for this Random Access procedure.
1>	else:
2>	select the set of Random Access resources that are not associated with any feature indication (as specified in clause 5.1.1c) for the current Random Access procedure.
END OF CHANGE

