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[bookmark: _Toc500511687][bookmark: _Toc501040585]First Modified Subclause
[bookmark: _Toc60777140][bookmark: _Toc131064859]6.3.1	System information blocks
[bookmark: _Toc46483493][bookmark: _Toc20487262][bookmark: _Toc29343696][bookmark: _Toc36846760][bookmark: _Toc36939413][bookmark: _Toc46482259][bookmark: _Toc29342557][bookmark: _Toc36810396][bookmark: _Toc36566958][bookmark: _Toc46481025][bookmark: _Toc37082393][bookmark: _Toc131064877][bookmark: _Hlk131773500]–	SIB20
SIB20 contains the information required to acquire the MCCH/MTCH configuration for MBS broadcast.
SIB20 information element
-- ASN1START
-- TAG-SIB20-START

SIB20-r17 ::=	SEQUENCE {
    mcch-Config-r17                MCCH-Config-r17,
    cfr-ConfigMCCH-MTCH-r17        CFR-ConfigMCCH-MTCH-r17 OPTIONAL,  -- Need S
    lateNonCriticalExtension       OCTET STRING            OPTIONAL,
    ...
}

[bookmark: _Hlk131773455]MCCH-Config-r17 ::= SEQUENCE {
    mcch-RepetitionPeriodAndOffset-r17   MCCH-RepetitionPeriodAndOffset-r17,
    mcch-WindowStartSlot-r17             INTEGER (0..79),
    mcch-WindowDuration-r17              ENUMERATED {sl2, sl4, sl8, sl10, sl20, sl40,sl80, sl160}     OPTIONAL, -- Need S
    mcch-ModificationPeriod-r17          ENUMERATED {rf2, rf4, rf8, rf16, rf32, rf64, rf128, rf256,
                                         rf512, rf1024, rf2048, rf4096, rf8192, rf16384, rf32768, rf65536}
}

MCCH-RepetitionPeriodAndOffset-r17 ::= CHOICE {
    rf1-r17                                INTEGER(0),
    rf2-r17                                INTEGER(0..1),
    rf4-r17                                INTEGER(0..3),
    rf8-r17                                INTEGER(0..7),
    rf16-r17                               INTEGER(0..15),
    rf32-r17                               INTEGER(0..31),
    rf64-r17                               INTEGER(0..63),
    rf128-r17                              INTEGER(0..127),
    rf256-r17                              INTEGER(0..255)
}

-- TAG-SIB20-STOP
-- ASN1STOP

	SIB20 field descriptions

	cfr-ConfigMCCH-MTCH
Common frequency resource used for MCCH and MTCH reception. If the field is absent, the CFR for broadcast has the same location and size as CORESET0 and PDSCH configuration of MCCH is the same as PDSCH configuration provided in initialDownlinkBWP in SIB1.

	mcch-WindowDuration
Indicates, starting from the slot indicated by mcch-WindowStartSlot, the duration in slots during which MCCH may be scheduled. Absence of this field means that MCCH is only scheduled in the slot indicated by mcch-WindowStartSlot. The network always configures mcch-WindowDuration to be shorter or equal to the length of MCCH repetition period.

	mcch-ModificationPeriod
Defines periodically appearing boundaries, i.e. radio frames for which SFN mod mcch-ModificationPeriod = 0. The contents of different transmissions of MCCH information can only be different if there is at least one such boundary in-between them. Value rf2 corresponds to two radio frames, value rf4 corresponds to four radio frames and so on.

	mcch-RepetitionPeriodAndOffset
Defines the length and the offset of the MCCH repetition period. rf1 corresponds to a repetition period length of one radio frame, rf2 corresponds to a repetition period length of two radio frames and so on. The corresponding integer value indicates the offset of the repetition period in the number of radio frames. MCCH is scheduled in the MCCH transmission window starting from each radio frame for which: SFN mod repetition period length = offset of the repetition period.

	mcch-WindowStartSlot
Indicates the slot in which MCCH transmission window starts.
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