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1. Overall Description:
SA2 has progressed the study on Phase 2 for UAS, UAV and UAM (FS_UAS_Ph2) with TR 23.700-58.

Regarding Key Issue#3 "Support of Detect and Avoid Mechanism in 3GPP system", SA2 has concluded to progress Solution#5 "U2X for support of Broadcast Remote ID and direct DAA via PC5" defined in clause 6.5 for normative work for both LTE PC5 and NR PC5 (Please see clause 8.3).

Clause 8.3 "Conclusions for Key Issue #3 - Support of Detect and Avoid Mechanism in 3GPP system" includes the following NOTE.

	NOTE 3: 	Whether the UAV UEs served by different PLMNs and with subscriptions to different PLMNs is supported depends on the Rel-18 NR sidelink RAN study conclusion.



[SA2 Question]
The above NOTE 3 is about the scenario that different PLMNs operate different frequency bands for sidelink. So, the question was raised in SA2 whether and how PC5 based DAA mechanism can work between UAV UE#1 served by PLMN#1 operating Frequency Band#1 and UAV UE#2 served by PLMN#2 operating Frequency Band#2 in an area.
SA2 has discussed and is wondering whether the following means for LTE PC5 described in TS 36.300 can be also applied to NR PC5 as well as to UAV UEs to support PC5 based DAA mechanism between UAV UEs served by different PLMNs and with subscriptions.
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...
Reception of V2X sidelink communication in different carriers/PLMNs can be supported by having multiple receiver chains in the UE.
...
The UE may receive the V2X sidelink communication of other PLMNs. The serving cell can indicate to the UE the resource configuration for V2X sidelink communication reception for inter-PLMN operation directly or only the frequency on which the UE may acquire the inter-PLMN resource configuration for V2X sidelink communication reception. V2X sidelink communication transmission in other PLMNs is not allowed.
...




2. Actions:
To RAN2 group.
ACTION: 
SA2 kindly asks RAN2 to provide their answer to the above question.

3. Date of Next TSG SA WG2 Meetings:
TSG-SA2 Meeting#155	February 20 – 24, 2023	Athens, Greece
TSG-SA2 Meeting#156E	April 17 – 21, 2023	E-meeting

