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	Reason for change:
	Issue1: within the LPP spec for repcetion for LPP provide assistance data, there is UE procedure “indicate the related assistance data” to the lower layer. Should clarify that the when PRS validity area is configured, the “related assistance data” should be those correpsonding to the current cell the UE camps on. 

	
	

	Summary of change:
	[bookmark: OLE_LINK15][bookmark: OLE_LINK16]1/ When PRS validity area is configured, specify the condition when the PRS config will be delivered to the lower layer


	
	

	Consequences if not approved:
	Incomplete funcitonality for PRS configuration with validity area

Impact analysis
Impacted functionality:
PRS validity area
Inter-operability:
If the UE is implemented according to the CR while the network is not; or If the network is implemented according to the CR while the UE is not, there might be misalignment on the understanding of the configured PRS with validity area between the UE and the LMF, which may result in in-accurate location estimate.
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==================================CHANGE BEGINS===================================
[bookmark: _Toc27765117][bookmark: _Toc37680774][bookmark: _Toc46486344][bookmark: _Toc52546689][bookmark: _Toc52547219][bookmark: _Toc52547749][bookmark: _Toc52548279][bookmark: _Toc115729997]5.2.4	Reception of LPP Provide Assistance Data
Upon receiving a ProvideAssistanceData message, the target device shall:
1>	for each positioning method contained in the message:
2>	deliver the related assistance data to upper layers.
[bookmark: _GoBack]NOTE:	If the field assistanceDataValidityArea is configured along with the field nr-DL-PRS-AssistanceData, the "related assistance data" above are the assistance information that corresponds to the cell where the UE currently camps on according to TS 38.331 [35].
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