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1.	Introduction
According to the work plan, TS 38.300 CR draft starts before the RAN2#123 meeting. Before the full-scale starting of the TS 38.300 CR work for the rel-18 SL Relay [1], we need to discuss where to place the main topic of the rel-18 SL relay in the rel-17 SL Relay spec.  
2.	Discussion
2.1 Contents for U2U Relay 
The rel-18 U2U relay operation has some common parts and different parts compared to the rel-17 U2N relay operation. So, the common operation between the rel-17 U2N relay and the rel-18 U2U relay can be placed combined with the rel-17 U2N description part. The different operations between the rel-17 U2N relay and the rel-18 U2U relay can be placed on a separate sub-clause. We propose that common operations between the rel-18 U2U and the rel-17 U2N can be described in the following sub-clause: General (16.12.1 in TS 38.300), Relay Discovery (16.12.3 in TS 38.300) and Relay Selection/Reselection (16.12.4 in TS 38.300). And the rel-18 U2U operations differentiated from the rel-17 U2N can be described in the newly made sub-clause: L2 UE-to-UE Relay (16.12.2.x in TS 38.300) in protocol architecture (16.12.2 in TS 38.300) and Control plane procedures for L2 U2U Relay (16.12.x in TS 38.300).
Proposal 1: For the rel-18 U2U relay description, the common parts with the rel-17 U2N relay can be described in the current existing sub-clause in TS 38.300: General(16.12.1 in TS 38.300), Relay Discovery(16.12.3 in TS 38.300 in TS 38.300) and Relay Selection/Reselection(16.12.4 in TS 38.300 in TS 38.300).
Proposal 2: For the rel-18 U2U relay description, the different parts from the rel-17 U2N relay can be described in the newly made sub-clause in TX 38.300: L2 UE-to-UE Relay(16.12.2.x in TS 38.300 in TS 38.300) and Control plane procedures for L2 U2U Relay(16.12.x in TS 38.300 in TS 38.300) can be made for rel-18 U2U.

2.2 Contents for Service continuity
In rel-18 service continuity enhancement for U2N relay, inter-gNB D2I, I2D and I2I path switching, and intra-I2I path switching is introduced [2]. In the case of inter-gNB path switching, RAN2 can follow the RAN3 decision about which gNB will select path type and target relay UE. The procedure for path switching of inter-gNB can be added by the RAN3 side. However, the service continuity procedure for intra-i2i path switching can be added by the RAN2 side. We propose that inter-gNB D2I and I2D procedures are added to the intra-gNB D2I and I2D procedures without making a new sub-clause in the current sub-clause: switching from direct to indirect path (16.12.6.1 in TS 38.300) and switching from direct to indirect path (16.12.6.2 in TS 38.300). For the description of the intra/inter-gNB I2I procedures, a new sub-clause is needed to be made: switching from indirect to indirect path (16.12.6.x in TS 38.300).
Proposal 3: RAN3 can put the description of inter-gNB d2i, i2d, and i2i path-switching procedures in the 38.300 draft spec.
Proposal 4: For the description of rel-18 service continuity enhancement, a new sub-clause can be made for the description of inter/intra i2i path switching procedure: Switching from indirect to indirect path (16.12.6.x in TS 38.300).
Proposal 5: For the description of rel-18 service continuity enhancement, the description of inter-gNB d2i, i2d and i2i path switching procedures can be added in the service continuity part for intra-gNB d2i, i2d and i2i path switching procedures: Switching from indirect to direct path (16.12.6.1 in TS 38.300), Switching from direct to indirect path (16.12.6.2 in TS 38.300) and Switching from indirect to indirect path (16.12.6.x in TS 38.300).

2.2 Contents for Multi-path relay
Multi-path relay in rel-18 can be described separately from the rel-17 sidelink relay. In the point of view that the remote UE has two path, direct and indirect path, it can be differentiated from the rel-17 U2N sidelink relay. So, we propose making a new clause for the multi-path relay different from the sidelink relay clause.
Proposal 6: New clause different from a sidelink relay (16.12 in TS 38.300) can be made for the multi-path relay: Multi-path relay (16.X in TS 38.300)
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3.	Conclusion
Proposal 1: For the rel-18 U2U relay description, the common parts with the rel-17 U2N relay can be described in the current existing sub-clause in TS 38.300: General(16.12.1 in TS 38.300), Relay Discovery(16.12.3 in TS 38.300 in TS 38.300) and Relay Selection/Reselection(16.12.4 in TS 38.300 in TS 38.300).
Proposal 2: For the rel-18 U2U relay description, the different parts from the rel-17 U2N relay can be described in the newly made sub-clause in TX 38.300: L2 UE-to-UE Relay(16.12.2.x in TS 38.300 in TS 38.300) and Control plane procedures for L2 U2U Relay(16.12.x in TS 38.300 in TS 38.300) can be made for rel-18 U2U.
Proposal 3: RAN3 can put the description of inter-gNB d2i, i2d, and i2i path-switching procedures in the 38.300 draft spec.
Proposal 4: For the description of rel-18 service continuity enhancement, a new sub-clause can be made for the description of inter/intra i2i path switching procedure: Switching from indirect to indirect path (16.12.6.x in TS 38.300).
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