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	Reason for change:
	For Event X1, UE will also report measurement results for NR cells. UE determines the sorting quantity as the quantity used in the x1-Threshold2 for eventX1. However, this is missing in clause 5.5.5.3.

	
	

	Summary of change:
	1. In clause 5.5.5.3, add “or in the x1-Threshold2 (for eventX1)”.

Impact analysis
Impacted 5G architecture options:
NG-RAN Architecture supporting the PC5 interface.
Impacted functionality:
SL relay communication.
Inter-operability:
[bookmark: _GoBack]There is no inter-operatbility issues.

	
	

	Consequences if not approved:
	1. The determination of sorting quantity for Event X1 is missing.
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[bookmark: _Toc124712772][bookmark: _Toc60776903]5.5.5.3	Sorting of cell measurement results
The UE shall determine the sorting quantity according to parameters of the reportConfig associated with the measId that triggered the reporting:
1>	if the reportType is set to eventTriggered:
2>	for an NR cell, consider the quantity used in the aN-Threshold (for eventA1, eventA2 and eventA4) or in the a5-Threshold2 (for eventA5) or in the aN-Offset (for eventA3 and eventA6) or in the x1-Threshold2 (for eventX1) as the sorting quantity;
2>	for an E-UTRA cell, consider the quantity used in the bN-ThresholdEUTRA as the sorting quantity;
2>	for an UTRA-FDD cell, consider the quantity used in the bN-ThresholdUTRA-FDD as the sorting quantity;
2>	for a candidate L2 U2N Relay UE, consider the yN-Threshold2-Relay as the sorting quantity;
1>	if the reportType is set to periodical:
2>	determine the sorting quantity according to reportQuantityCell for an NR cell, and according to reportQuantity for an E-UTRA cell, as below:
3>	if a single quantity is set to true:
4>	consider this quantity as the sorting quantity;
3>	else:
4>	if rsrp is set to true;
5>	consider RSRP as the sorting quantity;
4>	else:
5>	consider RSRQ as the sorting quantity;
2>	determine the sorting quantity according to reportQuantityUTRA-FDD for UTRA-FDD cell, as below:
3>	if a single quantity is set to true:
4>	consider this quantity as the sorting quantity;
3>	else:
4>	consider RSCP as the sorting quantity.
2>	for a candidate L2 U2N Relay UE, consider the reportQuantityRelay as the sorting quantity;
[bookmark: _Toc100929546]
	End of change
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