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	TS 38.300
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During the CG-SDT procedure, UE should use the allowedCG-List-r17 and the configuredGrantType1Allowed-r17 configured in CG-SDT-ConfigLCH-Restriction-r17 in RRCRelease. Therefore, when the RRC Resume procedure is initiated for SDT, the allowedCG-List and configuredGrantType1Allowed configured in RRC_CONNECTED should not be restored.
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1. Add “UEAssistanceInformation” in ResumeCause IE description.
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START OF CHANGES
 5.3.13.3	Actions related to transmission of RRCResumeRequest or RRCResumeRequest1 message
The UE shall set the contents of RRCResumeRequest or RRCResumeRequest1 message as follows:
1>	if field useFullResumeID is signalled in SIB1:
2>	select RRCResumeRequest1 as the message to use;
2>	set the resumeIdentity to the stored fullI-RNTI value;
1>	else:
2>	select RRCResumeRequest as the message to use;
2>	set the resumeIdentity to the stored shortI-RNTI value;
1>	restore the RRC configuration, RoHC state, the EHC context(s), the UDC state, the stored QoS flow to DRB mapping rules and the KgNB and KRRCint keys from the stored UE Inactive AS context except for the following:
-	masterCellGroup;
-	mrdc-SecondaryCellGroup, if stored; and
-	pdcp-Config;
1>	set the resumeMAC-I to the 16 least significant bits of the MAC-I calculated:
2>	over the ASN.1 encoded as per clause 8 (i.e., a multiple of 8 bits) VarResumeMAC-Input;
2>	with the KRRCint key in the UE Inactive AS Context and the previously configured integrity protection algorithm; and
2>	with all input bits for COUNT, BEARER and DIRECTION set to binary ones;
[bookmark: _Hlk95515094][bookmark: _Hlk95766388]1>	derive the KgNB key based on the current KgNB key or the NH, using the nextHopChainingCount value received in the previous RRCRelease message and stored in the UE Inactive AS Context, as specified in TS 33.501 [11];
1>	derive the KRRCenc key, the KRRCint key, the KUPint key and the KUPenc key;
1>	configure lower layers to apply integrity protection for all radio bearers except SRB0 and MRBs using the configured algorithm and the KRRCint key and KUPint key derived in this clause immediately, i.e., integrity protection shall be applied to all subsequent messages received and sent by the UE;
NOTE 1:	Only DRBs with previously configured UP integrity protection shall resume integrity protection.
1>	configure lower layers to apply ciphering for all radio bearers except SRB0 and MRBs and to apply the configured ciphering algorithm, the KRRCenc key and the KUPenc key derived in this clause, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE;
1>	re-establish PDCP entities for SRB1;
1>	resume SRB1;
1>	if the resume procedure is initiated for SDT:
2>	for each radio bearer that is configured for SDT and for SRB1:
3>	restore the RLC-BearerConfig (except configuredGrantType1Allowed and allowedCG-List) associated with the RLC bearers of masterCellGroup and pdcp-Config from the UE Inactive AS context;
3>	if the radio bearer is a DRB configured with Ethernet Header Compression:
4>	indicate to lower layer that ethernetHeaderCompression is not configured;
3>	if the radio bearer is a DRB configured with UDC:
4>	indicate to lower layer that uplinkDataCompression is not configured;
3>	if the radio bearer is a DRB configured with ROHC function:
4>	if sdt-DRB-ContinueROHC is set to cell and the resume procedure is initiated in a cell that is the same as the PCell in which the UE received the previous RRCRelease message; or
4>	if sdt-DRB-ContinueROHC is set to rna and the resume procedure is initiated in a cell belonging to the same RNA as the PCell in which the UE received the previous RRCRelease message:
5>	indicate to lower layer that drb-continueROHC is configured;
4>	else:
5>	indicate to lower layer that drb-continueROHC is not configured;
3>	re-establish PDCP entity for the radio bearer that is configured for SDT without triggering PDCP status report;
2>	resume all the radio bearers that are configured for SDT;
1>	submit the selected message RRCResumeRequest or RRCResumeRequest1 for transmission to lower layers.
NOTE 2:	Only DRBs with previously configured UP ciphering shall resume ciphering.
If lower layers indicate an integrity check failure while T319 is running or SDT procedure is ongoing, perform actions specified in 5.3.13.5.
If the UE is a RedCap UE and the RedCap-specific initial downlink BWP is not associated with CD-SSB, the UE may continue cell re-selection related measurements as well as cell re-selection evaluation, otherwise the UE shall continue cell re-selection related measurements as well as cell re-selection evaluation. If the conditions for cell re-selection are fulfilled, the UE shall perform cell re-selection as specified in 5.3.13.6.
NOTE 3:	For L2 U2N Remote UE in RRC_INACTIVE, the cell (re)selection procedure as specified in TS 38.304 [20] and relay (re)selection procedure as specified in 5.8.15.3 are performed independently and it is up to UE implementation to select either a cell or a L2 U2N Relay UE.
START OF NEXT CHANGE
[bookmark: _Toc60777158][bookmark: _Toc131064883][bookmark: _Hlk54206873]6.3.2	Radio resource control information elements
<Unchanged text omitted>
[bookmark: _Toc60777356][bookmark: _Toc131065118]–	ResumeCause
The IE ResumeCause is used to indicate the resume cause in RRCResumeRequest, and RRCResumeRequest1 and UEAssistanceInformation.
ResumeCause information element
-- ASN1START
-- TAG-RESUMECAUSE-START

ResumeCause ::=             ENUMERATED {emergency, highPriorityAccess, mt-Access, mo-Signalling,
                                        mo-Data, mo-VoiceCall, mo-VideoCall, mo-SMS, rna-Update, mps-PriorityAccess,
                                        mcs-PriorityAccess, spare1, spare2, spare3, spare4, spare5 }

-- TAG-RESUMECAUSE-STOP
-- ASN1STOP
END OF CHANGES
