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	Reason for change:
	There are two definitions for timeSCGFailure: 
One is in clause 5.7.3.5:
3>	set the timeSCGFailure to the elapsed time since reception of the last RRCReconfiguration message including the reconfigurationWithSync for the SCG until declaring the SCG failure;
The other one is in the field description:
timeSCGFailure
1. This field is used to indicate the time elapsed since the last execution of RRCReconfiguration with reconfigurationWithSync for the SCG until the SCG failure. Actual value = field value * 100ms. The maximum value 1023 means 102.3s or longer.

	
	

	Summary of change:
	Field description on timeSCGFailure IE is aligned to the timer defined in associated RRC procedures.
Impact analysis
Impacted functionality: SCG Failure Reporting
Inter-operability: 
1. If the network is implemented according to the CR and the UE is not, there may be misinterpretation on time counted for SCG Failure 
2. If the UE is implemented according to the CR and the network is not, there may be misinterpretation on a time counted for SCG Failure


	
	

	Consequences if not approved:
	If the changes are not approved, the ambiguity on SCG failure timer settting and interpretation remains.
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First Modified Subclause

[bookmark: _Toc60777120][bookmark: _Toc131064838]–	SCGFailureInformation
The SCGFailureInformation message is used to provide information regarding NR SCG failures detected by the UE.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to Network
SCGFailureInformation message
-- ASN1START
-- TAG-SCGFAILUREINFORMATION-START

SCGFailureInformation ::=                   SEQUENCE {
    criticalExtensions                           CHOICE {
        scgFailureInformation                        SCGFailureInformation-IEs,
        criticalExtensionsFuture                    SEQUENCE {}
    }
}

SCGFailureInformation-IEs ::=            SEQUENCE {
    failureReportSCG                         FailureReportSCG                    OPTIONAL,
    nonCriticalExtension                     SCGFailureInformation-v1590-IEs     OPTIONAL
}

SCGFailureInformation-v1590-IEs ::=       SEQUENCE {
    lateNonCriticalExtension                OCTET STRING                        OPTIONAL,
    nonCriticalExtension                    SEQUENCE {}                         OPTIONAL
}

FailureReportSCG ::=                       SEQUENCE {
    failureType                                    ENUMERATED {
                                                               t310-Expiry, randomAccessProblem,
                                                               rlc-MaxNumRetx,
                                                               synchReconfigFailureSCG, scg-ReconfigFailure,
                                                               srb3-IntegrityFailure, other-r16, spare1},
    measResultFreqList                          MeasResultFreqList                                                      OPTIONAL,
    measResultSCG-Failure                      OCTET STRING (CONTAINING MeasResultSCG-Failure)                OPTIONAL,
    ...,
    [[
    locationInfo-r16                            LocationInfo-r16            OPTIONAL,
   failureType-v1610                        ENUMERATED {scg-lbtFailure-r16, beamFailureRecoveryFailure-r16,
                                                        t312-Expiry-r16, bh-RLF-r16, beamFailure-r17, spare3, spare2, spare1} OPTIONAL
    ]],
    [[
    previousPSCellId-r17               SEQUENCE {
        physCellId-r17                     PhysCellId,
        carrierFreq-r17                    ARFCN-ValueNR
    }                                                           OPTIONAL,
    failedPSCellId-r17                 SEQUENCE {
        physCellId-r17                     PhysCellId,
        carrierFreq-r17                    ARFCN-ValueNR
     }                                                          OPTIONAL,
    timeSCGFailure-r17                 INTEGER (0..1023)        OPTIONAL,
    perRAInfoList-r17                  PerRAInfoList-r16          OPTIONAL
    ]]
}

MeasResultFreqList ::=                   SEQUENCE (SIZE (1..maxFreq)) OF MeasResult2NR


-- TAG-SCGFAILUREINFORMATION-STOP
-- ASN1STOP

	SCGFailureInformation field descriptions

	measResultFreqList
The field contains available results of measurements on NR frequencies the UE is configured to measure by measConfig.

	measResultSCG-Failure
The field contains the MeasResultSCG-Failure IE which includes available results of measurements on NR frequencies the UE is configured to measure by the NR SCG RRCReconfiguration message. 

	previousPSCellId
This field indicates the physical cell id and carrier frequency of the cell that is the source PSCell of the last PSCell change.

	failedPSCellId
This field indicates the physical cell id and carrier frequency of the cell in which SCG failure is detected or the target PSCell of the failed PSCell change or failed PSCell addition.

	timeSCGFailure
This field is used to indicate the time elapsed since the reception of the last execution of RRCReconfiguration with reconfigurationWithSync for the SCG until the SCG failure. Actual value = field value * 100ms. The maximum value 1023 means 102.3s or longer.
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