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Start Change

[bookmark: _Toc131064454]5.3.5.16	L2 U2N Remote UE configuration
The network configures the L2 U2N Remote UE with relay operation related configurations, e.g. SRAP configuration.
The L2 U2N Remote UE shall:
1>	if sl-L2RemoteUE-Config sl-SRAP-ConfigRemote is set to setup:
2>	if the sl-L2RemoteUE-Config contains the sl-SRAP-ConfigRemote:
3>	if no SRAP entity has been established:
4>	establish a SRAP entity as specified in TS 38.351 [66];
3>	configure the parameters to SRAP entity in accordance with the sl-SRAP-ConfigRemote;
3>	if SRB1 is included in sl-MappingToAddModList, and sl-EgressRLC-ChannelPC5 is configured:
4>	release SL-RLC1, if established;
4> associate the PC5 Relay RLC channel as indicated by sl-EgressRLC-ChannelPC5 with SRB1;
3>	else: (i.e. SRB1 is not included in sl-MappingToAddModList, or SRB1 is included in sl-MappingToAddModList, but sl-EgressRLC-ChannelPC5 is not configured)
4>	if SL-RLC1 is not established:
5>	apply the default configuration of SL-RLC1 as specified in clause 9.2.4 and associate it with the SRB1;
2>	if the sl-L2RemoteUE-Config contains the sl-UEIdentityRemote:
3>	use the value of the sl-UEIdentityRemote as the C-RNTI in the PCell.
1>	else if sl-L2RemoteUE-Config sl-SRAP-ConfigRemote is set to release:
2>	release the relay operation related configurations.
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