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	Reason for change:
	Current stage-2 specification specifies “For a UE in Connected mode, it's up to UE implementation whether to perform NTN neighbour cell measurements on a cell included in the measurement configuration but not included in SIB19”. According to TS 38.331, however, a connected mode UE directly uses the SMTC configuration (e.g., smtc4list) in the measurement configuration to perform neighbour cell measurement in an NTN cell. The NW configures the SMTC configuration based on service link PDD reported by UE, and the neighbour cell ephemeris for UE to calculate the service link PDD is configured by the NW through dedicated signalling (i.e., OtherConfig). This means that the measurement of a UE in connected mode is irrelevant to the neighbour cell assistance information included in the SIB19 (i.e. no need for autonomous SMTC adjustment); thus, there is no reason to associate the measurement of a UE in connected mode to the neighbour cell assistance information in SIB19 as current specified in TS 38.300.

	
	

	Summary of change:
	In 16.14.3.3, remove the problematic description “For a UE in Connected mode, it's up to UE implementation whether to perform NTN neighbour cell measurements on a cell included in the measurement configuration but not included in SIB19.”.

Impact Analysis
Impacted 5G architecture options:
NR standalone

Impacted functionality:
Neighbour cell measurement
 
Inter-operability:
1. If the network is implemented according to the CR and the UE is not, 
there is no inter-operability issue.
2. If the UE is implemented according to the CR and the network is not, there is no inter-operability issue.
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[bookmark: _Toc130939083]16.14.3.3	Measurements
The same principle as described in 9.2.4 applies to measurements in NTN unless hereunder specified.
The network can configure:
-	multiple SMTCs in parallel per carrier and for a given set of cells depending on UE capabilities;
-	measurement gaps based on multiple SMTCs;
-	assistance information (e.g., ephemeris, Common TA parameters) provided in SIB19 for UE to perform measurement on neighbour cells in RRC_IDLE/RRC_INACTIVE/RRC_CONNECTED.
NW-controlled adjustment of SMTCs can be based on UE assistance information reported in RRC_CONNECTED. A UE in RRC_IDLE/RRC_INACTIVE can adjust SMTCs based on its location and assistance information in SIB19.
UE assistance information consists of the service link propagation delay difference(s) between serving the cell and neighbour cell(s).
For a UE in Idle/Inactive mode it's up to UE implementation whether to perform NTN neighbour cell measurements on a cell indicated in SIB4 but not included in SIB19.
For a UE in Connected mode, it's up to UE implementation whether to perform NTN neighbour cell measurements on a cell included in the measurement configuration but not included in SIB19.
In the quasi-earth fixed cell scenario, UE can perform time-based and location-based measurements on neighbour cells in RRC_IDLE/RRC_INACTIVE:
-	The timing and location information associated to the serving cell is provided in SIB19;
-	Timing information refers to the UTC time when the serving cell stops serving the current geographical area;
-	Location information refers to the reference location of the serving cell and a distance threshold to the reference location.
Measurement rules for cell re-selection based on timing information and location information are specified in clause 5.2.4.2 in TS 38.304 [10].
End of changes

