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	Reason for change:
	In TS 38.304, the NR SL pre-configuration is now incorrectly captured as “SL-V2X-PreconfigurationNR”, but the right parameter name should be “SL-PreconfigurationNR” (w/o “V2X”) according to TS 38.331. It is necessary to correct the wrong IE name currently used in TS 38.304.

	
	

	Summary of change:
	In clause 8.1, correct IE name “SL-V2X-PreconfigurationNR” into “SL-PreconfigurationNR”.

Impact analysis
Impacted 5G architecture options:
NR SA 

Impacted functionality:
NR Sidelink

Inter-operability: 
If the UE implements the CR but not the network, there is no inter-operability issue.
If the network implements the CR but not the UE, there is no inter-operability issue.
If one UE implements the CR but not the other UE, there is no inter-operability issue.

	
	

	Consequences if not approved:
	Wrong IE name is used in TS 38.304 for NR SL pre-configuration.
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[bookmark: _Toc131448741]8.1	NR sidelink communication and V2X sidelink communication
The UE may transmit or receive NR sidelink communication if it fulfils the condition(s) defined in TS 38.331 [3], clause 5.8.2. When UE is in-coverage for sidelink operation as defined in clause 8.2, the UE may perform NR sidelink communication according to SIB12, and when out-of-coverage for sidelink, the UE may perform NR sidelink communication according to SL-V2X-PreconfigurationNR or according to SIB12 of the cell on the frequency which provides inter-carrier NR sidelink configuration, as specified in TS 38.331 [3]. The UE shall not perform NR sidelink communication according to SL-V2X-PreconfigurationNR if the UE detects a cell providing NR sidelink configuration or inter-carrier NR sidelink configuration for the frequency UE is interested to perform NR sidelink communication on.
The UE may transmit or receive V2X sidelink communication if it fulfills the condition(s) defined in TS 36.331[6], clause 5.10.1d. When UE is in-coverage for sidelink operation as defined in clause 8.2, the UE may perform V2X sidelink communication according to SIB13/SIB14 of the cell on an NR frequency.
	END OF CHANGES




