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1 Introduction
In the previous RAN4 meeting, RAN4 concluded that NW signalling assistance is needed to indicate when the UE shall apply the one-shot large uplink timing adjustment at the TCI state switch. And the corresponding agreement is listed below [1],
	RAN4#106bis-e agreement:
· Introduce MAC-CE based solution with 1bit indication to inform UE on the TCI state switch across RRHs


Further, RAN4 group has sent an LS to RAN2, in which RAN4 respectfully asks RAN2 to introduce MAC-CE 1bit indication to inform UE on the TCI state switch across non-collocated RRHs.
In this contribution, we would like to discuss the potential RAN2 impacts of MAC-CE based solution for TCI state switch across RRHs.
[bookmark: _Toc497230266][bookmark: _Toc497230267]2 Discussion
2.1 MAC-CE based solution
As per the RAN4 LS, we can know that the UE in FR2 HST scenario might experience a large UL/DL propagation delay difference from different RRHs/TRPs to UE, as illustrated in Figure 1 below. Consequently,  the network may inform a UE to perform the high-speed large one-step UL timing when sending a TCI switch command to the UE when it is aware that the UE is moving across RRHs. With the indication, then the UE will adjust the UE transmit timing as specified in sub-clause 7.1.2.3 of TS 38.133 so that subsequent UL transmission with another RRH can be generally synced. 


Figure 1: TCI state switch across 2 RRHs
[bookmark: _Toc134712588]Therefore, from the RAN2 perspective, we can confirm to introduce a MAC-CE to inform UE on the TCI state switch across non-collocated RRHs, as per the RAN4 request. 
[bookmark: _Toc134715825]Proposal 1: RAN2 confirms to introduce a MAC-CE for TCI state switch across RRHs.  
Next, we would like to provide our understanding of how to design the new MAC CE. 
From the RAN4 discussion as quoted below [2], we can conclude that the network may indicate 1-bit indication for one shot large UL timing adjustment when sending the UE-specific PDCCH TCI state MAC CE, or enhanced UE-specific PDCCH TCI state MAC CE, or Unified TCI state CE in R18 eHST scenario, considering supporting multi-TRP case is feasible and FR2 TDD beam is widely used (in which case unified TCI state can be used for simplexity).
	 RAN4#106 agreement:
· Do not consider RRC based solutions to inform UE of the TCI state switch across RRH.
RAN4#106 way forward:
· FFS: Introduce MAC-CE based solutions to inform UE of the TCI state switch across RRH
· FFS: RAN4 informs RAN2 that the following additional information shall be added for TCI State Indication for UE-specific PDCCH MAC CE, for Rel-18 FR2 HST scenario: 
· [1] bit indication for whether or not UE shall follow the one shot large UL timing adjustment specified in clause 7.1.2.3 in TS38.133 when switching to the TCI State ID contained in the MAC-CE



	TS 38.321 MAC CE:
TCI State Indication for UE-specific PDCCH MAC CE



Enhanced TCI States Indication for UE-specific PDCCH MAC CE



Unified TCI state activation/deactivation MAC CE




Observation 1: In R18 eHST, the network may need to inform one shot large UL timing adjustment when sending the UE-specific PDCCH TCI state MAC CE, or enhanced UE-specific PDCCH TCI state MAC CE, or Unified TCI state MAC CE. 
Considering that there are 3 MAC CEs that require enhancement for indicating one-shot large UL timing adjustment, it is not efficient to introduce 3 new enhanced MAC CE for eHST case at the cost of consuming 3 3 eLCID and huge normative work. Instead, we propose to introduce only one new MAC CE identified by a MAC subheader with eLCID with a fixed size of zero bits. And then the network can send a TCI state MAC CE and the new MAC CE simultaneously within a MAC PDU. On the UE side, once the new MAC CE is received, the MAC of UE will instruct the PHY of UE to adjust the TA based on 38.133.
Thus, we have the following observation and proposal:
Observation 2: For R18 eHST, it is not efficient to introduce 3 new enhanced TCI state MAC CE to indicate one shot large UL timing adjustment, considering the consumption of 3 reserved eLCID and huge normative work. 
Proposal 2: RAN2 to define a new MAC CE (e.g. One Shot Large UL Timing Adjustment MAC CE) with a fixed size of zero bits.
Proposal 3: A reserved eLCID is used for the new MAC CE.
Proposal 4: Upon the reception of the new MAC CE, MAC indicates to lower layers that large one step UE autonomous uplink transmit timing adjustment is enabled.
2.2 UE capability
Regarding UE capability, we are considering whether to introduce a new UE capability for one shot large UL timing adjustment in Rel-18. Similar to one shot large UL timing adjustment in Rel-17, as quoted below, we think reporting UE capability for one shot large UL timing adjustment in Rel-18 is needed for the network to understand whether MAC-CE based one shot large UL timing adjustment is supported or not at the UE. Of course, we can check with RAN4 whether this capability is needed. 
	ue-OneShotUL-TimingAdj-r17
Indicates whether the UE supports one shot large UL timing adjustment.

UE indicating support of this feature shall indicate support of ue-PowerClass-v1700 set to 'pc6'.
	Band
	No
	N/A
	FR2 only


Proposal 5: From RAN2 perspective, UE capability for one shot large UL timing adjustment in Rel-18 is needed.
Last but not least, if all the above proposals are agreeable, we kindly request RAN2 to adopt the corresponding TP given in the Annex. 
Proposal 6: RAN2 to adopt the text proposal in the Annex. 
3 Conclusion
In this contribution, we have discussed the potential RAN2 impacts of MAC-CE based solution for TCI state switch across RRHs. All the observations and proposals are summarized below:
Observation 1: In R18 eHST, the network may need to inform one shot large UL timing adjustment when sending the UE-specific PDCCH TCI state MAC CE, or enhanced UE-specific PDCCH TCI state MAC CE, or Unified TCI state MAC CE. 
Observation 2: For R18 eHST, it is not efficient to introduce 3 new enhanced TCI state MAC CE to indicate one shot large UL timing adjustment, considering the consumption of 3 reserved eLCID and huge normative work. 
Proposal 1: RAN2 confirms to introduce a MAC-CE for TCI state switch across RRHs.  
Proposal 2: RAN2 to define a new MAC CE (e.g. One Shot Large UL Timing Adjustment MAC CE) with a fixed size of zero bits.
Proposal 3: A reserved eLCID is used for the new MAC CE.
Proposal 4: Upon the reception of the new MAC CE, MAC indicates to lower layers that large one step UE autonomous uplink transmit timing adjustment is enabled.
Proposal 5: From RAN2 perspective, UE capability for one shot large UL timing adjustment in Rel-18 is needed.
Proposal 6: RAN2 to adopt the text proposal in the Annex. 
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5 Annex
Text proposal for TS 38.321 ver 17.4.0:
START OF the CHANGE
[bookmark: _Toc131023441][bookmark: _Toc52796513][bookmark: _Toc52752051][bookmark: _Toc46490356]5.18.x	Indication of one shot large UL timing adjustment
The network may indicate a one shot large UL timing adjustment in high-speed train FR2 enhancement deployments by sending the One Shot Large UL Timing Adjustment MAC CE described in clause 6.1.3.x along with TCI State Indication for UE-specific PDCCH MAC CE described in clause  6.1.3.15, or with Enhanced TCI States Indication for UE-specific PDCCH MAC CE described in clause 6.1.3.24, or with Unified TCI state activation/deactivation MAC CE described in clause  6.1.3.47.    
The MAC entity shall:
1>	if the MAC entity receives a One Shot Large UL Timing Adjustment MAC CE on a Serving Cell:
2>	indicate to lower layers the information regarding the One Shot Large UL Timing Adjustment MAC CE.
NEXT CHANGE
[bookmark: _Toc131023531][bookmark: _Toc52796570][bookmark: _Toc52752108][bookmark: _Toc46490413][bookmark: _Toc37296282]6.1.3.x	Shot Large UL Timing Adjustment MAC CE
The One Shot Large UL Timing Adjustment MAC CE is identified by a MAC subheader with eLCID as specified in Table 6.2.1-1b.
It has a fixed size of zero bits.
NEXT CHANGE
[bookmark: _Toc131023597][bookmark: _Toc52796607][bookmark: _Toc52752145][bookmark: _Toc46490450][bookmark: _Toc37296319][bookmark: _Toc29239902]6.2.1	MAC subheader for DL-SCH and UL-SCH
<the unchanged part is omitted>
Table 6.2.1-1b Values of one-octet eLCID for DL-SCH
	Codepoint
	Index
	LCID values

	0 to 2256
	64 to 28990
	Reserved

	226
	290
	One Shot Large UL Timing Adjustment MAC CE

	227
	291
	Serving Cell Set based SRS TCI State Indication MAC CE

	228
	292
	SP/AP SRS TCI State Indication MAC CE

	229
	293
	BFD-RS Indication MAC CE

	230
	294
	Differential Koffset

	231
	295
	[bookmark: _GoBack]Enhanced SCell Activation/Deactivation MAC CE with one octet Ci field

	232
	296
	Enhanced SCell Activation/Deactivation MAC CE with four octet Ci field 

	233
	297
	Unified TCI States Activation/Deactivation MAC CE

	234
	298
	PUCCH Power Control Set Update for multiple TRP PUCCH repetition MAC CE

	235
	299
	PUCCH spatial relation Activation/Deactivation for multiple TRP PUCCH repetition MAC CE

	236
	300
	Enhanced TCI States Indication for UE-specific PDCCH

	237
	301
	Positioning Measurement Gap Activation/Deactivation Command

	238
	302
	PPW Activation/Deactivation Command

	239
	303
	DL Tx Power Adjustment

	240
	304
	Timing Case Indication

	241
	305
	Child IAB-DU Restricted Beam Indication

	242
	306
	Case-7 Timing advance offset

	243
	307
	Provided Guard Symbols for Case-6 timing

	244
	308
	Provided Guard Symbols for Case-7 timing

	245
	309
	Serving Cell Set based SRS Spatial Relation Indication

	246
	310
	PUSCH Pathloss Reference RS Update

	247
	311
	SRS Pathloss Reference RS Update

	248
	312
	Enhanced SP/AP SRS Spatial Relation Indication

	249
	313
	Enhanced PUCCH Spatial Relation Activation/Deactivation

	250
	314
	Enhanced TCI States Activation/Deactivation for UE-specific PDSCH

	251
	315
	Duplication RLC Activation/Deactivation

	252
	316
	Absolute Timing Advance Command

	253
	317
	SP Positioning SRS Activation/Deactivation

	254
	318
	Provided Guard Symbols

	255
	319
	Timing Delta


<the unchanged part is omitted>
END OF the CHANGE
	

Text proposal for TS 38.331 ver 17.4.0:
START OF the CHANGE
[bookmark: _Toc131065263][bookmark: _Toc60777475]–	RF-Parameters
The IE RF-Parameters is used to convey RF-related capabilities for NR operation.
RF-Parameters information element
-- ASN1START
-- TAG-RF-PARAMETERS-START

RF-Parameters ::=                                   SEQUENCE {
    supportedBandListNR                                 SEQUENCE (SIZE (1..maxBands)) OF BandNR,
    supportedBandCombinationList                        BandCombinationList                         OPTIONAL,
    appliedFreqBandListFilter                           FreqBandList                                OPTIONAL,
    ...,
    [[
    supportedBandCombinationList-v1540                  BandCombinationList-v1540                   OPTIONAL,
    srs-SwitchingTimeRequested                          ENUMERATED {true}                           OPTIONAL
    ]],
    [[
    supportedBandCombinationList-v1550                  BandCombinationList-v1550                   OPTIONAL
    ]],
    [[
    supportedBandCombinationList-v1560                  BandCombinationList-v1560                   OPTIONAL
    ]],
    [[
    supportedBandCombinationList-v1610                  BandCombinationList-v1610                   OPTIONAL,
    supportedBandCombinationListSidelinkEUTRA-NR-r16    BandCombinationListSidelinkEUTRA-NR-r16     OPTIONAL,
    supportedBandCombinationList-UplinkTxSwitch-r16     BandCombinationList-UplinkTxSwitch-r16      OPTIONAL
    ]],
    [[
    supportedBandCombinationList-v1630                  BandCombinationList-v1630                   OPTIONAL,
    supportedBandCombinationListSidelinkEUTRA-NR-v1630  BandCombinationListSidelinkEUTRA-NR-v1630   OPTIONAL,
    supportedBandCombinationList-UplinkTxSwitch-v1630   BandCombinationList-UplinkTxSwitch-v1630    OPTIONAL
    ]],
    [[
    supportedBandCombinationList-v1640                  BandCombinationList-v1640                   OPTIONAL,
    supportedBandCombinationList-UplinkTxSwitch-v1640   BandCombinationList-UplinkTxSwitch-v1640    OPTIONAL
    ]],
    [[
    supportedBandCombinationList-v1650                  BandCombinationList-v1650                   OPTIONAL,
    supportedBandCombinationList-UplinkTxSwitch-v1650   BandCombinationList-UplinkTxSwitch-v1650    OPTIONAL
    ]],
    [[
    extendedBand-n77-r16                                ENUMERATED {supported}                      OPTIONAL
    ]],
    [[
    supportedBandCombinationList-UplinkTxSwitch-v1670   BandCombinationList-UplinkTxSwitch-v1670    OPTIONAL
    ]],
    [[
    supportedBandCombinationList-v1680                  BandCombinationList-v1680                   OPTIONAL
    ]],
    [[
    supportedBandCombinationList-v1690                  BandCombinationList-v1690                   OPTIONAL,
    supportedBandCombinationList-UplinkTxSwitch-v1690   BandCombinationList-UplinkTxSwitch-v1690    OPTIONAL
    ]],
    [[
    supportedBandCombinationList-v1700                  BandCombinationList-v1700                   OPTIONAL,
    supportedBandCombinationList-UplinkTxSwitch-v1700   BandCombinationList-UplinkTxSwitch-v1700    OPTIONAL,
    supportedBandCombinationListSL-RelayDiscovery-r17   OCTET STRING                                OPTIONAL,  -- Contains PC5 BandCombinationListSidelinkNR-r16
    supportedBandCombinationListSL-NonRelayDiscovery-r17 OCTET STRING                               OPTIONAL,  -- Contains PC5 BandCombinationListSidelinkNR-r16
    supportedBandCombinationListSidelinkEUTRA-NR-v1710  BandCombinationListSidelinkEUTRA-NR-v1710   OPTIONAL,
    sidelinkRequested-r17                               ENUMERATED {true}                           OPTIONAL,
    extendedBand-n77-2-r17                              ENUMERATED {supported}                      OPTIONAL
    ]],
    [[
    supportedBandCombinationList-v1720                  BandCombinationList-v1720                   OPTIONAL,
    supportedBandCombinationList-UplinkTxSwitch-v1720   BandCombinationList-UplinkTxSwitch-v1720    OPTIONAL
    ]],
    [[
    supportedBandCombinationList-v1730                  BandCombinationList-v1730                   OPTIONAL,
    supportedBandCombinationList-UplinkTxSwitch-v1730   BandCombinationList-UplinkTxSwitch-v1730    OPTIONAL,
    supportedBandCombinationListSL-RelayDiscovery-v1730 BandCombinationListSL-Discovery-r17         OPTIONAL,
    supportedBandCombinationListSL-NonRelayDiscovery-v1730 BandCombinationListSL-Discovery-r17      OPTIONAL
    ]],
    [[
    supportedBandCombinationList-v1740                  BandCombinationList-v1740                   OPTIONAL,
    supportedBandCombinationList-UplinkTxSwitch-v1740   BandCombinationList-UplinkTxSwitch-v1740    OPTIONAL
    ]]
}

RF-Parameters-v15g0 ::=                   SEQUENCE {
    supportedBandCombinationList-v15g0        BandCombinationList-v15g0                   OPTIONAL
}

RF-Parameters-v16a0 ::=                            SEQUENCE {
    supportedBandCombinationList-v16a0                 BandCombinationList-v16a0                    OPTIONAL,
    supportedBandCombinationList-UplinkTxSwitch-v16a0  BandCombinationList-UplinkTxSwitch-v16a0     OPTIONAL
}

RF-Parameters-v16c0 ::=                            SEQUENCE {
    supportedBandListNR-v16c0                          SEQUENCE (SIZE (1..maxBands)) OF BandNR-v16c0
}

BandNR ::=                          SEQUENCE {
    bandNR                              FreqBandIndicatorNR,
    modifiedMPR-Behaviour               BIT STRING (SIZE (8))                           OPTIONAL,
    mimo-ParametersPerBand              MIMO-ParametersPerBand                          OPTIONAL,
    extendedCP                          ENUMERATED {supported}                          OPTIONAL,
    multipleTCI                         ENUMERATED {supported}                          OPTIONAL,
    bwp-WithoutRestriction              ENUMERATED {supported}                          OPTIONAL,
    bwp-SameNumerology                  ENUMERATED {upto2, upto4}                       OPTIONAL,
    bwp-DiffNumerology                  ENUMERATED {upto4}                              OPTIONAL,
    crossCarrierScheduling-SameSCS      ENUMERATED {supported}                          OPTIONAL,
    pdsch-256QAM-FR2                    ENUMERATED {supported}                          OPTIONAL,
    pusch-256QAM                        ENUMERATED {supported}                          OPTIONAL,
    ue-PowerClass                       ENUMERATED {pc1, pc2, pc3, pc4}                 OPTIONAL,
    rateMatchingLTE-CRS                 ENUMERATED {supported}                          OPTIONAL,
    channelBWs-DL                       CHOICE {
        fr1                                 SEQUENCE {
            scs-15kHz                           BIT STRING (SIZE (10))                      OPTIONAL,
            scs-30kHz                           BIT STRING (SIZE (10))                      OPTIONAL,
            scs-60kHz                           BIT STRING (SIZE (10))                      OPTIONAL
        },
        fr2                                 SEQUENCE {
            scs-60kHz                           BIT STRING (SIZE (3))                       OPTIONAL,
            scs-120kHz                          BIT STRING (SIZE (3))                       OPTIONAL
        }
    }                                                                                   OPTIONAL,
    channelBWs-UL                       CHOICE {
        fr1                                 SEQUENCE {
            scs-15kHz                           BIT STRING (SIZE (10))                      OPTIONAL,
            scs-30kHz                           BIT STRING (SIZE (10))                      OPTIONAL,
            scs-60kHz                           BIT STRING (SIZE (10))                      OPTIONAL
        },
        fr2                                 SEQUENCE {
            scs-60kHz                           BIT STRING (SIZE (3))                       OPTIONAL,
            scs-120kHz                          BIT STRING (SIZE (3))                       OPTIONAL
        }
    }                                                                                   OPTIONAL,
    ...,
    [[
    maxUplinkDutyCycle-PC2-FR1                  ENUMERATED {n60, n70, n80, n90, n100}   OPTIONAL
    ]],
    [[
    pucch-SpatialRelInfoMAC-CE          ENUMERATED {supported}                          OPTIONAL,
    powerBoosting-pi2BPSK               ENUMERATED {supported}                          OPTIONAL
    ]],
    [[
    maxUplinkDutyCycle-FR2          ENUMERATED {n15, n20, n25, n30, n40, n50, n60, n70, n80, n90, n100}     OPTIONAL
    ]],
    [[
    channelBWs-DL-v1590                 CHOICE {
        fr1                                 SEQUENCE {
            scs-15kHz                           BIT STRING (SIZE (16))              OPTIONAL,
            scs-30kHz                           BIT STRING (SIZE (16))              OPTIONAL,
            scs-60kHz                           BIT STRING (SIZE (16))              OPTIONAL
        },
        fr2                                 SEQUENCE {
            scs-60kHz                           BIT STRING (SIZE (8))               OPTIONAL,
            scs-120kHz                          BIT STRING (SIZE (8))               OPTIONAL
        }
    }                                                                               OPTIONAL,
    channelBWs-UL-v1590                 CHOICE {
        fr1                                 SEQUENCE {
            scs-15kHz                           BIT STRING (SIZE (16))              OPTIONAL,
            scs-30kHz                           BIT STRING (SIZE (16))              OPTIONAL,
            scs-60kHz                           BIT STRING (SIZE (16))              OPTIONAL
        },
        fr2                                 SEQUENCE {
            scs-60kHz                           BIT STRING (SIZE (8))               OPTIONAL,
            scs-120kHz                          BIT STRING (SIZE (8))               OPTIONAL
        }
    }                                                                               OPTIONAL
    ]],
    [[
    asymmetricBandwidthCombinationSet     BIT STRING (SIZE (1..32))           OPTIONAL
    ]],
    [[
    -- R1 10: NR-unlicensed
    sharedSpectrumChAccessParamsPerBand-r16 SharedSpectrumChAccessParamsPerBand-r16 OPTIONAL,
    -- R1 11-7b: Independent cancellation of the overlapping PUSCHs in an intra-band UL CA
    cancelOverlappingPUSCH-r16              ENUMERATED {supported}                  OPTIONAL,
    -- R1 14-1: Multiple LTE-CRS rate matching patterns
    multipleRateMatchingEUTRA-CRS-r16       SEQUENCE {
        maxNumberPatterns-r16               INTEGER (2..6),
        maxNumberNon-OverlapPatterns-r16    INTEGER (1..3)
    }                                                                               OPTIONAL,
    -- R1 14-1a: Two LTE-CRS overlapping rate matching patterns within a part of NR carrier using 15 kHz overlapping with a LTE carrier
    overlapRateMatchingEUTRA-CRS-r16        ENUMERATED {supported}                  OPTIONAL,
    -- R1 14-2: PDSCH Type B mapping of length 9 and 10 OFDM symbols
    pdsch-MappingTypeB-Alt-r16              ENUMERATED {supported}                  OPTIONAL,
    -- R1 14-3: One slot periodic TRS configuration for FR1
    oneSlotPeriodicTRS-r16                  ENUMERATED {supported}                  OPTIONAL,
    olpc-SRS-Pos-r16                        OLPC-SRS-Pos-r16                        OPTIONAL,
    spatialRelationsSRS-Pos-r16             SpatialRelationsSRS-Pos-r16             OPTIONAL,
    simulSRS-MIMO-TransWithinBand-r16       ENUMERATED {n2}                         OPTIONAL,
    channelBW-DL-IAB-r16                    CHOICE {
        fr1-100mhz                              SEQUENCE {
            scs-15kHz                               ENUMERATED {supported}          OPTIONAL,
            scs-30kHz                               ENUMERATED {supported}          OPTIONAL,
            scs-60kHz                               ENUMERATED {supported}          OPTIONAL
        },
        fr2-200mhz                          SEQUENCE {
            scs-60kHz                           ENUMERATED {supported}              OPTIONAL,
            scs-120kHz                          ENUMERATED {supported}              OPTIONAL
        }
    }                                                                               OPTIONAL,
    channelBW-UL-IAB-r16                    CHOICE {
        fr1-100mhz                              SEQUENCE {
            scs-15kHz                               ENUMERATED {supported}          OPTIONAL,
            scs-30kHz                               ENUMERATED {supported}          OPTIONAL,
            scs-60kHz                               ENUMERATED {supported}          OPTIONAL
        },
        fr2-200mhz                              SEQUENCE {
            scs-60kHz                               ENUMERATED {supported}          OPTIONAL,
            scs-120kHz                              ENUMERATED {supported}          OPTIONAL
        }
    }                                                                               OPTIONAL,
    rasterShift7dot5-IAB-r16                ENUMERATED {supported}                  OPTIONAL,
    ue-PowerClass-v1610                     ENUMERATED {pc1dot5}                    OPTIONAL,
    condHandover-r16                        ENUMERATED {supported}                  OPTIONAL,
    condHandoverFailure-r16                 ENUMERATED {supported}                  OPTIONAL,
    condHandoverTwoTriggerEvents-r16        ENUMERATED {supported}                  OPTIONAL,
    condPSCellChange-r16                    ENUMERATED {supported}                  OPTIONAL,
    condPSCellChangeTwoTriggerEvents-r16    ENUMERATED {supported}                  OPTIONAL,
    mpr-PowerBoost-FR2-r16                  ENUMERATED {supported}                  OPTIONAL,

    -- R1 11-9: Multiple active configured grant configurations for a BWP of a serving cell
    activeConfiguredGrant-r16               SEQUENCE {
    maxNumberConfigsPerBWP-r16                  ENUMERATED {n1, n2, n4, n8, n12},
    maxNumberConfigsAllCC-r16                   INTEGER (2..32)
    }                                                                               OPTIONAL,
    -- R1 11-9a: Joint release in a DCI for two or more configured grant Type 2 configurations for a given BWP of a serving cell
    jointReleaseConfiguredGrantType2-r16    ENUMERATED {supported}                  OPTIONAL,
    -- R1 12-2: Multiple SPS configurations
    sps-r16                                 SEQUENCE {
    maxNumberConfigsPerBWP-r16                  INTEGER (1..8),
    maxNumberConfigsAllCC-r16                   INTEGER (2..32)
    }                                                                               OPTIONAL,
    -- R1 12-2a: Joint release in a DCI for two or more SPS configurations for a given BWP of a serving cell
    jointReleaseSPS-r16                     ENUMERATED {supported}                  OPTIONAL,
    -- R1 13-19: Simultaneous positioning SRS and MIMO SRS transmission within a band across multiple CCs
    simulSRS-TransWithinBand-r16            ENUMERATED {n2}                         OPTIONAL,
    trs-AdditionalBandwidth-r16             ENUMERATED {trs-AddBW-Set1, trs-AddBW-Set2}  OPTIONAL,
    handoverIntraF-IAB-r16                  ENUMERATED {supported}                  OPTIONAL
    ]],
    [[
    -- R1 22-5a: Simultaneous transmission of SRS for antenna switching and SRS for CB/NCB /BM for intra-band UL CA
    -- R1 22-5c: Simultaneous transmission of SRS for antenna switching and SRS for antenna switching for intra-band UL CA
    simulTX-SRS-AntSwitchingIntraBandUL-CA-r16  SimulSRS-ForAntennaSwitching-r16            OPTIONAL,
    -- R1 10: NR-unlicensed
    sharedSpectrumChAccessParamsPerBand-v1630   SharedSpectrumChAccessParamsPerBand-v1630   OPTIONAL
    ]],
    [[
    handoverUTRA-FDD-r16                      ENUMERATED {supported}                       OPTIONAL,
    -- R4 7-4: Report the shorter transient capability supported by the UE: 2, 4 or 7us
    enhancedUL-TransientPeriod-r16            ENUMERATED {us2, us4, us7}                   OPTIONAL,
    sharedSpectrumChAccessParamsPerBand-v1640 SharedSpectrumChAccessParamsPerBand-v1640    OPTIONAL
    ]],
    [[
    type1-PUSCH-RepetitionMultiSlots-v1650    ENUMERATED {supported}                       OPTIONAL,
    type2-PUSCH-RepetitionMultiSlots-v1650    ENUMERATED {supported}                       OPTIONAL,
    pusch-RepetitionMultiSlots-v1650          ENUMERATED {supported}                       OPTIONAL,
    configuredUL-GrantType1-v1650             ENUMERATED {supported}                       OPTIONAL,
    configuredUL-GrantType2-v1650             ENUMERATED {supported}                       OPTIONAL,
    sharedSpectrumChAccessParamsPerBand-v1650 SharedSpectrumChAccessParamsPerBand-v1650    OPTIONAL
    ]],
    [[
    enhancedSkipUplinkTxConfigured-v1660      ENUMERATED {supported}                       OPTIONAL,
    enhancedSkipUplinkTxDynamic-v1660         ENUMERATED {supported}                       OPTIONAL
    ]],
    [[
    maxUplinkDutyCycle-PC1dot5-MPE-FR1-r16    ENUMERATED {n10, n15, n20, n25, n30, n40, n50, n60, n70, n80, n90, n100}   OPTIONAL,
    txDiversity-r16                           ENUMERATED {supported}                       OPTIONAL
    ]],
    [[
     -- R1 36-1: Support of 1024QAM for PDSCH for FR1
    pdsch-1024QAM-FR1-r17                     ENUMERATED {supported}                       OPTIONAL,
     -- R4 22-1 support of FR2 HST operation
    ue-PowerClass-v1700                       ENUMERATED {pc5, pc6, pc7}                   OPTIONAL,
    -- R1 24: NR extension to 71GHz (FR2-2)
    fr2-2-AccessParamsPerBand-r17             FR2-2-AccessParamsPerBand-r17                OPTIONAL,
    rlm-Relaxation-r17                        ENUMERATED {supported}                       OPTIONAL,
    bfd-Relaxation-r17                        ENUMERATED {supported}                       OPTIONAL,
    cg-SDT-r17                                ENUMERATED {supported}                       OPTIONAL,
    locationBasedCondHandover-r17             ENUMERATED {supported}                       OPTIONAL,
    timeBasedCondHandover-r17                 ENUMERATED {supported}                       OPTIONAL,
    eventA4BasedCondHandover-r17              ENUMERATED {supported}                       OPTIONAL,
    mn-InitiatedCondPSCellChangeNRDC-r17      ENUMERATED {supported}                       OPTIONAL,
    sn-InitiatedCondPSCellChangeNRDC-r17      ENUMERATED {supported}                       OPTIONAL,
    -- R1 29-3a: PDCCH skipping
    pdcch-SkippingWithoutSSSG-r17             ENUMERATED {supported}                       OPTIONAL,
    -- R1 29-3b: 2 search space sets group switching
    sssg-Switching-1BitInd-r17                ENUMERATED {supported}                       OPTIONAL,
    -- R1 29-3c: 3 search space sets group switching
    sssg-Switching-2BitInd-r17                ENUMERATED {supported}                       OPTIONAL,
    -- R1 29-3d: 2 search space sets group switching with PDCCH skipping
    pdcch-SkippingWithSSSG-r17                ENUMERATED {supported}                       OPTIONAL,
    -- R1 29-3e: Support Search space set group switching capability 2 for FR1
    searchSpaceSetGrp-switchCap2-r17          ENUMERATED {supported}                       OPTIONAL,
    -- R1 26-1: Uplink Time and Frequency pre-compensation and timing relationship enhancements
    uplinkPreCompensation-r17                 ENUMERATED {supported}                       OPTIONAL,
    -- R1 26-4: UE reporting of information related to TA pre-compensation
    uplink-TA-Reporting-r17                   ENUMERATED {supported}                       OPTIONAL,
    -- R1 26-5: Increasing the number of HARQ processes
    max-HARQ-ProcessNumber-r17                ENUMERATED {u16d32, u32d16, u32d32}          OPTIONAL,
    -- R1 26-6: Type-2 HARQ codebook enhancement
    type2-HARQ-Codebook-r17                   ENUMERATED {supported}                       OPTIONAL,
    -- R1 26-6a: Type-1 HARQ codebook enhancement
    type1-HARQ-Codebook-r17                   ENUMERATED {supported}                       OPTIONAL,
    -- R1 26-6b: Type-3 HARQ codebook enhancement
    type3-HARQ-Codebook-r17                   ENUMERATED {supported}                       OPTIONAL,
    -- R1 26-9: UE-specific K_offset
    ue-specific-K-Offset-r17                  ENUMERATED {supported}                       OPTIONAL,
    -- R1 24-1f: Multiple PDSCH scheduling by single DCI for 120kHz in FR2-1
    multiPDSCH-SingleDCI-FR2-1-SCS-120kHz-r17 ENUMERATED {supported}                       OPTIONAL,
    -- R1 24-1g: Multiple PUSCH scheduling by single DCI for 120kHz in FR2-1
    multiPUSCH-SingleDCI-FR2-1-SCS-120kHz-r17 ENUMERATED {supported}                       OPTIONAL,
    -- R4 14-4: Parallel PRS measurements in RRC_INACTIVE state, FR1/FR2 diff
    parallelPRS-MeasRRC-Inactive-r17          ENUMERATED {supported}                       OPTIONAL,
    -- R1 27-1-2: Support of UE-TxTEGs for UL TDOA
    nr-UE-TxTEG-ID-MaxSupport-r17             ENUMERATED {n1, n2, n3, n4, n6, n8}          OPTIONAL,
    -- R1 27-17: PRS processing in RRC_INACTIVE
    prs-ProcessingRRC-Inactive-r17            ENUMERATED {supported}                       OPTIONAL,
    -- R1 27-3-2: DL PRS measurement outside MG and in a PRS processing window
    prs-ProcessingWindowType1A-r17            ENUMERATED {option1, option2, option3}       OPTIONAL,
    prs-ProcessingWindowType1B-r17            ENUMERATED {option1, option2, option3}       OPTIONAL,
    prs-ProcessingWindowType2-r17             ENUMERATED {option1, option2, option3}       OPTIONAL,
    -- R1 27-15: Positioning SRS transmission in RRC_INACTIVE state for initial UL BWP
    srs-AllPosResourcesRRC-Inactive-r17       SRS-AllPosResourcesRRC-Inactive-r17          OPTIONAL,
    -- R1 27-16: OLPC for positioning SRS in RRC_INACTIVE state - gNB
    olpc-SRS-PosRRC-Inactive-r17              OLPC-SRS-Pos-r16                             OPTIONAL,
    -- R1 27-19: Spatial relation for positioning SRS in RRC_INACTIVE state - gNB
    spatialRelationsSRS-PosRRC-Inactive-r17   SpatialRelationsSRS-Pos-r16                  OPTIONAL,
    -- R1 30-1: Increased maximum number of PUSCH Type A repetitions
    maxNumberPUSCH-TypeA-Repetition-r17       ENUMERATED {supported}                       OPTIONAL,
    -- R1 30-2: PUSCH Type A repetitions based on available slots
    puschTypeA-RepetitionsAvailSlot-r17       ENUMERATED {supported}                       OPTIONAL,
    -- R1 30-3: TB processing over multi-slot PUSCH
    tb-ProcessingMultiSlotPUSCH-r17           ENUMERATED {supported}                       OPTIONAL,
    -- R1 30-3a: Repetition of TB processing over multi-slot PUSCH
    tb-ProcessingRepMultiSlotPUSCH-r17        ENUMERATED {supported}                       OPTIONAL,
    -- R1 30-4: The maximum duration for DM-RS bundling
    maxDurationDMRS-Bundling-r17              SEQUENCE {
        fdd-r17                                   ENUMERATED {n4, n8, n16, n32}            OPTIONAL,
        tdd-r17                                   ENUMERATED {n2, n4, n8, n16}             OPTIONAL
    }                                                                                      OPTIONAL,
    -- R1 30-6: Repetition of PUSCH transmission scheduled by RAR UL grant and DCI format 0_0 with CRC scrambled by TC-RNTI
    pusch-RepetitionMsg3-r17                  ENUMERATED {supported}                       OPTIONAL,
    sharedSpectrumChAccessParamsPerBand-v1710 SharedSpectrumChAccessParamsPerBand-v1710    OPTIONAL,
    -- R4 25-2: Parallel measurements on cells belonging to a different NGSO satellite than a serving satellite without scheduling restrictions
    -- on normal operations with the serving cell
    parallelMeasurementWithoutRestriction-r17 ENUMERATED {supported}                       OPTIONAL,
    -- R4 25-5: Parallel measurements on multiple NGSO satellites within a SMTC
    maxNumber-NGSO-SatellitesWithinOneSMTC-r17 ENUMERATED {n1, n2, n3, n4}                 OPTIONAL,
    -- R1 26-10: K1 range extension
    k1-RangeExtension-r17                     ENUMERATED {supported}                       OPTIONAL,
    -- R1 35-1: Aperiodic CSI-RS for tracking for fast SCell activation
    aperiodicCSI-RS-FastScellActivation-r17   SEQUENCE {
        maxNumberAperiodicCSI-RS-PerCC-r17        ENUMERATED {n8, n16, n32, n48, n64, n128, n255},
        maxNumberAperiodicCSI-RS-AcrossCCs-r17    ENUMERATED {n8, n16, n32, n64, n128, n256, n512, n1024}
    }                                                                                      OPTIONAL,
    -- R1 35-2: Aperiodic CSI-RS bandwidth for tracking for fast SCell activation for 10MHz UE channel bandwidth
    aperiodicCSI-RS-AdditionalBandwidth-r17   ENUMERATED {addBW-Set1, addBW-Set2}          OPTIONAL,
    -- R1 28-1a: RRC-configured DL BWP without CD-SSB or NCD-SSB
    bwp-WithoutCD-SSB-OrNCD-SSB-RedCap-r17    ENUMERATED {supported}                       OPTIONAL,
    -- R1 28-3: Half-duplex FDD operation type A for RedCap UE
    halfDuplexFDD-TypeA-RedCap-r17            ENUMERATED {supported}                       OPTIONAL,
     -- R1 27-15b: Positioning SRS transmission in RRC_INACTIVE state configured outside initial UL BWP
    posSRS-RRC-Inactive-OutsideInitialUL-BWP-r17 PosSRS-RRC-Inactive-OutsideInitialUL-BWP-r17 OPTIONAL,
     -- R4 15-3 UE support of CBW for 480kHz SCS
    channelBWs-DL-SCS-480kHz-FR2-2-r17        BIT STRING (SIZE (8))                        OPTIONAL,
    channelBWs-UL-SCS-480kHz-FR2-2-r17        BIT STRING (SIZE (8))                        OPTIONAL,
    -- R4 15-4 UE support of CBW for 960kHz SCS
    channelBWs-DL-SCS-960kHz-FR2-2-r17        BIT STRING (SIZE (8))                        OPTIONAL,
    channelBWs-UL-SCS-960kHz-FR2-2-r17        BIT STRING (SIZE (8))                        OPTIONAL,
    -- R4 17-1 UL gap for Tx power management
    ul-GapFR2-r17                             ENUMERATED {supported}                       OPTIONAL,
    -- R1 25-4: One-shot HARQ ACK feedback triggered by DCI format 1_2
    oneShotHARQ-feedbackTriggeredByDCI-1-2-r17 ENUMERATED {supported}                      OPTIONAL,
    -- R1 25-5: PHY priority handling for one-shot HARQ ACK feedback
    oneShotHARQ-feedbackPhy-Priority-r17      ENUMERATED {supported}                       OPTIONAL,
    -- R1 25-6: Enhanced type 3 HARQ-ACK codebook feedback
    enhancedType3-HARQ-CodebookFeedback-r17   SEQUENCE {
        enhancedType3-HARQ-Codebooks-r17          ENUMERATED {n1, n2, n4, n8},
        maxNumberPUCCH-Transmissions-r17          ENUMERATED {n1, n2, n3, n4, n5, n6, n7}
    }                                                                                      OPTIONAL,
    -- R1 25-7: Triggered HARQ-ACK codebook re-transmission
    triggeredHARQ-CodebookRetx-r17              SEQUENCE {
        minHARQ-Retx-Offset-r17                     ENUMERATED {n-7, n-5, n-3, n-1, n1},
        maxHARQ-Retx-Offset-r17                     ENUMERATED {n4, n6, n8, n10, n12, n14, n16, n18, n20, n22, n24}
    }                                                                                      OPTIONAL
    ]],
    [[
    -- R4 22-2 support of one shot large UL timing adjustment
    ue-OneShotUL-TimingAdj-r17                        ENUMERATED {supported}               OPTIONAL,
    -- R1 25-2: Repetitions for PUCCH format 0, and 2 over multiple slots with K = 2, 4, 8
    pucch-Repetition-F0-2-r17                         ENUMERATED {supported}               OPTIONAL,
    -- R1 25-11a: 4-bits subband CQI for NTN and unlicensed
    cqi-4-BitsSubbandNTN-SharedSpectrumChAccess-r17   ENUMERATED {supported}               OPTIONAL,
    -- R1 25-16: HARQ-ACK with different priorities multiplexing on a PUCCH/PUSCH
    mux-HARQ-ACK-DiffPriorities-r17                   ENUMERATED {supported}               OPTIONAL,
    -- R1 25-20a: Propagation delay compensation based on legacy TA procedure for NTN and unlicensed
    ta-BasedPDC-NTN-SharedSpectrumChAccess-r17        ENUMERATED {supported}               OPTIONAL,
    -- R1 33-2b: DCI-based enabling/disabling ACK/NACK-based feedback for dynamic scheduling for multicast
    ack-NACK-FeedbackForMulticastWithDCI-Enabler-r17  ENUMERATED {supported}               OPTIONAL,
    -- R1 33-2e: Multiple G-RNTIs for group-common PDSCHs
    maxNumberG-RNTI-r17                               INTEGER (2..8)                       OPTIONAL,
    -- R1 33-2f: Dynamic multicast with DCI format 4_2
    dynamicMulticastDCI-Format4-2-r17                 ENUMERATED {supported}               OPTIONAL,
    -- R1 33-2i: Supported maximal modulation order for multicast PDSCH
    maxModulationOrderForMulticast-r17                CHOICE {
        fr1-r17                                           ENUMERATED {qam256, qam1024},
        fr2-r17                                           ENUMERATED {qam64, qam256}
    }                                                                                                                          OPTIONAL,
    -- R1 33-3-1: Dynamic Slot-level repetition for group-common PDSCH for TN and licensed
    dynamicSlotRepetitionMulticastTN-NonSharedSpectrumChAccess-r17  ENUMERATED {n8, n16}                                       OPTIONAL,
    -- R1 33-3-1a: Dynamic Slot-level repetition for group-common PDSCH for NTN and unlicensed
    dynamicSlotRepetitionMulticastNTN-SharedSpectrumChAccess-r17    ENUMERATED {n8, n16}                                       OPTIONAL,
    -- R1 33-4-1: DCI-based enabling/disabling NACK-only based feedback for dynamic scheduling for multicast
    nack-OnlyFeedbackForMulticastWithDCI-Enabler-r17                ENUMERATED {supported}                                     OPTIONAL,
    -- R1 33-5-1b: DCI-based enabling/disabling ACK/NACK-based feedback for dynamic scheduling for multicast
    ack-NACK-FeedbackForSPS-MulticastWithDCI-Enabler-r17            ENUMERATED {supported}                                     OPTIONAL,
    -- R1 33-5-1h: Multiple G-CS-RNTIs for SPS group-common PDSCHs
    maxNumberG-CS-RNTI-r17                                          INTEGER (2..8)                                             OPTIONAL,
    -- R1 33-10: Support group-common PDSCH RE-level rate matching for multicast
    re-LevelRateMatchingForMulticast-r17                            ENUMERATED {supported}                                     OPTIONAL,
     -- R1 36-1a: Support of 1024QAM for PDSCH with maximum 2 MIMO layers for FR1
    pdsch-1024QAM-2MIMO-FR1-r17                                     ENUMERATED {supported}                                     OPTIONAL,
     -- R4 14-3 PRS measurement without MG
    prs-MeasurementWithoutMG-r17                                    ENUMERATED {cpLength, quarterSymbol, halfSymbol, halfSlot} OPTIONAL,
    -- R4 25-7: The number of target LEO satellites the UE can monitor per carrier
    maxNumber-LEO-SatellitesPerCarrier-r17                          INTEGER (3..4)                                             OPTIONAL,
    -- R1 27-3-3 DL PRS Processing Capability outside MG - buffering capability
    prs-ProcessingCapabilityOutsideMGinPPW-r17    SEQUENCE (SIZE(1..3)) OF PRS-ProcessingCapabilityOutsideMGinPPWperType-r17   OPTIONAL,
    -- R1 27-15a: Positioning SRS transmission in RRC_INACTIVE state for initial UL BWP with semi-persistent SRS
    srs-SemiPersistent-PosResourcesRRC-Inactive-r17                 SEQUENCE {
        maxNumOfSemiPersistentSRSposResources-r17                       ENUMERATED {n1, n2, n4, n8, n16, n32, n64},
        maxNumOfSemiPersistentSRSposResourcesPerSlot-r17                ENUMERATED {n1, n2, n3, n4, n5, n6, n8, n10, n12, n14}
    }                                                                                                                          OPTIONAL,
    -- R2: UE support of CBW for 120kHz SCS
    channelBWs-DL-SCS-120kHz-FR2-2-r17                              BIT STRING (SIZE (8))                                      OPTIONAL,
    channelBWs-UL-SCS-120kHz-FR2-2-r17                              BIT STRING (SIZE (8))                                      OPTIONAL
    ]],
    [[
    -- R1 30-4a: DM-RS bundling for PUSCH repetition type A
    dmrs-BundlingPUSCH-RepTypeA-r17                                 ENUMERATED {supported}                                     OPTIONAL,
    -- R1 30-4b: DM-RS bundling for PUSCH repetition type B
    dmrs-BundlingPUSCH-RepTypeB-r17                                 ENUMERATED {supported}                                     OPTIONAL,
    -- R1 30-4c: DM-RS bundling for TB processing over multi-slot PUSCH
    dmrs-BundlingPUSCH-multiSlot-r17                                ENUMERATED {supported}                                     OPTIONAL,
    -- R1 30-4d: DMRS bundling for PUCCH repetitions
    dmrs-BundlingPUCCH-Rep-r17                                      ENUMERATED {supported}                                     OPTIONAL,
    -- R1 30-4e: Enhanced inter-slot frequency hopping with inter-slot bundling for PUSCH
    interSlotFreqHopInterSlotBundlingPUSCH-r17                      ENUMERATED {supported}                                     OPTIONAL,
    -- R1 30-4f: Enhanced inter-slot frequency hopping for PUCCH repetitions with DMRS bundling
    interSlotFreqHopPUCCH-r17                                       ENUMERATED {supported}                                     OPTIONAL,
    -- R1 30-4g: Restart DM-RS bundling
    dmrs-BundlingRestart-r17                                        ENUMERATED {supported}                                     OPTIONAL,
    -- R1 30-4h: DM-RS bundling for non-back-to-back transmission
    dmrs-BundlingNonBackToBackTX-r17                                ENUMERATED {supported}                                     OPTIONAL
    ]],
    [[
    -- R1 33-5-1e: Dynamic Slot-level repetition for SPS group-common PDSCH for multicast
    maxDynamicSlotRepetitionForSPS-Multicast-r17                    ENUMERATED {n8, n16}                                       OPTIONAL,
    -- R1 33-5-1g: DCI-based enabling/disabling NACK-only based feedback for SPS group-common PDSCH for multicast
    nack-OnlyFeedbackForSPS-MulticastWithDCI-Enabler-r17            ENUMERATED {supported}                                     OPTIONAL,
    -- R1 33-5-1i: Multicast SPS scheduling with DCI format 4_2
    sps-MulticastDCI-Format4-2-r17                                  ENUMERATED {supported}                                     OPTIONAL,
    -- R1 33-5-2: Multiple SPS group-common PDSCH configuration on PCell
    sps-MulticastMultiConfig-r17                                    INTEGER (1..8)                                             OPTIONAL,
    -- R1 33-6-1: DL priority indication for multicast in DCI
    priorityIndicatorInDCI-Multicast-r17                            ENUMERATED {supported}                                     OPTIONAL,
    -- R1 33-6-1a: DL priority configuration for SPS multicast
    priorityIndicatorInDCI-SPS-Multicast-r17                        ENUMERATED {supported}                                     OPTIONAL,
    -- R1 33-6-2: Two HARQ-ACK codebooks simultaneously constructed for supporting HARQ-ACK codebooks with different priorities
    -- for unicast and multicast at a UE
    twoHARQ-ACK-CodebookForUnicastAndMulticast-r17                  ENUMERATED {supported}                                     OPTIONAL,
    -- R1 33-6-3: More than one PUCCH for HARQ-ACK transmission for multicast or for unicast and multicast within a slot
    multiPUCCH-HARQ-ACK-ForMulticastUnicast-r17                     ENUMERATED {supported}                                     OPTIONAL,
    -- R1 33-9: Supporting unicast PDCCH to release SPS group-common PDSCH
    releaseSPS-MulticastWithCS-RNTI-r17                             ENUMERATED {supported}                                     OPTIONAL
    ]],
[[
    ue-OneShotUL-TimingAdj-MAC-r18                                  ENUMERATED {supported}                                     OPTIONAL
]]
}

BandNR-v16c0 ::=                                                SEQUENCE {
    pusch-RepetitionTypeA-v16c0                                     ENUMERATED {supported}                                     OPTIONAL,
    ...
}

-- TAG-RF-PARAMETERS-STOP
-- ASN1STOP

	RF-Parameters field descriptions

	appliedFreqBandListFilter
In this field the UE mirrors the FreqBandList that the NW provided in the capability enquiry, if any. The UE filtered the band combinations in the supportedBandCombinationList in accordance with this appliedFreqBandListFilter. The UE does not include this field if the UE capability is requested by E-UTRAN and the network request includes the field eutra-nr-only [10].

	supportedBandCombinationList
A list of band combinations that the UE supports for NR (and NR-DC, if requested). The FeatureSetCombinationId:s in this list refer to the FeatureSetCombination entries in the featureSetCombinations list in the UE-NR-Capability IE. The UE does not include this field if the UE capability is requested by E-UTRAN and the network request includes the field eutra-nr-only [10].

	supportedBandCombinationListSidelinkEUTRA-NR
A list of band combinations that the UE supports for NR sidelink communication only, for joint NR sidelink communication and V2X sidelink communication, or for V2X sidelink communication only. The UE does not include this field if the UE capability is requested by E-UTRAN (see TS 36.331[10]) and the network request includes the field eutra-nr-only.

	supportedBandCombinationListSL-NonRelayDiscovery
A list of band combinations that the UE supports for NR sidelink non-relay discovery. The encoding is defined in PC5 BandCombinationListSidelinkNR-r16.

	supportedBandCombinationListSL-RelayDiscovery
A list of band combinations that the UE supports for NR sidelink relay discovery. The encoding is defined in PC5 BandCombinationListSidelinkNR-r16.

	supportedBandCombinationList-UplinkTxSwitch
A list of band combinations that the UE supports dynamic uplink Tx switching for NR UL CA and SUL. The FeatureSetCombinationId:s in this list refer to the FeatureSetCombination entries in the featureSetCombinations list in the UE-NR-Capability IE. The UE does not include this field if the UE capability is requested by E-UTRAN and the network request includes the field eutra-nr-only [10].

	supportedBandListNR
A list of NR bands supported by the UE. If supportedBandListNR-v16c0 is included, the UE shall include the same number of entries, and listed in the same order, as in supportedBandListNR (without suffix).



END OF the CHANGE


Text proposal for TS 38.306 ver 17.4.0:
START OF the CHANGE
[bookmark: _Toc12750894][bookmark: _Toc29382258][bookmark: _Toc37093375][bookmark: _Toc37238651][bookmark: _Toc37238765][bookmark: _Toc46488660][bookmark: _Toc52574081][bookmark: _Toc52574167][bookmark: _Toc131118998]4.2.7.2	BandNR parameters
<the unchanged part is omitted>
	ue-OneShotUL-TimingAdj-MAC-r18
Indicates whether the UE supports one shot large UL timing adjustment based on MAC CE indication as specified in TS 38.321 [8].

UE indicating support of this feature shall indicate support of ue-PowerClass-v1700 set to 'pc6'.
	Band
	No
	N/A
	FR2 only


<the unchanged part is omitted>
END OF the CHANGE
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