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[bookmark: _Toc60777089][bookmark: _Toc131064804][bookmark: _Hlk54206646]6.2.2	Message definitions
<text omitted>
[bookmark: _Toc60777126][bookmark: _Toc131064844]–	SidelinkUEInformationNR
The SidelinkUEinformationNR message is used for the indication of NR sidelink UE information to the network.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to Network
SidelinkUEInformationNR message
-- ASN1START
-- TAG-SIDELINKUEINFORMATIONNR-START

SidelinkUEInformationNR-r16::=         SEQUENCE {
    criticalExtensions                  CHOICE {
        sidelinkUEInformationNR-r16         SidelinkUEInformationNR-r16-IEs,
        criticalExtensionsFuture            SEQUENCE {}
    }
}

SidelinkUEInformationNR-r16-IEs ::=    SEQUENCE {
    sl-RxInterestedFreqList-r16            SL-InterestedFreqList-r16           OPTIONAL,
    sl-TxResourceReqList-r16               SL-TxResourceReqList-r16            OPTIONAL,
    sl-FailureList-r16                     SL-FailureList-r16                  OPTIONAL,
    lateNonCriticalExtension               OCTET STRING                        OPTIONAL,
    nonCriticalExtension                   SidelinkUEInformationNR-v1700-IEs   OPTIONAL
}

SidelinkUEInformationNR-v1700-IEs ::=  SEQUENCE {
    sl-TxResourceReqList-v1700             SL-TxResourceReqList-v1700                                                 OPTIONAL,
    sl-RxDRX-ReportList-v1700              SL-RxDRX-ReportList-v1700                                                  OPTIONAL,
    sl-RxInterestedGC-BC-DestList-r17      SL-RxInterestedGC-BC-DestList-r17                                          OPTIONAL,
    sl-RxInterestedFreqListDisc-r17        SL-InterestedFreqList-r16                                                  OPTIONAL,
    sl-TxResourceReqListDisc-r17           SL-TxResourceReqListDisc-r17                                               OPTIONAL,
    sl-TxResourceReqListCommRelay-r17      SL-TxResourceReqListCommRelay-r17                                          OPTIONAL,
    ue-Type-r17                            ENUMERATED {relayUE, remoteUE}                                             OPTIONAL,
    sl-SourceIdentityRemoteUE-r17          SL-SourceIdentity-r17                                                      OPTIONAL,
    nonCriticalExtension                   SEQUENCE {}                                                                OPTIONAL
}

SL-InterestedFreqList-r16 ::=          SEQUENCE (SIZE (1..maxNrofFreqSL-r16)) OF INTEGER (1..maxNrofFreqSL-r16)

SL-TxResourceReqList-r16 ::=           SEQUENCE (SIZE (1..maxNrofSL-Dest-r16)) OF SL-TxResourceReq-r16

SL-TxResourceReq-r16 ::=               SEQUENCE {
    sl-DestinationIdentity-r16             SL-DestinationIdentity-r16,
    sl-CastType-r16                        ENUMERATED {broadcast, groupcast, unicast, spare1},
    sl-RLC-ModeIndicationList-r16          SEQUENCE (SIZE (1.. maxNrofSLRB-r16)) OF SL-RLC-ModeIndication-r16         OPTIONAL,
    sl-QoS-InfoList-r16                    SEQUENCE (SIZE (1..maxNrofSL-QFIsPerDest-r16)) OF SL-QoS-Info-r16          OPTIONAL,
    sl-TypeTxSyncList-r16                  SEQUENCE (SIZE (1..maxNrofFreqSL-r16)) OF SL-TypeTxSync-r16                OPTIONAL,
    sl-TxInterestedFreqList-r16            SL-TxInterestedFreqList-r16                                                OPTIONAL,
    sl-CapabilityInformationSidelink-r16   OCTET STRING                                                               OPTIONAL
}

SL-TxResourceReqList-v1700 ::=         SEQUENCE (SIZE (1..maxNrofSL-Dest-r16)) OF SL-TxResourceReq-v1700

SL-RxDRX-ReportList-v1700 ::=          SEQUENCE (SIZE (1..maxNrofSL-Dest-r16)) OF SL-RxDRX-Report-v1700

SL-TxResourceReq-v1700 ::=             SEQUENCE {
    sl-DRX-InfoFromRxList-r17              SEQUENCE (SIZE (1..maxNrofSL-RxInfoSet-r17)) OF SL-DRX-ConfigUC-SemiStatic-r17   OPTIONAL,
    sl-DRX-Indication-r17                  ENUMERATED {on, off}                                                             OPTIONAL,
    ...
}

SL-RxDRX-Report-v1700 ::=              SEQUENCE {
    sl-DRX-ConfigFromTx-r17                SL-DRX-ConfigUC-SemiStatic-r17,
    ...}

SL-RxInterestedGC-BC-DestList-r17 ::=  SEQUENCE (SIZE (1..maxNrofSL-Dest-r16)) OF SL-RxInterestedGC-BC-Dest-r17

SL-RxInterestedGC-BC-Dest-r17 ::=      SEQUENCE {
    sl-RxInterestedQoS-InfoList-r17        SEQUENCE (SIZE (1..maxNrofSL-QFIsPerDest-r16)) OF SL-QoS-Info-r16,
    sl-DestinationIdentity-r16             SL-DestinationIdentity-r16
}

SL-TxResourceReqListDisc-r17 ::=       SEQUENCE (SIZE (1..maxNrofSL-Dest-r16)) OF SL-TxResourceReqDisc-r17

SL-TxResourceReqDisc-r17 ::=           SEQUENCE {
    sl-DestinationIdentityDisc-r17         SL-DestinationIdentity-r16,
    sl-SourceIdentityRelayUE-r17           SL-SourceIdentity-r17                                                      OPTIONAL,
    sl-CastTypeDisc-r17                    ENUMERATED {broadcast, groupcast, unicast, spare1},
    sl-TxInterestedFreqListDisc-r17        SL-TxInterestedFreqList-r16,
    sl-TypeTxSyncListDisc-r17              SEQUENCE (SIZE (1..maxNrofFreqSL-r16)) OF SL-TypeTxSync-r16,
    sl-DiscoveryType-r17                   ENUMERATED {relay, non-Relay},
    ...
}

SL-TxResourceReqListCommRelay-r17 ::=  SEQUENCE (SIZE (1..maxNrofSL-Dest-r16)) OF SL-TxResourceReqCommRelayInfo-r17

SL-TxResourceReqCommRelayInfo-r17 ::=  SEQUENCE {
    sl-RelayDRXConfig-r17                 SL-TxResourceReq-v1700                                                       OPTIONAL,
    sl-TxResourceReqCommRelay-r17         SL-TxResourceReqCommRelay-r17
}

SL-TxResourceReqCommRelay-r17 ::=      CHOICE {
    sl-TxResourceReqL2U2N-Relay-r17        SL-TxResourceReqL2U2N-Relay-r17,
    sl-TxResourceReqL3U2N-Relay-r17        SL-TxResourceReq-r16
}

SL-TxResourceReqL2U2N-Relay-r17 ::=    SEQUENCE {
    sl-DestinationIdentityL2U2N-r17        SL-DestinationIdentity-r16                                                 OPTIONAL,
    sl-TxInterestedFreqListL2U2N-r17       SL-TxInterestedFreqList-r16,
    sl-TypeTxSyncListL2U2N-r17             SEQUENCE (SIZE (1..maxNrofFreqSL-r16)) OF SL-TypeTxSync-r16,
    sl-LocalID-Request-r17                 ENUMERATED {true}                                                          OPTIONAL,
    sl-PagingIdentityRemoteUE-r17          SL-PagingIdentityRemoteUE-r17                                              OPTIONAL,
    sl-CapabilityInformationSidelink-r17   OCTET STRING                                                               OPTIONAL,
    ...
}

SL-TxInterestedFreqList-r16 ::=        SEQUENCE (SIZE (1..maxNrofFreqSL-r16)) OF INTEGER (1..maxNrofFreqSL-r16)

SL-QoS-Info-r16 ::=                    SEQUENCE {
    sl-QoS-FlowIdentity-r16               SL-QoS-FlowIdentity-r16,
    sl-QoS-Profile-r16                    SL-QoS-Profile-r16                                                          OPTIONAL
}

SL-RLC-ModeIndication-r16 ::=          SEQUENCE {
    sl-Mode-r16                            CHOICE  {
        sl-AM-Mode-r16                         NULL,
        sl-UM-Mode-r16                         NULL
    },
    sl-QoS-InfoList-r16                SEQUENCE (SIZE (1..maxNrofSL-QFIsPerDest-r16)) OF SL-QoS-Info-r16
}

SL-FailureList-r16 ::=                 SEQUENCE (SIZE (1..maxNrofSL-Dest-r16)) OF SL-Failure-r16

SL-Failure-r16 ::=                     SEQUENCE {
    sl-DestinationIdentity-r16             SL-DestinationIdentity-r16,
    sl-Failure-r16                         ENUMERATED {rlf,configFailure, drxReject-v1710, spare5, spare4, spare3, spare2, spare1}
}

-- TAG-SIDELINKUEINFORMATIONNR-STOP
-- ASN1STOP

	SidelinkUEinformationNR field descriptions

	sl-RxDRX-ReportList
Indicates the accepted DRX configuration that is received from the peer UE and reported to the network for NR sidelink unicast communication.

	sl-RxInterestedFreqList
Indicates the index of frequency on which the UE is interested to receive NR sidelink communication. The value 1 corresponds to the frequency of first entry in sl-FreqInfoList broadcast in SIB12, the value 2 corresponds to the frequency of second entry in sl-FreqInfoList broadcast in SIB12 and so on. In this release, only value 1 can be included in the interested frequency list. 

	sl-RxInterestedGC-BC-DestList
Indicates the reported QoS profile and associated destination for which UE is interested in reception to the network for NR sidelink groupcast and broadcast communication, or for NR sidelink discovery or ProSe Direct Link Establishment Request as described in TS 24.554 [72], or for Direct Link Establishment Request (TS 24.587 [57]).

	sl-SourceIdentityRemoteUE
This field is used to indicate the Source Layer-2 ID to be used to establish PC5 link with the target L2 U2N Relay UE for path switch.

	sl-TxResourceReq
Parameters to request the transmission resources for NR sidelink communication to the network in the Sidelink UE Information report.

	sl-TxResourceReqList
List of parameters to request the transmission resources for NR sidelink communication for the associated destination. If sl-TxResourceReqList-v1700 is present, it shall contain the same number of entries, listed in the same order as in sl-TxResourceReqList-r16.

	ue-Type
Indicates the UE is acting as U2N Relay UE or U2N Remote UE.



	SL-TxResourceReq field descriptions

	sl-CapabilityInformationSidelink
Includes the UECapabilityInformationSidelink message (which can be also included in ueCapabilityInformationSidelink-r16 in UECapabilityEnquirySidelink from peer UE) received from the peer UE.

	sl-CastType
Indicates the cast type for the corresponding destination for which to request the resource.

	sl-DestinationIdentity
Indicates the destination for which the TX resource request and allocation from the network are concerned.

	sl-DRX-Indication
Indicates the sidelink DRX is applied (value on) or not applied (value off) for the associated destination. This field is only valid for NR sidelink groupcast communication.

	sl-DRX-InfoFromRxList
Indicates list of the sidelink DRX configurations as assistance information received from the peer UE for NR sidelink unicast communication.

	sl-QoS-InfoList
Includes the QoS profile of the sidelink QoS flow as specified in TS 23.287 [55].

	sl-QoS-FlowIdentity
This identity uniquely identifies one sidelink QoS flow between the UE and the network in the scope of UE, which is unique for different destination and cast type.

	sl-RLC-ModeIndication
This field indicates the RLC mode and optionally the related QoS profiles for the sidelink radio bearer, which has not been configured by the network and is initiated by another UE in unicast. The RLC mode for one sidelink radio bearer is aligned between UE and NW by the sl-QoS-FlowIdentity.

	sl-TxInterestedFreqList
Each entry of this field indicates the index of frequency on which the UE is interested to transmit NR sidelink communication. The value 1 corresponds to the frequency of first entry in sl-FreqInfoList broadcast in SIB12, the value 2 corresponds to the frequency of second entry in sl-FreqInfoList broadcast in SIB12 and so on. In this release, only value 1 can be included in the interested frequency list. In this release, only one entry can be included in the list.

	sl-TypeTxSyncList
A list of synchronization reference used by the UE. The UE shall include the same number of entries, listed in the same order, as in sl-TxInterestedFreqList, i.e. one for each carrier frequency included in sl-TxInterestedFreqList.



	SL-Failure field descriptions

	sl-DestinationIdentity
Indicates the destination for which the SL failure is reporting for unicast.

	sl-Failure
Indicates the sidelink cause for the sidelink RLF (value rlf), sidelink AS configuration failure (value configFailure) and the rejection of sidelink DRX configuration (value drxReject-v1710) for the associated destination for unicast.



	SL-RxDRX-Report field descriptions

	sl-DRX-ConfigFromTx
Indicates the sidelink DRX configuration received from the peer UE for NR sidelink unicast communication.



	SL-RxInterestedGC-BC-Dest field descriptions

	sl-RxInterestedQoS-InfoList
Indicates the QoS profile for which UE reports its interested service to which SL DRX is applied to the network, for NR sidelink groupcast or broadcast reception.



	[bookmark: _Hlk107231069]SL-TxResourceReqDisc field descriptions

	sl-CastTypeDisc
Indicates the cast type for the NR sidelink discovery messages. Only value broadcast can be set in this release.

	sl-DestinationIdentityDisc
This field is used to indicate the destination L2 ID for which the TX resource request and allocation from the network are concerned for relay discovery and non-relay discovery.

	sl-SourceIdentityRelayUE
This field is used to indicate the source L2 ID of relay-related discovery transmission by L2 U2N Relay UE.

	sl-TxInterestedFreqListDisc
Each entry of this field indicates the index of frequency on which the UE is interested to transmit NR sidelink discovery. The value 1 corresponds to the frequency of first entry in sl-FreqInfoList broadcast in SIB12, the value 2 corresponds to the frequency of second entry in sl-FreqInfoList broadcast in SIB12 and so on. In this release, only value 1 can be included in the interested frequency list. In this release, only one entry can be included in the list.



	SL-TxResourceReqCommRelayInfo field descriptions

	sl-RelayDRXConfig
This field is used to indicate the applied sidelink DRX configuration for the relay related communication.

	sl-DestinationIdentityL2U2N
This field is used to indicate the destination L2 ID for which the TX resource request and allocation from the network are concerned for the established PC5 link for relay by L2 U2N Relay UE, or L3 U2N Relay UE, or L3 U2N Remote UE.

	sl-LocalID-Request
This field is used to request local UE ID for the corresponding destination by the L2 U2N Relay UE.

	sl-TxInterestedFreqListL2U2N
Each entry of this field indicates the index of frequency on which the UE is interested to transmit NR sidelink communication for established PC5 link for relay. The value 1 corresponds to the frequency of first entry in sl-FreqInfoList broadcast in SIB12, the value 2 corresponds to the frequency of second entry in sl-FreqInfoList broadcast in SIB12 and so on. In this release, only value 1 can be included in the interested frequency list. In this release, only one entry can be included in the list.

	sl-PagingIdentityRemoteUE
This field is used to indicate the paging UE ID(s) for the corresponding destination(s) by the L2 U2N Relay UE.
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