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START OF CHANGE
[bookmark: _Toc60776920][bookmark: _Toc124712789][bookmark: _Toc60776830][bookmark: _Toc115428553][bookmark: _Toc60777460][bookmark: _Toc100930388][bookmark: _Toc60777491][bookmark: _Toc100930423][bookmark: _Hlk54199415][bookmark: _Toc60777267][bookmark: _Toc100844303][bookmark: _Toc20487230][bookmark: _Toc29342525][bookmark: _Toc29343664][bookmark: _Toc36566925][bookmark: _Toc36810362][bookmark: _Toc36846726][bookmark: _Toc36939379][bookmark: _Toc37082359][bookmark: _Toc46480989][bookmark: _Toc46482223][bookmark: _Toc46483457][bookmark: _Toc100791532]5.6	UE capabilities
[bookmark: _Toc60776921][bookmark: _Toc124712790]5.6.1	UE capability transfer
[bookmark: _Toc60776922][bookmark: _Toc124712791]5.6.1.1	General
This clause describes how the UE compiles and transfers its UE capability information upon receiving a UECapabilityEnquiry from the network.


Figure 5.6.1.1-1: UE capability transfer
[bookmark: _Toc60776923][bookmark: _Toc124712792]5.6.1.2	Initiation
The network initiates the procedure to a UE in RRC_CONNECTED when it needs (additional) UE radio access capability information. The network should retrieve UE capabilities only after AS security activation. Network does not forward UE capabilities that were retrieved before AS security activation to the CN.
[bookmark: _Toc60776924][bookmark: _Toc124712793]5.6.1.3	Reception of the UECapabilityEnquiry by the UE
The UE shall set the contents of UECapabilityInformation message as follows:
1>	if the ue-CapabilityRAT-RequestList contains a UE-CapabilityRAT-Request with rat-Type set to nr:
2>	include in the ue-CapabilityRAT-ContainerList a UE-CapabilityRAT-Container of the type UE-NR-Capability and with the rat-Type set to nr;
2>	include the supportedBandCombinationList, featureSets and featureSetCombinations as specified in clause 5.6.1.4;
1>	if the ue-CapabilityRAT-RequestList contains a UE-CapabilityRAT-Request with rat-Type set to eutra-nr:
2> if the UE supports (NG)EN-DC or NE-DC:
3>	include in the ue-CapabilityRAT-ContainerList a UE-CapabilityRAT-Container of the type UE-MRDC-Capability and with the rat-Type set to eutra-nr;
3>	include the supportedBandCombinationList and featureSetCombinations as specified in clause 5.6.1.4;
1>	if the ue-CapabilityRAT-RequestList contains a UE-CapabilityRAT-Request with rat-Type set to eutra:
2>	if the UE supports E-UTRA:
3>	include in the ue-CapabilityRAT-ContainerList a ue-CapabilityRAT-Container of the type UE-EUTRA-Capability associated with the terrestrial network and with the rat-Type set to eutra as specified in TS 36.331 [10], clause 5.6.3.3, according to the capabilityRequestFilter, if received;
1>	if the ue-CapabilityRAT-RequestList contains a UE-CapabilityRAT-Request with rat-Type set to utra-fdd:
2>	if the UE supports UTRA-FDD:
3>	include the UE radio access capabilities for UTRA-FDD within a ue-CapabilityRAT-Container and with the rat-Type set to utra-fdd;
1>	if the RRC message segmentation is enabled based on the field rrc-SegAllowed received, and the encoded RRC message is larger than the maximum supported size of a PDCP SDU specified in TS 38.323 [5]:
2>	initiate the UL message segment transfer procedure as specified in clause 5.7.7;
1>	else:
2>	submit the UECapabilityInformation message to lower layers for transmission, upon which the procedure ends.
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