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1. Introduction 
In RAN2#121 meeting, we had discussions on mobility enhancement as follows.

	· Working Assumption: support to have UE prioritization in cell reselection for mIAB cell(s), at least for inter-frequency cell-reselection. 

· FFS if UE search and measure for mIAB cells on different frequencies is unspecified (autonomous search), FFS if such search can be done without assistance frequency information. 




In this contribution, we discuss the mobile-IAB cell type indication and related UE behaviours. 
2. Discussion

In RAN2#120 meeting, RAN2 discussed the necessities to introduce the mobile-IAB cell type indication. This one bit broadcast indicator is from mobile IAB node to its UEs in order to assist Idle/Inactive Rel-18 UEs with cell selection/re-selection. The benefits to introduce this indicator are listed as follows.

1. It will provide information to Rel-18 UEs in order to perform a proposal cell selection/re-selection, e.g. for the UEs with static or lower mobility, it can deprioritize the cell.

2. It can avoid influx of the UE’s access by diverting some of the UEs to deprioritize the cell, if the UE can decide it is not on board.
Proposal 1: RAN2 to introduce the mobile-IAB cell type indication to UE. 
On how to specify the UE’s behaviour, though company may have diversified opinions, RAN2 can specify that UE may prioritize/deprioritize the mobile IAB cell according to this indication, e.g. if it is on board, then the cell is prioritized. Regarding how the UE decides whether it is on board or not should be left for implementation. 
Proposal 2: UE can prioritize/deprioritize a mobile IAB cell according to the mobile-IAB cell type indication.
3. Conclusion
We propose RAN2 to consider the proposals as follows.
Proposal 1: RAN2 to introduce the mobile-IAB cell type indication to UE. 

Proposal 2: UE can prioritize/deprioritize a mobile IAB cell according to the mobile-IAB cell type indication.
