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1	Introduction
This contribution is to provide a list of remaining open issues to be addressed in order to complete the RRC CR for LTM.
[bookmark: _Ref178064866]2	Open issue list (divided by TS sections)
5.3.5.2	Initiation (RRC reconfiguration)
Editor’s Note: FFS on whether ltm-CandidateConfig applies also for the case of MBS or IAB.
5.3.5.5.8	SCell Release
Editor’s Note: FFS on whether the release of an SCell by an LTM candidate cell configuration is a valid case.
5.3.5.x.3	LTM candidate cell addition/modification
Editor’s Note: FFS on whether the UE performs the compliance check of the reference and LTM candidate cell configuration upon their reception of upon the execution of the LTM cell switch.
Editor’s Note: FFS on how and whether to indicate that no RACH is needed for an LTM candidate cell.
Editor’s Note: FFS on how UE should establish the TA for a LTM candidate cell.
5.3.5.x.4	Generation of UE LTM configuration
Editor’s Note: FFS on the need of ltm-ConfigComplete to indicate to the UE that the LTM candidate cell configuration in ltm-Candidate is a complete configuration.
Editor’s Note: FFS on whether we need to rely on the full configuration procedure or a new procedure for LTM is created when the UE generates a complete LTM candidate cell configuration.
5.3.5.x.5	LTM cell switch execution
Editor’s Note: FFS on whether it needs to be clarified that lower layers indicate an LTM candidate cell configuration ID, among other info.
Editor’s Note: FFS on whether the radio bearer needs to be kept when execution the LTM cell switch.Editor’s Note: FFS on whether some other configurations should be released or kept.
Editor’s Note: FFS on whether ServingCellConfigCommon is always provided in a LTM candidate cell configuration or whether can be optional.
Editor’s Note: FFS on what are actions the UE shall perform when executing a RACH-less LTM cell switch.
Editor’s Note: The handling of the MAC and RLC entity is still FFS as it depends on how the L2 reset is indicated by the network.
Editor’s Note: FFS on whether to use a new timer or re-use timer T304.
Editor’s Note: FFS on how to capture UE actions when the L2 reset is needed.
Editor’s Note: FFS on whether it is allowed to trigger an LTM cell switch (at the MCG or SCG) while timer T316 is running.
Editor’s Note: FFS on whether the “apply” of the LTM configuration should explicitly refer to section 5.3.5.3.
Editor’s Note: FFS on whether to reuse the reconfiguration with sync procedure and IE.
Editor’s Note: FFS on whether the sending of the RRCReconfigurationComplete message should be triggered in this section or in section 5.3.5.3 (i.e., Reception of an RRCReconfiguration by the UE).
Editor’s Note: FFS on whether further UE actions need to be specified for e.g., subsequent LTM cell switch or interaction with lower layers.
Editor’s Note: FFS on the UE actions (for L2 reset) based on ltm-CandidateNoResetL2-List.
Editor’s Note: FFS on how and whether to indicate that no RACH is needed for an LTM candidate cell.
Editor’s Note: FFS on how to handle the TA (and when the UE has no TA) in the source cell (in case no RACH is performed) upon an LTM cell switch and whether this should be specified in RRC or MAC.
Editor’s Note: FFS on the supervision timer for the LTM cell switch.
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Editor’s Note: FFS on how to provide the UL grant to the UE in case no RACH is performed during the LTM cell switch.
6.3.2	Radio resource control information elements
Editors’s Note: FFS how to indicate to the UE that RACH should be skipped when doing an LTM cell switch.
Editor’s Note: FFS on whether the LTM-CandidateNoResetL2-List field should include separate reset flags for MAC, RLC, and PDCP recovery.
Editor’s Note: FFS on what the configuration of ltm-EarlyUlSync actually is (e.g., RACH-Dedicated, CFRA, or something else). Wait for more RAN1 progresses.
Editor’s Note: This is a placeholder the advance TCI state pool configuration for LTM and what this IE should exactly include is FFS
Editor’s Note: This is a placeholder for the CSI report configuration for LTM and what this IE should exactly include is FFS
Editor’s Note: This is a placeholder for the CSI resource configuration for LTM and what this IE should exactly include is FFS
3	Conclusion
Based on the discussion in the previous sections we propose the following:
RAN2 to resolve the following Editor's node in order to complete the RRC CR for LTM
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