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[bookmark: _Toc500511687][bookmark: _Toc501040585]First Modified Subclause
[bookmark: _Toc131064768]5.9.1.1	General
UE receiving or interested to receive MBS broadcast service(s) applies MBS broadcast procedures described in this clause as well as the MBS Interest Indication procedure as specified in clause 5.9.4.
MBS broadcast configuration information is provided on MCCH logical channel. MCCH carries the MBSBroadcastConfiguration message which indicates the MBS broadcast sessions that are provided in the cell as well as the corresponding scheduling related information for these sessions. Optionally, the MBSBroadcastConfiguration message may also contain a list of neighbour cells providing the same broadcast MBS service(s) as provided in the current cell. The configuration information required by the UE to receive MCCH is provided in SIB1 and SIB20. Additionally, System Information provides also an information related to service continuity of MBS broadcast in SIB21.
Next Modified Subclause
[bookmark: _Toc67997133][bookmark: _Toc37082227][bookmark: _Toc29342400][bookmark: _Toc36566799][bookmark: _Toc46483327][bookmark: _Toc46480859][bookmark: _Toc36810230][bookmark: _Toc29343539][bookmark: _Toc20487107][bookmark: _Toc36846594][bookmark: _Toc36939247][bookmark: _Toc46482093][bookmark: _Toc131064774]5.9.2.3	MCCH information acquisition by the UE
An MBS capable UE interested to receive or receiving an MBS broadcast service shall:
1>	if the procedure is triggered by an MCCH information change notification:
2>	start acquiring the MBSBroadcastConfiguration message on MCCH in the concerned cell from the slot in which the change notification was received;
1>	if the UE enters a cell providing broadcasting SIB20; or
1>	if the UE receives sCellSIB20:
2>	acquire the MBSBroadcastConfiguration message on MCCH in the concerned cell at the next repetition period.
Next Modified Subclause
[bookmark: _Toc131064779]5.9.3.3	Broadcast MRB establishment
Upon a broadcast MRB establishment, the UE shall:
1>	establish a PDCP entity and an RLC entity in accordance with MRB-InfoBroadcast for this broadcast MRB included in the MBSBroadcastConfiguration message and the configuration specified in 9.1.1.7;
1>	configure the MAC layer in accordance with the mtch-SchedulingInfo (if included);
1>	configure the physical layer in accordance with the mbs-SessionInfoList, searchSpaceMTCH, and pdsch-ConfigMTCH, applicable for the broadcast MRB;
1>	if an SDAP entity with the received mbs-SessionId does not exist:
2>	establish an SDAP entity as specified in TS 37.324 [24] clause 5.1.1;
2>	indicate the establishment of the user plane resources for the mbs-SessionId to upper layers;
1>	receive DL-SCH on the cell where the MBSBroadcastConfiguration message was received for the established broadcast MRB using g-RNTI and mtch-SchedulingInfo (if included) in this message for this MBS broadcast service;.
1>	if an SDAP entity with the received mbs-SessionId does not exist:
2>	establish an SDAP entity as specified in TS 37.324 [24] clause 5.1.1.
2>	indicate the establishment of the user plane resources for the mbs-SessionId to upper layers.
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